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PROLUMIA

LED OSVETLENI

LED LIGHTING

VITA VAS PROLUMIA!

Inacka Prolumia predstavuje kompletni  sortiment vysoce  kvalitniho
LED osvétlenti.

Doddvd 5 produktovych skupin osvétleni, které prochdzi piisnym vybérovym
procesem pro zachovdni kvality: Linedrni LED osvétleni, Vnitfni LED osvétleni,
Primyslové LED osvétleni, Venkovni LED osvétleni a Vefejné LED osvétleni.
Prolumia nabizi nekonecné moinosti v realizaci osvétleni do jakéhokoliv
prostredi.

Nasi specialisté, ktefi maji dlouholeté zkusenosti v oblasti osvétleni, Vam rédi
pomohou s vybérem vhodnych produktl pro Va3 projekt.

Prolumia guarantees a complete range of high quality LED lighting.

The five product groups, to which a rigorous selection process precedes, consist
of LED Linear lighting, LED Interior lighting, LED Industrial lighting, LED Outdoor
lighting and LED Public lighting. Prolumia provides an unparalleled number of
options for illuminating environments of any application.

Our specialists, who have years of experience in lighting, will be happy to help
you choose the right products for your project.



LUMIA’ LED osvétleni | LED lighting

Prolumia exklusivné distribuovana spoleénosti:
Prolumia is exclusively distributed by:

CESKA REPUBLIKA - CZECH REPUBLIC |

Adresa: Nedelko s.r.o.

(Postal address) Purkyfiova 74/2
110 00 PRAHA 1 - NOVE MESTO
Ceskd republika (Czech Republic)

Telefon: +420 222 563 003

(Telephone)

Email: info@nedelko.cz

Www.: www.prolumia.cz

Objevte Prolumii:
Discover Prolumia:

www.prolumia.nl www.prolumia.be  www.prolumia.cz

LUMIA

Projektovy management & svételné vypocty

Kromé jednotlivych prodejd Vam Prolumia rovnéz nabizi piné poradenstvi
pro realizaci projektd. Diky dlouholetym zkusenostem na trhu s osvétlovaci
technikou je Prolumia tou pravou volbou pro realizaci Vaseho projektu.

V pribéhu celého projektu jsme Védm schopni nabidnout odborné poradenstvi,
svételné vypocty na miru a nasi technickou pomoc. Nasi certifikovani specialisté
na osvétleni maji dlouholeté zkusenosti s inovaci osvétleni a zefektivnéni jeho
U¢innosti.

Nasi odbornici pouzivaji software Relux pro viechny svételné simulace. Vsechny
svétlené vypocty Relux poskytujeme veetné komplexni zprévy dle platnych norem.

NIZOZEMSKO - THE NETHERLANDS (HEAD OFFICE) |

Oteviraci doba:
(Opening hours)

Po-P& (Monday - Friday): 8:30 - 17:00

Adresa: Nedelko B.V.
(Postal address) Riga 10

2993 LW BARENDRECHT
Nizozemsko (Netherlands)

Telefon: +31 (0)180 64 54 00
(Telephone)

Email: info@prolumia.nl
Www: www.prolumia.nl

Nd&vstévy showroomu (pouze v NL) pouze po pfedchozi dohodé.
Showroom visits (only in The Netherlands) by appointment only.

BELGIE - BELGIUM |

Po-Ct (Monday - Thursday): 8:30 - 17:00
P& (Friday): 8:30 - 16:00

Oteviraci doba:
(Opening hours)

Adresa: Nedelko Belgium N.V.

(Postal address) Prins Boudewijnlaan 49
B-2650 EDEGEM - ANTWERPEN
Belgie (Belgium)

Telefon: +32 (0)3 826 99 99

(Telephone)

Email: info@prolumia.be

Www: www.prolumia.be | www.prolumia.fr

NEMECKO - GERMANY |

Adresa: Nedelko Germany GmbH
(Postal address) Heinz-B&ker-StraBe 27
45356 ESSEN

Némecko(Germany)

Telefon: +49 (0)201 560 503 50
(Telephone)
Email: info@nedelko.de

Project management & light calculations

In addition to individual sales, Prolumia also offers you full advice on project
implementation. With years of experience in the lighting market, Prolumia is the
right choice for your project.

Throughout the project, we are able to offer you expert advice, customized light
calculations and our technical assistance. Our certified lighting specialists have
years of experience in lighting innovation and streamlining its efficiency.

Our experts use Relux software for all light simulations. We provide all Relux light
calculations including a comprehensive report, in accordance with the code of
conduct for light calculations of the NSVV.
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s )\ OD (INTRODUCTION)

s L ED PRODISC SERIE (LED PRODISC SERIES)

|0

LED Prodisc @ 348 mm
14W, v¢. LED napéjeni

14W, including LED driver

:115°: ﬂ &

i miru osvétleni

[ Polykarbondtovy kryt doplnén opdlovou PMMA optikou
* Lze instalovat na povrch i ¢dstecné zapustit
* Dodavano vcéetné Uchytu pro ¢éstecné zapusténou montdz
« K dispozici také s integrovanym mikrovinnym senzorem pohybu
/ denniho svétla, kde Ize nastavit rozsah detekce, dobu sviceni

« Svitidla se snimacem a bez snimace mohou byt kombinovéana
jako master / slave a to az 10 svitidel za sebou

Oblasti pouziti: Chodby, schodisté, sklady, toalety, atd.

‘ ¢ 348 |

400093/ ../ ..

LTepIota chromati¢nosti
Color temperature
0: Tepla bila, 3000K
Warm white
6: Neutralni bila, 4000K
Pure white

Volba senzoru
Sensor choice

0: Bez mikrovinného senzoru
Without microwave sensor

1: S mikrovinnym senzorem (15W)

With microwave sensor

CCPMB A A E O

¢ Polycarbonate housing, supplied with opal PMMA diffuser

* Can be used surface mounted as well as semi-recessed

S ¢ Incl. mounting bracket for semi recessed mounting method

- ¢ Also available with build in invisible microwave/daylight sensor
with adjustable detection range, time and lightlevel

! - « Fixtures with and without sensor can be combined as master/
‘ ‘ slave (max. 10 Prodisc armatures)
é Applications: hallways, staircases, toilets, etc.

Zdroj svétla (Light source): SMD LED
 Uhel vyzafovéni (Beam angle): 115°
Teplota chromatiénosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bild) (Pure white)

Svételny tok (Light output): 1200LM/1300LM

Provozni teplota (Operating temperature): -10°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50Hz

Trida ochrany (Electrical safety class): Trida Il (Class Il)
U¢inik (Power factor): > 0.90

LET ZARUKA
YEARS WARRANTY

VYSVETLIVKY

EXPLANATORY NOTES

SKUPINA PRODUKTU
PRODUCT SERIES

FOTOGRAFIE
PRODUCT PICTURE

TYP SVITIDLA
LAMP TYPE

UHEL VYZAROVANI
BEAM TYPE

PREDSTAVENI PRODUKTU
PRODUCT INTRODUCTION

® © © o

NAKRES ROZMERU
DIMENSIONAL DRAWING

OBJEDNAVKOVE CiSLO
ARTICLE NUMBER

SPECIFIKACE

_» POL.: Minimdini odbérové mnozstvi mize

byt vyzadovdno u neskladovych polozek.
ATTENTION: A minimum order quantity may
apply for non-stock items.

SKLADOVA POLOZKA
STOCK ITEM

ZARUKA
WARRANTY

LED SPECIFICATIONS

CERTIFIKACE

APPROVAL AND PROTECTION CLASS

POZOR!
Objedndvkovd Cisla zacingjici 964xxxxx a
984xxxxx oznacuji spcidini produkty, které
nemohou byt zruseny nebo vrdceny.

ATTENTION!

Article numbers starting with 964xxxxx and
984xxxxx are specials which cannot be

cancelled and/or returned.

PROLUMIA



UVOD (NTRODUCTION)

PREHLED BAREV

COLOR CHART

Symbol Barva Teplota chromati¢nosti
Symbol Color Wave length / Color temperature
Bil&
[] White 6000K
I:\ NePutrc’xlni_ bil& 4000K
ure white
Tepld bild
D Warm white 3000K
I:\ Ex)t(rc tepla bild 2700K
warm white
XX tepld bild
D XX warm white 2400k
| RGB RGB

IP HODNOTA

IP RATING

Elektrickd zafizenti jsou pfednastavena tak, aby se zabrdnilo vniknuti a kontaktu s pev-
nymi ldtkami a kapalinami s Zivymi ¢astmi. Odolnost proti pronikani pevnych Idtek a
kapalin je vyjaddfena inicidlami IP, ndsledovanymi dvéma Cislicemi, které znamenaji
stuper ochrany. Prvni se tykd pevnych Idtek a druhd kapalin.

Electrical devices are preset in order to prevent the intrusion and contact with solids
and liquids with live parts. Resistance against the penetration of solids and liquids is ex-
pressed by the initials IP, followed by two digits that stand for the degree of protection.
The first referring to solids and the second to liquids.

PRVNI CISLICE

FIRST NUMBER

CISLO -NO. OCHRANA - PROTECTION

IK-HODNOTA

IK RATING

Hodnoceni IK je mezindrodni kod, ktery méfi stuperi ochrany proti mechanickému
opotfebeni a odéru, které mize konkrétni produkt mit. V zdsadé se jednd o miru
odolnosti a trvanlivosti produktd.

The IK rating is an international code which measures the degree of protection
against mechanical wear and tear as well as the amount of impact a specific fixture
can take. Essentially it is a measure of a fixtures robustness and durability.

CisLo
NO.

Ochrana
Protection

0 Bez ochrany Bez ochrany
No protection No protection
1 Ochrana pred vniknutim pevnych téles vétsich nez 50 mm v prdméru Chrénéno proti nérazu 0,14 J
Protected against solid bodies over 50 mm in diameter oL Protected against 0.14 joule impact
2 Ochrana pfed vniknutim pevnych téles vétsich nez 12 mm v prdméru Chré&néno proti ndrazu 0,2 J
Protected against solid bodies over 12 mm in diameter = Protected against 0.2 joules impact
3 Ochrana pfed vniknutim pevnych téles vétiich nez 2,5 mm v proméru = Chranéno proti ndrazu 0,35 J
Protected against solid bodies over 2,5 mm in diameter os Protected against 0.35 joules impact
4 Ochrana pfed vniknutim pevnych t&les vétsich nez 1 mm v priméru Chranéno proti ndrazu 0,5 J
Protected against solid bodies over 1 mm in diameter Protected against 0.5 joules impact
5 Caste&nd chrana proti prachu Chrénéno proti narazu 0,7 J
Protected against dust Protected against 0.7 joules impact
6 Prachotésné Chranéno proti ndrazu 1 J
Dustproof Protected against 1 joules impact

DRUHA CISLICE

SECOND NUMBER

CISLO-NO. OCHRANA - PROTECTION

0 Bez ochrany
No protection

1 Ochrana pred kapkami vody dopadajicimi svisle
Protected against vertically dripping water

2 Ochrana pred kapkami vody dopadajicimi pod Uhlem do 15° od svislice
Protected against dripping water when tilted up to 15°

3 Ochrana pred kapkami vody dopadajicimi pod Uhlem do 60° od svislice

Protected against dripping water when tilted up to 60°

4 Ochrana pred stfikajici vodou dopadadjici v libovolném sméru
Protected against splashing water (splash proof)

Ochrana pred tryskajici vodou

9 Protected against jets of water (jet-proof)

6 Ochrana pred intenzivné tryskajici vodou
Protected against waves of water

7 Ochrana pred docasnym ponorenim do vody (omezeno tlakem a casem)
Protected against temporary immersion in water

8 Ochrana pii trvalém ponoreni do vody

Protected against water during long term immersion

Chrdnéno proti ndrazu 2 J
Protected against 2 joules impact

Chrdnéno proti ndrazu 5 J
Protected against 5 joules impact

Chrdnéno proti ndrazu 10 J
Protected against 10 joules impact

Chranéno proti ndrazu 20 J
Protected against 20 joules impact

www.prolumia.cz
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LED

LED INTERIOR LIGHTING

ATRAKTIVNI DO NEJMENSICH DETAILU

ATTRACTIVE TO THE SMALLEST DETAIL

Inovativni feSeni osvétleni pro obchody a kanceldre, které je vice nez jen osvételnil Chytré
osvétleni vede zdkazniky, vytvdri prijemné (pracovni) prostfedi a soustfedi pozornost na body, které
maiji byt zdUraznény. Nasvétleni je obzvldsté dilezité pii prezentaci zbozi v prodejné, na pulté nebo
ve vyloze. At Uz se jednd o obecné osvétleni nebo vytvdrite fascinujici akcentni osvétleni, fady
svitidel vnitfniho LED osvétleni znacky Prolumia Vam nabizi vhodné osvétleni do kazdé mistnosti.

Innovative lighting solutions for shops and offices, more than just light! It leads people the way, creates a pleasant
(working) environment and draws atftention to points which should be emphasized more. Think of a store presentation,
sales desk or conference table. Whether for general lighting or creating fascinating accent lighting, Prolumia LED interior
lighting offers appropriate lighting solutions for every space.

10 PROLUMIA



Reference: First Dutch Innovations, Delft, Nizozemsko (Reference: First Dutch Innovations, Delft, The Netherlands)

SERIES

SERIES

LED Prodisc Série | LED Prodisc Series

LED Prodisc Il Série | LED Prodisc Il Series

* LED Pro-Ceiling Série | LED Pro-Ceiling Series

¢ LED Pro-Space Série | LED Pro-Space Series

LED |-Panel Série | LED I-Panel Series

LED Pro-Office Série | LED Pro-Office Series

¢ LED Pro-Rio Série | LED Pro-Rio Series

¢ LED 3-Fdzovd lista | LED 3-Phase Rail Series

LED Downlight Série (Akcentni osvétleni) | LED Downlight Series (Accent lighting)
LED Downlight Série (Z&kladni osvétleni) | LED Downlight Series (General lighting)

www.prolumia.cz 1



CASTECNEZAPUSTENESVITIDLO
NENAROCNENANSTALACI
EASYAIOASSEMBLESUREACEIMOUN
ANDSSEMERECESSEDITUMINAIRE

LED PRODISC
SERIE

LED PRODISC SERIES

.
Svitidlo Prolumia LED Prodisc zaru€uje vysokou Usporu energie SPECIFICKE VLASTNOSTI
(> 70%) diky inteligentnimu fizeni svétla s detektory pohybu. « Polykarbonatovy kryt
LED Prodisc je idedlIni pro zajisténi jasného osvétleni bez * K dispozici s vestavénym MW ¢idlem,
osinéni pro bezpe&ny prichod schodisti a chodbami. :’:::""'I‘::""im osvétleni a nouzovym
The LED Prodisc luminaire provides high energy savings (> 70%) through + Svitidla se snimacem a bez snimace
intelligent lighting management with presence detectors. Safety is the mohou byt pouzita ve funkci

prime consideration in stairwells and hallways. They must be properly Master /slave

iluminated with enough brightness without reflections fo ensure safe

passage. The LED Prodisc is highly suitable for this. SPECIFIC FEATURES

» Polycarbonate housing

* Available with built in microwave- / light
sensor and / or emergency function

* Luminaires with and without sensor can
be combined as master / slave (wired)

12 PROLUMIA




LED PRODISC SERIE (LED PRODISC SERIES) N

LED Prodisc @ 348 mm
14W

4000930x 14

LED Prodisc @ 348 mm + mikrovinné ¢idlo
15w

4000931x 14

LED Prodisc @ 348 mm + nouzové osvéleni
LED Prodisc @ 348 mm + emergency mode
15W

4000932x 15

LED Prodisc @ 348 mm + nouzové osvéleni + MW ¢idlo
LED Prodisc @ 348 mm + emergency mode + MW sensor
15w

4000933x 15

LED Prodisc Mini @ 280 mm
10W

4000935x 17

LED Prodisc Mini @ 280 mm + MW ¢idlo
10w

4000936x 17

www.prolumia.cz 13



s | ED PRODISC SERIE (LED PRODISC SERIES)

LED Prodisc o 348 mm
14W, vé€. LED napajeni
14W, including LED driver

/135\

2 348

100

400093/ ../ ..

Teplota chormati¢nosti
Color temperature

0: Tepla bila, 3000K

* Polykarbondtovy kryt dopInén opdlovou PMMA optikou

* Lze instalovat na povrch i Eéstecné zapustit

* Doddvdno véetné Uchytu pro ¢astecné zapusténou montdz

* K dispozici také s infegrovanym mikrovinnym cidlem pohybu
/ denniho svétla, kde Ize nastavit rozsah detekce, dobu sviceni
i miru osvétleni

« Svitidla se snimacem a bez snimace mohou byt kombinovdana
jako master / slave a to az 10 svitidel za sebou

Oblasti pouziti: Chodby, schodisté, sklady, toalety, atd.

* Polycarbonate housing, supplied with opal PMMA diffuser

Can be used surface mounted as well as semi-recessed

Incl. mounting bracket for semi recessed mounting method

with adjustable detection range, time and lightlevel

slave (max. 10 Prodisc armatures)

Applications: hallways, staircases, toilets, efc.

Idroj svétla (Light source): SMD LED
Uhel vyzafovani (Beam angle): 115°

Warm white Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4000K 4000K (Neutrdini bild) (Pure white)

Pure white Svételny tok (Light output): 1200LM/1300LM
Volba ¢&idla Provozni teplota (Operating temperature): -10°C - +50°C

Sensor choice

0: Standardni verze
Standard version

Zivotnost (hod) (Rated life hours): > 50.000
LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50Hz

Also available with build in invisible microwave/daylight sensor

Fixtures with and without sensor can be combined as master/

1: S mikrovinnym ¢idlem (15W)

With microwave sensor

©6

Trida ochrany (Electrical safety class): Trida Il (Class Il)
U¢inik (Power factor): > 0.90

Mikrovinné &idlo:

Detekéni oblast (Detection area): max. @ 10 m pfi 6 m mont&zni vysce
(with a mounting height of 6 m)

Citlivost (Sensitivity): 10% - 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. / 1-5-15 - 30 min. (ize nastavit)
Svételné ¢idlo (standard) (Light sensor (standard)):

vyp (off) - 50-30- 10 - 5 - 2 Lux (Ize nastavit) (adjustable)

CEIPA4E S o ) [ (2

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

Detekéni zona (Detection area)

313 ~ Metalen houder - . v, -
or— | " Metal holder mikrovinného ¢idla v metrech (in meters)
at N
v 2
N——
~—
\\;;777///
\\\, 777// -
\\ I // \\ ps Ndésténné umisténi (Wall mounting pattern)  Stropni umisténi (Ceiling mounting pattern)
T — Doporuéend montdini vyska (Suggested  Doporuéend montéini vyska (Suggested
installation height): 1- 1,8 m installation height): 2,5 - 6 m

LED Prodisc -/+180
16W, 115° .
4000K .

im 169.5 Ix 31m -120 ‘ 120

-90 90
2m
-60
om — C0 /180
—— €90 /270

Height Em Emax Diameter 0



LED PRODISC SERIE (LED PRODISC SERIES) N

LED Prodisc @ 348 mm
+ nouzovy modul

15W, vé&. LED napéjeni

LED Prodisc @ 348 mm
+ emergency mode
15W, including LED driver

/135\

100

2 348

400093/ ../ ..

LTeplota chormati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

6: Neutralni bila, 4000K

Pure white

Volba ¢idla

Sensor choice
2: Nouzové osvétleni
With emergency mode

1: S nouzovym modulem a MW ¢idlem (16W)
With emergency mode and microwave sensor

©6

98400279  Baterie pro nouzové osvétleni
Emergency mode battery

CEIPA4E Y o i) [ (2

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY
313 Metalen houder

! 1
T 7 \T\/ Metal holder

v Z

4320/ o3 ai

Nouzové osvétleni (With emergency function)

* Polykarbondtovy kryt dopInén opdlovou PMMA optikou

* Lze instalovat na povrch i Eéstecné zapustit

* Doddvdno véetné Uchytu pro ¢astecné zapusténou montdz

* K dispozici také s infegrovanym mikrovinnym senzorem pohybu
/ denniho svétla, kde Ize nastavit rozsah detekce, dobu sviceni
i miru osvétleni

« Svitidla se snimacem a bez snimace mohou byt kombinovdana
jako master / slave a to az 10 svitidel za sebou

Oblasti pouziti: Chodby, schodisté, sklady, toalety, atd.

* Polycarbonate housing, supplied with opal PMMA diffuser

Can be used surface mounted as well as semi-recessed

Incl. mounting bracket for semi recessed mounting method

Also available with build in invisible microwave/daylight sensor
with adjustable detection range, time and lightlevel

Fixtures with and without sensor can be combined as master/

slave (max. 10 Prodisc armatures)
Applications: hallways, staircases, toilets, efc.

Idroj svétla (Light source): SMD LED

Uhel vyzafovani (Beam angle): 115°

Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bilg) (Pure white)

Svételny tok (Light output): 1200LM/1300LM

Provozni teplota (Operating temperature): -10°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50Hz

Trida ochrany (Electrical safety class): Trida Il (Class Il)
U¢inik (Power factor): > 0.90

Mikrovinné &idlo:

Detekéni oblast (Detection area): max. @ 10 m pfi 6 m mont&zni vysce
(with a mounting height of 6 m)

Citlivost (Sensitivity): 10% - 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. / 1-5-15 - 30 min. (ize nastavit)
Svételné ¢idlo (standard) (Light sensor (standard)):

vyp (off) - 50-30- 10 - 5 - 2 Lux (Ize nastavit) (adjustable)

Detekéni zona (Detection area)
mikrovinného ¢idla v metrech (in meters)

isténi (Wall ting pattern)  Stropni umisténi (Ceiling mounting pattern)

Doporuéend montdzni vyska (Suggested Doporuéend montazni vyska (Suggested
installation height): 1-1,8 m

LED Prodisc B&2né osvétieni -/+180
16W, 115° Mains mode 0 .
4000K

1im 169.5 I 31m -120

installation height): 2,5 - 6 m

Nouzoveé osvétleni

Emergency mode

100.3 Ix
2m

Height Em Emax Diameter 0
Mains mode
Emergency mode

— C0 /180
—— €90 /270

— C0 /180
—— €90 /270



s | ED PRODISC SERIE (LED PRODISC SERIES)

Reference: Apartmany, Delft; Nizozemsko (Reference: Apartment, Delft, The Netherlands)

16 PROLUMIA



LED PRODISC SERIE (LED PRODISC SERIES) N

LED Prodisc Mini g 280 mm * Polykarbondtovy kryt doplnén opélovou PMMA optikou
10W, v&. LED napajeni * K dispozici také s infegrovanym mikrovinnym cidlem pohybu
10W, including LED driver / denniho svétla, kde Ize nastavit rozsah detekce, dobu sviceni

i miru osvétleni
« Svitidla se snimac¢em a bez snimace mohou byt kombinovdana
jako master / slave a to az 30 svitidel Prodisc Mini za sebou

/135\ Oblasti pouiti: Chodby, schodiété, skiady, toalety, atd.

* Polycarbonate body with opal PMMA diffuser

* Also available with built-in invisible microwave/daylight sensor

with adjustable detection range, time and light level

* Fixtures with and without sensor can be combined as master/
slave (max. 30 Prodisc Mini armatures)

80mm

% 280mm Applications: hallways, staircases, foilets, etc.

Idroj svétla (Light source): SMD LED

400093/ y / . Uhel vyzafovani (Beam angle): 115°

Teplota chromatinosti (Color temperature): 3000K (Tepld bild) (Warm white),

L 4000K (Neutrdini bild) (Pure white)
Teplota chormati¢nosti Svételny tok (Light output): 1020LM/1100LM
Color temperature Index poddni barev (Color rendering index): Ra > 80
0: Tepla bila, 3000K Provozni teplota (Operating temperature): -20°C - +50°C
Warm white Tivotnost (hod) (Rated life hours): > 50.000
6: Neutralni bila, 4000K LED napdieni (véetng) (LED driver (included)): CE
Pure white Napdient (Input): 220-240V AC 50Hz
Volba ¢idla Tida ochrany (Electrical safety class): Trida Il (Class Il)

Sensor choice
0: Standardni verze
Standard version
1: S mikrovinnym idlem (15W)

With microwave sensor

U¢inik (Power factor): > 0.95

Mikrovinné Eidlo:

Detekéni oblast (Detection area): max. @ 10 m pfi 6 m montdzni vysce
(with @ mounting height of 6 m)

Citlivost (Sensitivity): 10% - 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. / 1-5-15-30 min. (ize nastavit)
Svételné cidlo (standard) (Light sensor (standard)):

vyp (off) - 50-30- 10 - 5 - 2 Lux (Ize nastavit) (adjustable)

©6

CEIP0E ¥ g ) B Lo

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY
Detekéni zona (Detection area)
mikrovinného ¢idla v metrech (in meters)

asténné umisténi (Wall ting pattern)  Stropni umisténi (Ceiling mounting pattern)
Doporuéend montdzni vyska (Suggested Doporuéend montazni vyska (Suggested
installation height): 1-1,8 m installation height): 2,5 - 6 m

LED Prodisc Mini -/+180
11W, 115° ‘ .
4000K ‘ ‘ . .
1m 123.0 32m -120 ‘ 120
. ,4‘-

2m

— C0 /180
—— €90 /270

Height Em Emax Diameter
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SAEEFANDLVERSALICE

LED PRODISC I
SERIE

I
U&inné, Usporné a jasné osvétleni pro bezpe&ny prichod SPECIFICKE VLASTNOSTI
schodist a chodeb. Volitelné k dispozici s funkci nouzového + 3-stupfiové stmivani (100% — 20% — 0%)
osvétleni a mikrovinnym pohybovym cCidlem s funkcemi: + Priorita denniho svétla

3-stupriové stmivani, priorita denniho svétla, rozsah detekce, ’ P"t'_’l'(ka'b°"ét°""’ kryt s opalovou PMMA
optikou

doba osvétleni a nastavitelnd citlivost denniho svétleni. - K dispozici s vestavénym MW &idlem

Svitidla s/bez Cidla Ize kombinovat jako master / slave. | éidlem denniho osvétleni

. . . L . a s funkci nouzového osvétini
Energy efficient, bright ilumination for safe passage of stairwells and

corridors. Optionally available with emergency function and a new
microwave sensor: 3-phase dim scenario and/or a daylight on/off switch.
The detection range and the daylight sensitivity after burning time are
adjustable. In addition, fixtures with and without sensor can be combined as
master/slave.

* 3-step dimming option (100% — 20% — 0%)

« Daylight priority

» Polycarbonate housing and opal lens

* Available with built in microwave- / light
sensor and / or emergency function

18 PROLUMIA




LED PRODISC Il SERIE (LED PRODISC I SERIES)

LED Prodisc Il Mini @ 260 mm

oW —

400094xx 20
LED Prodisc Il @ 340 mm

15W E

400094xx 21
LED Prodisc Il Maxi @ 400 mm

30W s

400094xx 22

www.prolumia.cz



s | ED PRODISC |l SERIE (LED PRODISC Il SERIES)

LED Prodisc Il Mini 2 260 mm

9W, vé&. samostatného LED napajeni

Verze s ¢idlem (sensor version): +1W

P

400094/ ../ ..

LTeplota chormati¢nosti

Color temperature

0: Teplé bila, 3000K @
Warm white

6: Neutralni bila, 4000K O
Pure white

MozZnosti

Options

4: Standardni verze
Standard version

5: + mikrovinné ¢idlo (+1W)
+ microwave sensor

C€ IP44 [E vrons R

5 < LET ZARUKA
Ot Qe

©
©

Detekéni zona (Detection area) mikrovinného éidla v metrech (in meters)

N
g

S8

>

Ndsténné umisténi (Wall mounting pattern)
Doporuéend montdini vyska (Suggested
installation height): 1-1,8 m

LED Prodisc Il Mini
9w, 120°
4000K
im 84.6 Ix 35m

2m

Height Em Emax Diameter

20

5 8

%W .
(S

BAINN)
e

Stropni umisténi (Ceiling mounting pattern)
Doporuéend montdini vyska (Suggested
installation height): 2,5 - 6 m

Bé&zné osvetleni

Mains mode

Pfisazené svitidlo

Kryt a optika svitidia vyhotoveny z polykarbondétu

K dispozici s integrovanym mikrovinnym cidlem pohybu s
nastavitelnym rozsahem detekce, zap./standby. funkce a
nastaveni miry denniho svétla

Moinost 3-stupfiového stmivani (100% — 20% — 0%)
(pouze verze se senzorem)

Priorita denniho osvétleni: zap./vyp. na z&kladé miry denniho
osvétleni (pouze verze s Cidlem)

Svitidla s a bez ¢idla mohou byt kombinovana joko master /
slave (maximdiné 30 Prodisc Il Mini svitidel)

Nouzové svitidlo je vybaveno funkci autotestu

Pouziti: chodby, schodisté, toalety, apod.

Surface mounted luminaire

Polycarbonate housing and opal lens

Available with invisible built-in microwave motion detection
sensor with adjustable detection range, power/standby fime
and daylight level

3-step dimming option (100% — 20% — 0%)

(Only versions with sensor)

.

Daylight priority: on/off based upon daylight (only versions with

sensor)

Fixtures with and without sensor can be combined as master/
slave (max. 30 Prodisc Il Mini armatures)

Emergency version features auto test functionality

Applications: hallways, staircases, toilets, efc.

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 120°

Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bilg) (Pure white)

Svételny tok (Light output): 840LM/900LM

Provozni teplota (Operating temperature): -20°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50/60Hz

Trida ochrany (Electrical safety class): Trida Il (Class Il)
Ucinik (Power factor): > 0.90

Mikrovinné &idlo:

Detekéni oblast (Detection area): max. @ 14 m pfi 6 m mont&zni vysce
(with a mounting height of 6 m)

Citlivost (Sensitivity): 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. / 1-5-15 - 30 min. (ize nastavit)
(adjustable)

Doba orientacniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)

Svételné ¢idlo (standard) (Light sensor (standard)):

vyp (off) - 15-10 - 5 Lux (Ize nastavit) (adjustable)

Svételné cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)




LED PRODISC Il SERIE (LED PRODISC I SERIES)

LED Prodisc Il @ 340 mm
15W, vé&. samostatného LED napajeni
Verze s ¢idlem (sensor version): +1W

Nouze (Emergency version): +1.5W
Nouze (Emergency version) + Verze

Pfisazené svitidlo

Kryt a optika svitidia vyhotoveny z polykarbondétu

K dispozici s integrovanym mikrovinnym cidlem pohybu s
nastavitelnym rozsahem detekce, zap./standby. funkce a
nastaveni miry denniho svétla

s Cidlem (version): +2W

P

Moinost 3-stupfiového stmivani (100% — 20% — 0%)

(pouze verze se senzorem)

Priorita denniho osvétleni: zap./vyp. na z&kladé miry denniho
osvétleni (pouze verze s Cidlem)

Svitidla s a bez ¢idla mohou byt kombinovana joko master /

slave (maximdiné 10 Prodisc Il Mini svitidel)

* Nouzové svitidlo je vybaveno funkci autotestu
[ 1 8 L o
| ‘ - Pouziti: chodby, schodisté, toalety, apod.
340
!4 #! « Surface mounted luminaire
* Polycarbonate housing and opal lens
* Available with invisible built-in microwave motion detection
400094/ ../ .. sensor with adjustable detection range, power/standby time
and daylight level
* 3. i i i 0 —> % — 09
Teplota chormaticnosti 3-step dimming option (100% — 20% — 0%)
Color temperature (Only versions with sensor)
0: Tepla bila, 3000K O « Daylight priority: on/off based upon daylight (only versions with
Warm white sensor)
6: Neutralni bila, 4000K O ) ) ) )
Pure white * Fixtures with and without sensor can be combined as master/
Moznosti slave (max. 10 Prodisc Il armatures)
Options * Emergency version features auto test functionality

0: Standardni verze
Standard version

1: + mikrovinné ¢idlo (+1W)
+ microwave sensor

Applications: hallways, staircases, toilets, efc.

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 120°

Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bilg) (Pure white)

Svételny tok (Light output): 1400LM/1500LM

Provozni teplota (Operating temperature): -20°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50/60Hz

Trida ochrany (Electrical safety class): Trida Il (Class Il)
Ucinik (Power factor): > 0.90

Autonomni chod (Autonomy): 1 hod (1 hour)

2: + nouzové osvétleni (+1.5W)
+ emergency mode

3: + nouzové osvétleni + MW ¢idlo (+2W)
+ emergency mode - microwave senzor

©O006
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Detekéni zona (Detection area) mikrovinného ¢idla v metrech (in meters)

Mikrovinné Eidlo:

Detekéni oblast (Detection area): max. @ 14 m pfi 6 m montdzni vysce
(with @ mounting height of 6 m)

Citlivost (Sensifivity): 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5- 30 sec. / 1-5- 15 - 30 min. (ize nastavit)
(adjustable)

Doba orienta¢niho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)

Svételné cidlo (Light sensor): vyp (off) - 15-10 - 5 Lux (Ize nastavit) (adj.)
Svételné cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)

2. .
Y

Stropni umisténi (Ceiling mounting pattern)
Doporuéend montdzni vyska (Suggested
installation height): 2,5 - 6 m

Ndsténné umisténi (Wall mounting pattern)
Doporuéend montdzni vyska (Suggested
installation height): 1-1,8 m

LED Prodisc Il Bé&zné osvétleni -/+180 Nouzové osvétleni -/+180
15w, 120° Mains mode Emergency mode
4000K
im 153.4 Ix 34m 120 120 -120 120
3281 30m
105.0 Ix -90 12 90 -90 90
PN
2m I/A\,\\\\\
o0 Jiho) 0
3m
92m
Height Em Emax Diameter 0 0

Mains mode
Emergency mode
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s | ED PRODISC |l SERIE (LED PRODISC Il SERIES)

Pfisazené svitidlo

LED Prodisc Il Maxi @ 400 mm

30W, v&. samostatného LED napajeni

Kryt a optika svitidia vyhotoveny z polykarbondétu

Verze s &idlem (sensor version): +1W K dispozici s integrovanym mikrovinnym cidlem pohybu s

Nouze (Emergency version): +1.5W nastavitelnym rozsahem detekce, zap./standby. funkce a
Nouze (Emergency version) + Verze

s gidlem (version): +2W nastaveni miry denniho svétla

Moinost 3-stupfiového stmivani (100% — 20% — 0%)

(pouze verze se senzorem)
/;)\ Priorita denniho osvétleni: zap./vyp. na z&kladé miry denniho

osvétleni (pouze verze s Cidlem)
Svitidla s a bez ¢idla mohou byt kombinovana joko master /

slave (maximdiné 10 Prodisc Il Mini svitidel)

* Nouzové svitidlo je vybaveno funkci autotestu
[ S .
| | Al Pouziti: chodby, schodisté, toalety, apod.
L 400 -
€ > « Surface mounted luminaire
* Polycarbonate housing and opal lens
* Available with invisible built-in microwave motion detection
400094/ ../ .. sensor with adjustable detection range, power/standby time
and daylight level
* 3. i i i 0 —> % — 09
Teplota chormaticnosti 3-step dimming option (100% — 20% — 0%)
Color temperature (Only versions with sensor)
0: Tepla bila, 3000K O « Daylight priority: on/off based upon daylight (only versions with
Warm white sensor)
6: Neutralni bila, 4000k (@) , , _ ‘
Pure white * Fixtures with and without sensor can be combined as master/
Moznosti slave (max. 10 Prodisc Il armatures)
Options * Emergency version features auto test functionality

6: Standardni verze
Standard version

7: + mikrovinné ¢idlo (+1W)
+ microwave sensor

Applications: hallways, staircases, toilets, efc.

8: + nouzové osvétleni (+1.5W)
+ emergency mode

9: + nouzové osvétleni + MW ¢idlo (+2W)
+ emergency mode - microwave senzor

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 120°

Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),

4000K (Neutrdini bilg) (Pure white)

Svételny tok (Light output): 2800LM/3000LM
Svételny tok (nouze) (Light output emeergency): 280Lm/300Lm

c € 1P44 @ \@&'&'!us +N(E) ﬁ Provozni teplota (Operating temperature): -20°C - +50°C
Iivotnost (hod) (Rated life hours): > 50.000

r LED napdijeni (véetné) (LED driver (included)): CE
O PRODUKT SKLADEMl @ Napdijeni (Input): 220-240V AC 50/60Hz

Trida ochrany (Electrical safety class): Trida Il (Class Il)

U¢inik (Power factor): > 0.90

©O000

Detekéni zona (Detection area) mikrovinného éidla v metrech (in meters) Autonomni chod (Autonomyl: 1 hod (1 hour)

| Mikrovinné &idlo:
- Detekéni oblast (Detection area): max. @ 14 m pfi 6 m montdzni vysce
,“.‘\ ) ook (with @ mounting height of 6 m)
\ . ’.A"’ﬂ% . Citlivost (Sensitivity): 25% - 50% - 75% - 100% (lze nastavit) (adjustable)
" | i WW" Doba osvétlent (Hold fime]: 5 - 30 sec. / 1- 5 - 15 - 30 min. (Ize nastavit) (adj.)
\45’ Doba orientaéniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)
Svételné cidlo (Light sensor): vyp (off) - 15 - 10 - 5 Lux (Ize nastavit) (adj.)

q

o
&

<
L

o

N
>

¥

Svételné Cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):

Ndsténné umisténi (Wall mounting pattern) Stropni umisténi (Ceiling mounting pattern) vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)
Doporuéend montdini vyska (Suggested Doporuéend montdini vyska (Suggested
installation height): 1-1,8 m installation height): 2,5 - 6 m
LED Prodisc Il Maxi Bézné osvétleni -/+180 Nouzové osvétleni -/+180
30w, 120° Mains mode Emergency mode
4000K
im 3004 Ix 34m 120 120 -120 120
3511 33m
208.3 Ix -90 >~ 90 -90 920
/f N
-60 -60
3m
10.1m
Height Em Er;\ax Diameter 0

Mains mode
Emergency mode
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LED PRODISC Il SERIE (LED PRODISC I SERIES)

Funkce ¢idla
Sensor functions

Cidlo zaznamendva pouze pohyb Elovéka, nikoliv zvifat nebo vozidel apod.
The sensor only detects persons, not cars or similar.

0% / 100% / 20%

A

(@)

A

20% / 100%

O -

209 20Po
| ﬂﬂ I

Detekcni oblast
Detection zone

isténi (Wall ting pattern) Ndkres stropnit isténi (Ceiling ing pattern) / Jednotky (Unit): m
Doporuéend montdzni vyska (Suggested installation height): 2,5 - 6 m

Doporuéend montdzni vyska (Suggested installation height): 1 - 1,8 m

www.prolumia.cz 23



MODERNIARSLYLOVY?ELEGANTINI
A'NADCASOVYADESIGN
MODERNISLYLISHYELEGANI
ANDULIMEECESSIDESIGN

LED PRO-CEILING
SERIE

N
Rada svitidel Prolumia LED Pro-Ceiling je jedinecnd svym SPECIFICKE VLASTNOSTI
designem. Kombinace teplého dekorativnino osvétleni « Pouzdro z litého hliniku
s modernim designem této doby. K dispozici v kulatém nebo + Vynikajici schopnost chladice

minimalizovat svételnou degradaci
« K dispozici v nékolika teplotach
chromati¢nosti a barevnych provedenich

Ctvercovém provedeni pro montdz na strop nebo na sténu.
Rada Prolumia LED Pro-Ceiling md Zivotnost pres 50 000
hodin, je doddvdna s infegrovanym napdjecim zdrojem a je
instalovdna snadno a rychle!

* Housing made of cast aluminum

» Excellent heat sink capability to minimize
the luminous degradation

* Available in various color temperatures
and fixture colors

The Prolumia LED Pro-Ceiling series are unique in their design. It combines
the warmth from a decorative light with the refinement of a modern,
nowadays armature. Available in a round or square shape for ceiling or
wall mounting The Prolumia LED Pro-Ceiling series has a lifespan of over
50.000 hours, comes complete with integrated power supply and is installed
quickly and easily!

24 PROLUMIA




LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Pfisazené (Surface mounted)

LED Pro-Ceiling 108x108 mm
8w

40001x5x 29

LED Pro-Ceiling 168x168 mm
14W

40001x6x 30

LED Pro-Ceiling 220x220 mm

20w

40001x7x 31

LED Pro-Ceiling 300x300 mm

28W

40001x8x 32

LED Pro-Ceiling 400x400 mm
38W

40003x5x 33

LED Pro-Ceiling 600x600 mm

38W /56W

40003x0x / 40003x1x 34 -35

LED Pro-Ceiling 150x600 mm
20w

40003x3x 36

LED Pro-Ceiling 150x1200 mm
38w

40003x2x 37

www.prolumia.cz 25



s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 300x600 mm
28W

40003x7x 38

LED Pro-Ceiling 300x1200 mm
38W

40003x4x 39

LED Pro-Ceiling 117 mm

8w

40001x0x 40

LED Pro-Ceiling @ 180 mm
11w

40001x1x 41

LED Pro-Ceiling @ 240 mm
14W

40001x2x 42

LED Pro-Ceiling @ 300 mm

28W

40001x3x 43

LED Pro-Ceiling @ 420 mm
38W

40001x4x 44

LED Pro-Ceiling 108x108 mm
8W

40001x5x 46

26 PROLUMIA



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Zapusténé (Recessed)

LED Pro-Ceiling 168x168 mm

14W

40001x6x a7
LED Pro-Ceiling 220x220 mm

20w

40001x7x 48
LED Pro-Ceiling 150x1200 mm

38W

40003x2x 49
LED Pro-Ceiling 300x300 mm

28W

40001x8x 50
LED Pro-Ceiling @ 117 mm

8W

40001x0x 51
LED Pro-Ceiling 2 180 mm

11w

40001x1x 52
LED Pro-Ceiling @ 240 mm

14W

40001x2x 53
LED Pro-Ceiling @ 300 mm

28W

40001x3x 54
www.prolumia.cz 27



s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Reference: Obchod Sneakers, Alphen aan den Rijn, Nizozemi (Reference: Sneakers Store, Alphen aan den Rijn, The Netherlands)

28 PROLUMIA



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

LED Pro-Ceiling 108x108 mm
8W, vé&. LED napajeni
8W, including LED driver

PRI

110°

/0&

5

40001/ ../51..

L Teplota chromati¢nosti

Color temperature

0:

1:

8:

Tepla bila, 3000K @

Warm white

Neutralni bila, 4200K

Pure white Q
: Studena bila, 6500K

Cool white

. Extra teplé bila, 2700K

Extra warm white

: Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupna hrana)

Pure white, dimmable (trailing edge)

: Studena bila, 6500K, stmivani (sestupna hrana)

Cool white, dimmable (trailing edge)

Extra tepla bila, 2700K, stmivani (sestupna hrana)
Extra warm white, dimmable (trailing edge)

L Barevné provedeni

Fixture color

1:
2:

Bila
White
Cerna
Black

@)

: Seda

Grey

CEIPA0 2 @ mn [l

LED Pro-Ceiling 108x108
8W

www.prolumia.cz

Height

Pfisazené (Surface mounted)

¢ LED Pro-Ceiling 108x108 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

K dispozici stmivani s triac napdjenim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

¢ LED Pro-Ceiling 108x108 mm

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

* Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens

* Available in various color temperatures

* Integral LED driver included

* Dimmable available with friac dimmable power supply
Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K (Exira tepld bild) (Extra warm

white), 3000K (Tepld bila) (Warm white), 4200K (Neutrdini bila) (Pure white), 6500K
(Studend bild) (Cool white)

Svételny tok (Light output): 400LM/450LM/500LM/510LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver included)): 8W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

51.71x 1x

1291 A

5.7 Ix m

-/+180
-150 150
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-120 120
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1139.6 cm 8
-60 \ 120 60
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 168x168 mm
14W, vé€. LED napajeni

14W, including LED driver

:110°:

¢ LED Pro-Ceiling 168x168 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou

degradaci
* Vybaveno mlécnym akrylovym difuzorem

110°

« K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno vcetné LED napdjeni

« K dispozici stmivdni's triac napdjenim

Poutiti: osvétleni chodeb, schodist, toalet, atd.

C€IP40 2 @ p=

LED Pro-Ceiling 168x168 mm
Housing made of die-cast aluminum, powdercoated in white,

2,

grey or black

~
&)
3
.

Excellent heat sink capability to minimize the luminous degra-

dation

Equipped with a milky acrylic lens

40001/ ../6/..1.
\

Available in various color femperatures

Integral LED driver included

Verze * Dimmable available with triac dimmable power supply
Version
: Standard (14W) @ Applications: lighting of hallways, staircases, toilets, etc.
Standard

S: S ¢idlem (12W) * @
With sesnsor Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K (Exira tepld bild) (Extra warm

white), 3000K (Tepld bild) (Warm white), 4200K (Neutrdini bild) (Pure white), 6500K

(Studend bild) (Cool white)

Svételny tok (Light output): 930LM/1040LM/1150LM/1160LM

Teplota chromati¢nosti
Color temperature
0: Tepla bila, 3000K @

Warm white

1: Neutralni bila, 4200K @ Provozni teplota (Operating temperature): -10 °C - +40 °C
Pure white
s Tivotnost (hod.) (Rated life hours): 50.000
2: Studena bila, 6500K ( ) )f B ) ) )
Cool white LED napdijeni (vEéetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz
Uginik (Power factor): > 0.90

3: Extra tepla bila, 2700K
Extra warm white

5: Tepla bila, 3000K, stmivani (sestupna hrana)
Warm white, dimmable (trailing edge)

6: Neutralni bila, 4200K, stmivani (sestupnéa hrana)
Pure white, dimmable (trailing edge)

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

8: Extra tepla bila, 2700K, stmivani (sestupna hrana)
Extra warm white, dimmable (trailing edge)

Barevné provedeni

Uhel vyzafovani (Beam angle): 110°
Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): Standard 14W / Senzor 10W

Mikrovinné Eidlo:
Detekéni oblast (Detection area): max. @ 12 m pfi 6 m montdzni vyice
(with @ mounting height of 6 m)

Fixture color

1: Bila
White

Citlivost (Sensitivity): 10% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold fime): 10 - 90 sec. / 3 - 10 min. (lze nastavit) (adjustable)
Doba orientacniho osvétleni (Hold time orientation lighting):

2: Cerna 0-30sec/ 10 min - = min. (ize nastavit) (adjustable)
Black Svételné ¢idlo (standard) (Light sensor (standard)):

3: Seda vyp. (off) - 50 - 15 - 5 Lux (Ize nastavit) (adjustable)
Grey

the current stock before you order.

1. Nenf dostupné v kombinaci se stmivanim.

2. Skladem jsou drzeny pouze vybrané verze svitidla. Pfed objednanim
kontaktujte svého prodejce pro aktualni termin dodani.

1. Not available in combination with dimmable version

2. Not all article combinations are standard in stock. Inquire about

Funkce cidla popsany na strané 55
See the functions of the sensor on page 55

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Detekéni zona (Detection area) MW ¢idla v metrech LED Pro-Gelling 168x168 -/+180
-150 150
14w
i ‘. -120 120
: p ‘\ o “.“ N im 2955 cm
2 %
o Blg%%gﬁ 5
o y 2m 591.0 cm
5 > N .’ 3m 1141 886.4 cm
. R |
4m 11819cm
 montaz (Wall ting pattern) Stropni montaz (Ceiling mounting pattern) 5m 1477.4cm
Doporuéend vyska instalace (Suggested Doporuéend vyska i (s ted

installation height): 1-1,8 m

installation height): 2,5 - 6 m

Height

Diameter 0 —— €90 /270
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Pfisazené (Surface mounted)

LED Pro-Ceiling 220x220 mm

20W, v€. LED napajeni
20W, including LED driver

AT e
CEIP40 £ @ 0 liw

2,

?go

eeo

40001/ ../ 71..1.
\

Verze
Version

: Standard (14W) @

Standard

S: S &idlo(12W) * @

With sesnsor

Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K @
Warm white

1: Neutralni bila, 4200K
Pure white

2: Studena bila, 6500K

Cool white

3: Extra tepla bila, 2700K
Extra warm white

Warm white, dimmable (trailing edge)
Pure white, dimmable (trailing edge)
Cool white, dimmable (trailing edge)

Extra warm white, dimmable (trailing edge)

Barevné provedeni
Fixture color
1: Bila
White
2: Cerna
Black
3: Seda
Grey

*

1. Neni dostupné v kombinaci se stmivanim
2. Skladem jsou drzeny pouze vybrané verze svitidla. Pfed objednanim
kontaktujte svého prodejce pro aktualni termin dodani.
1. Not available in combination with dimmable version
2. Not all article combinations are standard in stock. Inquire about
the current stock before you order.

5: Tepla bila, 3000K, stmivani (sestupna hrana)
6: Neutralni bila, 4200K, stmivani (sestupnéa hrana)
7: Studena bila, 6500K, stmivani (sestupna hrana)

8: Extra tepla bila, 2700K, stmivani (sestupna hrana)

¢ LED Pro-Ceiling 220x220 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno véetné LED napdjeni

« K dispozici stmivdni's triac napdjenim

Poutiti: osvétleni chodeb, schodist, toalet, atd.

LED Pro-Ceiling 220x220 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color femperatures

Integral LED driver included

Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K (Exira tepld bild) (Extra warm
white), 3000K (Tepld bild) (Warm white), 4200K (Neutrdini bild) (Pure white), 6500K
(Studend bild) (Cool white)

Svételny tok (Light output): 1370LM/1530LM/1700LM/1720LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (vEéetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver

included)): 20W / Senzor 20W

Mikrovinné Eidlo:

Detekéni oblast (Detection area): max. @ 12 m pfi 6 m montdzni vyice

(with @ mounting height of 6 m)

Citlivost (Sensitivity): 10% - 50% - 75% - 100% (Ize nastavit) (adjustable)

Doba osvétleni (Hold fime): 10 - 90 sec. / 3 - 10 min. (lze nastavit) (adjustable)
Doba orientacniho osvétleni (Hold time orientation lighting):

0-30sec /10 min - = min. (Ize nastavit) (adjustable)

Svételné ¢idlo (standard) (Light sensor (standard)):

vyp. (off) - 50 - 15 - 5 Lux (Ize nastavit) (adjustable)

Funkce cidla popsany na strané 55
See the functions of the sensor on page 55

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Detekéni zona (Detection area) MW ¢idla v metrech

LED Pro-Ceiling 220x220 -/+180
-150 150
20w
! l l -120 120
‘ ll ‘\ o0 "‘.‘ & im 2992cm
? %
San (eNEe
' ' 2m 5083 cm
L S \
N
‘ o \‘“’/ 3m 1811 897.4cm 120
. - i
4m 1196.6 cm -60 g0 50
480
€nnd montdz (Wall ting pattern) Stropni montéi (Ceiling mounting pattern) Sm La57 om
Zend voika instal o o o et 30 .
> ¢ b —— c0 /180
P vyska ( p ena vyska instalace (Suggested o - — — s — o o

installation height): 1-1,8 m installation height): 2,5 - 6 m
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 300x300 mm
28W, v€. LED napajeni
28W, including LED driver

PRI

110°

¢ LED Pro-Ceiling 300x300 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

K dispozici stmivani s triac napdjenim

Pouziti: osvétleni chodeb, schodist, foalet, atd.
¢ LED Pro-Ceiling 300x300 mm

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

o
S
300 i * Excellent heat sink capability to minimize the luminous degra-
dation
* Equipped with a milky acrylic lens
40001/ ../8/.. « Available in various color temperatures
* Integral LED driver included
Teplota chromatiénosti * Dimmable available with friac dimmable power supply
Color temperature
0: Tepla bila, 3000K O Applications: lighting of hallways, staircases, toilets, efc.
Warm white
1: Neutralni bila, 4200K O
Pure white Idroj svétla (Light source): SMD LED's (LEDs)
2: Stu‘dehné bild, 6500K Teplota chromatiénosti (Color temperature): 2700K (Exira tepla bild) (Extra warm
Cool white
P white), 3000K (Tepld bild) (Warm white), 4200K (Neutrdini bild) (Pure white), 6500K
3: Extra tepla bila, 2700K ) ) ,,( P .” | { I )
Extra warm white (Studend bild) (Cool white)
5: Tepla bila, 3000K, stmivani (sestupna hrana) Svételny tok (Light output): 1930LM/2150LM/2390LM/2420LM
. V,\\I/arm ""T“e*s’rmzbzlzg';”'”g edge) ( N ) Provozni teplota (Operating temperature): -10 °C - +40 °C
: Neutralni bila, , stmivani (sestupna hrana, o . .
Pure white, dimmable (trailing edge) Zivotnost (hod.) (Rated life hours): 50.000
7: Studena bila, 6500K, stmivani (sestupna hrana) LED napdjen (véetné) (LED driver (included)): CE, TUV
Cool white, dimmable (trailing edge) Vstupni napéti (Input): 220-240V AC 50/60Hz
8: Extra tepla bila, 2700K, stmivani (sestupna hrana) Gcinik (Power factor): > 0.90
Extra warm white, dimmable (trailing edge) ,
. . Uhel vyzafovani (Beam angle): 110°
Barevné provedeni . e . .
Fixture color Pfikon (v€etné napdjeni ) (Power consumption (driver
1: Bila included)): 28W
e @
2: Cerna
Black
3: Seda
Grey
PRODUKT SKLADEM| LETZARUKA
. prmemn PG RE
CEIP40 2
LED Pro-Ceiling 300x300 -/+180
28W
im 215.7 1 7] 305.9cm
2m 611.8cm
3m 917.7cm

32

1223.6 cm

1529.5 cm

Height Em Emax

Diameter 0

—— €90 /270
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

LED Pro-Ceiling 400x400 mm
38W, v€. LED napajeni
38W, including LED driver

PRI

110°

gf Q

700

700

40003/ ../51..

L

Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4200K O

Pure white

2: Studena bila, 6500K
Cool white

5: Tepla bila, 3000K, stmivani (1-10V)
Warm white, dimmable (1-10V)

6: Neutralni bila, 4200K, stmivani (1-10V)
Pure white, dimmable (1-10V)

7: Studena bila, 6500K, stmivani (1-10V)
Cool white, dimmable (1-10V)

Barevné provedeni
Fixture color

1: Bila O
White

2: Cerna
Black

3: Seda
Grey

CE€IP40 & @ £ [l

Pfisazené (Surface mounted)

¢ LED Pro-Ceiling 400x400 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

* K dispozici s 1-10V stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

LED Pro-Ceiling 400x400 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

.

Equipped with a milky acrylic lens

Available in various color temperatures

Integral LED driver included
* Dimmable available with a 1-10V dimmable driver

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 28300LM/3140LM/3170LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (véetné napdjeni ) (Power consumption (driver

included)): 38W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling 400x400

38W
im 307.5 1x1079.0,1x

300.6 cm

601.2cm

901.8 cm

1202.4 cm

1503.0 cm — Co /180

—— @30 /210

Height £m

—— C60 /240

Diameter 0 €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 600x600 mm
38W, v€. LED napajeni
38W, including LED driver

PRI

110°

2

) ©

40003/ ../0/..

L Teplota chromati¢nosti
Color temperature
0: Tepla bila, 3000K
Warm white

1: Neutrélni bila, 4200K

Pure white

2: Studena bila, 6500K
Cool white

5: Tepla bila, 3000K, stmivani (1-10V)
Warm white, dimmable (1-10V)

6: Neutralni bila, 4200K, stmivani (1-10V)
Pure white, dimmable (1-10V)

7: Studena bila, 6500K, stmivani (1-10V)
Cool white, dimmable (1-10V)

Barevné provedeni
Fixture color

1: Bila O
White

2: Cerna
Black

3: Seda
Grey

CEIP40 2 @ & [l

¢ LED Pro-Ceiling 600x600 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

* K dispozici s 1-10V stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

¢ LED Pro-Ceiling 600x600 mm

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

* Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens

* Available in various color temperatures

* Integral LED driver included

* Dimmable available with a 1-10V dimmable driver

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 3300LM/3670LM/3700LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (véetné napdjeni ) (Power consumption (driver

included)): 38W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 600x600
38W
im 358.2 1x 1249.0 Ix

2m 89.6 I

3m 3981

-/+180
-150 150
305.7.cm
-120 120

611.3cm

917.0cm -90 90
1222.6 cm

-60

Height Em Emax
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

56W, v¢. LED napajeni
56W, including LED driver

LED Pro-Ceiling 600x600 mm

PRI

110°

0

40003/ ../11/..

L Teplota chromati¢nosti

Color temperature

0:
1:

7:

Tepla bila, 3000K

Warm white

Neutralni bila, 4200K

Pure white

. Studena bila, 6500K

Cool white

. Tepla bila, 3000K, stmivani (1-10V)

Warm white, dimmable (1-10V)

: Neutrélni bila, 4200K, stmivani (1-10V)

Pure white, dimmable (1-10V)

Studena bila, 6500K, stmivani (1-10V)
Cool white, dimmable (1-10V)

Barevné provedenif
Fixture color

1:

2:

Bila O
White
Cerna
Black

: Seda

Grey

CEIP4A0 ¥ @ o lal

Pfisazené (Surface mounted)

¢ LED Pro-Ceiling 600x600 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

* K dispozici s 1-10V stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

¢ LED Pro-Ceiling 600x600 mm

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

* Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens

* Available in various color temperatures

* Integral LED driver included

* Dimmable available with a 1-10V dimmable driver

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 4740LM/5270LM/5320LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (véetné napdjeni ) (Power consumption (driver

included)): 56W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 600x600
56W

2m 12851x | 449.41x

3m 5710

-/+180
-150 150
306.5cm
-120 120
613.1cm
919.6 cm -90 90
4

1226.1 cm

1532.7 cm

Height

Diameter

-30 2
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 150x600 mm
20W, v€. LED napajeni
20W, including LED driver

PRI

110°

48 595

40003/ ../31/..

L Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutrdlni bila, 4200K
Pure white

2: Studena bila, 6500K
Cool white

5: Tepla bila, 3000K, stmivani (sestupna hrana)
Warm white, dimmable (trailing edge)

6: Neutralni bila, 4200K, stmivani (sestupna hrana)
Pure white, dimmable (trailing edge)

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni
Fixture color

1: Bila O
White

2: Cerna
Black

3: Seda
Grey

C€IP40 & @ i [l

¢ LED Pro-Ceiling 150x600 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

K dispozici stmivani s triac napdjenim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

¢ LED Pro-Ceiling 150x600 mm

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

* Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens

* Available in various color temperatures

* Integral LED driver included

* Dimmable available with friac dimmable power supply
Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 1370LM/1525LM/1525LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Iivotnost (hod.) (Rated life hours): >50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (véetné napdjeni ) (Power consumption (driver

included)): 20w

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 150x600
20w
im 150.6 Ix 580.7\x

2m 376k A

3m 16.7Ix M

Height Em Emax
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-+180
-150 150
297.8cm
-120 120
5955 cm
893.3 cm -90 90
1191.1cm
-60 330 60
1488.9 cm 40 —— 0 /180
— €30 /210
-30 30 —— C60 /240
Diameter 0 ¢ /270



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Pfisazené (Surface mounted)

LED Pro-Ceiling 150x1200 mm * LED Pro-Ceiling 150x1200 mm
38W, v¢. LED napajeni « Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné

38W, including LED driver préskové barveé
* Vynikajici schopnost chladi¢e minimalizovat svételnou

degradaci
/]Z(I)N * Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

110°

« Doddvdno veéetné LED napdijeni

* K dispozici s 1-10V stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

¢ LED Pro-Ceiling 150x1200 mm

* Housing made of die-cast aluminum, powdercoated in white,
1196 grey or black

1446/\y * Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens
40003/ . / 2 / * Available in various color temperatures

* Integral LED driver included
Teplota chromatiénosti * Dimmable available with a 1-10V dimmabel driver
Color temperature
0: Tepla bila, 3000K e [oht ; ;
Warm white Applications: lighting of hallways, staircases, toilefs, efc.
1: Neutrdlni bila, 4200K
Pure white Idroj svétla (Light source): SMD LED's (LEDs)
2 gtu‘dehntél bila, 6500K Teplota chromaticnosti (Color temperature): 3000K (Tepld bila) (Warm white),
0ol white PRI 7 . LNz .
5: Tepla bila, 3000K, stmivani (1-10V) 4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Warm white, dimmable (1-10V) Svételny tok (Light output): 2430LM/2700LM/2720LM
6: Neutralni bila, 4200K, stmivani (1-10V) Provozni teplota (Operating temperature): -10 °C - +40 °C

Pure white, dimmable (1-10V)

P L Tivotnost (hod.) (Rated life hours): 50.000
7: Studena bila, 6500K, stmivani (1-10V)

Cool white, dimmable (1-10V) LED napdjeni (veetné) (LED driver (included)): CE, TUV
Barevné provedeni Ystupm napéti (Input): 220-240V AC 50/60Hz
Fixture color Ucinik (Power factor): > 0.90
1: Bila O Uhel vyzafovani (Beam angle): 110°

Vyh“e | Pfikon (v&etn& napdjeni ) (Power consumption (driver
2: Cerna included)]: 38W

Black included)):
3: Seda

Grey

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180
-150 150

C€IP40 ¥ ® i [l

LED Pro-Ceiling 150x1200

38W
im 280.31x 9 X 294.7cm

A -120 120
2m 70.1 Ix 589.4 cm
3m 3121 884.0 cm 90 90

4m 1178.7 cm
-60 60
5m 14734 cm 760 —— o /180
— €30 /210
-30 30 —— €60 /240
Height tm Emax Diameter 0 —— €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 300x600 mm
28W, v€. LED napajeni
28W, including LED driver

PRI

110°

48]

295

595

40003/ ../ 71..

1:

7:

L Teplota chromati¢nosti

Color temperature

0:

Tepla bila, 3000k (@)

Warm white

Neutralni bila, 4200K

Pure white

: Studena bila, 6500K

Cool white

: Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupnéa hrana)

Pure white, dimmable (trailing edge)

Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni

Fixture color

1

2:

Bila O
White
Cerna
Black

: Seda

Grey

CE€IP40 & @ £ [l

38

¢ LED Pro-Ceiling 300x600 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

» K dispozici s triac stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

LED Pro-Ceiling 300x600 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color temperatures

.

Integral LED driver included
* Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilets, etc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 2050LM/2240LM/2240LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Iivotnost (hod.) (Rated life hours): >50.000

LED napdijeni (vEetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver

included)): 28W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 300x600
28W
im 220.0 Ix 76 [x

2m 55.0 Ix

3m 2441

Height Em Emax

-+180
-150 150
305.4 cm
-120 120
610.8 cm
916.2 cm -90 90
12216 cm
-60 480 60

1527.1cm 640 —— 0 /180

— €30 /210

-30 30 —— C60 /240

Diameter 0 ¢ /270



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Pfisazené (Surface mounted)

LED Pro-Ceiling 300x1200 mm * LED Pro-Ceiling 300x1200 mm
38W, v¢. LED napajeni « Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
38W, including LED driver préskové barve
* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci
/]Z(IJN S * Vybaveno mlécnym akrylovym difuzorem
= « K dispozici v nékolika teplotdch chromati¢nosti
« Doddvdno veéetné LED napdijeni
* K dispozici s 1-10V stmivanim
Poutiti: osvétleni chodeb, schodist, toalet, atd.
a8 ¢ LED Pro-Ceiling 300x1200 mm
1195 * Housing made of die-cast aluminum, powdercoated in white,
295 grey or black
* Excellent heat sink capability to minimize the luminous degra-
dation
40003/ ../4/1/.. « Equipped with a milky acrylic lens
* Available in various color temperatures
LTepIota chromatiénosti  Integral LED driver included
Color temperature * Dimmable available with a 1-10V dimmable driver
0: Tepla bila, 3000K
1: V’\\Ilzrlrﬂrvgr:? bila, 4200K O Applications: lighting of hallways, staircases, toilets, etc.
Pure white
2: Studena bila, 6500K Zdroj svétla (Light source): SMD LED's (LEDs)
Cool white o Teplota chromati&nosti (Color temperature): 3000K (Tepld bilé) (Warm white],
5 I/earr)rLaWk')wlnlg,d?m?qugblfe, (Slt_%lvv)am (1-10v) 4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)
6: Neutralni bila, 4200K, stmivani (1-10V) Svételny tok (Light output): 2900LM/3220LM/3240LM
Pure white, dimmable (1-10V) Provozni teplota (Operating temperature): -10 °C - +40 °C
7 Studena Bfr'nérﬁa‘ﬁeogﬁbs}m ivani (1-10V) Tivotnost (hod.) [Rated lfe hours): >50.000
. . LED napdijeni (vEetné) (LED driver (included)): CE, TUV
Ei[,?g?go?mvedem Vstupni napéti (Input): 220-240V AC 50/60Hz
1: Bila O U¢inik (Power factor): > 0.90
White Uhel vyzafovani (Beam angle): 110°
2 ggpa Pfikon (v¢etné napdjeni ) (Power consumption (driver
3 3eda included)): 38W
Grey

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 300x1200 -/+180
8w -150 150
im 315.0 1x1097.0,Ix 307.2cm
-120 120
2m 78.7 Ix 614.3cm
3m 35.01x 921.4cm -90 90

C€IP40 ¥ @ iy

4m 1228.6 cm
-60 900 60
5m 1535.7 cm 1200 —— Co /180
— €30 /210
-30 15 30 —— C60 /240
Height Em Emax Diameter 0 —— €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 2 117 mm
8W, vé&. LED napajeni
8W, including LED driver

PRI

110°

117

40001/ ../01..

1:

8:

L Teplota chromati¢nosti

Color temperature

0:

Tepla bila, 3000K

Warm white :

Neutralni bila, 4200K O

Pure white

: Studena bila, 6500K

Cool white

. Extra teplé bila, 2700K

Extra warm white

: Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupna hrana)

Pure white, dimmable (trailing edge)

: Studena bila, 6500K, stmivani (sestupna hrana)

Cool white, dimmable (trailing edge)

Extra tepla bila, 2700K, stmivani (sestupna hrana)
Extra warm white, dimmable (trailing edge)

Barevné provedeni

Fixture color

1:
2:

Bila O
White

Cerna
Black

: Seda

Grey

CEIP40 & @ % [l

40

¢ LED Pro-Ceiling @ 117 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

K dispozici stmivani s triac napdjenim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

LED Pro-Ceiling @ 117 mm

Housing made of die-cast aluminum, powdercoated in white,
grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color temperatures

.

Integral LED driver included
* Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilets, etc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K (Extra tepld bild) (Extra warm
white), 3000K (Tepld bild) (Warm white), 4200K (Neutrdini bild) (Pure white), 6500K
(Studend bild) (Cool white)

Svételny tok (Light output): 440LM/490LM/540LM/550LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Zivotnost (hod.) (Rated life hours): 50.000

LED napdjeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Ucinik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (véetné napdjeni ) (Power consumption (driver

included)): 8W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling g 117mm
8W
im 56.5 Ix 190.1yx

-150 150

292.9cm

2m 14.11x A

-120 120

585.7.cm

3m 631 m

878.6 cm

1171.5¢cm

1464.4 m

Height Em Emax

Diameter 0

—— €90 /270



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Pfisazené (Surface mounted)

LED Pro-Ceiling 2 180 mm
11W, v€. LED napajeni

11W, including LED driver

:110°:

110°

CEIP40 2 @ A [l

O
180

40001/ ../11/..1.
\

Verze
Version

: Standard (14W) @

Standard

S: S Gidlem (12W) * @

With sesnsor

Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000k (@)
Warm white

1: Neutralni bila, 4200K
Pure white

2: Studena bila, 6500K
Cool white

3: Extra tepla bila, 2700K

Extra warm white

Warm white, dimmable (trailing edge)
Pure white, dimmable (trailing edge)
Cool white, dimmable (trailing edge)

Extra warm white, dimmable (trailing edge)

Barevné provedeni
Fixture color

1: Bila
White
2: Cerna
Black
3: Seda
Grey

*

1. Neni dostupné v kombinaci se stmivanim
2. Skladem jsou drzeny pouze vybrané verze svitidla. Pfed objednanim
kontaktujte svého prodejce pro aktualni termin dodani.
1. Not available in combination with dimmable version
2. Not all article combinations are standard in stock. Inquire about
the current stock before you order.

5: Tepla bila, 3000K, stmivani (sestupna hrana)
6: Neutralni bila, 4200K, stmivani (sestupna hrana)
7: Studena bila, 6500K, stmivani (sestupna hrana)

8: Extra tepla bila, 2700K, stmivani (sestupna hrana)

¢ LED Pro-Ceiling @ 180 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno véetné LED napdjeni

« K dispozici stmivdni's triac napdjenim

Poutiti: osvétleni chodeb, schodist, toalet, atd.

LED Pro-Ceiling @ 180 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color femperatures

Integral LED driver included

Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K, 3000K, 4200K, 6500K
Svételny tok (Light output): 780LM/870LM/970LM/980LM

Svételny tok senzor (Light output sensor): 780LM/870LM/970LM/980LM
Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v&etn& napdjeni ) (Power consumption (driver

included)): 11W / Senzor 10W

Mikrovinéé Eidlo:

Detekéni oblast (Detection area): max. @ 12 m pfi 6 m montdzni vyice

(with a mounting height of 6 m)

Citlivost (Sensitivity): 10% - 50% - 75% - 100% (lze nastavit) (adjustable)

Doba osvétleni (Hold time): 10 - 90 sec. / 3 - 10 min. (Ize nastavit) (adjustable)
Doba orienta¢niho osvétleni (Hold time orientation lighting):

0-30sec /10 min - = min. (Ize nastavit) (adjustable)

Svételné cidlo (standard) (Light sensor (standard)):

vyp. (off) - 50 - 15 - 5 Lux (Ize nastavit) (adjustable)

Funkce ¢idla popsany na strané 55
See the functions of the sensor on page 55

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Detekéni zona (Detection area) MW ¢idla v metrech

LED Pro-Ceiling @ 180mm -/+180
-150 150
1w
. ‘. -120 120
: P ‘\ o0 "‘.“ im 2937 cm
C (e
CorEe <
o <l 2m 587.5cm
ey RN 0 50
i SCL2
o > N .’ v 3m 881.2cm £
f . | i
4m 1175.0cm -60 180 60
a montaz (Wall ting pattern) Stropni montaz (Ceiling mounting pattern) 5m 14687 m 20
Doporuéend vyska instalace (Suggested Doporuéend vyska i (s ted -30 o 30 — Ego //1;;3
installation height): 1-1,8 m installation height): 2,5 - 6 m e - e pemetet
www.prolumia.cz 41



Pfisazené (Surface mounted)

s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

LED Pro-Ceiling @ 240 mm
14W, vé€. LED napajeni

14W, including LED driver

:110°:

110°

C€IP40 2 ® & [al

O
240

40001/ ../121/..1.
\

Verze
Version

: Standard (14W) @

Standard

S: S gidlem (12W) * @

With sesnsor

Teplota chromati¢nosti

Color temperature

0: Teplé bila, 3000k (@)
Warm white

1: Neutralni bila, 4200K @

Pure white

2: Studena bila, 6500K
Cool white

3: Extra tepla bila, 2700K

Extra warm white

Warm white, dimmable (trailing edge)
Pure white, dimmable (trailing edge)
Cool white, dimmable (trailing edge)

Extra warm white, dimmable (trailing edge)

Barevné provedeni
Fixture color

1: Bila @
White

2: Cerna
Black

3: Seda
Grey

*

1. Neni dostupné v kombinaci se stmivanim
2. Skladem jsou drzeny pouze vybrané verze svitidla. Pfed objednanim
kontaktujte svého prodejce pro aktualni termin dodani.
1. Not available in combination with dimmable version
2. Not all article combinations are standard in stock. Inquire about
the current stock before you order.

5: Tepla bila, 3000K, stmivani (sestupna hrana)
6: Neutralni bila, 4200K, stmivani (sestupna hrana)
7: Studena bila, 6500K, stmivani (sestupna hrana)

8: Extra tepla bila, 2700K, stmivani (sestupna hrana)

¢ LED Pro-Ceiling @ 240 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno véetné LED napdjeni

« K dispozici stmivdni's triac napdjenim

Poutiti: osvétleni chodeb, schodist, toalet, atd.

LED Pro-Ceiling @ 240 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color femperatures

Integral LED driver included

Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K, 3000K, 4200K, 6500K Svételny
tok (Light output): 1000LM/1120LM/1240LM/1260LM

Svételny tok senzor (Light output sensor): 1480LM/1660LM/1830LM/1870LM
Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v&etn& napdjeni ) (Power consumption (driver

included)): 14W / Senzor 20W

Mikrovinné éidlo:

Detekéni oblast (Detection area): max. @ 12 m pfi 6 m montdzni vyice

(with a mounting height of 6 m)

Citlivost (Sensitivity): 10% - 50% - 75% - 100% (lze nastavit) (adjustable)

Doba osvétleni (Hold time): 10 - 90 sec. / 3 - 10 min. (Ize nastavit) (adjustable)
Doba orienta¢niho osvétleni (Hold time orientation lighting):

0-30sec /10 min - = min. (Ize nastavit) (adjustable)

Svételné cidlo (standard) (Light sensor (standard)):

vyp. (off) - 50 - 15 - 5 Lux (Ize nastavit) (adjustable)

Funkce ¢idla popsany na strané 55
See the functions of the sensor on page 55

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Detekéni zona (Detection area) MW ¢idla v metrech

g
:é‘?t\\\z “
&5

5
0

a montaz (Wall ting pattern)
Doporuéend vyska instalace (Suggested
installation height): 1-1,8 m

- .
L
e
Stropni montdz (Ceiling mounting pattern)

Doporuéend vyska il (s ted
installation height): 2,5 - 6 m

LED Pro-Ceiling & 240mm -/+180
-150 150
14w
A -120 120
im 110.8Ix 3p X 297.7cm
2m 227 A 595.4 cm
m -90 90

3m 123K 893.1 cm o

il
am 11908 cm 60 240 60

320
5m 1488.6 cm

-30 30 — Co /180

Height em emax Diameter 0 —— €90 /270
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

LED Pro-Ceiling 2 300 mm
28W, v€. LED napajeni

Pfisazené (Surface mounted)

¢ LED Pro-Ceiling @ 300 mm
« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné

28W, including LED driver

/ﬁ)\

110°

300

40001/ ..7/31..

L

Teplota chromati¢nosti
Color temperature

0:

1:

8:

Tepla bila, 3000k (@)

Warm white

Neutralni bila, 4200K O

Pure white

: Studena bila, 6500K

Cool white

. Extra teplé bila, 2700K

Extra warm white

: Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupna hrana)

Pure white, dimmable (trailing edge)

: Studena bila, 6500K, stmivani (sestupna hrana)

Cool white, dimmable (trailing edge)

Extra tepla bila, 2700K, stmivani (sestupna hrana)
Extra warm white, dimmable (trailing edge)

Barevné provedeni
Fixture color

1:
2:

Bila O
White

Cerna
Black

: Seda

Grey

CE€IP40 & @ i [l

préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou

degradaci
* Vybaveno mlécnym akrylovym difuzorem
« K dispozici v nékolika teplotdch chromati¢nosti
« Doddvdno veéetné LED napdijeni
K dispozici stmivani s triac napdjenim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

LED Pro-Ceiling @ 300 mm

grey or black

dation

.

Equipped with a milky acrylic lens

Available in various color temperatures

Integral LED driver included
* Dimmable available with triac dimmable powe

Applications: lighting of hallways, staircases, toilefs, efc

Idroj svétla (Light source): SMD LED's (LEDs)

Housing made of die-cast aluminum, powdercoated in white,

Excellent heat sink capability to minimize the luminous degra-

r supply

Teplota chromati¢nosti (Color temperature): 2700K (Exira tepld bild) (Extra warm

white), 3000K (Tepld bila) (Warm white), 4200K (Neutrdini bila
(Studend bild) (Cool white)

Svételny tok (Light output): 1910LM/2130LM/2370LM/2390LM
Provozni teplota (Operating temperature): -10 °C - +40 °C
Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV
Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): 28W

) (Pure white), 6500K

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling g 300mm
28W

Height

-/+180
-150 150
305.4 cm
-120 120
610.9 cm
916.3 cm -90 90
1221.7cm
-60 ( 420 60
1527.1cm 560
-30 30 — Co /180
Diameter 0 — C90 1270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Pfisazené (Surface mounted)

LED Pro-Ceiling 420 mm
38W, v€. LED napajeni
38W, including LED driver

PRI

110°

40001/ ..7/41..

1:

8:

L Teplota chromati¢nosti

Color temperature
0:

Teplé bil4, 3000K O

Warm white

Neutralni bila, 4200K O

Pure white

: Studena bila, 6500K

Cool white

: Extra tepla bila, 2700K

Extra warm white

: Tepla bila, 3000K, stmivani (1-10V)

Warm white, dimmable (1-10V)

. Neutralni bila, 4200K, stmivani (1-10V)

Pure white, dimmable (1-10V)

: Studena bila, 6500K, stmivani (1-10V)

Cool white, dimmable (1-10V)

Extra tepla bila, 2700K, stmivani (1-10V)
Extra warm white, dimmable (1-10V)

L Barevné provedeni

Fixture color

1:

2:

Bila
White
Cerna
Black

: Seda

Grey

CEIP40 & @ % [l
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¢ LED Pro-Ceiling @ 420 mm

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

« K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno veéetné LED napdijeni

* K dispozici s 1-10V stmivanim

Pouziti: osvétleni chodeb, schodist, foalet, atd.

LED Pro-Ceiling @ 420 mm
Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

Available in various color temperatures

Integral LED driver included

* Dimmable available with a 1-10V dimmable driver

Applications: lighting of hallways, staircases, toilets, etc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 2700K (Exira tepld bild) (Extra warm
white), 3000K (Tepld bila) (Warm white), 4200K (Neutrdini bila) (Pure white), 6500K
(Studend bild) (Cool white)

Svételny tok (Light output): 3120LM/3470LM/3860LM/3900LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver

included)): 38W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling g 420mm
38W

=

I

im 389.9 Ix 307.1cm
2m 614.1cm
3m 921.2cm

N
SO dmSe
SRS

1228.2cm

Height Em Emax

1535.3 cm 'Ey" —— co /180
—— €30 /210

-30 ﬂ-“ 30 —— C60 240

Diameter o 50 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Zapusténé (Recessed)

LED Pro-Ceiling 108x108 mm
8W, v¢. LED napéjeni

8W, including LED driver

Sl

110°

801

108

40001/ ../51..

Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K @
Warm white

1: Neutrélni bil4, 4200K @
Pure white

2: Studena bila, 6500K
Cool white

5: Tepla bila, 3000K, stmivani (sestupna hrana)
Warm white, dimmable (trailing edge)

6: Neutralni bila, 4200K, stmivani (sestupnéa hrana)
Pure white, dimmable (trailing edge)

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni
Fixture color

4: Bila @
White

5: Cerna
Black

6: Seda
Grey

CE€IP40 & @ 5 [l

* LED Pro-Ceiling zapusténé svitidlo108x108 mm s extrémné nizkou
instala¢ni hloubkou

« Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

« Doddvdno véetné externino LED napdjeni

« K dispozici stmivani s triac napdjenim

PouZiti: osvétleni chodeb, schodist, toalet, atd.

 LED Pro-Ceiling 108x108 mm recessed luminaire with extremely
low installation depth

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

¢ Excellent heat sink capability to minimize the luminous degra-
dation

* Equipped with a milky acrylic lens

* Available in various color temperatures

* Remote LED driver is included

* Dimmable available with triac dimmable power supply

Applications: lighting of hallways, staircases, toilefs, etc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromatic¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 450LM/500LM/510LM

Provozni teplota (Operating temperature): -10 °C - +40 °C

Iivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
ed by dimension of the driver)

Pfikon (vEetné napdjeni ) (Power consumption (driver

included)): 8W

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling 108x108
8w
im 51.7 Ix 167.4\x

2m 1291 A

Height Em Emax

-1+180
-150 150
2849cm
-120 120
569.8 cm
854.7 cm -90 90
40
1139.6 cm &
-60 120 60
1424.5cm 160
-30 2 30 —— Co /180
Diameter 0 —— €90 /270
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Zapusténé (Recessed)

LED Pro-Ceiling 168x168 mm « LED Pro-Ceiling zapusténé svitidlo168x168 mm s extrémné nizkou
14W, v&. LED napajeni instalacni hloubkou
14W, including LED driver * Kryt svitidia je vyroben z litého hliniku, v bilé, Sedé nebo cerné

préskové barvé

=
110°

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

1
110°

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno v&etné externiho LED napdjeni
« K dispozici stmivani s triac napdjenim

T ~—— 52— T
Ao, T8 Pouiiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling 168x168 mm recessed luminaire with extremely

891

low installation depth

* Housing made of die-cast aluminum, powdercoated in white,

168

grey or black

.

Excellent heat sink capability to minimize the luminous degra-

40001/ . / 6 / dation

Equipped with a milky acrylic lens

Teplota chromati¢nosti
Color temperature

0: Tepla bila, 3000K O

.

Available in various color temperatures

Remote LED driver is included

Dimmable available with friac dimmable power supply

Warm white
1: Neutralni bila, 4200k (@)
Pure white Applications: lighting of hallways, staircases, toilefs, etc.
2: Studena bila, 6500K
Cool white 7droj svétla (Light source): SMD LED's (LEDs)
z s P z Ve I Ui N
5: Tepla bila, 3000K, stmivani (sestupna hrana) ! 9 o Lo .
Warm white, dimmable (trailing edge) Teplota chromatinosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4200K, stmivani (sestupnéa hrana) 4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)

Pure white, dimmable (trailing edge)

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni

Svételny tok (Light output): 1040LM/1150LM/1160LM
Provozni teplota (Operating temperature): -10 °C - +40 °C

Zivotnost (hod.) (Rated life hours): 50.000

Fixture color LED napdijeni (véetné) (LED driver (included)): CE, TUV

4: Bila O Vstupni napéti (Input): 220-240V AC 50/60Hz
White ) Ucinik (Power factor): > 0.90

5 glgcrpa Uhel vyzafovani (Beam angle): 110°

6: Seda Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
Grey ed by dimension of the driver)

Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): 14W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling 168x168
-150 150
14w
im 102.7 Ix 3A4.6\x 295.5cm
-120 120
2m 257 Ix 591.0cm
3m 114 1x m 886.4 cm

1181.9 cm

C€IP40 & @ 2 [l

1477.4cm

Height Em Emax Diameter 0 —— 90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Zapusténé (Recessed)

LED Pro-Ceiling 220x220 mm « LED Pro-Ceiling zapusténé svitidlo 220x220 mm s extrémné nizkou
20W, v&. LED napajeni instalacni hloubkou
20W, including LED driver * Kryt svitidia je vyroben z litého hliniku, v bilé, Sedé nebo cerné

préskové barvé

[ 1

110°

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

I
110°

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

* Doddvdno v&etné externiho LED napdjeni
« K dispozici stmivani s triac napdjenim

T ~——2%—— T
Ao, T8 Pouiiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling 220x220 mm recessed luminaire with extremely

ozz

low installation depth

* Housing made of die-cast aluminum, powdercoated in white,

220

grey or black

.

Excellent heat sink capability to minimize the luminous degra-

40001/ . / 7 / dation

Equipped with a milky acrylic lens

Teplota chromati¢nosti
Color temperature

0: Tepla bila, 3000K O

.

Available in various color temperatures

Remote LED driver is included

Dimmable available with friac dimmable power supply

Warm white
1: Neutrélni bila, 4200K
Pure white Applications: lighting of hallways, staircases, toilefs, etc.
2: Studena bila, 6500K
Cool white 7droj svétla (Light source): SMD LED's (LEDs)
z s P z Ve I Ui N
5: Tepla bila, 3000K, stmivani (sestupna hrana) ! 9 o Lo .
Warm white, dimmable (trailing edge) Teplota chromatinosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4200K, stmivani (sestupnéa hrana) 4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Pure white, dimmable (trailing edge) Svételny tok (Light output): 1530LM/1700LM/1720LM

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni

Provozni teplota (Operating temperature): -10 °C - +40 °C

Zivotnost (hod.) (Rated life hours): 50.000

Fixture color LED napdijeni (véetné) (LED driver (included)): CE, TUV

4: Bila O Vstupni napéti (Input): 220-240V AC 50/60Hz
White ) Ucinik (Power factor): > 0.90

5 glgcrpa Uhel vyzafovani (Beam angle): 110°

6: Seda Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
Grey ed by dimension of the driver)

Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): 20W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling 220x220
-150 150
20w
im 162.9 Ix 57/5.6x 299.2cm
-120 120
2m 40.7 Ix 598.3cm
3m 18.11x 897.4 cm

1196.6 cm

CEIP40 & @ i [l

1495.7 cm

Height Em Emax Diameter 0 —— C90 /270

48



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Zapusténé (Recessed)

LED Pro-Ceiling 150x1200 mm * LED Pro-Ceiling 150x1200 mm
38W, v¢. LED napajeni « Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
38W, including LED driver préskové barveé
* Vynikajici schopnost chladi¢e minimalizovat svételnou
r_‘o degradaci
110 1 S * Vybaveno mlécnym akrylovym difuzorem
= « K dispozici v nékolika teplotdch chromati¢nosti
« Doddvdno veetné externiho LED napdjeni
K dispozici stmivani s triac napdjenim
Poutiti: osvétleni chodeb, schodist, toalet, atd.
e e e 1 R « LED Pro-Ceiling 150x1200 mm
‘ ‘ “‘f_ * Housing made of die-cast aluminum, powdercoated in white,
=
& grey or black
I -
f 119 I * Excellent heat sink capability to minimize the luminous degra-
dation
* Equipped with a milky acrylic lens
40003/ ..121.. « Available in various color temperatures
* Integral LED driver included
- ) * Dimmable available with a 1-10V dimmable driver
Teplota chromati¢nosti
Color temperature
0: Tepla bila, 3000K O Applications: lighting of hallways, staircases, foilets, etc.
Warm white
L E‘ﬁggﬁl{rgl bila, 4200K Idroj svétla (Light source): SMD LED's (LEDs)
2: Studena bila, 6500K Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
Cool white 4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
5: Tepla bila, 3000K, stmivani (1-10V) Svételny fok (Light output): 2430Lm/2700Lm/2740Lm
Warm white, dimmable (1-10V) : . ) N o
6: Neutralni bila, 4200K, stmivani (1-10V) Ifrovozm teplota (Operating temperature): -10 °C - +40 °C
Pure white, dimmable (1-10V) Zivotnost (hod.) (Rated life hours): 50.000
7: Studena bila, 6500K, stmivani (1-10V) LED napdjeni (v&etng) (LED driver (included)): CE, TUV
Cool white, dimmable (1-10V) Vstupni napé (Input): 220-240V AC 50/60Hz
B.arevne provedeni U¢inik (Power factor): > 0.90
Fixture color i o
4: Bil& O Uhel vyzafovani (Beam angle): 110
White Pfikon (v&etn& napdjeni ) (Power consumption (driver
5: Cerna included)): 38W
Black
6: Seda
Grey
PRODUKT SKLADEM| LETZARUKA
: @ YEARS WARRANTY
C€ P40 &
LED Pro-Ceiling 150x1200 -+180
-150 150
38W
im 280.31x § 2947 cm
A -120 120
2m 70.1 Ik 589.4 cm
3m 3121 884.0 cm -90 90
am 11787 cm S
-60 60
sm 1473.4 cm 760 — co /180
— (30 /210
-30 30 —— (€60 /240
Height Emax Diameter 0 €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Zapusténé (Recessed)

LED Pro-CeiIing 300x300 mm * Zapusténé LED svitidlo Pro-Ceiling 300x300 mm s extrémné nizkou
28W, v&. LED napajeni instala¢ni hloubkou
28W, including LED driver * Kryt svitidia je vyroben z litého hliniku, v bilé, Sedé nebo cerné

préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

110°

110°

* K dispozici v nékolika teplotdch chromati¢nosti
« Doddvdno véetné externino LED napdjeni

« K dispozici stmivani s triac napdjenim

T 2825 T
R 1 N 3 PouZiti: osvétleni chodeb, schodist, toalet, atd.

* LED Pro-Ceiling 300x300 mm recessed luminaire with extremely

00€

low installation depth

* Housing made of die-cast aluminum, powdercoated in white,

grey or black
¢ Excellent heat sink capability to minimize the luminous degra-

40001/ . / 8 / dation

* Equipped with a milky acrylic lens
Teplota chromati&nosti * Available in various color temperatures
Color temperature * Remote LED driver is included
0: Tepla bila, 3000K @ « Dimmable available with triac dimmable power supply
Warm white
1: Neutrdlni bila, 4200K
Pure white Applications: lighting of hallways, staircases, toilets, etc.
2: Studena bila, 6500K
Cool white Zaoj svétla (Light source): SMD LED's (LEDs)
5: Tepla bila, 3000K, stmivani (sestupna hrana) ! © o . )
Warm white, dimmable (trailing edge) Teplota chromaticnosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4200K, stmivani (sestupnéa hrana) 4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)
P“’edWh"e~S"l1‘mab'e (trailing edge) ( heans) Svételny tok (Light output): 2150LM/2170LM/2420LM
7: Studend bila, 6500K, stmivani (sestupna hrana . " Cine N
Cool white, dimmable (trailing edge) Provozni teplota (Operating temperature): -10 °C - +40 °C
Iivotnost (hod.) (Rated life hours): 50.000

Barevné provedeni

Fixture color LED napdijeni (véetné) (LED driver (included)): CE, TUV
4: Bila @ Vstupni napéti (Input): 220-240V AC 50/60Hz
White

Uginik (Power factor): > 0.90

5: glgcrl?a Uhel vyzafovani (Beam angle): 110°
6: Seda Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
Grey ed by dimension of the driver)

Pfikon (vEetné napdjeni ) (Power consumption (driver
included)): 28W

L ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

C€IP40 ¥ ® i [al

-/+180

LED Pro-Ceiling 300x300

28W
im 2157 Ix 7} X 3059 cm

2m 53.9 Ix 611.8cm
3m 24.0 X 917.7 cm

1223.6 cm

1529.5 cm

Height Em Emax Diameter 0 —— €90 /270
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LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Zapusténé (Recessed)

LED Pro-Ceiling 2 117 mm  Zapusténé LED svitidlo Pro-Ceiling @ 117 mm s extrémné nizkou
8W, v¢. LED napajeni instalacni hloubkou
8W, including LED driver * Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné

préskové barvé

=
110°

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci
¢ Vybaveno mlécnym akrylovym difuzorem

—
110°

« K dispozici v nékolika teplotdch chromati¢nosti
* Doddvdno veetné externiho LED napdjeni

« K dispozici stmivani s triac napdjenim

Aol T PouZiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling @ 117 mm recessed luminaire with exiremely low
installation depth

Housing made of die-cast aluminum, powdercoated in white,

p17 grey or black

.

Excellent heat sink capability to minimize the luminous degra-

40001/ . / 0 / dation

Equipped with a milky acrylic lens

Available in various color temperatures

L Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K O

Remote LED driver is included

Dimmable available with triac dimmable power supply

Warm white
1: Neutrdlni bila, 4200k (@)
Pure white Applications: lighting of hallways, staircases, toilefs, etc.
2: Studena bila, 6500K
Cool white Zdroj svétla (Light source): SMD LED's (LEDs)
z 14 P z Ve I Ul N
5: Tepla bila, 3000K, stmivani (sestupna hrana) ! 9 o Lo :
Warm white, dimmable (trailing edge) Teplota chromatinosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4200K, stmivani (sestupna hrana) 4200K (Neutrdini bilé) (Pure white), 6500K (Studend bild) (Cool white)
Pure white, dimmable (trailing edge) Svételny fok (Light output): 490Lm/540Lm/550Lm

7: Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni

Provozni teplota (Operating temperature): -10 °C - +40 °C
Zivotnost (hod.) (Rated life hours): 50.000

Fixture color LED napdijeni (véetné) (LED driver (included)): CE, TUV

4: Bila O Vstupni napéti (Input): 220-240V AC 50/60Hz
White ) Ucinik (Power factor): > 0.90

5 glgcrpa Uhel vyzafovani (Beam angle): 110°

6: Seda Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
Grey ed by dimension of the driver)

Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): 8W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED Pro-Ceiling g 117mm
-150 150
8w
im 56.5 Ix 180.1\x 292.9cm
-120 120
2m 14.1 1 585.7 cm
3m 6.3 Ix m 878.6 cm

1171.5¢cm

CE€IP40 & @ % [l

14644 m

Height Em Emax Diameter —— €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Zapusténé (Recessed)

11W, v€. LED napéjeni
11W, including LED driver

LED Pro-Ceiling 2 180 mm

=
110°

I
110°

40001/ ../11/..

1:

7:

L Teplota chromati¢nosti

Color temperature

0:

Teplé bila, 3000K O

Warm white

Neutralni bila, 4200K O

Pure white

: Studena bila, 6500K

Cool white

. Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupnéa hrana)

Pure white, dimmable (trailing edge)

Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni

Fixture color

4:
5:

CE€IP40 & @ % [l

52

Bila O
White
Cerna
Black

: Seda

Grey

* Zapusténé LED svitidlo Pro-Ceiling @ 180 mm s extrémné nizkou
instalacni hloubkou

 Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

¢ Doddvdno vcetné externino LED napdjeni

« K dispozici stmivani s triac napdjenim

Pouiiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling @ 180 mm recessed luminaire with extremely low
installation depth

Housing made of die-cast aluminum, powdercoated in white,

grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

.

Equipped with a milky acrylic lens

Available in various color temperatures

Remote LED driver is included

.

Dimmable available with triac dimmable power supply
Applications: lighting of hallways, staircases, toilefs, efc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bila) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 870Lm/970Lm/980Lm

Provozni teplota (Operating temperature): -10 °C - +40 °C

Tivotnost (hod.) (Rated life hours): 50.000

LED napdijeni (vEéetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
ed by dimension of the driver)

Pfikon (vCetné napdjeni ) (Power consumption (driver

included)): 1TW

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling g 180mm
11w

Height

-1+180
-150 150
293.7cm
-120 120
587.5cm
881.2cm -90 90
0
1175.0 cm &
-60 180 60
1468.7 m \ 240
-30 30 —— Co /180
Diameter 0 — Co0 1270



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Zapusténé (Recessed)

LED Pro-Ceiling 2 240 mm « Zapusténé LED svitidlo Pro-Ceiling @ 240 mm s extrémné nizkou
14W, v&. LED napajeni instalacni hloubkou
14W, including LED driver * Kryt svitidia je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé
1’1_‘00 * Vynikajici schopnost chladi¢e minimalizovat svételnou

degradaci

ﬁ
1100

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

¢ Doddvdno vcetné externino LED napdjeni
« K dispozici stmivani s triac napdjenim

e e e i Pouiiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling @ 240 mm recessed luminaire with exiremely low
installation depth

Housing made of die-cast aluminum, powdercoated in white,

240

grey or black

Excellent heat sink capability to minimize the luminous degra-

40001/ . / 2 / dation

Equipped with a milky acrylic lens

.

Available in various color temperatures

LTeplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K O

Remote LED driver is included

Dimmable available with friac dimmable power supply

Warm white
1: Neutralni bila, 4200K O - . .
Pure white Applications: lighting of hallways, staircases, toilefs, etc.
2: Studena bila, 6500K
Cool white
P, P . Idroj svétla (Light source): SMD LED's (LEDs;
5: Tepla bila, 3000K, stmivani (sestupna hrana) ! (tio L ) (LEDs) Lo ,
Warm white, dimmable (trailing edge) Teplota chromatinosti (Color temperature): 3000K (Tepld bild) (Warm white),
6: Neutralni bila, 4200K, stmivani (sestupna hrana) 4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)
Pure white, dimmable (trailing edge) Svételny fok (Light output): 1120Lm/1240Lm/1260Lm

7: Studena bila, 6500K, stmivani (sestupna hrana)

. " - 10°C - +40 ©
Cool white, dimmable (trailing edge) Provozni teplota (Operating temperature): -10 °C - +40 °C

Zivotnost (hod.) (Rated life hours): 50.000

Barevné provedeni

Fixture color LED napdijeni (véetné) (LED driver (included)): CE, TUV

4: Bila O Vstupni napéti (Input): 220-240V AC 50/60Hz
White ) Ucinik (Power factor): > 0.90

5 gg(;?a Uhel vyzafovani (Beam angle): 110°

6: Seda Instalaéni hloubka (Installation depth): >40 mm (dle velikosti driveru) (determin-
Grey ed by dimension of the driver)

Pfikon (v¢etné napdjeni ) (Power consumption (driver
included)): 14W

OPRODUKTSKLADEM @ LETZARUKA
YEARS WARRANTY
CE€IP40 E Fe e srock

-/+180

LED Pro-Ceiling g 240mm
-150 150
14w
im 110.8 Ix 300.6x 297.7cm
-120 120
2m 27.71x 595.4 cm
3m 12.31x m 893.1cm -90 90

1190.8 cm

1488.6 cm

-30 30 — Co /180

Height Em Emax Diameter 0 —— €90 /270
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s | ED PRO-CEILING SERIE (LED PRO-CEILING SERIES)

Zapusténé (Recessed)

LED Pro-Ceiling 2 300 mm
28W, v€. LED napajeni
28W, including LED driver

/ﬁ)\

110°

@300 |

40001/ ..7/31/..

L

Teplota chromati¢nosti
Color temperature

0:

1:

7:

Tepla bila, 3000k (&)

Warm white

Neutralni bila, 4200K O

Pure white

: Studena bila, 6500K

Cool white

. Tepla bila, 3000K, stmivani (sestupna hrana)

Warm white, dimmable (trailing edge)

: Neutralni bila, 4200K, stmivani (sestupnéa hrana)

Pure white, dimmable (trailing edge)

Studena bila, 6500K, stmivani (sestupna hrana)
Cool white, dimmable (trailing edge)

Barevné provedeni
Fixture color

4:

5:

Bila
White
Cerna
Black

: Seda

Grey

CE€IP40 & @ % [l
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* Zapusténé LED svitidlo Pro-Ceiling @ 300 mm s extrémné nizkou
instalacni hloubkou

 Kryt svitidla je vyroben z litého hliniku, v bilé, Sedé nebo cerné
préskové barvé

* Vynikajici schopnost chladi¢e minimalizovat svételnou
degradaci

* Vybaveno mlécnym akrylovym difuzorem

* K dispozici v nékolika teplotdch chromati¢nosti

¢ Doddvdno vcetné externino LED napdjeni

« K dispozici stmivani s triac napdjenim

Pouiiti: osvétleni chodeb, schodist, toalet, atd.

¢ LED Pro-Ceiling @ 300 mm recessed luminaire with exiremely low
installation depth

* Housing made of die-cast aluminum, powdercoated in white,
grey or black

Excellent heat sink capability to minimize the luminous degra-
dation

Equipped with a milky acrylic lens

.

Available in various color temperatures

Remote LED driver is included

Dimmable available with friac dimmable power supply
Applications: lighting of hallways, staircases, toilefs, etc.

Idroj svétla (Light source): SMD LED's (LEDs)

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4200K (Neutrdini bild) (Pure white), 6500K (Studend bild) (Cool white)
Svételny tok (Light output): 2130Lm/2370Lm/2390Lm

Provozni teplota (Operating temperature): -10 °C - +40 °C

Zivotnost (hod.) (Rated life hours): 50.000

LED napdjeni (véetné) (LED driver (included)): CE, TUV

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 110°

Pfikon (v¢etné napdjeni ) (Power consumption (driver

included)): 28W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Pro-Ceiling g 300mm
28W

im 197.71x Gx

2m 49.4 Ix

3m 2200

Height Em Emax

-/+180
-150 150
305.4 cm
-120 120
610.9 cm
916.3 cm -90 %
1221.7cm
-60 ( 420 ) 60
1527.1cm 560
-30 30 — Co /180
Diameter 0 — Co0 1270



LED PRO-CEILING SERIE (LED PRO-CEILING SERIES) HE—

Funkce ¢idla
Sensor functions

0% / 100% / 20%

20% / 100%

- o

209 20Po
L ﬂﬂ |

Detekéni zéna
Detection zone

i e
3{%’3}“\2 “

énnd montaz (Wall ting pattern) / Jednotky (Unit): m Stropni montéz (Ceiling mounting pattern) / Jednotky (Unit): m
Predpokladdand vyska instalace (Suggested i ion height): 1-1,8 m Predpokladand vyska instalace (Suggested installation height): 2,5 - 6 m
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DOPLENLKAZDYINTERIER

LHESLEEKANDIRIMEESS DESIGN.COMPLELES EVERVINIERIOR

LED PRO-SPACE

SERIE

LED PRO-SPACE SERIES
S

LED Pro-Space je elegantni a nadcasové zapusténé svitidlo

s velmi nizkou hloubkou instalace. Diky bezrdmeckové
konstrukci se bezproblémoveé integruje do jakéhokoli stropu a
jeho stupen kryti IP66 umoznuje instalaci do vinkého prostredi.

The LED Pro-Space is a sleek and timeless recessed fixture, with a very
low installation depth. Due to its trimless design it integrates flawlessly
in any ceiling, while the IP66 classification enables use in humid places
without difficulty.

SPECIFICKE VLASTNOSTI

« Hlinikové pouzdro s polykarbonatovym
krytem

« Elegantni design

« Velmi nizka hloubka instalace

« Vodéodolny (IP66) a odolny proti narazu
(IK08)

SPECIFIC FEATURES

e Aluminium housing with polycarbonate
shield

* Sleek, trimless design

* Very low installation depth

» Waterproof (IP66) and impact resistant
(IK08)

56
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LED PRO-SPACE SERIE (LED PRO-SPACE SERIES) -

LED Pro-Space R @ 75 mm

6W

4000420x

58

LED Pro-Space R ¢ 100 mm
8W

4000421x

58

LED Pro-Space R ¢ 125 mm
11w

4000422x

58

LED Pro-Space R ¢ 155 mm

15W

4000423x

58

LED Pro-Space R ¢ 185 mm
22W

4000424x

58

LED Pro-Space R ¢ 215 mm
30w

4000425x

58

www.prolumia.cz
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s | ED PRO-SPACE SERIE (LED PRO-SPACE SERIES)

UNIVERZALNI POUZITi DiKY NizKE
INSTALACNI HLOUBCE

UNIVERSALLY APPLICABLE BECAUSE OF THE LOW
INSTALLATION DEPTH

Pro-Space R 275mm Pro-Space R 2100mm Pro-Space R 2125mm Pro-Space R 2155mm
6W 8w 1w 15w

A—="_1R A=—=5_1R A——5_1R A———51]

PRO-SPACER

A -150 150
im 205.91x 7p X 311.8cm

A -120 120
2m 5151 623.6 cm

935.4 cm

3m

4m 1247.2cm

1559.0 cm

— C0/180

30 — 30210

— (€60/240
€90/270

5m

Height Em Emax Diameter

DIAGRAMY NA ZAKLADE 40004250 (@ 215 MM / 3000K / 30W)
DIAGRAMS BASED ON 40004250 (@ 215 MM / 3000K / 30W)

58

PRIKLADY POUZITi: CHODBY,
SCHODISTE, TOALETY,
KOUPELNY, PODBITI ATD.

APPLICATIONS: HALLWAYS,
STAIRWAYS, TOILETS, BATHROOMS,
ROOF COVERS, ETC.

Pro-Space R 2185mm Pro-Space R 2215mm
22w 30w
A= 1] N
N N
8 o
— o~

« Rovnomérné osvétleni

« Bezrameckovy design

« Nizka instalacni hloubka
- IP66
- IK08

« Uniform illuminated

« Trimless design

« Low installation depth
- IP66

« [KO8

PROLUMIA



LED PRO-SPACE SERIE (LED PRO-SPACE SERIES) -

PRO-SPACER

* Elegantni zapusténé svitidlo pro obecné osvétleni

« Vysoce kvalitni hlinikkové pouzdro s polykarbondtovym

difuzorem

» K disporzici ve velikostech od @ 75mm (6W)
do @ 215mm (30W)
« Rovnomérmé osvétleni bez okraju

 Velmi nizk& hloubka instalace

« Stupen kryti IP66

 Standarni napdjeni IP40, stmivatelny driver IP65
* KO8

PREHLED PRODUKTU (ARTICLE TREE)

Obj.c. Verze
Art.no. Version
XX

40004 / xx / x

Teplota chromatiénos

Color temperatur

X

20: @ 75mm

21: @ 100mm
22: @ 125mm
23: @ 155mm
24: @ 185mm
25: @ 215mm

@)
©
©
@)
©
@)

0: 3000K
1: 4200K

©06

3:2700K
5: 3000K, stmivani (dimmable)
6: 4200K, stmivani (dimmable)

8: 2700K, stmivani (dimmable)

*  Skladem jsou drzeny pouze vybrané verze svitidia. Kontaktujte svého prodejce pro aktudini skiadové zésoby.

*

Not all arficle combinations are standard in stock. Inquire about the current stock before you order.

C€ 1P66

 Sleek recessed fixture for general lighting

* High-quality aluminum housing with polycarbonate
diffuser

* Available in sizes from @ 75mm (6W) to @ 215mm
(30wW)

* Iniform illuminated without borders

* Very low installation depth

* IP66 fixture

« Standard driver IP40, dimmable driver IP65

 IKO8

LET ZARUKA
YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

vere | oI | Sionrodmer

sumption (W) (LM)
@ 75mm bW 380 400
@ 100mm 8w 540 570
@ 125mm 1MW 760 800
@ 155mm 15W 1050 1100
@ 185mm 2W 1640 1730
@ 215mm 30w 2110 2220

420

590

840

1160

1810

2330

LED proud

LED current

(mA)

250 mA
500 mA
500 mA
500 mA
700 mA

1000 mA

O&inik

(Power factor)

>0.50

>0.90

>0.90

>0.90

>0.90

>0.90

749 @ 55mm 4000420x
117g @ 80mm 4000421x
177 g @ 105mm 4000422x
2849 @ 135mm 4000423x
373¢g @ 165mm 4000424x
5369 @ 195mm 4000425x

Svételny zdroj (Light source): SMD LED

Uhel vyzafovani (Beam angle): 120°

Index poddni barev (Color rendering): Ra >80

Provozni teplota (Operating temperature): -25°C - +50°C
Tivotnost (hod.) (Rated life hours): > 50,000

LED napdijeni (véetné) (LED driver (included)): CE
Napdjeni (Input): 220 - 240V AC 50Hz

Trida ochrany (Safety class): Trida Il (Class I1)

PRISLUSENSTVI (ACCESSORIES)

Ramecky pro pfisazenou montaz
Surface mounting rings

Pro-Space R @ 155mm

Pro-Space R @ 185mm
Pro-Space R @ 215mm
Pro-Space R @ 155mm
Pro-Space R @ 185mm

Pro-Space R @ 215mm

@ 154,5mm x 37mm
@ 184,5mm x 37mm
@ 214,5mm x 37mm
@ 154,5mm x 37mm
@ 184,5mm x 37mm

@ 214,5mm x 37mm

Bila (White)

Bila (White)

Bilé (White)

Cernd (Black)

Cemna (Black)

Cernd (Black)

40004180
40004181
40004182
40004190
40004191
40004192

21545

22145

21845

Pro (for) 4000423x

Pro (for) 4000424x Pro (for) 4000425x

www.prolumia.cz
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LED PRO-SPACE SERIE (LED PRO-SPACE SERIES) -

LED Pro-Space S 75x75 mm

6W

4000426x

62

LED Pro-Space S 100x100 mm
8W

4000427x

62

LED Pro-Space S 125x125 mm
11w

4000428x

62

LED Pro-Space S 155x155 mm

15W

4000429x

62

LED Pro-Space S 185x185 mm
22W

4000430x

62

LED Pro-Space S 215x215 mm
30w

4000431x

62

www.prolumia.cz
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s | ED PRO-SPACE SERIE (LED PRO-SPACE SERIES)

PRIKLADY POUZITi: CHODBY,
SCHODISTE, TOALETY,
KOUPELNY, PODBITI ATD.

APPLICATIONS: HALLWAYS,
STAIRWAYS, TOILETS, BATHROOMS,
ROOF COVERS, ETC.

RESENI PRO VLHKE PROSTORY

THE SOLUTION FOR HUMID SPACES

Pro-Space S 185x185mm Pro_Space S 215x215mm

Pro-Space S 75x75mm Pro_Space S 100x100mm Pro-Space S 125x125mm Pro_Space S 155x155mm

oW 8w 1w 15W 22w 30w
& A= 1R A———=% IR A—— IR A—————5% IR A5 IR
o~ o~ ~ o~ o~ ~N
.. % i § i E B g E
PRO-SPACE S
-/+180

3m

4am

5m

Height

186.2 Ik GAx

308.9 cm

617.8cm

926.7 cm

1235.5cm

1544.4 cm

DIAGRAMY NA ZAKLADE 40004310 (215X215 MM / 3000K / 30W)
DIAGRAMS BASED ON 40004310 (215X215 MM / 3000K / 30W)

62

-120

-150

120

— C0/180

—— €30/210

— (60/240
€90/270

« Rovnomérné osvétleni

« Bezrameckovy design

« Nizka instalacni hloubka
- IP66

- IK08

« Uniform illumination
« Trimless design

« Low installation depth
- IP66
« IKO8

PROLUMIA



LED PRO-SPACE SERIE (LED PRO-SPACE SERIES) -

PRO-SPACE S C€ P66

* Elegantni zapusténé svitidlo pro obecné osvétleni « Sleek recessed fixture for general lighting

* Vysoce kvalitni hlinikové pouzdro s polykarbonatovym ¢ High-quality aluminum housing with polycarbonate
difuzorem shield

» K dispozici ve velikostech od 75x75mm (6W) ¢ Available in sizes from 75x75mm (6W) to 215x215mm
do 215x215mm (30W) (30wW)

« Rovnomérné osvétleni bez okraju ¢ Uniform illumination without borders

* Velmi nizkd hloubka instalace * Very low installation depth

« Stupen kryti IP66  |P66 fixture

« Standarni napdjeni IP40, stmivatelny driver IP65 « Standard driver IP40, dimmable driver IP65

« IKO8 « [K08

PREHLED PRODUKTU (ARTICLE TREE)

Verze Teplota chromati¢nosti
Version Color temperature
40004 / xx / x XX X
26:7575mm (@ 0: 3000K
27: 100x100mm @ 1: 4200K @
28: 125x125mm (@) 3:2700K
29:155x155mm @ 5: 3000K, stmivani (dimmable)
30: 185x185mm @ 6: 4200K, stmivani (dimmable)

31:215x215mm @ 8: 2700K, stmivani (dimmable) YE TY

* Skladem jsou drzeny pouze vybrané verze svitidla. Kontaktujte svého prodejce pro aktudini skladové zasoby.
*  Not all article combinations are standard in stock. Inquire about the current stock before you order.

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Svételny zdroj (Light source): SMD LED

Veme Pikon S\(éfe\m’/ fok LED proud e Vd_hcn Vyrez Uhel vyzafovani (Beam angle): 120°
Veden Power con- Light output LED current (Power factor) Weight Cut-out L, -
sumption (W) (LM) (mA) (9 (mm) Index poddni barev (Color rendering): Ra >80
Provozni teplota (Operating temperature): -25°C - +50°C
2 o 5
Zivotnost (hod.) (Rated life hours): > 50,000
75x75mm 6W 390 410 430 250 mA >0.50 9 g @ 55mm 4000426x LED napdijeni (véetné) (LED driver (included)): CE
Napdjeni (I 1): 220 - 240V Al H.
100x100mm 8W 560 590 620 500 mA >0.90 151 g @ 80mm 4000427x apdjen (inpuf]: 220 0 C SOtz
Trida ochrany (Safety class): Trida Il (Class 1)
125x125mm 1MW 790 830 870 500 mA >0.90 231 g @ 105mm 4000428x
155x155mm 15w 1100 1160 1210 500 mA >0.90 3569 @ 135mm 4000429x
185x185mm 2W 1730 1820 1910 700 mA >0.90 478 g @ 165mm 4000430x
215x215mm 30w 2260 2380 2490 1000 mA >0.90 6629 2 195mm 4000431x

PRISLUSENSTVI (ACCESSORIES)

Ramecky pro pfisazenou montaz
Surface mounting rings

Po Rozméry Barva Obj.c. ,':,I H .. ,':,I ’ ’ . . o
Use for Size Color Art.no.
Pro-Space S 155x155mm  # 154,5mm x 37mm Bild (White) 40004183 5 [] 0 [] - 0 ol] 0 “p:
Pro-Space S 185x185mm  # 184,5mm x 37mm Bil& (White) 40004184 [ﬂ[!?f S0 o [[[ﬂ 0 i ¢
3 ) & 2 &
Pro-Space S 215x215mm  # 214,5mm x 37mm Bild (White) 40004185 . DDE]::ﬂ \ 2%’§ ’"ﬂ .
Pro-Space S 155x155mm  # 154,5mm x 37mm Cemnd (Black) 40004193
Pro-Space S 185x185mm  # 184,5mm x 37mm Cernd (Black) 40004194 Pro (for) 4000429x Pro (for) 4000430x Pro (for) 4000431x
Pro-Space S 215x215mm  # 214,5mm x 37mm Cernd (Black) 40004195

www.prolumia.cz 63



NAHRADA ASTIRADICNIZARIVKOVAISVITIDIA

ALTERNALIVEIOJIRADIIIONAERECESSED

FLUORESCENELUMINAIRES

LED I-PANEL

Rada svitidel LED I-Panel je vybornou LED alternativou k
tradiénim vestavnym fluorescen&nim svitidlom. Uzké linie a
nizk& montdzini vyska davaji této fadé moderni a nadcasovy
charakter. Diky riznym moznostem instalace: zapustén,
instalace na povrch nebo zavéseni, jsou vhodnd pro Sirokou

Skalu aplikaci.

The LED I-Panel series are a good alternative for traditional recessed
fluorescence luminaires. The neat lines and the limited height give these
series a modern and timeless character. Through the various installation
options; surface mounted, recessed and suspended, the LED |-panel has a

very wide field of application.

SERIE

LED I-PANEL SERIES

SPECIFICKE VLASTNOSTI

« LED diody umisténé po stranach svitidla
« Extrémné nizky uchyt 10,4 mm

* Rovhomérné osvétleni

« Standardni nebo stmivatelné napajeni
se dodavaji samostatné

SPECIFIC FEATURES

» LEDs situated on the side of the fixture

» Extremely low height of 10.4mm

* Very uniform light emission

» Standard or dimmable driver can be
ordered separately

64
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LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

LED I-Panel 295x295 mm

11w

4000790x

68

LED I-Panel 595x295 mm
22W

4000791x

69

LED I-Panel 595x595 mm
42w

4000792x

70

LED I-Panel 595x595 mm
36W

4000892x

71

LED I-Panel 1195x295 mm
42w

4000793x

72

LED I-Panel 1195x295 mm
36W

4000893x

73

LED I-Panel 1195x595 mm

85w

4000794x

74

www.prolumia.cz
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s | ED [-PANEL SERIE (LED I-PANEL SERIES)

LED I-Panel, IP65, 295x295 mm

11w

4000770x 76

LED I-Panel, IP65, 595x295 mm
22w

4000771x 7

LED I-Panel, IP65, 595x595 mm
42w

4000772x 78

LED I-Panel, IP65, 1195x295 mm

42W

4000773x 79

LED Trimless 295x295 mm
11w

4000740x 80

LED Trimless I-Panel 595x295 mm
22W

4000741x 81

LED Trimless I-Panel 595x595 mm

42W

4000742x 82

66 PROLUMIA
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LED RGB I-Panel 295x295 mm

13w

40000109 83

LED RGB I-Panel 595x295 mm
26W

40000119 84

LED RGB I-Panel 595x595 mm
52w

40000129 85

LED RGB I-Panel 1195x295 mm

55W

40000139 86

LED RGBW I-Panel 595x595 mm
80w

4000080x 87

LED I-Panel prisluSenstvi (accessories)

87
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s | ED [-PANEL SERIE (LED I-PANEL SERIES)

LED I-Panel 295x295 mm « LED I-Panel je idedini ndhradou za konvenéni zéfivkovd svitidla
11W, v¢. LED napajeni * Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
11W, including LED driver ramu svitidia

« Elegantni svitidlo s nizkym Uchytem 10,4 mm

* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
0
120 « Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,

coz vede k minimdini ztrété svétla po celou dobu Zivotnosti

* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)

* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napfiklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

C€1P52

* LED I-Panel as replacement for conventional fluorescent fixtures
* The opal cover is iluminated by LEDs located on the sides of the fixture
4000790/ .  This results in an extremely low fixture of 10.4 mm

L * By using a “light guide panel”, a very efficient and uniform light is
Teplota chromati¢nosti

Color temperature creafed
5: Teplé bila, 3000K @ * The white anodized aluminum edge ensures proper cooling of the
Warm white LEDs resulting in a minimal light loss throughout the entire lifespan
6: yﬁgghaultgl bila, 4000K @ « Several LED drivers can be ordered separately (also available in
7: Studen bil, 6000K dimmable versions)
Cool white » Separately available accessories make surface and pendant moun-
fing possible
Samostatné Objednam (tO be ordered seperately): * The edge can be finished in a different color on request (for example:
LED napajeni (LED drivers) RAL9003)
40000514 Standardni
Not dimmable Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

40000524 1-10V, stmivani
1-10V, push dimmable Teirol svitia (Liht . SMD 2835 LED"
40000534 DALI stmivani droj svétla (Light source): SMD 2835 S

DALI dimmable Uhel vyzafovéni (Beam angle): 120°
Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K

Nouzové osvétleni (Emergency unit)

@ Svételny tok (Light output): 880Lm/935Lm/990Lm
41065040 Nouzové osvétleni (1 hOd) Index poddni barev (Color rendering index): Ra > 80
Emergency unit (1 hour) Provozni teplota (Operating temperature): -20 °C - +50 °C
41065041 Nouzové osvétleni (3 hod) Zivotnost (hod.) (Rated life hours): > 50.000
Emergency unit (3 hours)

LED proud (LED current): 400mA
Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 1TW

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

S6C

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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120°

C€1P52

4000791/ ..

L Teplota chromati¢nosti
Color temperature
5: Tepla bila, 3000K @
Warm white
6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

LED napajeni (LED drivers)

40000513 Standardni

Not dimmable
40000523 1-10V, stmivani
1-10V, push dimmable

40000533 DALI stmivani
DALI dimmable

Nouzové osvételni (Emergency unit)

41065040 Nouzové osvétleni (1hod) @

Emergency unit (1 hour)
41065041 Nouzové osvétleni (3 hod)
)

Emergency unit (3 hours

LED I-Panel 595x295 mm
22W, v€. LED napajeni

22W, including LED driver

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures.

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 1760Lm/1980Lm/2090Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 540mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 22W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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4000792/ ..

120°

C€1P52

L Teplota chromati¢nosti

Color temperature

5: Tepla bila, 3000K @
Warm white

6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

LED napajeni (LED drivers)
40000512 Standardni @

Not dimmable

40000522 1-10V, push a DALI stmivani
1-10V, push and DALI dimmable
Nouzové osvétleni (Emergency unit) @
41065040 Nouzové osvétleni (1hod)
Emergency unit (1 hour) @
41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

LED I-Panel 595x595 mm
42W, v€. LED napajeni

42W, including LED driver

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 4200Lm/4620Lm/4830Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 1250mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 42W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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120°

C€1P52

4000892/ ..

L Teplota chromati¢nosti
Color temperature
5: Tepla bila, 3000K @
Warm white
6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

LED napajeni (LED drivers)
40000516 Standardni @

Not dimmable

40000526 1-10V, push a DALI stmivani
1-10V, push and DALI dimmable

Nouzové osvétleni (Emergency unit) @

41065040 Nouzové osvétleni (1hod)

Emergency unit (1 hour) @

41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

LED I-Panel 595x595 mm
36W, v¢. LED napajeni

36W, including LED driver

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 3780Lm/3960Lm/4140Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 1050mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 36W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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4000793/ ..

120°

C€1P52

L Teplota chromati¢nosti

Color temperature

5: Tepla bila, 3000K @

Warm white

6: Neutralni bila, 4000K @
Pure white

7: Studena bila, 6000K @
Cool white

Samostatné objednani (to be ordered seperately):

LED napajeni (LED drivers)
40000512 Standardni @

Not dimmable

40000522 1-10V, push a DALI stmivani
1-10V, push and DALI dimmable

Nouzové osvétleni (Emergency unit)

41065040 Nouzové osvétleni (1hod)

Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

LED I-Panel 1195x295 mm
42W, v€. LED napajeni

42W, including LED driver

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 3780Lm/3990Lm/4170Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 1250mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 42W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Pfisazend a z&vésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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36W, v¢. LED napajeni

120°

C€1P52

4000893/ ..

L Teplota chromati¢nosti
Color temperature
5: Tepla bila, 3000K @
Warm white
6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K @

Cool white

Samostatné objednani (to be ordered seperately):
LED napajeni (LED drivers)

40000516 Standardni @

Not dimmable

40000526 1-10V, push a DALI stmivani
1-10V, push and DALI dimmable

Nouzové osvétleni (Emergency unit)

41065040 Nouzové osvétleni (1hod)

Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

LED I-Panel 1195x295 mm

36W, including LED driver

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures.

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 3010Lm/3240Lm/3420Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 1050mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 36W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

S6iL
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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4000794/ ..

85W

120°

C€1P52

L Teplota chromati¢nosti

Color temperature

5: Tepla bila, 3000K @
Warm white

6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

LED napajeni (LED drivers)
40000515 Standardni @

Not dimmable
40000525 Stmivani (1-10V)
Dimmable (1-10V)

40000535 Stmivani (Dali)
Dimmable (Dali)

Nouzové osvétleni (Emergency unit) @

Emergency unit (1 hour

41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

41065040 Nouzové osvétleni (1hod)
)

LED I-Panel 1195x595 mm

* LED I-Panel je idedini ndhradou za konvencni zéfivkova svitidla
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovnomémé osvétleni
« Bily eloxovany hlinikovy rém zaijistuje sprévné chlazeni LED diod,
coz vede k minimdini ztrété svétla po celou dobu Zivotnosti
* N&kolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napriklad : RAL9003).

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

« Several LED drivers can be ordered separately (also available in
dimmable versions)

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Zdroj svétla (Light source): 85W

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 7310Lm/8500Lm/9010Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C
Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 2100mA

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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Reference: O¢ni klinika Solomonis, Chomutov, Ceska republika (Reference: Optici clinic Sol is, Ch , Czech r blic)
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LED I-Panel, IP65, 295x295 mm ¢ Vodéodolné LED svitidlo (IP65) véetné vodéodolného napdjeni 24Vdc

11W, v¢. LED napajeni * LED I-Panel je idedini ndhradou za konvencéni zéfivkova svitidia
11W, including LED driver * Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla

* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni

120°

« Bily eloxovany hlinikovy rém zajistuje spravné chlazeni LED diod,

coz vede k minimdlni ztraté svétla po celou dobu Zivotnosti

* Nékolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozniuje prisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napfiklad : RAL9003).

Pouiiti: Kanceldfe, nemocnice, laboratofe, skoly, vystavni prostory, atd.

C€ IP65

4000770/ . * LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is illuminated by LEDs located on the sides of the fixture
Teplota chromati¢nosti
Color temperature

0: Tepla bila, 3000K

« This resulfs in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is

Warm white created
1 yﬁggﬂgi bila, 4000K « The white anodized aluminum edge ensures proper cooling of the
2: Studena bila, 6000K LEDs resulting in a minimal light loss throughout the entire lifespan
Cool white » Separately available accessories make surface and pendant moun-
ting possible
Samostatné Oblednam (tO be ordered seperately): * The edge can be finished in a different color on request (for example:
Nouzové osvétleni (Emergency unit) RAL003)
41065040 Nouzové osveétleni (1hod) @ Applications: offices, hospitals, laboratories, schools, promotional areas, etfc.
Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod) @

Emergency unit (3 hours) Idroj svétla (Light source): SMD 2835 LED's
Stmivani pomoci ovladace. Pro vhodné ovladace, Uhel vyzafovani (Beam angle): 120°
prosime, kontaktujte svého prodejce Teplota chromaticnosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 880Lm/935Lm/990Lm
Index poddni barev (Color rendering index): Ra > 80
Provozni teplota (Operating temperature): -20 °C - +50 °C
Iivotnost (hod.) (Rated life hours): > 50.000
Provozni napéti (Operating voltage): 24Vdc
Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 1TW

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

S6C

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

o
RS

295

76 PROLUMIA



LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

120°

C€ IP65

4000771/ ..

L Teplota chromati¢nosti
Color temperature
0: Tepla bila, 3000K
Warm white
1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

Nouzové osvétleni (Emergency unit)

41065040 Nouzové osvétleni (1hod) @

Emergency unit (1 hour)

41065041 Nouzové osvétieni (3hod) ()
)

Emergency unit (3 hours

Stmivani pomoci ovladace. Pro vhodné ovladace,
prosime, kontaktujte svého prodejce

LED I-Panel, IP65, 595x295 mm
22W, v€. LED napajeni

22W, including LED driver

= Vodéodolné LED svitidlo (IP65) véetné vodéodolného napdjeni 24Vdc
* LED I-Panel je idedini ndhradou za konvencéni zéfivkova svitidia
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch

rédmu svitidla
* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni
« Bily eloxovany hlinikovy rém zajistuje spravné chlazeni LED diod,

coz vede k minimdlni ztraté svétla po celou dobu Zivotnosti
* Nékolik typU LED napdjeni lze objednat samostatné

(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozniuje prisazenou

i z&vésnou montdz

* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napfiklad : RAL9003).

Pouiiti: Kanceldfe, nemocnice, laboratofe, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures.

* The opal cover is illuminated by LEDs located on the sides of the fixture

« This resulfs in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 1760Lm/1980Lm/2090Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 22W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

<65
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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s | ED [-PANEL SERIE (LED I-PANEL SERIES)

LED I-Panel, IP65, 595x595 mm = Vodéodolné LED svitidlo (IP65) véetné vodéodolného napdjeni 24Vdc

42W, v&. LED napajeni * LED I-Panel je idedini ndhradou za konvencéni zéfivkova svitidia
42W, including LED driver * Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rédmu svitidla

* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni

120°

« Bily eloxovany hlinikovy rém zajistuje spravné chlazeni LED diod,

coz vede k minimdlni ztraté svétla po celou dobu Zivotnosti

* Nékolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozniuje prisazenou
i z&vésnou montdz
* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napfiklad : RAL9003).

Pouiiti: Kanceldfe, nemocnice, laboratofe, skoly, vystavni prostory, atd.

C€ IP65

4000772/ ..

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is illuminated by LEDs located on the sides of the fixture
Teplota chromati¢nosti
Color temperature

0: Tepla bila, 3000K @

« This resulfs in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is

Warm white created
1 yﬁggﬂgi bila, 4000K @ « The white anodized aluminum edge ensures proper cooling of the
2: Studena bila, 6000K LEDs resulting in a minimal light loss throughout the entire lifespan
Cool white » Separately available accessories make surface and pendant moun-

ting possible

Samostatné Objednam (tO be ordered seperately): * The edge can be finished in a different color on request (for example:

Nouzové osvétleni (Emergency unit) RAL9003)

41065040 Nouzové osvétleni (1 hod) @

Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod) @
)

Emergency unit (3 hours

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Stmivani pomoci ovladace. Pro vhodné ovladace, Unel vyzafovéni (Beam angle): 120°

prosime, kontaktujte svého prodejce Teplota chromati€nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 4200Lm/4620Lm/4830Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 42W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Y * Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

65

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

120°

C€ IP65

4000773/ ..

L Teplota chromati¢nosti
Color temperature
0: Tepla bila, 3000K
Warm white
1: Neutralni bila, 4000K @

Pure white

2: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):

Nouzové osvétleni (Emergency unit)

41065040 Nouzové osvétleni (1 hod) @

Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod) @
)

Emergency unit (3 hours

Stmivani pomoci ovladaée. Pro vhodné ovladace,
prosime, kontaktujte svého prodejce

LED I-Panel, IP65, 1195x295 mm
42W, v€. LED napajeni

42W, including LED driver

= Vodéodolné LED svitidlo (IP65) véetné vodéodolného napdjeni 24Vdc
* LED I-Panel je idedini ndhradou za konvencéni zéfivkova svitidia
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch

rédmu svitidla
* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni
« Bily eloxovany hlinikovy rém zajistuje spravné chlazeni LED diod,

coz vede k minimdlni ztraté svétla po celou dobu Zivotnosti
* Nékolik typU LED napdjeni lze objednat samostatné

(k dispozici i ve stmivatelné verzi)
* Samostatné objedndvané prislusenstvi umozniuje prisazenou

i z&vésnou montdz

* Na vyzaddani mize byt ram zhotoven v rizném barevném provedeni
(napfiklad : RAL9003).

Pouiiti: Kanceldfe, nemocnice, laboratofe, skoly, vystavni prostory, atd.

* LED I-Panel as replacement for conventional fluorescent fixtures

* The opal cover is illuminated by LEDs located on the sides of the fixture

« This resulfs in an extremely low fixture of 10.4 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The white anodized aluminum edge ensures proper cooling of the
LEDs resulting in a minimal light loss throughout the entire lifespan

* Separately available accessories make surface and pendant moun-
ting possible

* The edge can be finished in a different color on request (for example:
RAL2003)

Applications: offices, hospitals, laboratories, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 3780Lm/3960Lm/4140Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): 42W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

S6iL
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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s | ED [-PANEL SERIE (LED I-PANEL SERIES)

4000740/ ..

LED Trimless I-Panel
295x295 mm

14W, v¢. LED napajeni

14W, including LED driver

120°

CePs52

L Teplota chromati¢nosti

Color temperature

5: Tepla bila, 3000K
Warm white

6: Neutralni bila, 4000K

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):
LED napajeni (LED drivers)

98401686 Standardni
Not dimmable

40000524 1-10V, stmivani
1-10V, push dimmable

40000534 DALI stmivani
DALI dimmable

Nouzové osvétleni (Emergency unit) @
41065040 Nouzové osvétleni (1 hod)

Emergency unit (1 hour)
41065041 Nouzové osvétleni (3 hod)
)

Emergency unit (3 hours,

« LED Trimless I-Panel je idedini ndhradou za konvencéni zéfivkova
svitidla v bezrdmeckovém designu

* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla

« Elegantni svitidlo s nizkym Uchytem 16,8 mm

* Pouzitim svétlovodného panelu vzniklo efekini a rovhomérné osvétleni

« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede
k minimdini ztraté svétla po celou dobu zZivotnosti

* Nékolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)

* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz

Pouziti: Kanceldie, nemocnice, laboratore, skoly, vystavni prostory, atd.

¢ LED Trimless I-Panel as replacement for conventional fluorescent
fixtures

* The opal cover is illuminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 16.8 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The aluminum edge ensures proper cooling of the LEDs resulting in a
minimal light loss throughout the entire lifespan

* Several LED drivers can be ordered separately (also available in
dimmable versions)

« Separately available accessories make surface and pendant moun-
ting possible

Applications: offices, hospitals, laboratories, schools, promotional areas, efc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 1120Lm/1190Lm/1250Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Tivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 400mA

Pfikon (véetné napdjeni) (Power consumption (driver included)): 14W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

S6C

* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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4000741/ .

LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

LED Trimless I-Panel
595x295 mm

24W, v&. LED napéjeni

24W, including LED driver

120°

CePs52 e

L Teplota chromati¢nosti
Color temperature

5: Tepla bila, 3000K
Warm white
6: Neutralni bila, 4000K

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):
LED napajeni (LED drivers)

98401687 Standardni @

Not dimmable
40000523 1-10V, push stmivani
1-10V, push dimmable

40000533 DALI stmivani
DALI dimmable

Nouzové osvétleni (Emergency unit) @
41065040 Nouzové osvétleni (1 hod)

Emergency unit (1 hour)
41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

« LED Trimless I-Panel je idedini ndhradou za konvencéni zdfivkova
svitidla v bezrdmeckovém designu

* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla

« Elegantni svitidlo s nizkym Uchytem 16,8 mm

* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni

« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede
k minimaini ztraté svétla po celou dobu Zivotnosti

* Nékolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)

* Samostatné objedndvané prislusenstvi umozniuje prisazenou
i z&vésnou montdz

Pouziti: Kanceldre, nemocnice, laboratore, skoly, vystavni prostory, atd.

* LED Trimless I-Panel as replacement for conventional fluorescent
fixtures

* The opal cover is iluminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 16.8 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The aluminum edge ensures proper cooling of the LEDs resulting in a
minimal light loss throughout the entire lifespan

* Several LED drivers can be ordered separately (also available in
dimmable versions)

» Separately available accessories make surface and pendant moun-
ting possible

Applications: offices, hospitals, laboratories, schools, promotional areas, efc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 2150Lm/2400Lm/2400Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 540mA

Pfikon (véetné napdijeni) (Power consumption (driver included)): 24W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.

www.prolumia.cz
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s | ED [-PANEL SERIE (LED I-PANEL SERIES)

4000742/ ..

L Teplota chromati¢nosti

LED Trimless I-Panel
595x595 mm

45W, v&. LED napéjeni

45W, including LED driver

120°

CeP52  mn

Color temperature

5: Tepla bila, 3000K @
Warm white

6: Neutralni bila, 4000K @

Pure white

7: Studena bila, 6000K
Cool white

Samostatné objednani (to be ordered seperately):
LED napajeni (LED drivers)

98401686 Standardni @

Not dimmable
40000525 Stmivani

Dimmable

Nouzové osvétleni (Emergency unit) @
41065040 Nouzové osvétleni (1 hod)

Emergency unit (1 hour)

41065041 Nouzové osvétleni (3 hod)

Emergency unit (3 hours)

« LED Trimless I-Panel je idedini ndhradou za konvencéni zéfivkova
svitidla v bezrdmeckovém designu

* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla

« Elegantni svitidlo s nizkym Uchytem 16,8 mm

* Pouzitim svétlovodného panelu vzniklo efekini a rovhomérné osvétleni

« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede
k minimdini ztraté svétla po celou dobu zZivotnosti

* Nékolik typU LED napdjeni lze objednat samostatné
(k dispozici i ve stmivatelné verzi)

* Samostatné objedndvané prislusenstvi umozriuje pfisazenou
i z&vésnou montdz

Pouiziti: Kanceldie, nemocnice, laboratore, skoly, vystavni prostory, atd.

¢ LED Trimless I-Panel as replacement for conventional fluorescent
fixtures

* The opal cover is illuminated by LEDs located on the sides of the fixture

 This results in an extremely low fixture of 16.8 mm

* By using a “light guide panel”, a very efficient and uniform light is
created

* The aluminum edge ensures proper cooling of the LEDs resulting in a
minimal light loss throughout the entire lifespan

» Several LED drivers can be ordered separately (also available in
dimmable versions)

« Separately available accessories make surface and pendant moun-
ting possible

Applications: offices, hospitals, laboratories, schools, promotional areas, efc.

Idroj svétla (Light source): SMD 2835 LED's

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): 3000K/4000K/6000K
Svételny tok (Light output): 4200Lm/4650Lm/4650Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED proud (LED current): 1250mA

Pfikon (véetné napdijeni) (Power consumption (driver included)): 45W

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Separately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

LED RGB I-Panel « LED RGB dekorativni osvétleni, vybaveno RGB SMD LED

295x295 mm « S pouzitim vhodnych RGB ovladacl Ize generovat az 16 mil.obarev

13w * Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla

* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni

120°

« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede

k minimaini ztraté svétla po celou dobu Zivotnosti

* Samostatné objedndvané piislusenstvi umozriuje prisazenou
i z&vésnou montdz

« Z dUvodu sirové variability pouZiti tohoto svitidla, je nutné
RGB ovladace a napdjeni objednat samostatné

Pouiziti: no¢ni podniky, studia, reprezentacni mistnosti atd.

RGB LED decorative fixture, fitted with RGB SMD LEDs

( € |P52 * Using appropriate RGB controllers > 16 million colors can be genera-
ted

llumination of the opal shielding is effected by means of LEDs situated

40000109 @

on the side of the luminaire, that results in an elegant fixture with an
UPOZORNENI: extremely low height of 10.4 mm
24Vdc napdjeni a RGBW ovladac nutné objednat samostatné.

ATTENTION: created
24Vdc driver and RGB controller to be ordered separately. The white aluminum edge ensures proper cooling of the LEDs resulting

By using a “light guide panel”, a very efficient and uniform light is

.

in a minimal light loss throughout the entire lifespan

Seperately available accessories make surface and pendant moun-
ting possible

Due to the diverse applications, the RGB controller and power supply
must be ordered separately

Applications: nightlife, studios, representative areas, etc.

Idroj svétla (Light source): 13W
Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): RGB

Svételny tok (Light output): 235LM (R, G & B zdroven (simultaneously)
+ Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

4-skupinové dalkové ovladani RGB ovlada¢
4-group remote control RGB controller

46191203 @ 46191204 @

S —

DMX RGB ovlada¢ STICK 3 DMX ovladaci panel V zdvislosti na vybraném typu oviadace a napdjeni je moznd pribéznd montéz
DMX RGB controller STICK 3 DMX control panel nékolika panell. $ Vasim vybérem Vam radi poradime.

46191061 @ 41070171 Depending on the chosen type of controller and power supply, it is possible to
connect several panels in parallel. We are happy to assist you with your choice.

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Seperately available accessories make surface and pendant mounting
possible.

S6C

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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LED RGB I-Panel
595x295 mm
26W

120°

C€1P52

40000119

UPOZORNEN:
24Vdc napdjeni a RGBW oviada¢ nutné objednat samostatné.

ATTENTION:
24Vdc driver and RGB controller to be ordered separately.

+

4-skupinové dalkové ovladani RGB ovlada¢
4-group remote control RGB controller

46191203 @ 46191204 @

C—
DMX RGB ovlada¢ STICK 3 DMX ovladaci panel
DMX RGB controller STICK 3 DMX control panel
46191061 @ 41070171

« LED RGB dekorativni osvétleni, vybaveno RGB SMD LED
« S pouzitim vhodnych RGB ovladacy Ize generovat az 16 mil.obarev
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla
« Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovhomérné osvétleni
« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede
k minimdini ztraté svétla po celou dobu zZivotnosti
* Samostatné objedndvané piislusenstvi umozriuje prisazenou
i z&vésnou montdz
« Z dUvodu sirové variability pouziti tohoto svitidla, je nutné
RGB ovladace a napdjeni objednat samostatné

Pouziti: no¢ni podniky, studia, reprezentacni mistnosti atd.

RGB LED decorative fixture, fitted with RGB SMD LEDs

Using appropriate RGB controllers > 16 million colors can be genera-
ted

llumination of the opal shielding is effected by means of LEDs situated

on the side of the luminaire, that results in an elegant fixture with an

extremely low height of 10.4 mm

By using a “light guide panel”, a very efficient and uniform light is
created

.

The white aluminum edge ensures proper cooling of the LEDs resulting
in a minimal light loss throughout the entire lifespan

Seperately available accessories make surface and pendant moun-
ting possible

Due to the diverse applications, the RGB controller and power supply
must be ordered separately

Applications: nightlife, studios, representative areas, etc.

Idroj svétla (Light source): 26W

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): RGB

Svételny tok (Light output): 810LM (R, G & B zéroven (simultaneously)
Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24vVdc

V z&vislosti na vybraném typu oviadace a napdjeni je moznd pribé&znd montaz
nékolika paneld. S Vasim vybérem Vém radi poradime.

Depending on the chosen type of controller and power supply, it is possible to
connect several panels in parallel. We are happy to assist you with your choice.

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Seperately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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LED RGB I-Panel « LED RGB dekorativni osvétleni, vybaveno RGB SMD LED

595x595 mm « S pouzitim vhodnych RGB ovladacl Ize generovat az 16 mil.obarev

52w * Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla

* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efektni a rovhomérné osvétleni

120°

« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede

k minimaini ztraté svétla po celou dobu Zivotnosti

* Samostatné objedndvané piislusenstvi umozriuje prisazenou
i z&vésnou montdz

« Z dUvodu sirové variability pouZiti tohoto svitidla, je nutné
RGB ovladace a napdjeni objednat samostatné

Pouiziti: no¢ni podniky, studia, reprezentacni mistnosti atd.

RGB LED decorative fixture, fitted with RGB SMD LEDs

( € |P52 * Using appropriate RGB controllers > 16 million colors can be genera-
ted

llumination of the opal shielding is effected by means of LEDs situated

40000129 @

on the side of the luminaire, that results in an elegant fixture with an

UPOZORNENl’- extremely low height of 10.4 mm

24Vdc napdjeni a RGBW oviada¢ nutné objednat samostatné.

ATTENTION:
24Vdc driver and RGB controller to be ordered separately.

By using a “light guide panel”, a very efficient and uniform light is
created

.

The white aluminum edge ensures proper cooling of the LEDs resulting
in a minimal light loss throughout the entire lifespan

Seperately available accessories make surface and pendant moun-
ting possible

Due to the diverse applications, the RGB controller and power supply
must be ordered separately

Applications: nightlife, studios, representative areas, etc.

Idroj svétla (Light source): 52W
Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): RGB

Svételny tok (Light output): 1400Lm (R, G & B zdrover (simultaneously)
+ Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

4-skupinové dalkové ovladani RGB ovlada¢
4-group remote control RGB controller

46191203 @ 46191204 @

—

DMX RGB ovlada& STICK 3 DMX ovladaci panel V zdvislosti na vybraném typu oviada&e a napdjeni je moznd pribéznd montéz
DMX RGB controller STICK 3 DMX control panel nékolika paneld. § Vasim vybérem Vém rédi poradime.

46191061 @ 41070171 Depending on the chosen type of controller and power supply, it is possible to
connect several panels in parallel. We are happy to assist you with your choice.

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Y * Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Seperately available accessories make surface and pendant mounting
possible.

65

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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40000139 @

UPOZORNENI:

24Vdc napdjeni a RGBW oviadac nutné objednat samostatné.

ATTENTION:

24Vdc driver and RGB controller to be ordered separately.

+

4-skupinové dalkové ovladani
4-group remote control

46191203 @

DMX RGB ovlada¢
DMX RGB controller

46191061 @

RGB ovlada¢
RGB controller

46191204 @

L —

STICK 3 DMX ovladaci panel
STICK 3 DMX control panel

41070171

LED RGB I-Panel
1195x295 mm
55W

120°

C€1P52

« LED RGB dekorativni osvétleni, vybaveno RGB SMD LED
« S pouzitim vhodnych RGB ovliadacl Ize generovat az 16 mil.oarev
* Opdlovy kryt je prosvétlen LED diodami umisténymi na strandch
rému svitidla
* Elegantni svitidlo s nizkym Uchytem 10,4 mm
* Pouzitim svétlovodného panelu vzniklo efekini a rovhomérné osvétleni
« Bily hlinikovy rédm zajistuje sprdvné chlazeni LED diod, coz vede
k minimaini ztraté svétla po celou dobu Zivotnosti
* Samostatné objedndvané piislusenstvi umozriuje prisazenou
i z&vésnou montdz
« Z dUvodu sirové variability pouziti tohoto svitidla, je nutné
RGB ovladace a napdjeni objednat samostatné

Pouziti: no¢ni podniky, studia, reprezentacni mistnosti atd.

RGB LED decorative fixture, fitted with RGB SMD LEDs

Using appropriate RGB controllers > 16 million colors can be genera-
ted

lllumination of the opal shielding is effected by means of LEDs situated

on the side of the luminaire, that results in an elegant fixture with an
extremely low height of 10.4 mm

By using a “light guide panel”, a very efficient and uniform light is
created

.

The white aluminum edge ensures proper cooling of the LEDs resulting
in a minimal light loss throughout the entire lifespan

Seperately available accessories make surface and pendant moun-
ting possible

Due to the diverse applications, the RGB controller and power supply
must be ordered separately

Applications: nightlife, studios, representative areas, etc.

Zdroj svétla (Light source): 55W

Uhel vyzafovdni (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): RGB

Svételny tok (Light output): 1400Lm (R, G & B zdrover (simultaneously)
Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24Vdc

V z&vislosti na vybraném typu oviadace a napdjeni je moznd pribéznd montdz
nékolika paneld. S Vasim vybérem Véam radi poradime.

Depending on the chosen type of controller and power supply, it is possible to
connect several panels in parallel. We are happy to assist you with your choice.

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

S6IL
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Seperately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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LED RGBW I-Panel
595x595 mm
80W

120°

C€1P52

4000080/ ..

L Teplota chromati¢nosti
Color temperature

0: RGBW, 3000k @
1: RGBW, 4000K
2: RGBW, 6000K

UPOZORNENI:
24Vdc napdjeni a RGBW ovladac nutné objednat samostatné.

ATTENTION:
24Vdc driver and RGBW controller to be ordered separately.

+

RGBW ovlada¢
RGBW controller

46191205 @

4-skupinové dalkové ovladani
4-group remote control

46191203 @

S —

DMX RGBW ovlada¢
DMX RGBW controller

STICK 3 DMX ovladaci panel
STICK 3 DMX control panel

46191062 41070171

LED RGBW dekorativni osvétleni
Vybaveno bilymi LED (3000K, 4000K, 6000K) na 2 strandch a RGB LED
na zbyvajicich 2 strandach svitidia

S pouzitim vhodnych RGBW oviadacud je moznost volby stmivani bilé
nebo Ize generovat az 16 mil.barev v RGB

Opdlovy kryt je prosvétlen LED diodami umisténymi na stranach
rému svitidla

Elegantni svitidlo s nizkym Uchytem 10,4 mm
Pouzitim svétlovodného panelu vzniklo efekini a rovhomérné osvétleni

Hlinikovy rdm v barvé champagne zajistuje spravné chlazeni LED diod,
coz vede k minimalni ztraté svétla po celou dobu Zivotnosti

Samostatné objedndvané piislusenstvi umoziuje piisazenou
i z&vésnou montdz

« Z dUvodu 3irové variability pouziti tohoto svitidla, je nutné
RGBW ovladace a napdjeni objednat samostatné

Pouiziti: no¢ni podniky, studia, reprezentacni mistnosti atd.

RGBW LED decorative fixture
Provided with white LEDs (3000K, 4000K or 6000K) on two sides and

with RGB LEDs on the two remaining sides

Using appropriate RGBW controllers you can choose between white
light (whether or not dimmed), or RGB, with which > 16 million colors

can be generated

llumination of the opal shielding is effected by means of LEDs situated
on the side of the luminaire, that results in an elegant fixture with an

extremely low height of 10.4 mm

By using a “light guide panel”, a very efficient and uniform light is
created

.

The champagne colored aluminum edge ensures proper cooling of
the LEDs resulting in a minimal light loss throughout the entire lifespan

Seperately available accessories make surface and pendant moun-
ting possible

Due to the diverse applications, the RGBW conftroller and power
supply must be ordered separately

Applications: nightlife, studios, representative areas, etc.

Idroj svétla (Light source): 80W

Uhel vyzafovani (Beam angle): 120°

Teplota chromati¢nosti (Color temperature): RGB

Svételny tok (Light output): R: 445LM / G: 890LM / B: 560LM / W: 1600LM
Provozni teplota (Operating temperature): -20 °C - +50 °C

Iivotnost (hod.) (Rated life hours): > 50.000

Provozni napéti (Operating voltage): 24vVdc

V z&vislosti na vybraném typu oviadace a napdjeni je moznd pribéznd montaz
nékolika paneld. S Vasim vybérem Vém radi poradime.

Depending on the chosen type of controller and power supply, it is possible to
connect several panels in parallel. We are happy to assist you with your choice.

LET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

65
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* Plisazend a zavésnd montdz je moznd s moznosti samostatné objednaného
piislusenstvi.

* Seperately available accessories make surface and pendant mounting
possible.

PrisluSenstvi jako napf. drzaky, zavésné sety a klipy
naleznete na str. 88 - 89.
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Prisazeny ram, bily

295x295 mm

Pro pouziti s (for the purpose of):
4000790x, 4000770x, 40000109

40000507 @
Prisazeny ram, bily

595x295 mm

Pro pouziti s (for the purpose of):
4000791x, 4000771x, 40000119

40000500 @
Prisazeny ram, bily

595x595 mm

Pro pouziti s (for the purpose of):
4000792x, 4000892x, 4000772x, 40000129, 4000080x

40000508 (@)
Prisazeny ram, bily

1195x295 mm

Pro pouziti s (for the purpose of):
4000793x, 4000893x, 4000773x,

40000509 @
Montazni drzak, bily

295 mm

Pro pouZiti s (for the purpose of):

4000790x, 4000791x, 4000793x (2x), 4000893x (2x), 4000770x, 4000771x, 4000773x (2x),
40000109, 40000119, 40000139 (2x)

40000501 O

Montazni drzak, bily

595 mm

Pro pouZiti s (for the purpose of):

4000791x, 4000792x, 4000892x, 4000794x (2x), 4000771x, 4000772x, 40000119, 400000129,
40000080

40000502 O



LED I-PANEL SERIE (LED I-PANEL SERIES) NE—

Podhledova spona

Pro instalaci jednoho panelu je tfeba 4ks. Pro panely 1195mm je tfeba 6ks. Klipy jsou prodavany kusove.
(4 pieces required per panel. For panels of 1195mm are 6 clips required. Is sold per piece)

40000506 @

Set ocelovych lanek 1,5 m

40000503 @

Retizkovy zavésny set 1,8 m

40000504 @

89



NIZSI CINITEL OSLNENI PRO INTENZIVNI PRACI
S MONITORY
SUITED FOR INTENSIVE MONITOR USAGE DUO THE LOW GLARE RATE

LED PRO-OFFICE
SERIE

LED PRO-OFFICE SERIES

LED Pro-Office je nejvhodnéjsi alternativou za tradi¢ni SPECIFICKE VLASTNOSTI
zArivkova svitidla pro kanceldrské prostredi. Velmi nizka + Nizka mira osInéni (UGR <16)
hodnota UGR (<16) snizuje miru oslnéni. Nejen proto * Vysoce kvalitni reflektor a difuzor

je toto svitidlo vhodné zejména pro prdci s monitory. * K dispozici stmivani 110V a DALI
« K dispozici také s integrovanou

LI§D Pro-pfﬁce vy’rvo.rl prirozené steflghl, kfvgre je velvml a nouzovou baterii
prijemné a podporuje produktivitu Vasi i Vasich zaméstnancu. « Optika satin mirror na vyzadani

The LED Pro-Office is one of the best alternative for traditional luorescent
fixtures in office environments. The low UGR value (<16) reduces light
pollution and makes this fixture particularly suited for rooms where
computers are installed. The light spreading of the LED Pro-Office is
experienced as very pleasant and enhances the productivity of you and
your employees.

SPECIFIC FEATURES

* Low glare rate (UGR<16)

« High quality reflectors and diffusers

* 1-10V and DALI dimmable version available

« Also available with integrated emergency
unit

« Satin finish mirror optic available on
request

90 PROLUMIA
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LED Pro-Office 595x595 mm
36W

Zapusténé (Recessed)

400110xx

92

LED Pro-Office 295x1195 mm
36W

Zapusténé (Recessed)

400110xx

93

LED Pro-Office 595x595 mm
36W

Prisazené (Surface mounted)

400120xx

94

LED Pro-Office 295x1195 mm
36W

Prisazené (Surface mounted)

400120xx

95

www.prolumia.cz
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Zapusténé (Recessed)

400110/.. ..

L Verze

Version

60:
61:
62:
63:
65:
66:
67:
68:
70:
71:
72:

73:

Tepla bila, 3000K
Warm white
Neutralni bila, 4000K

Pure white

3000K + nouzové jednotka
Warm white + emergency unit

4000K + nouzova jednotka
Pure white + emergency unit
3000K, DALI stmivani
Warm white, DALI dimmable

4000K, DALI stmivani
Pure white, DALI dimmable

3000K, DALI stmivani + nouzové osvétleni
Warm white, DALI dimmable + emergency unit

4000K, DALI stmivani + nouzové osvétleni
Pure white, DALI dimmable + emergency unit

3000K, 1-10V stmivani
Warm white, 1-10V dimmable

4000K, 1-10V stmivani
Pure white, 1-10V dimmable

LED Pro-Office 595x595 mm

36W, v¢. LED napajeni
36W, including LED driver

€ 1P20 Lle®

* LED Pro-Office, zapusténé svitidlo 595x595 mm

* Ocelové pouzdro v bilé barvé RAL 9016

* Vysoce lesténd parabolickd miizka kombinovand s opdlovymi
UV-stabilizivanymi difuzory

* Velmi nizké UGR (Unified Glare Rate) <16

* LED napdjeni s vysokovu Ucinnosti zdjistuje nizké energetické ztraty

« LED modul s Zivotnosti 50.000h a CRI> 80

* K dispozici také stmivéni 1-10V a DALI

* Nouzové osvétleni k dispozici

* Optika satin mirror na vyzadani

PouZiti: Kancelde, nemocnice, $koly, vystavni prostory, atd.

LED Pro-Office, recessed fixture 595x595 mm
¢ Housing made of RAL 9016 white painted sheet steel

Double parabolic high-gloss, anodized aluminum reflectors are combin-
ed with UV-stabilised acrylic opal diffusers

Provided with GST18/3 chassis part

Very low UGR (Unified Glare Rate) < 16

High efficiency LED driver secures low energy loss

LED module with 50.000h life time and CRI>80 used

1-10V and DALl dimmable version available

Also available with infegrated emergency unit

« Satin finish mirror optic available on request

Applications: Offices, hospitals, schools, promotional arecs, etfc.

Zdroj svétla (Light source): SMD 2835 LED's

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdlni bild) (Pure white)

Svételny tok (Light output): 3600Lm/3800Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -15 °C - +45 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED napdjeni (vcetné) (LED driver (included)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

Ucinik (Power factor): > 0.95

3000K, 1-10V stmivani + nouzové osvétleni
Warm white, 1-10V dimmable + emergency unit

4000K, 1-10V stmivani + nouzové osvétleni
Pure white, 1-10V dimmable + emergency unit

92

LED Pro-Office
595x595 mm
4000K

36W

UGR (Unified Glare Rate): < 16

00000000001

O PRODUKT SKLADEMl

Pfikon (vcetné napdijeni) (Power consumption (driver included)): 36W

LET ZARUKA
YEARS WARRANTY
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400110/.. ..

L Verze

Version

40: Tepla bila, 3000K
Warm white
Neutralni bila, 4000K

Pure white
3000K + nouzova jednotka
Warm white + emergency unit
4000K + nouzova jednotka
Pure white + emergency unit
3000K, DALI stmivani
Warm white, DALI dimmable
4000K, DALI stmivani
Pure white, DALI dimmable
3000K, DALI stmivani + nouzové osvétleni
Warm white, DALI dimmable + emergency unit
4000K, DALI stmivani + nouzové osvétleni
Pure white, DALI dimmable + emergency unit
3000K, 1-10V stmivani
Warm white, 1-10V dimmable
51: 4000K, 1-10V stmivani
Pure white, 1-10V dimmable
52: 3000K, 1-10V stmivani + nouzové osvétleni
Warm white, 1-10V dimmable + emergency unit

53: 4000K, 1-10V stmivani + nouzové osvétleni
Pure white, 1-10V dimmable + emergency unit

41:
42:
43:
45:
46:
47:
48:

50:

—
wwzy

LED Pro-Office
295x1195 mm
4000K

36W

www.prolumia.cz

C€ 1P20

00000000001

3m

6m

9m

12m

15m

Height

)

LED Pro-Office 295x1195 mm
36W, v¢. LED napajeni
36W, including LED driver

Zapusténé (Recessed)

* LED Pro-Office, zapusténé svitidlo 295x1195 mm

* Ocelové pouzdro v bilé barvé RAL 9016

* Vysoce lesténd parabolickd miizka kombinovand s opdlovymi
UV-stabilizivanymi difuzory

* Velmi nizké UGR (Unified Glare Rate) <16

¢ LED napdijeni s vysokovu U&innosti zajistuje nizké energetické ztraty

« LED modul s Zivotnosti 50.000h a CRI> 80

* K dispozici také stmivéni 1-10V a DALI

* Nouzové osvétleni k dispozici

* Optika satin mirror na vyzadani

PouZiti: Kancelde, nemocnice, $koly, vystavni prostory, atd.

LED Pro-Office, recessed fixture 295x1195 mm
¢ Housing made of RAL 9016 white painted sheet steel

Double parabolic high-gloss, anodized aluminum reflectors are combin-
ed with UV-stabilised acrylic opal diffusers

Provided with GST18/3 chassis part

Very low UGR (Unified Glare Rate) < 16

High efficiency LED driver secures low energy loss

LED module with 50.000h life time and CRI>80 used

1-10V and DALl dimmable version available

Also available with infegrated emergency unit
« Satin finish mirror optic available on request

Applications: Offices, hospitals, schools, promotional arecs, etfc.

Zdroj svétla (Light source): SMD 2835 LED's

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdlni bild) (Pure white)

Svételny tok (Light output): 3600Lm/3800Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -15 °C - +45 °C

Iivotnost (hod.) (Rated life hours): > 50.000

LED napdjeni (vcetné) (LED driver (included)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

Ucinik (Power factor): > 0.95

UGR (Unified Glare Rate): < 16

Pfikon (vcetné napdijeni) (Power consumption (driver included)): 36W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY
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s | ED PRO-OFFICE SERIE (LED PRO-OFFICE SERIES)

Pfisazené (Surface mounted)

LED Pro-Office 595x595 mm
36W, v¢. LED napajeni
36W, including LED driver

UV-stabilizivanymi difuzory

* Velmi nizké UGR (Unified Glare Rate) <16

* LED Pro-Office, zapusténé svitidlo 595x595 mm
* Ocelové pouzdro v bilé barvé RAL 9016
* Vysoce lesténd parabolickd miizka kombinovand s opdlovymi

* LED napdijeni s vysokovu Ucinnosti zajistuje nizké energetické ztraty

« LED modul s Zivotnosti 50.000h a CRI> 80

* K dispozici také stmivéni 1-10V a DALI
* Nouzové osvétleni k dispozici
* Optika satin mirror na vyzadani

4001201/.. ..

LVerze

Version

60:
61:
62:
63:
65:
66:
67:
68:
70:
71:
72:

73:

Tepla bila, 3000K

Warm white

Neutralni bila, 4000K

Pure white

3000K + nouzové jednotka
Warm white + emergency unit
4000K + nouzova jednotka
Pure white + emergency unit
3000K, DALI stmivani
Warm white, DALI dimmable
4000K, DALI stmivani

Pure white, DALI dimmable

3000K, DALI stmivani + nouzové osvétleni
Warm white, DALI dimmable + emergency unit
4000K, DALI stmivani + nouzové osvétleni
Pure white, DALI dimmable + emergency unit

3000K, 1-10V stmivani

Warm white, 1-10V dimmable

4000K, 1-10V stmivani

Pure white, 1-10V dimmable

3000K, 1-10V stmivani + nouzové osvétleni
Warm white, 1-10V dimmable + emergency unit
4000K, 1-10V stmivani + nouzové osvétleni
Pure white, 1-10V dimmable + emergency unit

924

LED Pro-Office
595x595 mm
4000K

36W

€ 1P20 Lle®

Zdroj svétla (Light source): SMD 2835 LED's
4000K (Neutrdini bila) (Pure white)

Svételny tok (Light output): 3600Lm/3800Lm
Zivotnost (hod.) (Rated life hours): > 50.000
Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.95
UGR (Unified Glare Rate): < 16

000000000001

O PRODUKT SKLADEMl

ed with UV-stabilised acrylic opal diffusers

Very low UGR (Unified Glare Rate) < 16

High efficiency LED driver secures low energy loss
LED module with 50.000h life time and CRI>80 used
1-10V and DALI dimmable version available

Index poddni barev (Color rendering index): Ra > 80

LED napdijeni (véetné) (LED driver (included)): CE

PouZiti: Kancelde, nemocnice, $koly, vystavni prostory, atd.

LED Pro-Office, surface mounted fixture 595x595 mm
¢ Housing made of RAL 9016 white painted sheet steel
Double parabolic high-gloss, anodized aluminum reflectors are combin-

Also available with infegrated emergency unit
« Safin finish mirror optic available on request

Applications: Offices, hospitals, schools, promotional areas, etc.

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),

Provozni teplota (Operating temperature): -15 °C - +45 °C

Pfikon (véetné napdjeni) (Power consumption (driver included)): 36W

LET ZARUKA
YEARS WARRANTY
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LED PRO-OFFICE SERIE (LED PRO-OFFICE SERIES) HE—

400120/.. ..

L Verze

Version

40: Tepla bila, 3000K
Warm white

41: Neutralni bila, 4000K

Pure white

42: 3000K + nouzova jednotka
Warm white + emergency unit

43: 4000K + nouzova jednotka
Pure white + emergency unit

45: 3000K, DALI stmivani
Warm white, DALI dimmable

46: 4000K, DALI stmivani
Pure white, DALI dimmable

47: 3000K, DALI stmivani + nouzové osvétleni
Warm white, DALI dimmable + emergency unit

48: 4000K, DALI stmivani + nouzové osvétleni
Pure white, DALI dimmable + emergency unit

50: 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

51: 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

52: 3000K, 1-10V stmivani + nouzové osvétleni
Warm white, 1-10V dimmable + emergency unit

53: 4000K, 1-10V stmivani + nouzové osvétleni
Pure white, 1-10V dimmable + emergency unit

—
wwizy

LED Pro-Office
295x1195 mm
4000K

36W

www.prolumia.cz

000000000006

€ 1P20 Lle®

3m

6m

9m

12m

15m

Height

LED Pro-Office 295x1195 mm
36W, v¢. LED napajeni
36W, including LED driver

Pfisazené (Surface mounted)

* LED Pro-Office, zapusténé svitidlo 295x1195 mm

* Ocelové pouzdro v bilé barvé RAL 9016

* Vysoce lesténd parabolickd miizka kombinovand s opdlovymi
UV-stabilizivanymi difuzory

* Velmi nizké UGR (Unified Glare Rate) <16

* LED napdjeni s vysokovu Ucinnosti zdjistuje nizké energetické ztraty

« LED modul s Zivotnosti 50.000h a CRI> 80

* K dispozici také stmivéni 1-10V a DALI

* Nouzové osvétleni k dispozici

* Optika satin mirror na vyzadani

PouZiti: Kancelde, nemocnice, $koly, vystavni prostory, atd.

LED Pro-Office, surface mounted fixture 295x1195 mm
¢ Housing made of RAL 9016 white painted sheet steel

Double parabolic high-gloss, anodized aluminum reflectors are combin-
ed with UV-stabilised acrylic opal diffusers

Very low UGR (Unified Glare Rate) < 16

High efficiency LED driver secures low energy loss

LED module with 50.000h life time and CRI>80 used

1-10V and DALI dimmable version available

Also available with infegrated emergency unit
« Safin finish mirror optic available on request

Applications: Offices, hospitals, schools, promotional areas, etc.

Idroj svétla (Light source): SMD 2835 LED's

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bila) (Pure white)

Svételny tok (Light output): 3600Lm/3800Lm

Index poddni barev (Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -15 °C - +45 °C

Zivotnost (hod.) (Rated life hours): > 50.000

LED napdijeni (vetné) (LED driver (included)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.95

UGR (Unified Glare Rate): < 16

Pfikon (véetné napdjeni) (Power consumption (driver included)): 36W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY
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ROBUSTNIAELCEGANTNLEOSVETILENI
SVYJIMECNYMIEMOZNOSTMEPOUZITI
ROBUST, ELEGANTILLUMINATION FOR INCREDIBLE

PRESENTATION POSSIBILITIES

LED PRO-RIO

SERIE

LED PRO-RIO SERIES

Inovativni fada osvétleni Pro-Rio je vice nez jen osvétleni.
Sméruje zakazniky, vytvari prijmenou atmosféru a privadi
pozornost tam, kam si prejete. Pfedstavte si napriklad
produkty vystavené ve Vasi vyloze nebo uvnitf prodejny.
Sirokd& nabidka produktd Pro-Rio nabizi feseni osvétleni do
kazdého obchodu pro jakykoliv produkt.

The innovative lighting solutions of the Pro-Rio series... More than just light.

It leads the way for people, creates a pleasant environment and draws
attention to the points that may be emphasized. For example, think of your
shop window, the product presentation or your sales counter. The wide Pro-
Rio range offers a suitable solution for every store, where products come
info their own.

SPECIFICKE VLASTNOSTI

« Vysoka hodnota RA (Index podani barev)
« Idealni k nasvétleni produktu
* Vybér z:

- Pro-Rio Downlight

- Pro-Rio Surface

- Pro-Rio Tracklight

SPECIFIC FEATURES

» High RA value (color rendering)
* Great for illuminating products
* Choose between:

- Pro-Rio Downlight

- Pro-Rio Surface

- Pro-Rio Tracklight

96
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LED PRO-RIO SERIE (LED PRO-RIO SERIES)

LED Pro-Rio Downlight
33w

42200xxx

100

LED Pro-Rio Surface C
14wW

41100xxx

106

LED Pro-Rio Surface D
27TW

41100xxx

107

LED Pro-Rio Surface E

47TW

41100xxx

108

www.prolumia.cz
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s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

LED Pro-Rio Tracklight A
35W

41101xxx 110

LED Pro-Rio Tracklight B
27TW

41102xxx 11

LED Pro-Rio Tracklight C
14W

41103xxx 112

LED Pro-Rio Tracklight D
2TW

41104xxx 113

LED Pro-Rio Tracklight E
47TW

41106xxx 114

LED Pro-Rio Disc Tracklight
32w

|

411070xx 115

LED Pro-Rio Linear Tracklight
32w

411070xx 116

98 PROLUMIA
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s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO DOWNLIGHT

» Rada moduldrnich svitidel s piikonem az 33W

C€1P20 V¥ [O]

* Modular program LED luminaires up to 33W

K dispozici v riznych variantéach: kruh, Etverec, pevné * Available in several round and square, solid and (rota-
a (rotujici) sklopné, v bilé, stfibrné, cemé barvé

* Na vybér napdijeni s piikonem 19, 26 az 33W ke kores-

pondujicimu svitidlu a stmivatelné zdroje 0-10V a DALI

ting or) filtable versions in white, silver and black

* By means of driver a choice of 19, 26 or 33W power
consumption with the associated luminous fluxes,

« Standardné doddvdno s indexem podani barev
(Ra>90), na vyzaddni také doddvdano s Ra>95 a Ra>80

¢ Zapusténd LED dioda se zrcadlovym reflektorem

whether or not dimmable execution in 0-10V or DALI
* High color rendering as standard (Ra>90), upon
request also available with Ra>95 and Ra>80
prispiva ke snizeni osinéni, volitelny Uhel vyzafovani 17
°,24°,40°aé0°
« LED modul je vyroben z vysoce kvalitnino extrudo-

* The reflectors are by means a bayonet closure
mounted in the LED module, a choice of 17°, 24°, 40°
and 60°

vaného hliniku, ktery pusobi jako chladi¢ a tim minima- * The LED module has a high-quality extruded aluminum

lizuje svételné ztraty heat sink in order to limit the light reversion to a

minimum

* Recessed mounted LED reflector to reduce glare

PREHLED PRODUKTU (ARTICLE TREE)

42200/ ../../.. X X X

Rada moduldrniho osvétleni LED Pro-Rio downlight se skiddd ze 3 &ésti: LED modul, ramecek a LED napdjent.
Kazdy prvek viastni objedndvkové Eislo. S pouZitim ddle prilozené tabulky je mozné sestaveni viastniho svitidio
dle Vasich pozadavki.

Modular system in which the fixture, by selection of a LED module, reflector, driver and recessed installation
ring, can be adapted to the specific application. Each sub-item has its own part number. Using the following
tables, you can configure your own LED downlight.

LET ZARUKA
@ PRODUKT SKLADEMl @ YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Svételny zdroj (Light source): Luminus CXM-14, gen 3, COB LED

Verze
Version

LED proud

LED current (mA)

Prikon
Power consumpti-
on (W)

2700K, RA>90 | 3000K, RA>90 | 4000K, RA>90

Svételny tok
Light output
(LM)

Obj.&.

Art.no.

Uhel vyzafovani (Beam angle): 17°/ 24°/40°/60°

Teplota chromaticénosti (Colour temperature): 2700K, 3000K, 4000K
Index poddni barev /(Color rendering index): Ra > 90 (Ra >80 a Ra
> 95 na vyzadani

500mA 19W 1780 1915 2065
Provozni teplota (Operating temperature): -30°C - +40°C
Pro-Rio Downlight 700mA 26W 2420 2610 2810 42200xxx Zivotnost (hod.) (Rated life hours): > 50,000
900mA 23w 3030 3265 3515 LED napdijeni (LED driver ): CE
Vstupni napéti (Input): 220-240V AC 50/60Hz
LED proud ( LED current): Max. 900mA
Pfikon (v&etné napdjeni) (Power consumption (driver included)):
LED Pro-Rio downlight -/+180 Max. 33W
ro-Rio downligl 150
33W 3000K, Ra>90  sm ““ ,'"
I Q‘\“""'O‘ 4
. Nirzss) |
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LED PRO-RIO SERIE (LED PRO-RIO SERIES)

Volba prvka LED Pro-Rio downlight

Item selection LED Pro-Rio downlight

Volba LED modulu (Item selection LED module)

LED modul Obj.€. (Art.no.) Index poddni barev (Color rendering index) Teplota chromati€nosti (Color temperature)
422000/..'/..2 . .2
1:Ra > 80 @) 0: 3000k )
2:Ra > 90 @) 1: 4000k )
3:Ra>95 ©)| 3: 2700 O

Volba reflektoru (ltem selection reflector)

Reflektory Obj.€. (Art.no.) Specifikace (Specifications)

4220092/..2 2

1: Reflektor 17°
2: Reflektor 24°
3: Reflektor 40°
4: Reflektor 60°

0006

Volba LED zdroje (Item selection LED driver)

LED napdjeni Obj.€. (Art.no.) Moznosti (Options) Specifikace (Specifications)
19W, 500mA 26W, 700mA 33W, 900mA
Standard (Not dimmable) 1 ) 4 O 7 O
Stmivani (Dimmable) DALI 2 5 8
Stmivani (Dimmable) 1-10V 3 6 9

Volba vzhledu (Item selection downlight ring)

Ramecky Obj.&. (Artno.) Specifikace (specifications) Barva (Color)

(Downlight rings)

42200/.. .5/..¢ L8 .8

10: Kruh (Round) @ 105 (98) mm, penvé (fixed) 0: Bila (White)
11: Kruh (Round) @ 135 (117) mm, oto€né a sklopné (rotating and tiltable) 1: Cemnd (Black)
12: Kruh (Round) @ 163 (150) mm, sklopné (tiltable) 2: Stiibrnd (Silver)
13: Kruh (Round) @ 170 (150) mm, penvé (fixed)
14: Kruh (Round) @ 230 (220) mm, penvé (fixed)
16: Kruh (Round) @ 133 (125) mm, penvé (fixed)

0O

S,

17: Kruh (Round) @ 133 (125) mm, wallwasher (wallwasher)

18: Ctverec (Square) # 140 (130) mm jednoduché (simple), oto&né a sklopné (pivotant et orientable)
19: Obdélnik (Rectangle) 257x140 (240x130) mm dvojité (double), otocné a sklopné (rotating and tiltable)
20: Obdélnik (Rectangle) 374x140 (355x130) mm trojité (friple), otocné a sklopné (rotating and tiltable)

OO

21: Ctverec (Square), bezrdmeckové # 118 (120) mm jednoduché (simple), oto&né a sklopné (rotating and tiltable) @
22: Obdélnik (Rectangle), bezrémeckové 245x118 (247x120) mm dvaijité (double), otocné a sklopné (rotating and tiltable) @
23: Obdélnik (Rectangle), bezrémeckové 372x118 (374x120) mm trojité (triple), otocné a sklopné (rotating and tiltable) @

Volba prislusenstvi (Item selection accessoiries)

PrisluSenstvi (Accessoiries) Obj.€.(Art.no.) Specifikace (Specifications)

422009/....7 Ry

00: Transparentni sklo (Transparent glass)

01: MIéCné sklo (Frosted glass)

09: Honeycomb (Honeycomb grid)

30: Anti-glare ochrana krétkd (Anti-glare shield short)

31: Anti-glare ochrana dlouhd (Anti-glare shield long)

000000

32: Anti-glare ochrana wallwasher (Anti-glare shield wallwasher)

www.prolumia.cz 101



s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

Downlight ramecky
Downlight rings

4220010x

Kruh g 105 mm, pevné
Round @ 105 mm, fixed

fi—
@a%mm

4220011x
Kruh @ 135 mm, otoéné a sklopné
Round g 135 mm, rotating and tiltable

\ \
13 'Jk \L
_o5mm T

@¢117mm

4220012x

Kruh ¢ 163 mm, sklopné
Round g 163 mm, tiltable

@aﬁOmm

4220013x

Kruh @ 170 mm, pevné
Round @ 170 mm, fixed

@aﬁOmm

4220014x

Kruh @ 230 mm, pevné
Round @ 230 mm, fixed

178mm

E3 6220 mm
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LED PRO-RIO SERIE (LED PRO-RIO SERIES)

Downlight ramecky
Downlight rings

4220016x

Kruh ¢ 133 mm, pevné
Round @ 133 mm, fixed

@¢125mm

4220017x

Kruh ¢ 133 mm, wallwasher
Round g 133 mm, wallwasher

A 8
@¢125mm

4220018x

Ctverec # 140 mm jednoduché, otoéné a sklopné
Square # 140 mm 1-fold, rotating and tiltable

140x140mm I

E3 #1430 mm

4220019x

Obdélnik 257x140 mm dvojité, oto¢né a sklopné
Rectangle 257x140 mm 2-fold, rotating and tiltable

f Z57x140mm J

/3 240x130 mm

4220020x

Obdélnik 374x140 mm trojité, oto€éné a sklopné
Rectangle 374x140 mm 3-fold, rotating and tiltable

374x140mm




s | ED DOWNLIGHT SERIE (AKCENTNi OSVETLENI)

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Downlight ramecky
Downlight rings

4220021x
Ctverec bezrameékové # 118 mm jednoduché otoéné a sklopné

Square, trimless # 118 mm 1-fold, rotating and tiltable

178x118mm
£ #120 mm

4220022x
Obdélnik bezrameckové 245x118mm dvojité, otoéné a sklopné

Rectangle, trimless 245x118 mm 2-fold, rotating and tiltable

128mm

245x118mm
£ 247x120 mm

305x118mm

4220023x
Obdélnik bezrameckové 372x118 mm trojité, otoéné a sklopné

Rectangle, trimless 372x118 mm 3-fold, rotating and tiltable

(M ('

372x118mm
432x118mm

b

I

3 374x120 mm
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LED DOWNLIGHT SERIE (AKCENTNi OSVETLEN/) nmmmm

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

PrislusSenstvi
Accessories

Transparentni sklo Anti-glare ochrana kratka

Tranparent glass Anti-glare shield short

Miécné sklo Anti-glare ochrana dlouha

Frosted glass Anti-glare shield long

Anti-glare ochrana wallwasher

Honeycomb
Anti-glare shield wallwasher

Honeycomb grid




LED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO SURFACE C C€1P20 ¥ O]

« Pfisazené LED svitidio

LED surface mounted luminaire

¢ Moderni vzhled s integrovanym LED napdjenim Modern appearance and integrated LED power supply

* Velmi dobré poddni barev (Ra> 90): idedini pro Very good colour rendering (Ra>90 default): ideal for

maloobchodni aplikace retail applications
* Pouzdro z extrudovaného hliniku, praskova barva bild, * Body made of extruded aluminum, powder-coated in
cernd nebo svétle Sedda white, black or light grey

* Vybaveno zrcadlovou optikou (Uhel vyzafovani 24 °, Fitted with mirror optics (beam angle 24°, 40° or 60°) and
40 ° nebo 60 °) a zapusténym LED modulem pro snizeni recessed LED module to avoid disturbing glare

neprijemného osinéni

*

Ne viechny polozky jsou drzeny skladem. Poptejte svého

PREHLED PRODUKTU (ARTICLE TREE)

prodejce pro aktudini stav skladu.

Not all article combinations are standard in stock. Inquire about

svitidlo Index podani barev / the current stock before you order.

Uhel vyzafovéni Teplota chromati¢nosti

Fixture Colour temperature

Colour rendering index / Beam angle

41100/ ../ ../ .. X X X
0: Bil& (white) 3: Ra > 90, 24° reflektor 0: 3000K
1: Cernd (Black) 4: Ra > 90, 40° reflektor 1: 4000K
2: Svétle sedd (Light grey) 5: Ra > 90, 60° reflektor 3:2700K
6: Ra > 95, 24° reflektor 5:3000K (friac stmivani)

7:Ra > 95, 40° reflektor 6: 4000K (triac stmivani)

LET ZARUKA
8: Ra > 95, 60° reflektor 8: 2700K (triac stmivani) @m YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Svételny zdroj (Light source): Luminus CLM-9, gen 3, COB LED
U&inik Obj.c. Uhel vyzafovdni (Beam angle): 24°/40°/60°
(Rever e, IS Teplota chromaticnosti (Colour temperature): 2700K, 3000K, 4000K

Provozni teplota (Operating tfemperature): -5°C - +35°C

Iivotnost (hod.) (Rated life hours): > 50,000

Pfikon o 7 -
Verze Fowar Svételny tok pfi Ra>90

Light output at RA>90

Version consumption
(W)

Pro-Rio Surface C 14 W 1130 1210 1310 >0.90 41100xxx
LED napdijeni (vEetné) (LED driver (included)): CE
Vstupni napéti (Input): 220-240V AC 50/60Hz
-/+180 24°740°760°

im 105m

210m

Em Emax

Height

‘ 123mm

263mm

Diameter

DIAGRAMY NA ZAKLADE 4110X50 (3000K, 60°, RA>90)
DIAGRAMS BASED ON 4110X50 (3000K, 60°, RA>90)

106 PROLUMIA



LED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO SURFACED C€1P20 7

Pfisazené LED svitidio
Modemi vzhled s integrovanym LED napdjenim

LED surface mounted luminaire

Modern appearance and integrated LED power supply

Velmi dobré poddni barev (Ra> 90): idedini pro Very good colour rendering (Ra>90 default): ideal for
maloobchodni aplikace retail applications

Pouzdro z extrudovaného hliniku, préskova barva bild,

Body made of extruded aluminum, powder-coated in
cernd nebo svétle Sedda white, black or light grey
Vybaveno zrcadlovou optikou (Uhel vyzarovdni 24 °,

Fitted with mirror optics (beam angle 24°, 40° or 60°) and
40 ° nebo 60 °) a zapusténym LED modulem pro snizeni recessed LED module to avoid disturbing glare
neprijemného osinéni

*

Ne viechny polozky jsou drzeny skladem. Poptejte svého

PREHLED PRODUKTU (ARTICLE TREE)

prodejce pro aktudini stav skladu.

*

Not all article combinations are standard in stock. Inquire about

P Index poddni barev /
Svitidio Uhel vyzafovani
Colour rendering index / Beam angle

Teplota chromatiénosti the current stock before you order.

Fixture Colour temperature

41100/ ../ ../ .. X X X
3: Bil& (white) 3: Ra > 90, 24° reflektor 0: 3000K
4: Cemd (Black) 4: Ra > 90, 40° reflektor 1: 4000K
5: Svétle Sedd (Light grey) 5: Ra > 90, 60° reflektor 3:2700K
6: Ra > 95, 24° reflektor 5:3000K (friac stmivani)
7:Ra > 95, 40° reflektor 6: 4000K (triac stmivani)

LET ZARUKA
8: Ra > 95, 60° reflektor 8: 2700K (friac stmivani) @m YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Svételny zdroj (Light source): Luminus CLM-9, gen 3, COB LED
Light outout ot RAS90 U&inik Obj.c. Uhel vyzafovdni (Beam angle): 24°/40°/60°
9 p (Power factor) Art.no. L . .
(LM) Teplota chromaticnosti (Colour temperature): 2700K, 3000K, 4000K

Provozni teplota (Operating temperature): -5°C - +35°C

Iivotnost (hod.) (Rated life hours): > 50,000

Pfikon

Verze FowiEr Svételny tok pfi Ra>90

Version consumption
(W)

Pro-Rio Surface D 27 W 2330 2510 2700 >0.90 41100xxx
LED napdijeni (vEetné) (LED driver (included)): CE
Vstupni napéti (Input): 220-240V AC 50/60Hz
-/+180 24°740°760°

im 2804 X 104m

2.08m

Em Emax

Height

132mm

285mm

Diameter

DIAGRAMY NA ZAKLADE 4110X50 (3000K, 60°, RA>90)
DIAGRAMS BASED ON 4110X50 (3000K, 60°, RA>90)
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s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO SURFACEE

« Pfisazené LED svitidlo

¢ Moderni vzhled s infegrovanym LED napdjenim

* Velmi dobré poddni barev (Ra> 90): idedini pro
maloobchodni aplikace

* Pouzdro z extrudovaného hliniku, préskovd barva bild,
cernd nebo svétle sedd

* Vybaveno zrcadlovou optikou (Uhel vyzafovdni 24 °,
40 ° nebo 60 °) a zapusténym LED modulem pro snizeni
neprijemného osinéni

PREHLED PRODUKTU (ARTICLE TREE)

Svitidlo
Fixture

Index poddni barev /

Uhel vyzafovani

Colour rendering index / Beam angle

Teplota chromati¢nosti
Colour tempel

4100/ ../../.. X

6: Bild (white)

7: Cernd (Black)

8: Svétle Sedd (Light grey)

X

3: Ra > 90, 28° reflektor
4: Ra > 90, 40° reflektor

5:Ra > 90, 55° reflektor

X

0: 3000K

1: 4000K

3:2700K

6: Ra > 95, 28° reflektor

7:Ra > 95, 40° reflektor

8:Ra > 95, 55° reflektor

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

C€1p20 V7 [O]

LED surface mounted luminaire

Modern appearance and integrated LED power supply

Very good colour rendering (Ra>90 default): ideal for
retail applications

* Body made of extruded aluminum, powder-coated in
white, black or light grey

Fitted with mirror optics (beam angle 28°, 40° or 55°) and
recessed LED module to avoid disturbing glare

LET ZARUKA
YEARS WARRANTY

Verze

Version

Prikon
Power
consumption
(W)

Svételny tok pfi Ra>90
Light output at RA>90

(LM)

Oginik

Obj.&.

(Power factor) Art.no.

2700K 3000K 4000K

Pro-Rio Surface E 47 W 3970
im 4842 1x 0.98m
2m ‘ \ 1.96m
3m ‘ \ 293m

Em Emax

Height

DIAGRAMY NA ZAKLADE 4110X50 (3000K, 55°, RA>90)
DIAGRAMS BASED ON 4110X50 (3000K, 55°, RA>90)

Diameter

4280

4610 >0.90 41100xxx

Svételny zdroj (Light source): Luminus CLM-9, gen 3, COB LED

Uhel vyzafovdni (Beam angle): 28°/40°/55°

Teplota chromatic¢nosti (Colour temperature): 2700K, 3000K, 4000K
Provozni teplota (Operating temperature): -5°C - +35°C

Iivotnost (hod.) (Rated life hours): > 50,000

LED napdijeni (vEetné) (LED driver (included)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

28°/40°/55°

210mm

2120mm
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Q)

POUZITi: OBCHODY, MUZEA, VYSTAVY, UMELECKE
GALERIE, HOTELY, RESTAURACE, PROPAGACNI
PROSTORY APOD.

APPLICATIONS: SHOPS, MUSEUMS, EXHIBITIONS,
ART GALLERIES, HOTELS, RESTAURANTS,
PROMOTIONAL AREAS, ETC.




PREHLED PRODUKTU (ARTICLE TREE)

s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO TRACKLIGHT A

* LED tracklight mohou byt instalovéna v kombinaci
s Global, Eurotrack a Nordic 3-fézovou reflektorovou
litou

* Atraktivni vzhled diky integrovanému LED napdjeni

* Velmi dobré poddni barev (Ra>90 standard): idedIni pro
maloobchodni aplikace

« Kryt z extrudovaného hliniku s prdskovym néstiikem v bilé,

cerné nebo svétle sedé barvé

* Vybavenou zrcadlovou optikou s Uhly vyzafovani
(24°, 40° a 60°) a zapusténym LED modulem
zabrariujicimu rusivému osinéni

« Svitidlo je oto¢né 350° a sklopné 90°

Svitidlo

Fixture

Index podani barev | Teplota chromatiénosti
Color rendering index Color temperature

41101/ ../ ../ .. X
2: Bild (white), 3-fdzova lista (phaserail)
5: Cernd (Black), 3-fazovd lista (phaserail)

8: Svétla 3edd (Light grey), 3-fdzova lista (phaserail)

X X

3:Ra > 90 0: 3000K

6:Ra>95 1: 4000K
3:2700K

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

C€ P20 V7 [O]

LED frack light can be installed in combination with

Global, Eutrack and Nordic 3-phase spotlight rail

Attractive appearance thanks fo the fixture's integrated
LED power supply
Very good color rendering (Ra>90 default): ideal for retail

applications
Housing made of extruded aluminum, powder-coated in

white, black or light grey
Provided with adjustable lens so that the opening angle

can be varied between 20° and 60°
The fixture is 350° rotatable and 90° tiltable

*

Ne viechny polozky jsou drzeny skladem. Poptejte svého
prodejce pro aktudini stav skladu.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

Pfikon
Power

consumption
W) (LM)

Verze

Version

Svételny tok pfi Ra>90
Light output at RA>90

O&inik

Obj.&.

(Power factor) Art.no.

2700K 3000K 4200K

Pro-Rio Tracklight A /W 2570 2770

Diameter

Height Em Emax

DIAGRAMY NA ZAKLADE 41101X30 (3000K, 20°, RA>90)
DIAGRAMS BASED ON 41101X30 (3000K, 20°, RA>90)

2980 >0.90 41101xxx

-/+180

Idroj svétla (Light source): CXM-14, gen 3, COB LED

Uhel vyzafovdni (Beam angle): 20° - 60°

Sklopny Ghel (Tilting angel): 350° oto¢né, 90° skolpné

Teplota chromati¢nosti (Color temperature): 2700K, 3000K, 4000K
Provozni teplota (Operating temperature): -5 °C - +35 °C
Iivotnost (hod.) (Rated life hours): >50.000

LED napdijeni (véetné) (LED driver (included)): CE (Tridonic)
Vstupni napéti (Input): 220-240V AC 50/60Hz

20° < 60°

127mm

‘ 295mm ‘

164mm — 179mm
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PREHLED PRODUKTU (ARTICLE TREE)

LED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO TRACKLIGHT B

* LED tracklight mohou byt instalovana v kombinaci
s Global, Eurotrack a Nordic 3-fézovou reflektorovou
listou

* Afraktivni vzhled diky integrovanému LED napdjeni

* Velmi dobré poddni barev (Ra>90 standard): idedini pro

maloobchodni aplikace

* Kryt z extrudovaného hliniku s prdskovym ndstiikem v bilé,

cerné nebo svétle sedé barvé

* Vybavenou zrcadlovou optikou s Uhly vyzafovani
(24°, 40° a 60°) a zapusténym LED modulem
zabranujicimu rusivému osinéni

« Svitidlo je otocné 350° a sklopné 90°

Obj.&.

Art.no.

41102/ ../ ../ .. X
2: Bild (white), 3-fazova lista (phaserail)
5: Cernd (Black), 3-fdizova lista (phaserail)

8: Svétla Sedd (Light grey), 3-fazovd lista (phaserail)

Index poddni barev
Color rendering index

Teplota chromati¢nosti
Color temperature

X X

4: Ra > 90, 40° reflektor 0: 3000K

7:Ra > 95, 40° reflektor 1: 4000K
3:2700K

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

C€ P20 V¥ (O]

LED frack light can be installed in combination with
Global, Eutrack and Nordic 3-phase spotlight rail

High luminous efficiency relative to size

Housing made of copper, powder-coated in white, black

or light grey

Extremely minimalistic design, slim appearance,
infegrated LED power supply

Very good color rendering (Ra>90 default): ideal for retail

applications
The fixture is 350° rotatable and 90° tilfable

*Ne viechny polozky jsou drzeny skladem. Poptejte svého
prodejce pro aktudini stav skladu.
* Not all article combinations are standard in stock. Inquire about

the current stock before you order.

| ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

Pfikon
Power
consumption

Verze

Version

Svételny tok pfi Ra>90
Light output at RA>90

(LM)

Uginik

(Power factor)

2700K 3000K 4200K

Pro-Rio Tracklight B 27 W 2330
im 0.72m
2m ‘\ 144m
3m ‘ \ 217m
Height Em Emax Diameter

DIAGRAMY NA ZAKLADE 41102X40 (3000K, 40°, RA>90)
DIAGRAMS BASED ON 41102X40 (3000K, 40°, RA>90)

2510

2700 >0.90 41102xxx

Idroj svétla (Light source): CXM-14, gen 3, COB LED

Uhel vyzafovani (Beam angle): 40°

Sklopny Uhel (Tilting angel): 350° otocné, 90° skolpné

Teplota chromatiénosti (Color temperature): 2700K, 3000K, 4000K
Provozni teplota (Operating temperature): -5 °C - +35 °C
Zivotnost (hod.) (Rated life hours): >50.000

LED napdjeni (véetné) (LED driver (included)): CE (Tridonic)
Vstupni napéti (Input): 220-240V AC 50/60Hz

40°

105mm

852 mm ‘

202mm

www.prolumia.cz
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s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

PREHLED PRODUKTU (ARTICLE TREE)

Svitidlo

Fixture

PRO-RIO TRACKLIGHT C

* LED tracklight mohou byt instalovéna v kombinaci
s Global, Eurotrack a Nordic 3-fézovou reflektorovou
liStou

« Afraktivni vzhled diky infegrovanému LED napdjeni

* Velmi dobré poddni barev (Ra>90 standard): idedini pro
maloobchodni aplikace

* Kryt z extrudovaného hliniku s praskovym néstrikem v bilé,

cerné nebo svétle sedé barvé

* Vybaveno zrcadlovou optikou s Uhly vyzarovani
(24°, 40° a 60°) a zapusténym LED modulem
zabrariujicimu rusivému osinéni

« Svitidlo je oto¢né 350° a sklopné 90°

41103/ ../../.. X

2: Bild (white), 3-fdzova lista (phaserail)

5: Cemd (Black), 3-fézova lista (phaserail)

8: Svétla Seda (Light grey),
3-fazova lista (phaserail)

Index poddni barev / Teplota

Uhel vyzafovani chromatiénosti
Color rendering index / Beam angle Color temperature

X X

3: Ra > 90, 24° reflektor 0: 3000K

4: Ra > 90, 40° reflektor 1: 4000K

5: Ra > 90, 60° reflektor 3:2700K

6: Ra > 95, 24° reflektor 5:3000K (triac stmivani)
7:Ra > 95, 40° reflektor 6: 4000K (triac stmivani)
8: Ra > 95, 60° reflektor 7:2700K (friac stmivani)

C€ P20 V7 [O]

LED frack light can be installed in combination with
Global, Eutrack and Nordic 3-phase spotlight rail

Attractive appearance thanks fo the fixture's integrated
LED power supply
Very good color rendering (Ra>90 default): ideal for retail

applications

Housing made of extruded aluminum, powder-coated in
white, black or light grey
Fitted with mirror optics (lbeam angle 24°, 40° or 55°) and

recessed LED module to avoid disturbing glare
The fixture is 350° rotatable and 90° tiltable

*

Ne viechny polozky jsou drzeny skladem. Poptejte svého
prodejce pro aktudini stav skladu.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Pfikon
Power
consumption
(W)

Verze

Version

Svételny tok pfi Ra>90
Light output at RA>90

Uginik

(Power factor)

2700K 3000K 4200K

Pro-Rio Tracklight C 14 W 1130

A 068m

Height Em Diameter

DIAGRAMY NA ZAKLADE 41103X40 (3000K, 40°, RA>90)
DIAGRAMS BASED ON 41103X40 (3000K, 40°, RA>90)

1210

1310 >0.90 41103xxx

-/+180

Zdroj svétla (Light source): Luminus CLM-9, gen 3, COB LED

Uhel vyzafovdni (Beam angle): 24°/40°/60°

Sklopny Ghel (Tilting angel): 350° otocné, 90° skolpné

Teplota chromatic¢nosti (Color temperature): 2700K, 3000K, 4000K
Provozni teplota (Operating temperature): -5 °C - +35 °C
Iivotnost (hod.) (Rated life hours): >50.000

LED napdijeni (vEetné) (LED driver (included)): CE (Tridonic)
Vstupni napéti (Input): 220-240V AC 50/60Hz

24°/40°/60°

101Tmm
263mm

152mm
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LED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO TRACKLIGHT D

* LED tracklight mohou byt instalovdna v kombinaci
s Global, Eurotrack a Nordic 3-fézovou reflektorovou
listou

* Atraktivni vzhled diky integrovanému LED napdijeni

* Velmi dobré poddni barev (Ra>90 standard): idedini pro
maloobchodni aplikace

* Kryt z extrudovaného hliniku s prédskovym ndstrikem v bilé,

cerné nebo svétle sedé barvé
* Vybaveno zrcadlovou optikou s Uhly vyzafovani
(24°, 40° a 60°) a zapusténym LED modulem

C€ P20 V¥ (O]

LED frack light can be installed in combination with
Global, Eutrack and Nordic 3-phase spotlight rail

Attractive appearance thanks to the fixture's integrated
LED power supply

Very good color rendering (Ra>90 default): ideal for retail
applications

* Housing made of extruded aluminum, powder-coated in
white, black or light grey

Fitted with mirror optics (beam angle 24°, 40° or 55°) and

recessed LED module fo avoid disturbing glare

zabranujicimu rusivému osinéni The fixture is 350° rotatable and 90° tiltable

« Svitidlo je otocné 350° a sklopné 90°

Ne viechny polozky jsou drzeny skladem. Poptejte svého

PREHLED PRODUKTU (ARTICLE TREE)

*

prodejce pro aktudini stav skladu.

*

Not all arficle combinations are standard in stock. Inquire about
Index poddni barev /

Obj.&. Uhel vyzafovéni the current stock before you order.

Teplota
chromati¢nosti

Color temperature

Art.no. Color rendering index / Beam
angle

4104/ ../../ .. X X X
2: Bil& (white), 3-fézovd lista (phaserail) 3: Ra > 90, 24° reflektor 0: 3000K
5: Cernd (Black), 3-fdzova lista (phaserail) 4: Ra > 90, 40° reflektor 1: 4000K
BSyeiubadalthiverh 5:Ra > 90, 60° reflekor 3: 2700K

3-fazova lista (phaserail)

6:Ra > 95, 24° reflektor 5:3000K (friac stmivani)

7:Ra > 95, 40° reflektor 6: 4000K (triac stmivani)

8: Ra > 95, 60° reflektor 7:2700K (friac stmivani)

| ET ZARUKA
@ PRODUKT SKLADEMl YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Zdroj svétla (Light source): Luminus CLM-9, gen 3, COB LED
Uhel vyzafovani (Beam angle): 24°/40°/60°
Sklopny Uhel (Tilting angel): 350° otocné, 90° skolpné

Pfikon
Verze Power
Version consumption

Svételny tok pfi Ra>90
Light output at RA>90
(LM)

U&inik Obj.C.

(Power factor) Art.no.

Teplota chromatiénosti (Color temperature): 2700K, 3000K, 4000K
Pro-Rio Tracklight D 27w 2330 2510 2700 >0.90 41104xxx Provoznifeplofa (Operating femperature]: -5 °C - +35 °C

Zivotnost (hod.) (Rated life hours): >50.000
LED napdjeni (véetné) (LED driver (included)): CE (Tridonic)
Vstupni napéti (Input): 220-240V AC 50/60Hz

24°/40°/55°
1m 4900 x 0.66m
£
E £
~ £
= &
o
e
162mm
Height Em Emax Diameter

DIAGRAMY NA ZAKLADE 41104X40 (3000K, 40°, RA>90)
DIAGRAMS BASED ON 41104X40 (3000K, 40°, RA>90)
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s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

* LED tracklight mohou byt instalovéna v kombinaci
s Global, Eurotrack a Nordic 3-fézovou reflektorovou
litou

* Afraktivni vzhled diky infegrovanému LED napdjeni

* Velmi dobré poddni barev (Ra>90 standard): idedini pro
maloobchodni aplikace

&erné nebo svétle Sedé barvé

* Vybaveno zrcadlovou optikou s Uhly vyzafovani
(24°, 40° a 60°) a zapusténym LED modulem
zabrariujicimu rusivému osinéni

« Svitidlo je oto¢né 350° a sklopné 90°

PREHLED PRODUKTU (ARTICLE TREE)

svitidlo Index podadni barev / Teplota

Uhel vyzafovani chromatiénosti

Fixture el
A Color rendering index / Beam angle Color tfemperature

4106/ ../ ../.. X X X
2: Bil& (white), 3-fdzova lista (phaserail) 3: Ra > 90, 24° reflektor 0: 3000K
5: Cemnd (Black), 3-fézova lista (phaserail) 4:Ra > 90, 40° reflektor 1: 4000K
8: Svétla Sedd (Light grey), 3-fazova Iista (phaserail) 5: Ra > 90, 60° reflektor 3:2700K

6:Ra > 95, 24° reflektor
7:Ra > 95, 40° reflektor

8:Ra > 95, 60° reflektor

* Kryt z extrudovaného hliniku s praskovym ndéstikem v bilé,

PRO-RIO TRACKLIGHTE C€1P20 V7 (O]

LED track light can be installed in combination with
Global, Eutrack and Nordic 3-phase spotlight rail

Attractive appearance thanks fo the fixture's integrated
LED power supply

Very good color rendering (Ra>90 default): ideal for retail
applications

Housing made of extruded aluminum, powder-coated in
white, black or light grey

Fitted with mirror optics (beam angle 24°, 40° or 55°) and
recessed LED module to avoid disturbing glare
The fixture is 350° rotatable and 90° tiltable

*

Ne viechny polozky jsou drzeny skladem. Poptejte svého
prodejce pro aktudini stav skladu.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Prikon
Verze Power

Svételny tok pfi Ra>90
Light output at RA>90

2700K 3000K 4200K

Pro-Rio Tracklight E 47 W 3970 4280 4610 >0.90 41106xxx

Uginik
Version consumption

(Power factor)

im 4842 0.98m

196m

3m ‘ \ 293m
Em Emax

Height

Diameter

DIAGRAMY NA ZAKLADE 41106X50 (3000K, 55°, RA>90)
DIAGRAMS BASED ON 41106X50 (3000K, 55°, RA>90)

Zdroj svétla (Light source): Luminus CLM-9, gen 3, COB LED

Uhel vyzafovdni (Beam angle): 24°/40°/60°

Sklopny Uhel (Tilting angel): 350° oto¢né, 90° skolpné

Teplota chromatic¢nosti (Color temperature): 2700K, 3000K, 4000K
Provozni teplota (Operating temperature): -5 °C - +35 °C
Iivotnost (hod.) (Rated life hours): >50.000

LED napdijeni (vetné) (LED driver (included)): CE (Tridonic)
Vstupni napéti (Input): 220-240V AC 50/60Hz

24°/40°/55°

2120mm

201mm
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LED PRO-RIO SERIE (LED PRO-RIO SERIES)

PRO-RIO DISCTRACKLIGHT  <crovE

« Kruhovy Tracklight pro obecné osvétleni * Rond tracklight for general lighting

* Vhodné pro Prolumia, Global, Eutrack a Nordic « Fits Prolumia, Global, Eutrack and Nordic 3-Phase
3-fézovou listu Track

* Velice dobré poddni barev (Ra>90 standardné) * Very good color rendering (Ra>90 default)

* Kryt zhotoven z extrudovaného hliniku s préskovym * Housing made of extruded aluminum, powder-coated in
ndstiikem v bilé nebo ferné barvé white or black

« Intergrované napdjeni * Integrated driver

« Otocny a sklopny * Rotatable and filtable

*Ne viechny polozky jsou drzeny skladem. Poptejte svého

o
PREHLED PRODU KTU (ARTICLE TREE) prodejce pro aktudini stav skladu.
* Not all arficle combinations are standard in stock. Inquire about
Soremsoare ey
Art.no. Color Color temperature
411070 / x / x X X
3:BilG (White) 0: 3000k (@
4: Cemnd (Black) 1: 4000K
3:2700K

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Zdroj svétla (Light source): Luminus SMD2835 LED

Prikon Svételny tok pfi Ra>90 1 . L .
\Ys;zoi Power Light output at RA>90 (PO\S;";:EO” Unel vyzafovéni (Beam angle): 120°
consumption (W) (LM) Provozni teplota (Operating temperature): -5°C - +35°C
3000K Tivotnost (hod.) (Rafed life hours): > 50,000
& 300mm 3BW 2095 3235 3476 =095 4110700 LED napdijeni (véetné) (LED driver (included)): CE
Vstupni napéti (Input): 220 - 240V AC 50-60Hz
Trida ochrany (Safety class): Klasse Il (Class 1)
im 27m _
- H|
-
£
£ =
N
n - “

£

I £

5

2300mm
Height Emax Diameter 0 —_conso
— €90/270

DIAGRAMY NA ZAKLADE 411070X1 (4000K)
DIAGRAMS BASED ON 411070X1 (4000K)

www.prolumia.cz 15



s | ED PRO-RIO SERIE (LED PRO-RIO SERIES)

PREHLED PRODUKTU (ARTICLE TREE)

Obj.&.
Art.no.

411070 / x / x

X

0: Wit (White)

1: Zwart (Black)

PRO-RIO LINEAR TRACKLIGHT ccrov @

« Linedrni Tracklight pro obecné osvétleni « Linear tracklight for general lighting

* Vhodné pro Prolumia, Global, Eutrack a Nordic « Fits Prolumia, Global, Eutrack and Nordic 3-Phase
3-fézovou listu Track

* Velice dobré poddni barev (Ra>90 standardné) * Very good color rendering (Ra>90 default)

* Kryt zhotoven z extrudovaného hliniku s préskovym * Housing made of extruded aluminum, powder-coated in
ndstiikem v bilé nebo ferné barvé white or black

« Intergrované napdjeni * Integrated driver

* Ne viechny polozky jsou drzeny skladem. Poptejte svého
prodejce pro aktudini stav skladu.
* Not all article combinations are standard in stock. Inquire about

Barva Teplota chromaticnosti the current stock before you order.
Color Color temperature

X
0: 3000K @

1: 4000K

3:2700K

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Svételny tok pfi Ra>90

Light output at RA>90

Zdroj svétla (Light source): Luminus SMD3014 LED
Uginik Uhel vyzafovani (Beam angle): 120°
(R ) Provozni teplota (Operating temperature): -20°C - +40°C

Tt (ro) (e e > SO0

Pfikon
\\//ji‘i Power
- consumption (W)
565x66x35mm 32 W 2530
im 115m
2m ‘\ 23m
Emax

Height

DIAGRAMY NA ZAKLADE 411070X0 (3000K)
DIAGRAMS BASED ON 411070X0 (3000K)

Diameter

LED napdijeni (vEéetné) (LED driver (included)): CE
Vstupni napéti (Input): 220 - 240V AC 50-60Hz
Trida ochrany (Safety class): Klasse II (Class I)

2870 >0.95 411070xx

f———
66mm

565mm

(i

35mm

0 — Co/180

116

PROLUMIA



POUZITi: OBCHODY, MUZEA, VYSTAVY, UMELECKE
GALERIE, HOTELY, RESTAURACE, REKLAMNI
PROSTORY, APOD.

APPLICATIONS: SHOPS, MUSEUMS, EXHIBITIONS,
ART GALLERIES, HOTELS, RESTAURANTS,
PROMOTIONAL AREAS, ETC.




PROFESIONALNI RESENI PRO RETAIL OSVETLENI
A PROFESSIONAL SOLUTION FOR RETAIL APPLICATIONS

LED 3-FAZOVA LISTA
A PRISLUSENSTVI

LED 3-PHASE TRACK SERIES

LED 3-fdzovd lista Prolumia je dimysiny a mdéderni systém
osvétleni pro retail aplikace. Idedini pro doplnéni svitidly
Pro-Rio Tracklights. Prostfednictvim volitelnych komponentd
muUzete snadno vytvorit vsechna pozadovand feseni Vaseho
osvételni a ta rozdélit do samostatnych obvodU. Timto
systémem dosdhnete optimdlniho a vysoce profesiondinino
osvétleni v kazdém interiéru.

The LED 3-Phase Rail is a ingenious and fashionable system for the Prolumia
Pro-Rio Tracklights. Through the loose components you can easily create
every desired solutions, divided over different circuits. This way, every
interior can be lightend optimally and in a highly professional way.

SPECIFICKE VLASTNOSTI

« Vyrobeno z vysoce kvalitniho hliniku

« Médéné vodice

* PVC izolace

« Snadné kraceni na pozadovanou délku

SPECIFIC FEATURES

* Made out of first-class aluminium
« Wiring made out of pure copper

* PVC insulation

* Can be cut in size easily

118
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LED 3-FAZOVA LISTAA PRISLUSENSTVI (LED 3-PHASE TRACK SERIES) I

LED 3-Fazova lista 1000mm
LED 3-Phase Track 1000mm

41093x01 120

LED 3-Fazova lista 2000mm
LED 3-Phase Track 2000mm

41093x02 120

LED 3-Fazova lista 3000mm
LED 3-Phase Track 3000mm

41093x03 120

LED 3-Fazova lista 4000mm
LED 3-Phase Track 4000mm

41093x04 120

LED 3-Fazova lista prislusenstvi
LED 3-Phase Track accessoiries

41093xxx 121

www.prolumia.cz 119



s | ED 3-FAZOVA LISTA (LED 3-PHASE TRACK)

LED 3-Fazova lista
LED 3-Phase Track

Pfisazena- / Montaz do zavésu

Surface- / Pendant mounting

322
L3 N
35.6
28 12 L1
Earth
41093/ ../0/ ..
L Délka v mm
Length in mm
1: 1000mm
2: 2000mm
3: 3000mm
4: 4000mm
Barevné provedeni
Color of the rail
1: Bila
White
2: Cerna
Black O
Priklad instalace
Example earthing circuit
41093x20
T-spojka (zem vnitfni prava)
T-coupler (earth inside right)
41093x15

L-spojka (zem vnitini)
L-coupler (earth inside)

41093x15

L-spojka (zem vnitini)
L-coupler (earth inside)

120

« Vysoce kvalitni 3-fdzovd piisazend lista

* Vyrobeno z vysoce kvalitnino hliniku

* Mé&déné vodice

« PVCizolace

¢ Snadné krdceni na poZzadovanou délku

* Snadnd instalace pomoci doddvaného prislusenstvi

Poutziti: Retail, muzea, vystavy, restaurace, hotely, apod.

* High quality surface mounted 3-phase frack
* Made out of first-class aluminium

* Wiring made out of pure copper

* PVC insulation

¢ Can be cut in size easily

 Easy installation with the supplied accessoiries

Applications: Retail, museums, expositions, restaurants, hotels, etc.

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

41093x12

Koncovy napajec¢ (zem levy)

End feed (earth left)

41093x23

X-spojka
X-coupler

41093x12

Koncovy napajec (zem levy)
— End feed (earth left)

41093x14

L-spojka (zem vnéjsi)

L-coupler (earth outside)

41093x11

LA Koncovy napaje¢ (zem pravy)
End feed (earth right)



LED 3-FAZOVA LISTA (LED 3-PHASE TRACK) NEm—

PrisluSenstvi (Accessoiries)

Koncovka
End cap

Material (Material): Polykarbonat (PC)
Rozméry (Size): 31x32x33mm

Bila (White): 41093110 / Cern4 (Black): 41093210

Koncovy napaje¢ zem pravy
End feed (earth right)

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 100x32x33mm

Pravy: Bila (White): 41093111 / Cerné (Black): 41093211

Koncovy napajec (zem levy)
End feed (earth left)

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 100x32x33mm

Bila (White): 41093112 / Cerna (Black): 41093212

Minispojka pfima

Mini straight coupler

Material (Material): Méd (Copper) + Polykarbonat (PC)
Rozméry (Size): 70x31x26mm

Bila (White): 41093113 / Cerné (Black): 41093213

L-spojka (zem vnéjsi)

L-coupler (earth outside)

Material (Material): Méd (Copper) + Polykarbonat (PC)
Rozméry (Size): 98x32x33mm

Bila (White): 41093114 / Cerna (Black): 41093214

L-spojka (zem vnitini)

L-coupler (earth inside)

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 98x32x33mm

Bila (White): 41093115 / Cerné (Black): 41093215

I-spojka

I-coupler

Material (Material): Méd (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x32x33mm

Bila (White): 41093116 / Cerné (Black): 41093216

Flexibilni spojka

Flexible coupler

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 240x32x33mm

Bila (White): 41093117 / Cerna (Black): 41093217

www.prolumia.cz
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s | ED LED 3-FAZOVA LISTA (LED 3-PHASE TRACK)

PrisluSenstvi (Accessoiries)

Polohovatelna spojka
Flexible hard connector

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 225x32x33mm

Bila (White): 41093118 / Cerné (Black): 41093218

T-spojka (zem vnitini prava)

T-coupler (earth inside right)

Material (Material): Méd (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x98x33mm

Bila (White): 41093119 / Cemné (Black): 41093219

T-spojka (zem vnitini leva)

T-coupler (earth inside left)

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x98x33mm

Bila (White): 41093120 / Cerna (Black): 41093220

T-spojka (zem vnéjsi prava)

T-coupler (earth inside right)

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x98x33mm

Bila (White): 41093121/ Gerna (Black): 41093221

T-spojka (zem vnéjsi leva)

T-coupler (earth inside left)

Material (Material): Méd (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x98x33mm

Bila (White): 41093122/ Gerna (Black): 41093222

X-spojka

X-coupler

Material (Material): Méd' (Copper) + Polykarbonat (PC)
Rozméry (Size): 165x165x33mm

<= =1 =)= =,

Bila (White): 41093123 / Cerna (Black): 41093223

Montazni prvek pro pfisazenou montaz
Ceiling bracket

Material (Material): Hlinik (Aluminium) o
Rozméry (Size): 33x40,4mm w04

Bila (White): 41093124 / Cema (Black): 41093224

Upeviovaci drzak

Support bracket

Materiél (Material): Hlinik (Aluminium)
Rozméry (Size): 165x32x33mm

Bila (White): 41093125 / Cerna (Black): 41093225

122 PROLUMIA




LED 3-FAZOVA LISTA (LED 3-PHASE TRACK) NEm—

PrisluSenstvi (Accessoiries)

Set pro zavésnou montaz

Material (Material): Polykarbonat (PC) + Ocel (Steel)
Délka lanka (Wire length): 1500mm

Wire Length 1500
327

Bila (White): 41093129 / Cerna (Black): 41093229

www.prolumia.cz 123
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LED DOWNLIGHT SERIE

(AKCENTNI OSVETLENI)

(ACCENT LIGHTING)

.
Prolumia akcentni LED osvétleni m& dvé dulezité funkce. SPECIFICKE VLASTNOSTI
Za prvé, pomdhd lidem nalézt cestu. Za druhé, vytvdari « Modulérni a nastavitelna zapusténa LED
fascinujici svételné efekty. Diky tomu mohou byt provedena svitidla

svételnd feseni, kterd Setii energii a zarover mohou byt * Idealni pro nasvétleni stén
« Kryt vyroben z extrudovaného hliniku

prizpusobena Vasim predstavam a potrebdm. Tato svitidla - Vysoce vykonné chlazeni pro minimalni
naleznou své pouziti ve Vsech aplikacich! svételné ztraty

The Prolumia LED accent lighting has two important functions. Firstly, it
helps people find their way. Secondly, it creates fascinating light effects.
Therefore light solutions can be created that are energy saving and it can
also be divided to your own personal vision and taste. From showcase to
enfrance hall, useful for every field of application!

* Modular and adjustable recessed LED
luminaires

* Ideal for lighting walls

* Housing made of extruded aluminum

» High performance heatsink to minimize
light decline

124 PROLUMIA




LED DOWNLIGHT SERIE (AKCENTNi OSVETLEN/) mmmmm

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Modularni LED downlight
Modular LED downlight
ow

ol

42180%xx % 126
Pro-Bagno: @
LED downlight @ 60 mm

W

42172XxX 130

LED downlight 230x151 mm
41W

42166xxx 131

www.prolumia.cz 125



(LED DOWNLIGHT SERIE (ACCENT LIGHTING))

s | ED DOWNLIGHT SERIE (AKCENTNi OSVETLENI)

Modularni LED downlight

9W, vé&. samostatného LED napajeni

Modular LED downlight
9W, including separate LED driver

¢ Moduldrni zapustény LED downlight

K dispozici v riznych variantach: kruh, Etverec, pevné a (rotujici) sklop-
né, v bilé, stiibbrné, cemé barvé nebo nerezovém, chromovém nebo
mosazném provedeni

« LED modul je vyroben z vysoce kvalitnino extrudovaného hliniku,
ktery pUsobi jako chladi¢ a tim minimalizuje degradaci svétla

¢ Zapusténd LED dioda se zrcadlovym reflektorem pripominagijici halogenové
reflektorové svitidlo zéroven piispivd ke snizeni osinéni

Poufziti: Hotely, muzea, vystavy, restaurace, kavamy, prodejni stanky,
prodeijni a propagacni prostory, domdécnosti, apod.

Modular recessed LED downlight

Available in various round and square, fixed and (rotating) tiltable versions

in white, silver, black, stainless steel look, chrome or brass

LET ZARUKA
YEARS WARRANTY

C€ P20 @ VWV

LED module is fitted with a high-quality extruded aluminum heat sink to

minimize the luminous degradation

Recessed mounted LED with reflector to reduce glare and to match the

42180xxX effect of a halogen reflector lamp

Applications: hotels, museums, exhibitions, restaurants, cafes, trade fair stands, sales
Volba prvki modularniho LED svétleni
Item selection modular LED downlights

and promotional areas, private homes, etc.

Rada moduldrmiho osvétleni LED downlight se skiddd ze 3 &dsti: LED modul, rémecek a LED Svételny zdroj (Light source): 7W

napdjeni. Kazdy prvek viastni objedndvkové Cislo. S pouzitim nize pfilozené tabulky je mozné Uhel vyzafovani (Beam angle): 24°/40°/60°
sestaveni viastniho svitidio dle Vasich pozadavkd. Teplota chromati¢nosti (Colour temperature): 2700K nebo 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bild) (Pure white), 6000K (Studend bild) (Cool white), 2800K-2000K
Svételny tok (Light output): 700LM/720LM/770LM/830LM/450LM

Index poddni barev /(Color rendering index): Ra > 85/85/80/75

Provozni teplota (Operating temperature): -30°C - +40°C

Zivotnost (hod.) (Rated life hours): > 50,000

LED napdjent (LED driver ): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

LED proud ( LED current): 350mA

The modular LED downlight series is composed of three sub-items: a LED module, a fixture
ring and a LED driver. Each sub-item has its own part number. Using the tables below, you
can configure your own LED downlight.

Volba LED modulu (Item selection LED module)

LED modul Uhel vyzafovdni (Beam angle) Teplota chromati¢nosti (Color temperature)
421800/..' /.2 . .2
1:25° @ | 0: 3000K @
2: 40° @ | 1:4100K @
3: 60° @ | 2: 5600K
3: 2700K
4: Dim fo warm (2800K - 2000K) (450Lm)

Volba ramecku (Item selection fixture ring) - Piklad naleznete na str. 127 - 128 (See page 127 - 128 for an example)

R;;:;:er:; . Typ (Variety) Barva radmeé&ku (Ring color)

42180/ ../.2/1.4 | .. ].2 A
10: @ Kruhovy (Round) @ 82 mm, pevny (fixed) 0: Krémovd bilé (Creme white)
11: ® Kruhovy (Round) @ 87 mm, ndklopny (tiltable) 1: Cernd (Black) [@
12: @ Kruhovy (Round) @ 108 mm, ndklopny a otoény (rotating and tiltable) 2: Stiibrnd (Silver) [@
13: @ Ctvercovy (Square) # 82 mm, pevny (fixed) 3: Nerez. ocel (Stainless steel look) @
14: © Ctvercovy (Square) # 87 mm, néklopny (tiltable) 4: Chrom (Chrome) @
15: @ Kruhovy (Round) @ 82 mm, ndklopny (tiltable) # 5: Mosaz (Brass) ©

16: ® Ctvercovy (Square) # 87, ndklopny (tiltable) A 9: Cisté bilé (Pure white) (RAL9003) @
17: @ Zapustény kruh (Recessed round), @ 78, pevny (fixed) &

18: @ Zapustény kruh (Recessed round), @ 85, ndklopny (tiltable)®

19: @ Exira zapustény kruh (Exira recessed round), @ 85, ndklopny (tiltable) ®

24: ©® 7apustény kruh (Recessed round), @ 78, pevny (fixed) A®

25: @ 7apustény kruh (Recessed round), @ 85, ndklopny (filtable) * &

26: @ Exira zapustény kruh (Extra recessed round), @ 85, ndklopny (tiltable) A®

A S kiidlovymi sponami misto pruzinovych (with leaf spring, instead of spring clips)

8 K dispozici pouze v bilé a (RAL9003) (only available in black and white (RAL9003))
Volba LED napajeni (Item selection LED driver)

Clelclclclelccclellele

Moznosti stmivani (Dimming option)

LED napdjeni
4218000/..° .2

0: Bez stmivdni (not dimmable)

1: Stmivdni (dimmable), sestupnd hrana (trailing edge)
2: 0-10V stmivani (0-10V dimmable)

3: DALI stmivéni (DALl dimmable)

©)S)
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LED DOWNLIGHT SERIE (AKCENTNi OSVETLEN/) mmmmm

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Zapusténé ramecky (Recessed downlight rings)

Pruzinové spony, Pruzinové spony, Pruzinové spony, KFidlové spony, KFidlové spony, KFidlové spony,
zapustény kruh, fixni zapustény kruh, sklopné  zapu$tény kruh, sklopné  zapustény kruh, fixni zapustény kruh, sklopné  zapustény kruh, sklopné
(Spring clips, recessed (Spring clips,recessed (Spring clips,recessed (Leaf clips, recessed round, (Leaf clips,recessed (Leaf clips,recessed,

round, fixed),@ 78 mm round tiltable), 85 mm round tiltable),@ 85 mm fixed), @ 78 mm round tiltable),@ 85 mm round tiltable), 85 mm

& o & e o % o iIH o ®

Neut. bil& (pure white)

42180179 42180189 42180199 42180249 42180259 42180269
& o & o & o & o ®

© © @) © © ©

42180171 42180181 42180191 42180241 42180251 42180261

www.prolumia.cz 127



s | ED DOWNLIGHT SERIE (AKCENTNi OSVETLENI)

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Standardni ramecky (Standard downlight rings)

Kruh, pevny, s Kruh, sklopny, Kruh, oto¢ny a Ctverec, pevny, Ctverec, sklopny, KFidlové spony, KFidlové spony,
pruzinami (Spring clips, s pruzinami (Spring clips, sklopny, s pruzinami S pruzinami (Spring S pruzinami (Spring zapustény kruh, zapustény Ctverec,
round, fixed), @ 82 mm  round, tiltable), @ 87 mm  (Spring clips, round, rot. clips, square, fixed) ,# clips, square, tiltable), sklopné (Leaf spring, sklopné (Leaf spring,
and tilt.), 108 mm 82 mm #87 mm round, tiltable) 882 mm  square, tiltable) #87 mm
5 © (®) (@)
2
el
: @ @ @ @ @ © @
4
42180109 42180119 42180129 42180139 42180149 42180159 42180169
©® @ @)
i)
z
@ @ @ @ @
@
42180100 42180110 42180120 42180130 42180140 42180150 42180160
©® (®) @)
3
ko]
o
c
3 © © @ @ @ @ @
42180101 42180111 42180121 42180131 42180141 42180151 42180161
©) (®) @)
o
c
@) @) @ @) @) @) @
w
42180102 42180112 42180122 42180132 42180142 42180152 42180162
© (®) (@)
F]
<Q
&
g @, @, @ @ @ @, @
o
42180103 42180113 42180123 42180133 42180143 42180153 42180163
_ ® ®
5
3]
£
o
o
F=
5 @ @ @ @ @
42180104 42180114 42180124 42180134 42180144 42180164
©) @ @)

g
=
N
o
@
-]
=

42180105 42180115 42180125 42180135 42180145 42180155 42180165

421800xx 421800x4 42180000 42180001
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LED DOWNLIGHT SERIE (AKCENTNi OSVETLEN/) nmmmm

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Priklad slozeného modularniho LED downlight svitidla Pro kruhové svitidio otocné a sklopné (@108 mm) z ulechtilé oceli, s teplotou
Example composed modular LED downlight chromati¢nosti tepld bild (2700 K), s 40 © Uhlem vyzafovani a stmivatelnym napdjenim
jsou potieba ndsledujici polozky:

For the round tilt and swivel downlight (2108 mm) in stainless steel look with warm white

(2700K) light color, 40° beam angle and dimmable driver the following items are needed:

1. LED modul (module): 42180023
2. Kryt svitidla (Fixture ring): 42180123
3. LED napdijeni (driver): 42180001

LED Downlight

LED Downlight 150 . 150 LED Downlight 150 ‘. 150
9W 3000K ,Ax ““‘I"" 9W 3000K “‘I"'
40° = = 2 ~“‘“" ""‘ 20 60° '120 &é““’ "'0‘ m
s L TN
hl RN
—_ TS, RS
Ty ~—272 g Zmmr ~——272 7y
(7T I
AU, A, -
Al i = il 1
T ~——278
AN
, um\ s
(M,
/A
‘#\380;(
() (©
(@) WW @ I —
““‘Mll"‘\.‘i‘ Arimy
D - (M, |
SR, A




s | ED DOWNLIGHT SERIE (AKCENTNi OSVETLENI)

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

Pro-Bagno:
LED downlight 2 60 mm

7W, v&. samostatného LED napajeni

[ 1 [ |

20° 40°

mm—2>"— ),

260

42172/ .. 1.1 ..

PrisluSenstvi
Accessoiries

LTeplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K (@)

Warm white

1: Neutrélni bila, 4100K

Pure white

2: Studena bila, 5600K

Cool white

3: Extra tepla bila, 2700K

Extra warm white

Uhel vyzarovani
Beam angle
1: 20°
2: 40°
Barevné provedeni
Fixture color
0: Bila
White
1: Cerna
Black
2: Stfibrna
Silver

9: Neutralni bila O

Pure white

Mié¢né sklo
Frosted glass

98401550 O

130

* Vodotésné zapusténé LED svitidlo (IP65)

* Specidiné vyvinuté nizké pouzdro pro snadné;si instalaci

¢ Pouzdro z hlinikové slitiny s prdskovym néstiikem v bilé,
Cerné ¢istfibrné barvé

¢ Vybaven za studena vyrdbénou vdélcovou zrcadlovou optikou
a vestavnym LED modulem ( proti rusivému oslnéni )

* Doddvané vcetné LED driveru ( driver neni vodotésny )

Poutziti: koupelny, sprchové kouty, podbiti, apod.

* Waterproof recessed LED downlight

* Specially developed enclosure with low installation height

* Made of extruded aluminum, powdercoated in white, silver or
black, RVS look and pure white

* Equipped with clear glass lens

* Excellent heat sink capability to minimize the luminous degra-
dation

* Supplied with LED driver (not waterproof)
Applications: showers, bathrooms, overhang and canopies

Svételny zdroj (Light source): COB LED 6W

Uhel vyzafovani (Beam angle): 20°/40°

Teplota chromati¢nosti (Colour temperature): 2700K/3000K/4100K/5600K
Svételny tok (Light output): 580LM/600LM/630LM/690LM

Index poddni barev /(Color rendering index): Ra 2 80

Provozni teplota (Operating temperature): -30°C - +40°C

Tivotnost (hod.) (Rated life hours): > 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

LED proud ( LED current): 350mA

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 7W

L ET ZARUKA
YEARS WARRANTY

Ce€ P65 VW @

LED
—G;— 6w 20°
im 931.5 Ix 1416 Kk

46.8 cm

2m 232.91x | 3541

93.7cm

3m 1035 1573k

140.5cm

1874 cm

2343 cm

UNIT: cd

—— C0/180, 26.4°

Heigh & 2 Di
eight m max iameter 0 T Coorao, 20u
LED
—9— W 40°
im 708 Ix 40 58.6 cm
2m 1771 | 2714k 117.2cm
3m 78.6 Ix @ 175.9cm

2345cm

293.2cm

UNIT: cd

Height Em

—— C0/180, 32.7°

Diameter 0
——— €90/270, 32.8°



LED downlight 230x151 mm

41W, v€. samostatného LED napajeni

41W, including separate LED driver

42166/ ../ ..1 ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4100K
Pure white

2: Studend bila, 5600K
Cool white

Uhel vyzarovani

Beam angle

1: 70°/95°

Barevné provedeni

Fixture color

0: Bila
White

1: Cerna
Black

2: Stfibrna

Silver

CEIP40 VWV @

LED

| aw o

LED DOWNLIGHT SERIE (AKCENTNi OSVETLEN/) nmmmm

(LED DOWNLIGHT SERIES (ACCENT LIGHTING))

4m

5m

Height

* Prolumia LED svitidlo zapusténé a nastavitelné

¢ Pouzdro z extrudovaného hliniku s préaskovou barvou v barvé
bilé, Cerné nebo stiibrné

¢ Za studena lisovand zrcadlovd optika a vestavny LED modul
zabranuji rusivému osinéni

« Svitidlo je vybaveno vysoce kvalitni tepelnou jimkou pro snizeni
ztraty svételného toku na minimum

* Napdjeni je dodavdno samostatné

Pouiziti: hotely, muzea, vystavy, restaurace, kavdrny, vystavni sténky,
obchody, reprezentativni prostory apod.

Adjustable recessed LED downlight with extruded body, pow-
der-coated in white, silver or black. Ideal for illuminating walls in
retail applications

¢ Housing made of extruded aluminum

Equipped with deep cone for anti-glare

Excellent heat sink capability to minimize the luminous degra-
dation

Remote LED driver is included

Applications: hotels, museums, exhibitions, restaurants, cafes, tfrade fair

stands, sales areas and promotional areas, etc.

Svételny zdroj (Light source): Max 41W High power LED

Uhel vyzafovani (Beam angle): 70° (CO180) / 95° (C90/270)
Teplota chromati¢nosti (Colour temperature): 3000K/4100K/5000K
Svételny tok (Light output): 3650LM/3750LM/4500LM

Index poddni barev /(Color rendering index): Ra > 85/78/75
Provozni teplota (Operating temperature): -30°C - +40°C
Tivotnost (hod.) (Rated life hours): 35.000 - 50,000

LED napdijeni (véetné) (LED driver (inclusive)): (CE)

Vstupni napéti (Input): 100-240V AC 50/60Hz

LED proud ( LED current): 1100mA

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 49W

LET ZARUKA
YEARS WARRANTY

1016.18 Ix A 137.50cm
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VYBORNATALTERNATIVA'TKIPUVODNIMU
FLUORESCENCNIMUOSVETLENI
THEFALTERNATIVEAIOJRADITIONAE
COMPACLEEFLUORESCEN EDOWNLCIGHIS

LED DOWNLIGHT SERIE

(ZAKLADNI OSVETLE

Ni)

LED DOWNLIGHT SERIES (GENERAL LIGHTING)

Architekti a specialisté na osvétleni vidy potfebuji spolehlivé
inovativni feSeni. Svitidla fady LED Downlight znacky Prolumia
se pouzivaji predevsim pro zakladni osvétleni a jsou idedini
alternativou tradi¢nich kompaktnich zdfivek. Exirémné vysoka
Ucinnost systému vede k Uspordm energie >50%, kterych
mUze byt dosazeno v porovndni s tradicnimi kompaktnimi
fluorescencnimi downlighty.

Architects and lighting consultants always have the need for reliable
innovative light solutions. The fixtures in the Prolumia LED Downlight series
are mainly used for basic lighting and are the perfect alternative to
fraditional compact fluorescent downlights. Energy savings from > 50% can
be realised due to the extremely high system efficiency.

SPECIFICKE VLASTNOSTI

« Extrémné vysoka ucinnost

* Nizka mira oslInéni

* Nizka hmotnost pouzitim horéikové
slitiny

« K dispozici ve vykonu az 40W

SPECIFIC FEATURES

» Extremely high system efficiency
* Low surface brightness

* Very lightweight magnesium alloy
« Available in capacities up to 40W

132
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LED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI) mmm

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED Downlight
2 140 mm
8w

400020xx

135

LED Downlight
2 140 mm
10W

400021xx

136

LED Downlight
2 165 mm
10W

400022xx

137

LED Downlight
2 165 mm
14w

400023xx

138

LED Downlight
2 185 mm
14W

400024xx

139

LED Downlight
2 185 mm
20w

400025xx

140

LED Downlight
2 185 mm
30w

400026xx

141

LED Downlight
2 215 mm
26W

400027xx

142

LED Downlight
2 215 mm
40W

400028xx

143

LED Downlight
@ 78 mm
W

42145x0x

145

LED Downlight
2 135 mm
13w

42170x1x

146

LED Downlight
2 170 mm
15W

42171x1x

147

LED Downlight
2 190 mm
19W

42143x1x

148

LED Downlight
@ 228 mm
24W

42144x1x

149

www.prolumia.cz
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POUZITi: HOTELY, RESTAURACE, NAKUPNI CENTRA,
PECOVATELSKE USTAVY, SKOLY, URADY, MUZEA,
UMELECKE GALERIE APOD.

APPLICATIONS: HOTELS, RESTAURANTS, SHOPPING
CENTERS, HEALTHCARE FACILITIES, SCHOOLS,
OFFICES, MUSEUMS, ART GALLERIES, ETC.




LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight ¢ 140 mm « Zapusténé LED svitidlo. Perfektni alternativa za tradiéni kompaktni
8W, v¢. samostatného LED napajeni z&fivky
8W, including separate LED driver * Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,

65°

400020/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

Barevné provedeni
Fixture color

0: Bila
White

1: Cerna
Black

2: Stfibrna

Silver

C€1P20 @

LED Downlight
4000K 8W

2m

4m

kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Housing and heat sink are made of a magnesium alloy, which results

in a 60% lower weight than comparable aluminum products

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

Svételny zdroj (Light source): 6,5W

Uhel vyzafovani (Beam angle): 65°

Teplota chromati¢nosti (Colour temperature): 3000K/4000K
Svételny tok (Light output): 700LM/710LM

Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 350mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 8W

LET ZARUKA
YEARS WARRANTY

-/+180
-150 150
546.01 Ix 13m 120 120
136.51 I Q 2.6m
-90 90
9.
60.71 Ix
9.
-60 d.i 60
34.11 Ix
K UNIT: cd
30 . 30— cons
0 —— C90/270

135



s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

65°

LED downlight @ 140 mm

10W, v&. samostatného LED napajeni

10W, including separate LED driver

400021/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000k @
Warm white

1: Neutralni bila, 4000k @)
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

Barevné provedeni
Fixture color
0: Bila
White
1: Cerna
Black
2: Stiibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého

pordejce pro aktudini skladovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @

LED Downlight
4000K 10W

136

2m

4m

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

* Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,
kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-

zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Housing and heat sink are made of a magnesium alloy, which results
in a 60% lower weight than comparable aluminum products

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

Svételny zdroj (Light source): 7,5W

Uhel vyzafovani (Beam angle): 65°

Teplota chromati¢nosti (Colour temperature): 3000K/4000K
Svételny tok (Light output): 775LM/793LM

Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 350mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 10W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180
-150 150
625.91 Ix 1.3m -120 120
156.51 Ix / : \ 2.6m
-90 90
69.51 Ix
1,
-60 . 60
39.111x
¥}
K UNIT: cd
30 - ElU— C0/180
0 —— C90 /270



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight @ 165 mm

10W, v&. samostatného LED napajeni

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

10W, including separate LED driver ¢ Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,

65°

400022/ .. 1 ..

LTepIota chromati¢nosti

Color temperature

0: Teplé bila, 3000k @

kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Warm white * Housing and heat sink are made of a magnesium alloy, which results
1: Neutralni bila, 4000K in a 60% lower weight than comparable aluminum products
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

L Barevné provedeni

Fixture color

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

0: Bila
White Svételny zdroj (Light source): 7,5W
1: CleTé Uhel vyzafovani (Beam angle): 65°
Blac
v . Teplota chromati¢nosti (Colour temperature): 3000K/4000K
2: Stfibra plota chromaficnesi {Colour temperature]: 3000K/
Silver Svételny tok (Light output): 781LM/804LM

Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @

LED Downlight
4000K 10W

2m

4m

Index poddni barev /(Color rendering index): Ra 2 80

Provozni teplota (Operating temperature): -10°C - +50°C

Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 350mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 10W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

653.11 Ix

-/+180

1.3m

163.31 Ix

i 2.5m

7261 Ix

40.81 Ix

UNIT: cd

—— C0/180
0 —— €90 /270

137



s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

65°

LED downlight @ 165 mm

14W, v&. samostatného LED napajeni

14W, including separate LED driver

400023/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000k @
Warm white

1: Neutralni bila, 4000k @)
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

Barevné provedeni
Fixture color

0: Bila
White

1: Cerna
Black

2: Stfibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého

pordejce pro aktudini skladovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

Ce€1P20 @

LED Downlight
4000K 14W

138

2m

4m

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

* Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,
kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Housing and heat sink are made of a magnesium alloy, which results

in a 60% lower weight than comparable aluminum products

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

Svételny zdroj (Light source): 12W

Uhel vyzafovani (Beam angle): 65°

Teplota chromati¢nosti (Colour temperature): 3000K/4000K
Svételny tok (Light output): 1354LM/1388LM

Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 350mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 14W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180
-150 150
1088.51 Ix 1.2m -120 120
272.10 Ix / : \ 2.5m
-90 90
120,91 Ix
-60 . 60
68.01 Ix
74.
-] UNIT: cd
30 30 —— C0/180
0 —— C90 /270



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight 185 mm

14W, v&. samostatného LED napajeni

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

14W, including separate LED driver ¢ Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,

65°

400024/ .. 1 ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000k @

kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Warm white * Housing and heat sink are made of a magnesium alloy, which results
1: Neutralni bila, 4000K O in a 60% lower weight than comparable aluminum products
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

L Barevné provedeni

Fixture color

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

0: Bila
White Svételny zdroj (Light source): 12W
1: CleTé Uhel vyzafovani (Beam angle): 65°
Blac
v . Teplota chromati¢nosti (Colour temperature): 3000K/4000K
2: Stfibra plota ienosi {Colaur temperature]: 3000K/
Silver Svételny tok (Light output): 1343LM/1373LM

Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @

LED Downlight
4000K 14W

2m

4m

Index poddni barev /(Color rendering index): Ra 2 80

Provozni teplota (Operating temperature): -10°C - +50°C

Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 350mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 14W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

1147.11 Ix

-/+180

12m

286.81 Ix

127.51Ix

71711

LN,

UNIT: cd

—— C0/180
0 —— €90 /270
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s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight 185 mm

20W, including separate LED driver

65°

400025/ .. 1 ..

LTepIota chromati¢nosti

Color temperature

0:
1:
5:
6:

Tepla bila, 3000k~ @

Warm white

Neutralni bila, 4000k @)

Pure white

Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

Barevné provedeni
Fixture color

0:
1:

Bila
White
Cerna
Black

. Stiibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého

pordejce pro aktudini skladovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @

140

20W, vé. samostatného LED napajeni

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

* Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,
kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Housing and heat sink are made of a magnesium alloy, which results

in a 60% lower weight than comparable aluminum products

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

Svételny zdroj (Light source): 17W

Uhel vyzafovani (Beam angle): 65°

Teplota chromati¢nosti (Colour temperature): 3000K/4000K
Svételny tok (Light output): 1887LM/2042LM

Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 700mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,80

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 20W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Downlight
4000K 20W

1599.81 Ix

om 399.91 Ix

177.811x

am 100.01 Ix

-/+180
-150 150
12m -120 120
Q 2.5m
-90 90
1.
-60 2 60
283
-] UNIT: cd
30 30 —— C0/180
0 —— C90 /270



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight @ 185 mm « Zapusténé LED svitidlo. Perfektni alternativa za tradiéni kompaktni
30W, v¢. samostatného LED napajeni z&fivky
30W, including separate LED driver * Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,

kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste

659 vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova

svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact

fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-

400026/ ../ .. zed compared with traditional compact fluorescent downlights
* Low surface brightness by using a high gloss reflector (UGR values
Teplota chromaticnosti < 17). Particularly suitable for areas where annoying reflection is
Color temperature desirabl
PN undesirable

0: Tepla bila, 3000k @ _ _ . .

Warm white * Housing and heat sink are made of a magnesium alloy, which results
1: Neutralni bila, 4000K O in a 60% lower weight than comparable aluminum products

pure Ymn,e, L * Available in capacities up to 40W. Alternative for 70W metal halide
5: Tepla bila, 3000K, 1-10V stmivani )

Warm white, 1-10V dimmable downlights
6: Neutralni bila, 4000K, 1-10V stmivani

Pure white, 1-10V dimmable Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,

Barevné provedeni

Fixture color offices, museums, art galleries, efc.

0: Bila
White Svételny zdroj (Light source): 25,5W
1: CleTé Uhel vyzafovani (Beam angle): 65°
Blac
v . Teplota chromati¢nosti (Colour temperature): 3000K/4000K
2: Stfibra P ienost (Colourtemperaturel: 000K/

Silver Svételny tok (Light output): 2671LM/3037LM
Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000
LED napdijeni (véetné) (LED driver (inclusive)): CE
LED proud ( LED current): 700mA
Vstupni napéti (Input): 220-240V AC 50/60Hz
U¢inik (Power factor): 0,90
Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 30W

* Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Downlight -/+180
4000K 30W

C€1P20 @

2480.01 Ix 1.2m
om | 62001k Q 2.3m

275.61 Ix

ANS,
"L‘&iﬂ“ s

0 —— €90 /270

am 155.01 Ix




s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight @ 215 mm

26W, including separate LED driver

65°

400027/ ../ ..
LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000k~ @
Warm white

1: Neutralni bila, 4000k @)
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani

Pure white, 1-10V dimmable

Barevné provedeni
Fixture color

0:
1:

Bila
White
Cerna
Black

. Stiibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého

pordejce pro aktudini skladovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @
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26W, v€. samostatného LED napajeni

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni
z&rivky

* Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,
kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Housing and heat sink are made of a magnesium alloy, which results

in a 60% lower weight than comparable aluminum products

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

Svételny zdroj (Light source): 23,5W

Uhel vyzafovani (Beam angle): 65°

Teplota chromati¢nosti (Colour temperature): 3000K/4000K
Svételny tok (Light output): 2475LM/2680LM

Index poddni barev /(Color rendering index): Ra 2 80
Provozni teplota (Operating temperature): -10°C - +50°C
Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 700mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,90

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 26W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Downlight
4000K 26W

1914.91 Ix

om 47871 Ix

212.81 Ix

am 119.71 Ix

-/+180
-150 150
1.3m -120 120
Q 2.7m
-90 90
3.
-60 60
33.7!
K UNIT: cd
30 - 30— cons
0 —— C90/270



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

* Zapusténé LED svitidlo. Perfekini alternativa za tradi¢ni kompaktni

LED downlight 2 215 mm
40W, v&. samostatného LED napajeni z&fivky

40W, including separate LED driver ¢ Extrémné vysokd Ucinnost systému vede k Uspordm energie >50%,

65°

400028/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000k @

kterych miUze byt dosazeno v porovndni's tradiénimi kompaktnimi
fluorescencnimi downlighty

* Nizk& mira osinéni pomoci lesténého reflektoru (UGR <17). Zviaste
vhodné pro oblasti, kde je jakékoliv osinéni nezaddouci

* Snizend hmotnost o 60% diky pouziti hor¢ikové slitiny oproti podobnym
vyrobkdm z hliniku

« K dispozici ve vykonu az 40W. Jako ndhrada za az 70W halogenova
svitidia

Poufziti: hotely, restaurace, ndkupni centra, pecovatelské Ustavy, skoly, Ufady,
muzeq, umélecké galerie apod.

Recessed LED luminaire. Perfect alternative for traditional compact
fluorescent downlights

Extremely high system efficiency. Energy savings of > 50% can be reali-
zed compared with traditional compact fluorescent downlights

Low surface brightness by using a high gloss reflector (UGR values
< 17). Particularly suitable for areas where annoying reflection is
undesirable

Warm white * Housing and heat sink are made of a magnesium alloy, which results
1: Neutralni bila, 4000K O in a 60% lower weight than comparable aluminum products
Pure white

5: Tepla bila, 3000K, 1-10V stmivani
Warm white, 1-10V dimmable

6: Neutralni bila, 4000K, 1-10V stmivani
Pure white, 1-10V dimmable

Barevné provedeni
Fixture color

Available in capacities up to 40W. Alternative for 70W metal halide
downlights

Applications: hotels, restaurants, shopping centers, healthcare facilities, schools,
offices, museums, arf galleries, etfc.

0: Bila
White Svételny zdroj (Light source): 35W
1: CleTé Uhel vyzafovani (Beam angle): 65°
Blac
v . Teplota chromati¢nosti (Colour temperature): 3000K/4000K
2: Stfibra plota ehromaficnesi {Colour temperature]: 3000K/
Silver Svételny tok (Light output): 3754LM/4179LM

* Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

C€1P20 @

Index poddni barev /(Color rendering index): Ra 2 80

Provozni teplota (Operating temperature): -10°C - +50°C

Tivotnost (hod.) (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

LED proud ( LED current): 900mA

Vstupni napéti (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): 0,95

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 40W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED Downlight -/+180
4000K 40W -150 150
1m | 3287.101x 1.3m -120 120
o m 821.81 Ix Q 2.6m
-90 90
7.
am | 36521k
14,
-60 7 60
am 205.41 Ix 2 7
R UNIT: cd
30 g 30— cons
0 —— C90/270
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LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight ¢ 78 mm * Zapusténé LED svitidlo
7W, vé. samostatného LED napajeni * Specidiné navrzené osvétleni s nizkou montdzni hloubkou
7W, including separate LED driver vyrobené z extrudovaného hliniku s préskovym nastiikem v bilé,

stfiorné nebo cerné barvé

=
110°

* Vybaven mlécnou akrylovou optikou
* Vynikajici schopnost chladi¢e minimalizovat svételny ztraty
¢ Doddvdno s napdjenim

Poutziti: hotely, muzea, vystavy, prodejni a reklamni plochy, vitriny, toalety,

s6s obytné domy apod.

V7222222 ~————— 2272

Recessed LED downlight

Specially developed with low installation height

Made of extruded aluminum, powdercoated in white, silver or
black
Equipped with frosted acrylic diffuser

Excellent heat sink capability to minimize the luminous degra-

dation
42145/ ../0/ .. * Remote LED driver is included
LTEP|0ta chromati¢nosti Applications: hotels, museums, exhibitions, sales areas and promotional
Color temperature h toilet vate h i
o areas, showcases, toilets, private homes, etc.

0: Tepla bila, 3000k~ @

Warm white
1: Neutralni bila, 4000K O Svételny zdroj (Light source): SMD LED 6W

Pure white Uhel vyzafovani (Beam angle): 110°
B_arevne provedeni Teplota chromatiénosti (Colour temperature): 3000K/4000K
Fixture color Svételny tok (Light output): 510LM/560LM

» vételny tok (Light output):

0: Bila @ vk Tan oo -

White Index poddni barev /(Color rendering index): Ra > 80
1: Cerna Provozni teplota (Operating temperature): -30°C - +40°C

Black Zivotnost (hod.) (Rated life hours): > 50,000
2: gf\f'e?ma LED napdijent (v&etng) (LED driver (inclusive)): CE, UL

Vstupni napéti (Input): 100-240V AC 50/60Hz
LED proud ( LED current): 560mA
Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 7W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

LED 150 150
ﬂ@,_ 5W 110° / \
30.50 Ix 283.31cm

im
& -120 120
2 m [1.621x 566.61cm

849.92cm

C€ P65 WV O

4m

UNIT: cd/kim
30 —— C0/180, 157.3°
0 —— C90/270,156.5°

5m




s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight @ 135 mm

13W, v€. samostatného LED napéajeni

13W, including separate LED driver

[ 1

100°

42170/ .. 111 ..

LTepIota chromati¢nosti
Color temperature
0: Tepla bila, 3000k @
Warm white
1: Neutrélni bila, 4000k @
Pure white
2: Studena bila, 5000K

Cool white

Barevné provedeni
Fixture color

0: Bila

White O

1: Cerna
Black

2: Stfibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého
pordejce pro aktudini skladovou dostupnost.
* Not all article combinations are standard in stock. Inquire about

the current stock before you order.

Ce€ P65 VO
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LED

| 2505w

100°

* Zapusténé LED svitidlo

* Specidliné navrzené osvétleni s nizkou montdzni hloubkou
vyrobené z extrudovaného hliniku s prdskovym ndstiikem v bilé,
stfiorné nebo cerné barvé

* Vybaven mlécnou akrylovou optikou

* Vynikajici schopnost chladi¢e minimalizovat svételny ztraty

¢ Doddvdno s napdjenim

Poutziti: hotely, muzea, vystavy, prodejni a reklamni plochy, vitriny, toalety,
obytné domy apod.

Recessed LED downlight

Specially developed with low installation height

Made of extruded aluminum, powdercoated in white, silver or
black
Equipped with frosted acrylic diffuser

Excellent heat sink capability to minimize the luminous degra-

dation

Remote LED driver is included

Applications: hotels, museums, exhibitions, restaurants, cafes, frade fair
stands, sales areas and promotional areas, etc.

Svételny zdroj (Light source): SMD LED 11W

Uhel vyzafovani (Beam angle): 110°

Teplota chromatiénosti (Colour temperature): 3000K/4000K/5000K
Svételny tok (Light output): 1040LM/1090LM/1200LM

Index poddni barev /(Color rendering index): Ra 2 80

Provozni teplota (Operating temperature): -30°C - +40°C
Zivotnost (hod.) (Rated life hours): > 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE

Vstupni napéti (Input): 220-240V AC 50/60Hz

LED proud ( LED current): 700mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 13W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

330.90 Ix

251.94cm

82.73 Ix

503.88cm

36.77 I

20.68 Ix

13.24 Ix

755.83cm

1007.77cm

1259.71cm

UNIT: cd
—— C0/180, 103.3°

0 ——— €90/270, 103.3°



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight ¢ 170 mm * Zapusténé LED svitidlo
15W, v¢€. samostatného LED napajeni * Specidiné navrzené osvétleni s nizkou montdzni hloubkou
15W, including separate LED driver vyrobené z extrudovaného hliniku s prdskovym ndstiikem v bilé,

stfiorné nebo cerné barvé

[ 1

* Vybaven mlécnou akrylovou optikou
100° * Vynikajici schopnost chladi¢e minimalizovat svételny ztraty
¢ Doddvdno s napdjenim

Poutziti: hotely, muzea, vystavy, prodejni a reklamni plochy, vitriny, toalety,
obytné domy apod.

Recessed LED downlight

Specially developed with low installation height

Made of extruded aluminum, powdercoated in white, silver or
black
Equipped with frosted acrylic diffuser

Excellent heat sink capability to minimize the luminous degra-

dation
42171/ . / 1 / . * Remote LED driver is included
'(I:'elplota chromati¢nosti Applications: hotels, museums, exhibitions, restaurants, cafes, trade fair
olor temperature
PN stands, sales areas and promotional areas, etc.

0: Tepla bila, 3000k @ P

Warm white
1: Neutralni bila, 4000K O Svételny zdroj (Light source): SMD LED 13W

Pure whn? o Uhel vyzafovani (Beam angle): 100°
2 ggg\d\,ﬁ?g bila, 5000k Teplota chromatiénosti (Colour temperature): 3000K/4000K/5000K

. . Svételny fok (Light output): 1200LM/1260LM/1350LM
Barevné provedeni vetelny tok (Light output) / /

Fixture color Index poddni barev /(Color rendering index): Ra = 80

0: Bila Provozni teplota (Operating temperature): -30°C - +40°C
White Zivotnost (hod.) (Rated life hours): > 50,000

1: Cerna LED napdient (véetna! (LED driver finclusivel): CE
Black napdijeni (véetné) (LI river (inclusive)):

2: Stiibrna Vstupni napéti (Input): 220-240V AC 50/60Hz
Silver LED proud ( LED current): 700mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 15W

* Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

Ce€ P65 VO

LED
—9— 144*0.1W 100° A

483.00 Ix 279.42cm

om | 120801 ﬂ 558.85cm

53.67 Ix

838.27cm

30.19 Ix 1117.70cm

19.32 Ix 1397.12cm

UNIT: cd
—— C0/180, 108.9°
0 ~——— €90/270, 109.0°




(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight @ 190 mm

19W, v€. samostatného LED napajeni

19W, including separate LED driver

[ 1

100°

190

42143/ .11/ ..

LTepIota chromati¢nosti

Color temperature
0: Tepla bila, 3000k @
Warm white

1: Neutrélni bila, 4000k @

Pure white
2: Studend bila, 6000K

Cool white

Barevné provedeni
Fixture color

0: Bila
White O
1: Cerna
Black
2: Stfibrna

Silver

* Ne viechny polozky jsou drzeny skladem. Kontaktujte svého

pordejce pro aktudini skladovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

Ce€ P65 WV O
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s | ED DOWNLIGHT SERIE (ZAKLADNi OSVETLENI)

* Zapusténé LED svitidlo

* Specidliné navrzené osvétleni s nizkou montdzni hloubkou
vyrobené z extrudovaného hliniku s prdskovym ndstiikem v bilé,
stfiorné nebo cerné barvé

* Vybaven mlécnou akrylovou optikou

* Vynikajici schopnost chladi¢e minimalizovat svételny ztraty

¢ Doddvdno s napdjenim

Poutziti: hotely, muzea, vystavy, prodejni a reklamni plochy, vitriny, toalety,
obytné domy apod.

Recessed LED downlight

Specially developed with low installation height

Made of extruded aluminum, powdercoated in white, silver or
black
Equipped with frosted acrylic diffuser

Excellent heat sink capability to minimize the luminous degra-
dation

Remote LED driver is included

Applications: offices, sales areas, promotional areas, museums,
exhibitions, art galleries, hotels, restaurants, foilets, etc.

Svételny zdroj (Light source): SMD LED 16,8W

Uhel vyzafovani (Beam angle): 100°

Teplota chromatiénosti (Colour temperature): 3000K/4000K/6000K
Svételny tok (Light output): 1550LM/1630LM/1750LM

Index poddni barev /(Color rendering index): Ra > 80

Provozni teplota (Operating temperature): -30°C - +40°C
Zivotnost (hod.) (Rated life hours): > 50,000

LED napdijeni (véetné) (LED driver (inclusive)): CE, UL

Vstupni napéti (Input): 100-240V AC 50/60Hz

LED proud ( LED current): 700mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 19W

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

LED

16.8W  100°
5 106.43 Ix

2 m [ -26.60 I

5m

-/+180
-150 150
232.57 cm
-120 120
465.14 cm|
697.71 %0 %
.71cm ©
-60 180 60
240
- UNIT: cd/kim
30 30 —— C0/180
0 -~ C90 /270



LED DOWNLIGHT SERIE (ZAKLADN{ OSVETLENI) mm—

(LED DOWNLIGHT SERIES (GENERAL LIGHTING))

LED downlight 2 228 mm * Zapusténé LED svitidlo
24W, v¢. samostatného LED napajeni * Specidiné navrzené osvétleni s nizkou montdzni hloubkou
24W, including separate LED driver vyrobené z extrudovaného hliniku s prdskovym ndstiikem v bilé,
stfiorné nebo cerné barvé
1 * Vybaven mlécnou akrylovou optikou
100° * Vynikajici schopnost chladi¢e minimalizovat svételny ztraty

¢ Doddvdno s napdjenim

Poutziti: hotely, muzea, vystavy, prodejni a reklamni plochy, vitriny, toalety,
obytné domy apod.

$210 Recessed LED downlight

Specially developed with low installation height

Made of extruded aluminum, powdercoated in white, silver or
black
Equipped with frosted acrylic diffuser

Excellent heat sink capability to minimize the luminous degra-

dation
42144/ . / 1 / . * Remote LED driver is included
Teplota chromatiCnosti Applications: offices, sales areas, promotional areas, museums,
Color temperature hibifi + galeries. hotel ; s toilets. et
PN, exhibitions, art galleries, hotels, restaurants, toilets, etc.
0: Tepla bila, 3000k @ 9
Warm white
1: Neutralni bila, 4000K O Svételny zdroj (Light source): SMD LED 21,6W
Pure whn? o Uhel vyzafovani (Beam angle): 100°
2 ggg\d\,ﬁ?g bila, 6000K Teplota chromatiénosti (Colour temperature): 3000K/4000K/6000K
- A Svételny tok (Light output): 2000LM/2200LM/2400LM
Barevné provedeni vételny fok (Light oufpuf) / /
Fixture color Index poddni barev /(Color rendering index): Ra > 80
0: Bila Provozni teplota (Operating temperature): -30°C - +40°C
White Zivotnost (hod.) (Rated life hours): > 50,000
1: Cerna LED napdieni (véetné) (LED driver (inclusive)): CE, UL
Black pdjeni (véetné) ( river (inclusive)): CE,
2: Stiibrna Vstupni napéti (Input): 100-240V AC 50/60Hz
Silver LED proud ( LED current): 700mA

Pfikon (v¢etné napdjeni) (Power consumption (driver included)): Max 24W

* Ne viechny polozky jsou drzeny skiadem. Kontaktujte svého

pordejce pro aktudini sklkadovou dostupnost.

Not all article combinations are standard in stock. Inquire about

the current stock before you order.

| ET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

Ce€ P65 WV O

-/+180
LED 150 150
21.6W  100°
= 1 m | .607.01 I 12536 cm
u -120 120
2 m |-151.82 Ix 250.71 cm|
-90 90
3m 376.07 cm
4m | 37951 -60 %L ot 60
1200
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RROEUIMIA

LED LINEAR LIGHTING

INOVATIVNI LINEARNI LED OSVETLENI

INNOVATIVE LED LINEAR LIGHTING

Kazdy prostor vyzaduje odlisné svételné charakteristiky. Linedrni LED osvétleni Prolumia Ize
infegrovat do mnoha provedeni a jeho instalace je rychld a snadnd. S Sirokou nabidkou vysoce
kvalitnich LED p&skd a moduldrnich svitidel neni nic nemozné. Na vybér je jok fada LED profild,
tak i LED pdsky v rbznych teplotdch chromati¢nosti. LED pdsky jsou také k dispozici v rdznych
hodnotdch IP.

Each area requires different lighting characteristics. Prolumia LED linear lighting can be integrated into many

designs and is exfremely quick and easy to install. With an extensive range of high quality LED sfrips and modular line
configurations nothing is impossible. The LED strips are available in a variety of different light colors and with finishing LED
profiles. The LED strips are also available in different IP values, depending on the application.
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Reference: Inntel Hotel, Rotterdam, Nizozemsko (Reference: Inntel Hotel, Rotterdam, The Netherlands)

SERIE

SERIES

¢ LED Pdsek Série Bronze | LED strip Bronze Series

e LED Pdsek Série Silver | LED strip Silver Series

* LED Pd&sek Série Gold | LED strip Gold Series

¢ LED Pdsek Série Diamond Il | LED Strip Diamond Il Series
¢ Napdjeci zdroje | Power supplies
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s [ ED LINEARNI OSVETLENI (LED LINEAR LIGHTING SERIES)




Reference: Trambrug, Breda, Nizozemsko (Reference: Trambrug, Breda, The Netherlands)




PRO VNITRNI POUZITI
FOR INDOOR USE

LED PASEK SERIE
BRONZE

LED STRIP BRONZE SERIES

Novd fada LED pdskU Bronze je praktickd pro nekonecné SPECIFICKE VLASTNOSTI
Siroké poutziti. Diky bilym LED dioddm 2835 s lepsim chlazenim, « 2835 LED
je zamezeno tepelné degradaci, coz vede k delsi Zivotnosti * Pro vnitfni pouZiti (IP20)

LED pdsku. Pomoci riznych variant LED pdskd je mozné * Extrémé flexibilni
« K dispozici nékolik variant:

docilit rdznych svételnych efektd napf. nasvétieni vyklenkd, - Efficient Power
rohU a dalsich mist, kde pfimé osvétleni neni zddouci. Oprofi - High Power
tomu LED pdsky s vysokym vykonem mohou byt pouzity i jako - Ultra High Efficiency

zAkladni osveétleni.
SPECIFIC FEATURES

The new LED strips Bronze are practical and can be used endlessly. Due to . 2835 LED

the white 2835 LEDs with better cooling, the light depreciation over time is « For indoor use (IP20)

reduced to a minimum, resulting in a longer lifetime. Thanks to the different « Extremely flexible

versions it is possible to create different effects by illuminating coves, niches « Different LED strip versions available:
or ofher places where indirect lighting perfectly fits. Also, due fo the higher - Efficient Power

efficiency these LED strips lend themselves perfectly for general lighting. - High Power

- Ultra High Efficiency
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LED PASEK SERIE BRONZE (LED STRIP BRONZE SERIES) HE—

LED Pések Bronze Efficient Power

462240xx 156

LED Pasek Bronze High Power

462241xx 157

LED Pasek AMG Ultra High Efficiency

4622420x 158

LED Pasek Bronze Coler wovt

PRODUKT

ABXXXXXX

_ I

159

LED pasek Bronze na prani? Otocte na str. 172 - 173.
Custom made LED strip Bronze? See page 172 - 173.
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s | ED PASEK SERIE BRONZE (LED STRIP BRONZE SERIES)

Bez povrchové upravy (Without coating)

LED PASEK BRONZE EFFiCiENT POWER

U&inny LED pdsek s vysokym indexem poddni barev (Ra>90) a barevnou
konzistenci (3SCDM). IdedIni pro obecné osvétleni.

Efficient LED strip with high color rendering (CRI>90) and color consistancy
(3SCDM). Ideal for mood lighting.

« (&innost az 110 Lm/W « Efficiency up to 110 Lm/W

* Vysoky index poddni barev, Ra >90 * High color rendering, CRI >90

¢ Vysokd barevnd konzistence dle McAdama, 3 SDCM * High color consistancy, 3 SDCM

* Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip
« K dispozici v mnoha variantdch chromati¢nnoti ¢ Available in a variety of different light colors

* Stmivani pomoci volitelného oviadani * Dimmable with optional available controller

¢ K dispozici v 5m rolich ¢ Available on rolls of 5 meters

« Zivotnost L80OB10 (>70.000 hod) * Rated life hours L80B10 (> 70.000 h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon = Erx - p
Napéti Siré PCB c Svételny tok
Power LED/m ; Barva p
. Voltage PCB width Light output
cor}wr/’nﬂ%flon LEDs/m (Vdc) (mm) Color (Lmn/m)
24006 [ | 450 46224010 @
2700k [ ] 460 46224011 @

4.8 70 24 8 100 3000k [ ] 480 46224012 @

Az l:‘ 220 ol @ 4-zonové dalkové ovladani (RF)
6000k [ ] 530 46224015 @ ;‘Zlf’;fsflzmme control (RF)
2400K D 900 46224020 @
2700k [ | 920 46224021 @

Napadjeni: str. 180-203,

96 140 24 8 50 3000K D 760 46224022 Q Ovladace: kontaktujte svého prodejce
4000K D 1040 46224023 (O Power supplies: page 180-203,
6000K D 1060 46224025 @ Controllers: contact your seller
2400K D 1350 46224030 @
2700K |:| 1380 46224031 @

14.4 210 24 10 333 3000k [ | 1440 46224032 @
4000K [ ] 1565 46224033 @
6000k [ | 1590 46224035 @

@ o |© 50 Ra L80 é) B10 Q
s e L IP20 e O
TECHNICKY NAKRES A DELKA KRACENI (TECHNICAL DRAWING AND CUTTING LENGTH)

100

I I . . . . .
X KRACENI POUZE NA VYZNACENYCH MISTECH
70 LED q o o o o o o |®

9p 90 _1
L] L}
140LED#@@@@@@3@@@@3 © d

ap S 5p

W w n
210 LED q@@@@@@@@@@@@@@@

[
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LED PASEK SERIE BRONZE (LED STRIP BRONZE SERIES) HE—

Bez povrchové Upravy (Without coating)

LED PASEK BRONZE H!GH POWER

U&inny LED pdsek s vysokym indexem poddni barev (Ra>90) a barevnou
konzistenci (3SCDM). IdedIni pro obecné osvétleni.

High powered LED strip with high color rendering (CRI >90) and color consistancy
(3SCDM). Ideal for general lighting.

« U&innost az 110 Lm/W
* Vysoky index poddni barev, Ra >90
* Vysokd barevnd konzistence dle McAdama, 3 SDCM * High color consistancy, 3 SDCM

Efficiency up to 100 Lm/W

High color rendering, CRI >90

« Opatien 3M oboustrannou lepici paskou Equipped with a 3M double-sided adhesive strip

« K dispozici v mnoha variantdch chromati¢nosti Available in a variety of different light colors

* Stmivani pomoci volitelného oviadani Dimmable with optional available confroller

Available on rolls of 5 meters
Rated life hours LBOB10 (> 70.000 h)

« K dispozici v 5m rolich
« Zivotnost L80OB10 (>70.000 hod)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon

Napéti Sire PCB c Svételny tok
Power LED/m : < Barva A
. Voltage PCB width 9 . Light output
consumption | LEDs/m mm Color
W) (vdc) (mm) (mm)
2400k [ ] 550 46224100
2700k [ ] 580 46224101
7.2 30 24 10 166,7 3000K I:‘ 600 46224102
4000K [ ] 630 46224103
4-zonové dalkové ovladani (RF)
6000K D 680 46224105 4-zone remote control (RF)
2400k ] 1100 46224110 Ao191310
2700k || 1160 46224111
Napajeni: str. 180-203,
] 44 60 24 10 100 3000K D 1200 46224112 Ovladace: kontaktujte svého prodejce
4000K D 1260 46224113 Power supplies: page 180-203,
6000K D 1360 46224115 Controllers: contact your seller

2400 [_| 2200 46224120
2700K [_| 2300 46224121
28.8 120 24 10 50 3000k ] 2400 46224122
4000K [ ] 2520 46224123
6000K [ ] 2720 46224125
2400k || 3250 46224130
2700k || 3350 46224131
38.4 240 24 12 25 3000k [ | 3450 46224132
4000K | | 3650 46224133
6000k [ ] 3850 46224135

2835

v Ra L80<§)Bln
A

ce @ P20
O Ot

QIO OIONCECONCNORCOY QI QIONQIONCONCONONONC)

166.7 ‘ KRACENi POUZE NA VYZNACENYCH MIiSTECH

30LED

60 LED

i
I
120 LED # @ © o @ © o o O

oL

4}

240 LED CO0ODCDOOOOD0DCD0CDOOCDT 0

POZOR! VZHLEDEM K VYSOKEMU VYKONU MUSI BYT LED PASEK POUZIT POUZE V KOMBINACI S HLINIKOVYM (CHLADICIM) PROFILEM (STR. 186). PRO SPRAVNE CHLAZENI| LED PASKU TYPU 28.8 A 389,4 W/M
MOHOU BYT POUZITY POUZE HLINIKOVE PROFILY POWER-LINE (STR. 203) A TOPLINE 25MM (STR. 191)
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s | ED PASEK SERIE BRONZE (LED STRIP BRONZE SERIES)

Bez povrchové upravy (Without coating)

LED PASEK AMG ULTRA HIGH EFFICIENCY

LED pdsek s extra vysokou UCinnosti: az 170 Lm/W. Idedini pro obecné osvétleni.
LED strip with ultra high efficiency: up to 170 Lm/W. Ideal for general lighting.

¢ Vysokd U&innost az 170 Lm/W « Ultra high efficiency, up to 170 Lm/W

* Index poddni barev, CRI >80 * Good color rendering, CRI > 80

» Opatfen 3M oboustrannou lepici paskou « Equipped with a 3M double-sided adhesive strip
¢ K dispozici v mnoha variantdch chromati¢nosti ¢ Available in a variety of different light colors

* Stmivani pomoci volitelného oviadani * Dimmable with optional available controller

« K dispozici v 5m rolich  Available on rolls of 5 meters

« Zivotnost L8OB10 (>70.000 hod) ¢ Rated life hours L8OB10 (> 70.000 h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pikon

: Napéti Siré PCB
Power LED/m .
consumption | LEDs/m V(‘iyé’cgje Pc(iwvrﬁ”h

(W/m)

12 80 24 10

Svételny tok

Barva p
Light output

Color (Lmn/m)
2400€ [ ] 1900 46224200 @
2700k [_] 1950 46224201 @
3000K l:‘ 2000 46224202 @
4Tl l:‘ 20D AP @ 4-zonové dalkové ovladani (RF)
6000K. l:‘ 2040 46224205 @ 4-zone remote control (RF)

46191310

Napajeni: str. 180-203,

Ovladace: kontaktujte svého prodejce
Power supplies: page 180-203,
Controllers: contact your seller

@ °c Ve Ra LBuS)Blo Q
(€ .- & 1P20 O Qo=

100

:I KRACENi POUZE NA VYZNACENYCH MIiSTECH

<)
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LED PASEK SERIE BRONZE (LED STRIP BRONZE SERIES) HE—

Bez povrchové Upravy (Without coating)

LED PASEK BRONZE C°°r

IP20 LED pdsek v RGB, RGBW a WW-CW. Idedini pro ambientni osvétlen.
IP20 LED strips in RGB, RGBW and WW-CW. Ideal for creating ambiance.

« Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip

« K dispozici v mnoha variantdch chromati¢nosti ¢ Available in a variety of different light colors
* Stmivani pomoci volitelného oviadani * Dimmable with optional available controller

« K dispozici v 5m rolich * Available on rolls of 5 meters

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pikon s Erx - ’
. Napéti Siré PCB Svételny tok
Power Typ LED LED/m volta h Barva p
: ge PCB width . Light output
con(svtjr/'nrﬁ)hon LED type | LEDs/m (Vdc) (mm) Color (Lmn/m)
rRee 510 46222117 @
14.4 5050 24 10 100 rRGe [ 255 46221117 ©
RGB 255
T E o 46180111 (O
2 4-zonové dalkové ovladani (RF)
— . . 4-zone remote control (RF)
46180110 © 46191203
2700k [_] 660
14.4 5050 24 12 200 Rcs [ 255 Napajeni: str. 180-203,
46180109 (O Ovladace: kontaktujte svého
3000K |:| 680 prodejce
Power supplies: page 180-203,
RGB . 25 46180108 @ Controllers: contact your seller
6000k || 760
RGB 815
. 46180138
2700k || 500
30.7 5050 24 12 s = o1
46180139
3000k [_| 530
Volitelnd 2400K 370
bild 9.6 3528 120 24 8 100 D 46180112 @
WW-CW 6000k || 470
¢ b @ °C Ve Ra L70 S”)Blo ﬁ
{8 120 50 — I P2 O | ET ZARUKA
5050 3528 24 c € = @m YEARS WARRANTY

30LED
24Vdc
RGB

60 LED
24Vdc
RGB

60 LED
24VdC
RGB+W

96 LED
24VvdC
RGB+Win 1

120 LED
24Vdc
WW-CwW

166,7

100

62,5

KRACENi POUZE NA VYZNACENYCH MIiSTECH

“PEE

A@@@@@@@@@@@@g}

<)
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ODOLNY PROTI PRACHU A VLHKOSTI
DUST AND MOIST RESISTANT

LED PASEK SERIE
SILVER

LED STRIP SILVER SERIES

LED pdsek fady Silver je vybaven ochrannou silikonovou
vrstvou, kterd tvori pdsek odolngjsi proti prachu a vihkosti.
Navzdory této prOhledné vrchni vrstvé zUstdva LED pdsek
po dlouhou dobu extrémné flexibilni, a to i pfi nizkych
teplotach. Diky své snadné instalaci a flexibilité je tento LED
pdsek architekty Casto vyuzivan pri osvétleni restauraci,
obchodd a kanceldi.

The LED strip Silver series is equipped with a silicon top layer making

it dust and moisture resistant. Despite of this fransparent top layer it
remains extremely flexible, even after a long time and at low ambient
temperatures. With its easy installation and flexibility, this LED strip is widely
used by architects in restaurants, shops and offices.

SPECIFICKE VLASTNOSTI

« 2835 LED
« Flexibilni LED pasek s ochranou (IP62)
« Snadné kraceni
« Dostupny v nékolika variantach:
- Efficient Power
- High Power
- Color

SPECIFIC FEATURES

« 2835 LED
* Flexible shielded LED strip (IP62)
« Easy to shorten length
« Available in different versions:
- Low Power
- High Power
- Color

160
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LED PASEK SERIE SILVER (LED STRIP SILVER SERIES) N

Silikonova ochranné vrstva na PCB (Silicone coating on PCB)

LED Pasek Silver Efficient Power

462140xx

162

LED Pasek Silver High Power

462141xx

|

163

LED Pasek Silver Co'er

ABXXXXXX

164

www.prolumia.cz
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s | ED PASEK SERIE SILVER (LED STRIP SILVER SERIES)

Silikonova ochranné vrstva na PCB (Silicone coating on PCB)

LED PASEK SILVER EFFICIENT POWER

U&inny LED pdsek s vysokym indexem poddni barev (CRI>90). Idedini pro obecné
osvétleni.
Efficient LED strip with high color rendering (CRI>90). Ideal for mood lighting.

« U&innost az 90 Lm/W « Efficiency up to 90 Lm/W

* Vysoky index poddni barev, CRI >90 * High color rendering, CRI >90

* Vysokd barevnd konzistence dle McAdama, 5 SDCM * High color consistancy, 5 SDCM

* Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip
« K dispozici v mnoha variantdch chromati¢nosti * Available in a variety of different light colors

¢ Stmivdni pomoci volitelného ovidddani * Dimmable with optional available controller

* K dispozici v 5m rolich  Available on rolls of 5 meters

« Zivotnost L80B10 (>70.000 hod) * Rated life hours L80B10 (> 70.000h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon s S
Napéti Siré PCB
Power LED/m ;
. Voltage PCB width

consumption | LEDs/m

(W/m) (Vdc) (mm)

4.8 70 24 8 100

9.6 140 24 8 50

°C Ra

@ 120° /5-0
2635 B

o % € 0 &) 1P62

sove | Yk
Color (Lmn/m)
2400k [ ] 360 46214010 @
2700k [ ] 370 46214011 @
3000K D 390 46214012 @
4000K l:‘ 420 46214013 @ 4-zonové dalkové ovladani (RF)
6000k [ ] 430 46214015 @ e ot conol ()
2400K D 720 46214020 @
2700k [ | 740 46214021 @
3000k [ | 780 46214022 © Napajeni: str. 180-203,
4000K D 840 46214023 © Ovladace: kontaktujte svého prodejce
Power supplies: page 180-203,
6000K D 860 46214025 @ Controllers: contact your seller

LET ZARUKA
O o

TECHNICKY NAKRES A DELKA KRACENI (TECHNICAL DRAWING AND CUTTING LENGTH)

100

I
70 LED q [} [} [} [} [} © jo

%P

* :I“’ KRACENi POUZE NA VYZNACENYCH MIiSTECH

& ¥ )
140LED#@@@@@@@3@@@@@@@3 i
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LED PASEK SERIE SILVER (LED STRIP SILVER SERIES) N

Silikonova ochranné vrstva na PCB (Silicone coating on PCB)

LED PASEK SILVER H!GHPOWER

U&inny LED pdsek s vysokym indexem poddni barev (Ra>90). Idedini pro obecné
osvétleni.

High powered LED strip with high color rendering (CRI >90). Ideal for general
lighting.

« (&innost az 75 Lm/W « Efficiency up to 75 Lm/W

* Vysoky index poddni barev, CRI >90 « High color rendering, CRI >90

¢ Vysokd barevnd konzistence dle McAdama, 5 SDCM * High color consistancy, 5 SDCM

« Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip
« K dispozici v mnoha variantdch chromati¢nosti * Available in a variety of different light colors

* Stmivani pomoci volitelného oviadani * Dimmable with optional available controller

« K dispozici v 5m rolich ¢ Available on rolls of 5 meters

« Zivotnost L80OB10 (>70.000 hod) * Rated life hours LBOB10 (> 70.000h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon s S - ’
Napéti Siré PCB [e Svételny tok
Power LED/m ; < Barva A
. Voltage PCB width 2 . Light output
consumption | LEDs/m mm Color
W) (vdc) (mm) (mm)
2400k [ ] 440 46214100 @
2700k [ ] 460 46214101 @
7.2 30 24 10 166,7 3000K I:‘ 480 46214102 @
4000k [] 500 46214103 @
4-zonové dalkové ovladani (RF)
6000K D 550 46214105 @ 4-zone remote control (RF)
2400k ] 880 46214110 O Ao191310
2700k || 930 46214111 ©
14.4 60 24 10 100 3000k [ | 960 46214112 © Napajent: str. 180-203,
4000K l:‘ 1010 46214113 O Ovladace: kontaktujte svého prodejce
Power supplies: page 180-203,
6000K D 1090 46214115 @ Controllers: contact your seller

@ < 1/ Ra L80{§)B10 ﬁ
s A € L @ IP62 @l

1667 ‘ KRACENi POUZE NA VYZNAGCENYCH MiSTECH

oL

60 LED
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s | ED PASEK SERIE SILVER (LED STRIP SILVER SERIES)

Silikonova ochranné vrstva na PCB (Silicone coating on PCB)

LED PASEK SILVER €°'°F

IP62 LED pdsek v RGB, RGBW a WW-CW. Idedini pro ambientni osvétlen.
IP62 LED strips in RGB, RGBW and WW-CW. Ideal for creating ambiance.

« Opatien 3M oboustrannou lepici paskou

« K dispozici v mnoha variantdch chromati¢nosti
* Stmivani pomoci volitelného oviadani

« K dispozici v 5m rolich

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

* Equipped with a 3M double-sided adhesive strip

¢ Available in a variety of different light colors

* Dimmable with optional available controller

 Available on rolls of 5 meters

Pikon
Power
consumption
(W/m)

Napéti $iré PCB !
= M | Voliage | PCB width o< Barva | Light output
(\%e19)] (mm) (Lm/m)

Svételny tok

Typ LED
LED type

-
0 R ce T @ IP62
q )]

5050 3528 24 > 50.000 c € S

rRee 255 46212117 @
RG [ 510 46211117 ©
RGB 255
= 46180107 O
2400K |:| 590 4-zonové dalkové ovladani (RF)
— . . 4-zone remote control (RF)
46180106 © 46191203
2700k [_] 600
Napajeni: str. 180-203,
RSP . ok 46180105 © Ovladace: kontaktujte svého
3000K |:| 610 prodejce
Power supplies: page 180-203,
RGB . 25 46180104 @ Controllers: contact your seller
6000k || 680
RGB 640
. 46180143
2700k || 415
RGB 640
. 46180144
3000k [_| 430
2400k || 340
3528 120 24 8 100 46180113 @
6000k || 400

LET ZARUKA
@ PRODUKT SKLADEg YEARS WARRANTY

166,7

100

62,5

I
-
I
30LED ! L ¥
24 Vdc J )] ]

RGB

'S
60 LED {
24Vdc A o @] :IS

RGB

KRACENi POUZE NA VYZNACENYCH MIiSTECH

60 LED
24vdC 4 (@) @)

RGB+W

96 LED

e j

RGB+Win 1

‘i‘ibﬁ'ﬁi@@@@@@@@@@@gg}
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PRO KAZDE POUZITI
CAN BE USED ANYWHERE

LED PASEK SERIE
GOLD

LED STRIP GOLD SERIES

LED pdsky fady Gold jsou opatreny silikonovym ochrannym SPECIFICKE VLASTNOSTI
povrchem, ktery je Cini zcela vodotésnymi. Tento prakticky « 2835 LED
vodotésny LED pdsek Ize pouzit v mnoha venkovnich + Flexibilni LED pasek s ochranou (IP68)

« Snadné kraceni

« K dispozici v mnoha variantach:
- Efficient Power
- High Power
- Color

aplikacich, jako jsou zahrady, exteriéry budov a okoli bazénu.
Montdzni Uchyty jsou soucdsti baleni.

The Gold series LED strips are fitted with a silicone coating making them
completely waterproof. This handy waterproof LED strip can be applied in SPECIFIC FEATURES
many outdoor applications as gardens, buildings and around swimming

pools. The mounting clips are included. * 2835LED

* Flexible shielded LED strip (IP68)
« Easy to shorten length
« Available in different versions:

- Low Power

- High Power

- Color
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LED PASEK SERIE GOLD (LED STRIP GOLD SERIES)

Silikonova vrstva chranici PCB (Silicone coating around PCB)

LED Pések GOld Efficient Power

462040xx

168

LED Pasek Gold High Power

462041xx

|

169

LED Pasek Gold Celor

ABXXXXXX

170

www.prolumia.cz
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s | ED PASEK SERIE GOLD (LED STRIP GOLD SERIES)

Silikonova vrstva chranici PCB (Silicone coating around PCB)

LED PASEK GOLD EFFICIENT POWER

U&inny LED pdsek s vysokym indexem poddni barev (CRI>90). Idedini
pro ambientni osvétlen.
Efficient LED strip with high color rendering (CRI>90). Ideal for mood lighting.

« U&innost az 90 Lm/W « Efficiency up to 90 Lm/W

* Vysoky index poddni barev, CRI >90 * High color rendering, CRI >90

* Vysokd barevnd konzistence dle McAdama, 5 SDCM * High color consistancy, 5 SDCM

« Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip
« K dispozici v mnoha variantdch chromati¢nosti * Available in a variety of different light colors

¢ Stmivdni pomoci volitelného ovidddani * Dimmable with optional available controller

* K dispozici v 5m rolich ¢ Available on rolls of 5 meters

« Zivotnost L80B10 (>70.000 hod) * Rated life hours L80B10 (>70.000h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon

Power LED/m
consumption | LEDs/m

(W/m) (Vdc)

Napéti $iré PCB
Voltage PCB width
(mm)

4.8 70

9.6 140

V&etné& montdznich Uchytd (mounting clips included)

Svételny tok

Light output

(Lm/m)

[] 360 46204010 @

[] 370 46204011 @

[] 390 46204012 @

l:‘ 420 46204013 @ 4-zonové dalkové ovladani (RF)

l:‘ 430 46204015 @ 4-zone remote control (RF)

46191310

[ ] 720 46204020 (@

[ ] 740 46204021 @

[ ] 780 46204022 (O Napajeni: str. 180-203,

l:‘ 840 46204023 ©) Ovladace: I@ntaktujte svého prodejce
Power supplies: page 180-203,

[ ] 860 46204025 © Controllers: contact your seller

@ °«c VA Ra LBO:/}“)BIO Q
s [ C€ L IP63 e O

100

I
70LED q [} © o o © o

I . . X . .
3 :I KRACENI POUZE NA VYZNACENYCH MISTECH

140LED%@@@@@@@@@@@@@:IS d
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LED PASEK SERIE GOLD (LED STRIP GOLD SERIES)

Silikonova vrstva chranici PCB (Silicone coating around PCB)

pro obecné osvétleni.

lighting.

« (&innost az 75 Lm/W

* Vysoky index poddni barev, CRI >90

* Vysokd barevnd konzistence dle McAdama, 5 SDCM
* Opatfen 3M oboustrannou lepici pdskou

« K dispozici v mnoha variantdch chromati¢nosti

* Stmivani pomoci volitelného oviadani

« K dispozici v 5m rolich

« Zivotnost L8OB10 (>70.000 hod)

LED PASEK GOLD H!GH POWER

U&inny LED pdsek s vysokym indexem poddni barev (CRI>90). Idedini

High powered LED strip with high color rendering (CRI >90). Ideal for general

« Efficiency up to 75 Lm/W

* High color rendering, CRI >90

* High color consistancy, 5 SDCM

* Equipped with a 3M double-sided adhesive strip
* Available in a variety of different light colors

* Dimmable with optional available controller
 Available on rolls of 5 meters

* Rated life hours L80B10 (>70.000h)

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pfikon

Napéti $iré PCB c Svételny tok
con:jsv%\;n\gn%ﬁon LLEEgs//rrTT‘W \/(c\)/\tége PC&m():Hh (mJ I(!:uél\gc: ng('ETrno/lrJrTf)DUT
2400k [ ] 440 46204100 @
2700k [ ] 460 46204101 @
7.2 30 24 12 1667 3000k [ ] 480 46204102 @
4000K ] 500 46204103 @
6000k [_| 550 46204105 @
2400k || 880 46204110
2700K [ 930 46204111 ©
14.4 60 24 12 100 3000k [ | 960 46204112 ©
4000K [ ] 1010 46204113 (O
6000k || 1090 46204115 ©

V&etné& montdznich Uchytd (mounting clips included)

@ c /- Ra L80{§)B10 ﬁ
s | e c € e IP68

4-zonové dalkové ovladani (RF)
4-zone remote control (RF)

46191310

Napajeni: str. 180-203,

Ovladace: kontaktujte svého prodejce
Power supplies: page 180-203,
Controllers: contact your seller

LET ZARUKA
@ PRODUKT SKLADEM YEARS WARRANTY

TECHNICKY NAKRES A DELKA KRACENI (TECHNICAL DRAWING AND CUTTING LENGTH)

1667 KRACENi POUZE NA VYZNAGCENYCH MIiSTECH

100

30LED

I
I
60 LED % © o o ()] © [}

© © o © ©

[4)

<)

[4)

www.prolumia.cz

169



s | ED PASEK SERIE GOLD (LED STRIP GOLD SERIES)

Silikonova vrstva chranici PCB (Silicone coating around PCB)

LED PASEK GOLD ©°'°®

IP68 LED pdsek v RGB a RGBW. Idedini pro ambientni osvétleni.
IP68 LED strips in RGB and RGBW. Ideal for creating ambiance.

« Opatien 3M oboustrannou lepici paskou * Equipped with a 3M double-sided adhesive strip
« K dispozici v mnoha variantdch chromati¢nosti ¢ Available in a variety of different light colors

* Stmivani pomoci volitelného oviadani * Dimmable with optional available controller

« K dispozici v 5m rolich * Available on rolls of 5 meters

TECHNICKE SPECIFIKACE A OBJEDNAVKOVA CISLA (ARTICLES AND TECHNICAL SPECIFICATIONS)

Pikon =5 Srox - ’
. Napéti Siré PCB ¢ Svételny tok
Power TypLED | LED/m |y ifnoe | PCB width >< Barva | Tisht output
consumption | LED type LEDs/m 9 mm Color 9 ©
(W/m) (Vdc) (mm) ( ) (Lm/m)
30 1667  RGB [ 255 46202117 @
60 24 12,5 100 rRee [ 510 46201117 ©
RGB 255
= 46180103 O
2400K l:‘ 510 4-zonové dalkové ovladani (RF)
RGB . 255 4-zone remote control (RF)
46180102 @ 46191208
2700 [ ] 540
60 24 14.5 200 Napajeni: str. 180-203,
REB . 2% Vv ¢e: kontaktujte svéh
46180101 © Ovladace: kontaktujte svého
3000K |:| 550 prodejce
RGB . 255 Power supplies: page 180-203,
46180100 @ Controllers: contact your seller
6000k || 655
RGB 640
. 46180148
2700k [ | 415
96 24 12,5 62,5
rRee [ 640
46180149
3000k | ] 430

V&etn& montdznich Uchytd (mounting clips included)

Ra L70 S) B10
s o (s P68 :
5 LET ZARUKA
5050 -2/4 > 50.000 c € L= @ PRODUKT SKLADE YEARS WARRANTY

200

I I
166,7

100 KRACENi POUZE NA VYZNACENYCH MIiSTECH

62,5

RE
ds8
Q
(o]
®]

Q
o]
]
U
STl

RGB+Win 1

96 LED -
24Vdcq j’“
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mmmmm NA OBJEDNAVKU (custom MADE ORDER)
LED pasky a hlinikové profily (LED strips and Aluminum LED profiles)

LED PASKY RADY BRONZE NA OBJEDNAVKU!

CUSTOM MADE LED STRIP BRONZE ORDER!

Vyberte si svlj LED pasek (Choose your LED strip)

Vyberte si z nové fady LED Paskl Bronze, v barvé 2400K, 2700K, 3000K, 4000K, 6000K a RGB. Piikon je variabilni.

Choose between the new LED Strip Bronze Series, in the light colours 2400K, 2700K, 3000K, 4000K, 6000K and RGB. All power consuptions are possible.

POZN.: Na objednavku Ize pouze upravit fada LED paskt Bronze, nikoliv Silver nebo Gold.

9.6 140 1060

14.4 210 1590
Kompletni pfehled LED pdskd na sir. 156 (See page 156 for all versions of this LED strip)

LED PASEK BRONZE H!GH POWER

14.4 60 1360
28.8 120 2720
38.4 240 3850

Kompletni pfehled LED pdskd na str. 157 (See page 157 for all versions of this LED strip)

LED PASEK AMG ULTRA HIGH POWER

2040
Kompletni pfehled LED pdskd na str. 158 (See page 158 for all versions of this LED strip)

LED PASEK BRONZE <©-or

RGB 14.4 60
14.4 60
RGB+W
30.7 96
Nastavitelnd bila 9.6 120

Kompletni pfehled LED pdskd na str. 159 (See page 159 for all versions of this LED strip)

UPRAVA JE ZPOPLATNENA: 250CZK / KS

LED PASEK BRONZE EFFICIENT POWER
(W/m) LEDs/m Lm/m
48 70 530

Pfikon (Power consumption) LEDs/m Max. svételny tok (Max. light output)
(W/m) LEDs/m Lm/m
7.2 30 680

Pfikon (Power consumption) LEDs/m Max. svételny tok (Max. light output
(W/m) LEDs/m Lm/m
12 80

255
760
815
470

Obj.&. (Art. no.)

4622401x
4622402x
4622403x

Obj.¢. (Art. no.)

4622410x
462241 1x
4622412x
4622413x

)

4622420x

Pfikon (Power consumption) LEDs/m Max. svételny tok (Max. light output) P x
Typ (Type) (W/m) LEDs/m jroa) i Obj.¢. (Art. no.)
RGB 7.2 30 510

46222117
46221117
461801xx
4618013x
461800112

172
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PROJVNITRNIAAVVENKOVNLPOUZITI

FORINDOOR'AND.OUIDOORUSE

FLEXIBILNI LED PASEK
SERIE DIAMOND i

LED FLEXIBLE STRIP DIAMOND Il SERIES

.
LED pdsky fady Diamond Il jsou opatfeny robustnim vnéjsim SPECIFICKE VLASTNOSTI
plastem vyrobenym z extrudovaného PVC, ktery je odolny « Robustni LED pasek
vUCi vodé a UV zdreni. Tato fada LED pdskU je diky své dlouhé + Navrzen pro venkovni pouziti

« Snadné kraceni délky

maximalni délce pripojeni opravdu viestrannd!
« Stmivani pomoci volitelného ovladace

The LED Diamond Il series features a robust outer jacket made from * Dodavano v rolich 5, 10 a 15m
extruded PVC which is water and UV-resistant. The long maximum
connection lengths make the LED Diamond Il series versatile! SPECIFIC FEATURES

* Very robust LED strip

» Designed for outdoor applications

» Easy to shorten length

» Dimming by means optional controller
* Available on rolls of 5, 10 and 15m

174 PROLUMIA




FLEXIBILNIi LED PASEK SERIE DIAMOND Il (LED FLEXIBLE STRIP DIAMOND Il SERIES) -

Extrudované PVC okolo PCB (PVC extrusion around PCB)

6W/m RGB
Role 5, 10 & 15 metrl
(Roll of 5, 10 & 15 meter)

462802x7 177

4-6W/m Jednobarevny
Role 5, 10 & 15 metrl
(Roll of 5, 10 & 15 meter)

462802xx 178




N\
vl \ » - v A VG N

X{rudovanei2\V. )KO | IA: 2V Erextrusiongarount 104=

POUZITi: JAKO AKCENTNI A AMBIENTNI OSVETLEN{
PRO VENKOVNI APLIKACE, JAKO JSOU ZAHRADY,
EXTERIERY BUDOV, OKOLI BAZENU, LODE APOD.

APPLICATIONS: AS ACCENT, BACKGROUND AND
COVE LIGHTING IN OUTDOOR APPLICATIONS
SUCH AS GARDENS, BUILDING EXTERIORS,
SWIMMING POOL SURROUNDINGS, SHIPS, ETC.




FLEXIBILNIi LED PASEK SERIE DIAMOND Il (LED FLEXIBLE STRIP DIAMOND Il SERIES) -

Extrudované PVC okolo PCB (PVC extrusion around PCB)

LED Pasek RGB
Role 5, 10 & 15 metru

Roll of 5, 10 & 15 meter

* Flexibilni vodotésny a robustni LED pdsek

* Opatifen ochrannou vrchni vrstvou z extrudovaného PVC
(UV odolné) (IPé8)

* Specidlné navrzeno pro venkovni pouZziti

* Instalace pomoci anodizovaného hlinikového profilu
* LED pdsek Ize krétit na vyznacenych mistech

150°
150°

* Doddvdno s koncovkami (IP65) a spojovacimi a propovacimi kabely

(IP65), anodizovany hlinikovy profil a lepidlo nejsou soucasti baleni

* Barvy jsou ménény pomoci dostupného oviadace
¢ K dostani v rolich 5, 10 nebo 15 m, véetné 3 m kabelu a koncovek

- B Poufziti: joko akcentni a ambientni osvétleni pro venkovni aplikace, jako jsou
Dodavano v rolich

Available per roll
Provozni teplota: -20°C ~ 45°C
Operating temperature: -20°C ~ 45°C

Zivotnost (hod.): > 50.000
Rated life hours: > 50.000

zahrady, exteriéry budov, okoli bazénU, lodé apod.

* Flexible waterproof and very solid LED strip
 This LED strip is provided with a protective outer cover made of exfru-
ded PVC (UV resistant) (IP68)

462802x7

* The Diamond Il Serie LED strip is specifically designed for outdoor
applications
« Installation by using an anodised aluminum profile

* The LED strip can be cut to size at the specified indicator points

* End caps (IP65), connecting and interconnection cords (IP65), anodi-

sed aluminum profile and glue can be ordered separately
— * Colors are changeable with optional available controller
@] G * Available per roll of 5, 10 or 15 meter, complete with 3 meters of cable
5] and end cap
Applications: as accent, background and cove lighting in outdoor applications
such as gardens, building exteriors, swimming pool surroundings, ships, etc.
[ — 1 | — o))

CEIPes - @ @

LET ZARUKA
YEARS WARRANTY

x & Pfikon = ¢ o A
Rozméry (DxSxV) P ) Svételny tok Vinova délka /
Typ LED  LEDs/m Dimensions (LXWxH) Napéfi (RO EE- < Lightoutput Teplota chromati&nosti
(VdC) sumption (mm)
(mm) W/m (Lm/m) Wavelength-/Colortemp.
5 metry 46280217
5050 30 15.5%6 24 6 200 = 150 RGB 10 metrd 46280227
15 metrd 46280237
3-kanalovy RGB ovladac¢ - bezdratovy (RF)
3-channel RGB controller - wireless (RF)
12Vdc/24Vdc
46191170
Www.prolumla.cz 177



s FLEXIBILNI LED PASEK SERIE DIAMOND |l (LED FLEXIBLE STRIP DIAMOND II SERIES)

Extrudované PVC okolo PCB (PVC extrusion around PCB)

LED Pasek Jednobarevny « Flexibilni vodoté&sny a robustni LED pdsek
Role 5, 10 & 15 metru « Opatfen ochrannou vrchni vrstvou z extrudovaného PVYC
Roll of 5, 10 & 15 meter (UV odolné) (IP68)

* Specidlné navrzeno pro venkovni pouZziti
* Instalace pomoci anodizovaného hlinikového profilu
* LED pdsek Ize krétit na vyznacenych mistech
;-<1 500 * Doddvdno s koncovkami (IP65) a spojovacimi a propovacimi kabely
1500 (IP65), anodizovany hlinikovy profil a lepidlo nejsou soucasti baleni

:-: = Stmivani pomoci dostupného ovliadace

* Barvy jsou ménény pomoci dostupného ovliadace

¢ K dostani v rolich 5, 10 nebo 15 m, véetné 3 m kabelu a koncovek
Dodavano v rolich
Available per roll Pouiiti: jako akcentni a ambientni osvétleni pro venkovni aplikace, jako jsou
Provozni teplota: -20°C ~ 45°C zahrady, exteriéry budov, okoli bazénd, lodé apod.
Operating temperature: -20°C ~ 45°C

Zivotnost (hod.): > 50.000
Rated life hours: > 50.000

Flexible waterproof and very solid LED strip

This LED strip is provided with a protective outer cover made of extru-
ded PVC (UV resistant) (IP68)

462802xXx « The Diamond Il Serie LED strip is specifically designed for outdoor
applications

.

Installation by using an anodised aluminum profile

* The LED strip can be cut to size at the specified indicator points

End caps (IP65), connecting and inferconnection cords (IP45), anodi-

sed aluminum profile and glue can be ordered separately

Dimmable with optional available controller

a
GEl

Available per roll of 5, 10 or 15 meter, complete with 3 meters of cable

and end cap

Applications: as accent, background and cove lighting in outdoor applications

_ 1 such as gardens, building exteriors, swimming pool surroundings, ships, etc.

. LET ZARUKA
Cerpes Q@ O O

Pfikon Svételny
Napéti Power con- tok
(Vdc) sumption Lightoutput

VInovd délka /
Teplota chromaticnosti

Rozméry (Dx3xV)

Typ LED  LEDs/m Dimensions (LxWxH)
(mm) W/m {Lm/m) Wavelength-/Colortemp.

5 metrd 46280210

[ | 110 620 10 metrd | 46280220
15mefrd | 46280230

4 333
5 metry 46280211
[ | 110 590 10mefrd | 46280221
15mefrd | 46280231
5 metrd 46280212
[ | 55 460 10 metrd | 46280222
15 metr 46280232

5050 30 13.5%6 24

5 metry 46280213
[ 225 520 10mefrd | 46280223
15mefrd | 46280233

6 200

5 metry 46280214

[] 450 6500K 10 metrd | 46280224

15 metrd 46280234

Smetrd | 46280215 ()
[] 450 3000k 10metry | 46280225 (O)
15metrs | 46280235 ()

178 PROLUMIA



FLEXIBILNI LED PASEK SERIE DIAMOND Il (LED FLEXIBLE STRIP DIAMOND Il SERIES) N

Extrudované PVC okolo PCB (PVC extrusion around PCB)

46280290: Type 1: Spojovaci kabel, IP65, 3 m @ 46280293: Stredni konektor, IP65 46280294: Propojovaci kabel, IP65 46280292: Koncovka, IP65 @
Connecting cord, IP65, 3 m Middle connector, IP65 Interconnection cord P65 End cap, IP65
46280291: Type 2: Spojovaci kabel, IP65, 3 m
Connecting cord IP65 3m

Prislusenstvi Diamond Il RGB
Accessories Diamond Il RGB

(Rozdil v typu, viz technicky nakres 1)
(Difference in types, see technical drawing 1)

Accessoires LED Strip Single color
Accessories Diamond Il Single color

46280280: Typ 1: Spojovaci kabel, IP65, 3 m () 46280283: Stfedni konektor, IP65 () 46280284: Propojovaci kabel, IP65 46280282 Koncovka, 1P65 ()
Connecting cord IP65 3m Middle connector, IP65 Interconnection cord P65 End cap, IP65
46280281: Typ 2:  Spojovaci kabel, IP65, 3 m
Connecting cord, IP65, 3 m
?Rozdfl Vv typu, viz technicky nakres 1)
Difference in types, see technical drawing 1)
Hlinikové profily Naradi
Aluminum profiles Tools

o5

125 155

46280295: Hinikovy profll RGB, 1 m @) 46280285: Hinkowy profi ecnobarewny, 1m © 46280289: Sada nafadi
Aluminum profile RGB, 1 m Aluminum profile single color, 1 m Toolkit

Technicky nakres 1
Technical drawing 1

RGB: type 1 RGB: type 2
e = = T
g o8\g O
Single color: type 1 Single color: type 2
+ Pt == = t|= +
L8 O8g g g-
Typy spojovacich kabeld 46280299: Silikonové lepidio ()
Connecting cord types Silicone glue

www.prolumia.cz 179



CISTY VYKON
PURE POWER

NAPAJECI ZDROJE

POWER SUPPLIES

LED napdjeci zdroje Prolumia jsou k dispozici pro vnitini

i venkovni pouziti (vodéodolné). Diky tenkému provedeni
mohou byt zdroje Prolumia snadno uloZzeny napriklad pod
police,  do skfiné nebo za sténou.

Prolumia LED power supplies are available for both indoor and outdoor
applications (waterproof). Thanks to the relatively thin size of the power
supplies, it can easily be concealed under a shelf, in a cabinet or behind a
wall.

SORTIMENT

« Triac stmivatelna napajeni

* 5-in-1 stmivatelna napajeni

* Meanwell IP20 napajeni

* Meanwell IP65 napajeni

* Meanwell napajeni na DIN liStu
* Prolumia napajeni (IP20 / IP67)

RANGE AMONG OTHER

» Triac dimmable power supplies

* 5-in-1 dimmable power supplies
* Meanwell IP20 power supplies

* Meanwell IP65 power supplies

* Meanwell DIN-rail power supplies
* Prolumia voedingen (IP20 / IP67)

180
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NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Triac stmivatelné napajeni (IP20) (Triac dimmable power supplies - not waterproof (IP20))
5-in-1 stmivatelné napajeni (IP20) (5-in-1 dimmable power supplies - not waterproof (IP20))

Triac stmivatelné napajeni 75W
Triac dimmable power supply 75W

24Vdc - 46190002 188

Triac stmivatelné napajeni 150W
Triac dimmable power supply 150W

24Vdc - 46190003 188

Triac stmivatelné napajeni 200W
Triac dimmable power supply 200W

24Vdc - 46190004 189

5-in-1 stmivatelné napajeni (konstantni napéti) 150W
5-in-1dimmable power supply (constant voltage) 150W

24Vdc - 46190008 190

5-in-1 stmivatelné napajeni (konstantni napéti) 200W
5-in-1dimmable power supply (constant voltage) 200W

24Vdc - 46190009 190

B s B B

www.prolumia.cz 181



s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni (IP20) (Meanwell power supplies - not waterproof (IP20))

Meanwell napajeci zdroj 40W
Power supply Meanwell 40W

24Vdc - 41071033 192

Meanwell napajeci zdroj 60W
Power supply Meanwell 60W

24Vdc - 41071043 192

Meanwell napajeci zdroj 100W
Power supply Meanwell 100W

24Vdc - 41071053 193

182 PROLUMIA



NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Meanwell napajeni - DIN-lista (Meanwell power supplies - DIN-rail)

Meanwell napajeci zdroj 240W
Power supply Meanwell 240W

24Vdc - 41071174

194

Meanwell napajeci zdroj 480W
Power supply Meanwell 480W

24Vdc - 41071184

194

Meanwell napajeci zdroj 240W
Power supply Meanwell 240W

24Vdc - 41071273

195

Meanwell napajeci zdroj 480W
Power supply Meanwell 480W

24Vdc - 41071283

195

Meanwell napajeci zdroj 960W
Power supply Meanwell 960W

24Vdc - 41071293

196

www.prolumia.cz
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s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni - vodéodolné (IP65) (Meanwell power supplies - waterproof (IP65))

Meanwell napajeci zdroj 60W
Power supply Meanwell 60W

24Vdc - 41071323 197

Meanwell napajeci zdroj 100W
Power supply Meanwell 100W

24Vdc - 41071343 197

Meanwell napajeci zdroj 150W
Power supply Meanwell 150W

24Vdc - 41071363 198

Meanwell napajeci zdroj 240W
Power supply Meanwell 240W

24Vdc - 41071383 198

Meanwell napajeci zdroj 320W
Power supply Meanwell 320W

24Vdc - 41071393 199
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NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Prolumia napajeni - vodéodolné (IP67) (Prolumia power supplies - waterproof (IP67))

Napajeci zdroj 15W
Power supply 15W

12Vdc - 46190111
24Vdc - 46190311

200

Napajeci zdroj 30W
Power supply 30W

12Vdc - 46190121
24Vdc - 46190321

200

Napajeci zdroj 60W
Power supply 60W

12Vdc - 46190131
24Vdc - 46190331

200

Napajeci zdroj 100W
Power supply 100W

12Vdc - 46190151
24Vdc - 46190351

201

Napajeci zdroj 150W
Power supply 150W

12Vdc - 46190171
24Vdc - 46190371

201

Napajeci zdroj 200W
Power supply 200W

12Vdc - 46190181
24Vdc - 46190381

201

www.prolumia.cz
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s NAPAJECI ZDROJE (POWER SUPPLIES)

Prolumia napajeni (IP20) (Prolumia power supplies - not waterproof (IP20))

Napajeci zdroj 15W
Power supply 15W

12Vdc - 46190011
24Vdc - 46190211 202

Napajeci zdroj 35W
Power supply 35W

12Vdc - 46190022
24Vdc - 46190222 202

Napajeci zdroj 60W
Power supply 60W

12Vdc - 46190031
24Vdc - 46190231 202

Napajeci zdroj 100W
Power supply 100W

12Vdc - 46190051
24Vdc - 46190251 203

Napajeci zdroj 200W
Power supply 200W

12Vdc - 46190081
24Vdc - 46190281 203

Napajeci zdroj 350W
Power supply 350W
S ventilatorem (With fan)

12Vdc - 46190091

24Vdc - 46190291 203

186 PROLUMIA
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s NAPAJECI ZDROJE (POWER SUPPLIES)

Triac stmivatelné napajeni (Triac dimmable power supplies)

46190002 @

e

46190003 @

‘ 3000

2782

— 00—
396
]

-

~%f[@'@ T

188

Triac stmivatelné napajeni

75W
Triac dimmable power

supply
75W
24Vdc

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

C€ 1P20

Triac stmivatelné napajeni

150W
Triac dimmable power

supply
150W
24Vvdc

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

C€ IP20

« Triac stmivani (ndbé&ind a sestupnd hrana)
Konstantni napéti. Idedini pro LED pdsky

Kovovy kryt s kabelovou Uchytkou

U¢inik > 0,99

Chrénéno proti zkratu, pretizeni, prepéti, prehrati

Triac dimmable (leading-edge and trailing-edge)

Constant voltage. Ideal for LED strips.

Metal housing with strain relief

Power factor > 0,99

Protected against short circuit, overload, overvoltage and temperature

Vstupni napéti (Voltage range): 200 ~ 240 Vac, 50/60 Hz
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 3,1A

Vystupni vykon (Rated power): 75W

Ucinnost (Efficiency): 86% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +50°C

« Triac stmivani (ndbéznd a sestupnd hrana)
 Konstantni napéti. Idedini pro LED pdsky

« Kovovy kryt s kabelovou Uchytkou

« Uginik > 0,95

» Chranéno proti zkratu, pretizeni, prepéti, prehrati

« Triac dimmable (leading-edge and trailing-edge)

* Constant voltage. Ideal for LED strips.

* Metal housing with strain relief

« Power factor > 0,95

* Protected against short circuit, overload, overvoltage and temperature

Vstupni napéti (Voltage range): 200 ~ 240 Vac, 50/60 Hz
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 6,25A

Vystupni vykon (Rated power) 150W

Uginnost (Efficiency): 90% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +50°C
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NAPAJECI ZDROJE (POWER SUPPLIES) Humm—

Triac stmivatelné napajeni (Triac dimmable power supplies)

Triac stmivatelné napajeni
200w

Triac dimmable power

supply
200W

24vdc

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

C€1P20

« Triac stmivani (ndbé&ind a sestupnd hrana)
Konstantni napéti. Idedini pro LED pdsky

Kovovy kryt s kabelovou Uchytkou

Ocinik > 0,95

Chrdnéno proti zkratu, pretizeni, prepéti, prehrdti

Triac dimmable (leading-edge and trailing-edge)

Constant voltage. Ideal for LED strips.

Metal housing with strain relief

Power factor > 0,95

Protected against short circuit, overload, overvoltage and temperature

Vstupni napéti (Voltage range): 200 ~ 240 Vac, 50/60 Hz
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 8,3A

Vystupni vykon (Rated power): 200W

Uginnost (Efficiency): 92% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +50°C



s NAPAJECI ZDROJE (POWER SUPPLIES)

5-v-1 stmivatelné napajeni (5-in-1 dimmable power supplies)
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5-v-1 stmivatelné napajeni
(konstantni proud) 200W
5-in-1 dimmable power
supply

(constant voltage) 150W
24vdc

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

C€ IP20

5-v-1 stmivatelné napajeni
(konstantni proud) 200W

5-in-1 dimmable power
supply

(constant voltage) 200W
24vdc

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

C€ IP20

 Stmivéni pomoci DALI, 1-10 V, push, potenciometrem a PWM
Konstantni napéti. Idedini pro LED pdsky

Kovovy kryt s kabelovou Uchytkou

Ocinik > 0,95

Chrdnéno proti zkratu, pretizeni, prepéti, prehrati

Dimmable with Dali, 1-10V, push-dimming, potentiometer and PWM

Constant voltage. Ideal for LED strips.

Metal housing with strain relief

Power factor > 0,95

Protected against short circuit, overload, overvoltage and temperature

Vstupni napéti (Voltage range): 200 ~ 240 Vac, 50/60 Hz
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 6,25A

Vystupni vykon (Rated power) 150W

Uginnost (Efficiency): 90% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +50°C

 Stmivéni pomoci DALI, 1-10 V, push, potenciometrem a PWM
* Konstantni napéti. Idedini pro LED pdsky

« Kovovy kryt s kabelovou Uchytkou

« Uginik > 0,95

» Chranéno proti zkratu, pretizeni, prepéti, prehiati

* Dimmable with Dali, 1-10V, push-dimming, potentiometer and PWM

* Constant voltage. Ideal for LED strips.

* Metal housing with strain relief

« Power factor > 0,95

* Protected against short circuit, overload, overvoltage and temperature

Vstupni napéti (Voltage range): 200 ~ 240 Vac, 50/60 Hz
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 8,3A

Vystupni vykon (Rated power): 200W

Ucinnost (Efficiency): 92% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +50°C
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s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni (IP20) (Meanwell power supplies - not waterproof (IP20))

41071033 @

41071043 @

192

Meanwell napajeci zdroj
40w

Power supply Meanwell
40W

24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
ROKY ZARUKA
YEARS WARRANTY

(€ -®-

Meanwell napajeci zdroj
60W

Power supply Meanwell
60w
24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
ROKY ZARUKA
YEARS WARRANTY

(€ -®-

* Univerzdlni vstup AC / PIny rozsah

Ochrany: zkrat / pretizeni / prepéti

Chlazeni proudénim vzduchu

Lze instalovat na DIN li§tu TS-35 / 7.5 nebo 15
Kompatibilni s NEC ffidy 2 / LPS (pouze 12V, 24V, 48V)
Kontakt DC OK relé

* Spoffeba energie bez zatéze <0,75 W

* Testovdno pii 100% z&tézzi

Universal AC input/Full range

Protections: Short circuit / Overload / Over voltage

Cooling by free air convection

Can be installed on DIN rail 1S-35/7.5 or 15
NEC class 2 / LPS compliant (12V,24V,48V only)
DC OK relay contact

No load power consumption < 0.75W

100% full load burn-in test

Vstupni napéti (Voltage range): 85 ~ 264VAC / 120 ~ 370VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 1.7A

Vystupni vykon (Rated power): 40.8W

Ucinnost (Efficiency): 88% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, UL60950-1, TUV EN60950-1 schvdlen (ap-
proved), NEC tiida 2 / LPS kompatibilni (compliant) (12V, 24V, 48V)

EMC emise (EMC emission): V souladu s (Compliance to) EN55011, EN55022 (CISPR22),
EN61204-3 Tiida B, EN61000-3-2,-3

EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2, 3, 4, 5, 6, 8,
11, EN55024, EN61000-6-2, EN61204-3, na Urovni tézkého promyslu (heavy industry level),
kritéria A

K i specifikace v vyrobce.
For complete specifications, see manufacturer's data sheets.

Univerzdaini vstup AC / PIny rozsah

Ochrany: zkrat / pretizeni / prepéti

Chlazeni proudénim vzduchu

Lze instalovat na DIN li§tu 15-35 / 7.5 nebo 15
Kompatibilni s NEC ffidy 2 / LPS (pouze 24V, 48V)
Kontakt DC OK relé

Spoftfeba energie bez zatéze <0,75 W

¢ Testovdano pii 100% z&tézzi

Universal AC input/Full range

Protections: Short circuit / Overload / Over voltage
Cooling by free air convection

Can be installed on DIN rail 1S-35/7.5 or 15

NEC class 2 / LPS compliant (24V,48V only)

DC OK relay contact

No load power consumption < 0.75W
100% full load burn-in test

Vstupni napéti (Voltage range): 85 ~ 264VAC / 120 ~ 370VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 12.5A

Vystupni vykon (Rated power): 60W

Ucinnost (Efficiency): 88% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, UL60950-1, TUV EN60950-1 schvdlen (ap-
proved), NEC tfida 2 / LPS kompatibilni (compliant) (24V, 48V)

EMC emise (EMC emission): V souladu s (Compliance to) EN55011, EN55022 (CISPR22),
EN61204-3 Trida B, EN61000-3-2,-3

EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2, 3, 4, 5, 6, 8,
11, EN55024, EN61000-6-2, EN61204-3, na Urovni t&zkého primyslu (heavy industry level),
kritéria A

datash,

K letni specifikace nal v tu vyrobce.
For complete specifications, see manufacturer's data sheets.




NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Meanwell napajeni (IP20) (Meanwell power supplies - not waterproof (IP20))

Meanwell napajeci zdroj * Univerzdini vstup AC / PIny rozsah

100W Vestavénd aktivni funkce PFC

Power supply Meanwell Ochrany: zkrat / pretizeni / prepéti
oow

Chlazeni proudénim vzduchu

24vdc * Lze instalovat na DIN figtu T$-35 / 7.5 nebo 15
* Kompatibilni s NEC tfidy 2 / LPS (pouze 12V, 24V, 48V)
M W * Kontakt DC OK relé
* Spotfeba energie bez zatéze <0,75 W

Testovdno pri 100% zatézzi

Universal AC input/Full range

Built in active PFC function

OPRODUKT SKLADEMl
Protections: Short circuit / Overload / Over voltage
- ¢ Cooling by free air convection
ROKY ZARUKA . ;
YEARS WARRANTY Can be installed on DIN rail 1S-35/7.5 or 15

NEC class 2 / LPS compliant (12V,24V,48V only)
€ -®-

DC OK relay contact
¢ No load power consumption < 0.75W
100% full load burn-in test

41071053 @
Vstupni napéti (Voltage range): 85 ~ 264VAC / 120 ~ 370VDC
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 4A

Vystupni vykon (Rated power): 96W

U&inik (Power factor): PF20.95/230VAC / PF20.98/115VAC pFi piné z&té7i (at fullload)
Ucinnost (Efficiency): 86% (Typ.)

Provozni teplota (Operating temp.): -10°C ~ +60°C

Bezpecnostni normy (Safety standards): UL508, UL60950-1, TUV EN60950-1 schvdlen
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2, 3, 4, 5, 6, 8,
11, ENV50204, EN55024, EN61000-6-2, EN61204-3, na Urovni tézkého primyslu (heavy
industry level), kritéria A

K i specifikace v vyrobce.
For complete specifications, see manufacturer's data sheets.




s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni na DIN listu (Meanwell power supplies - DIN-rail)
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Meanwell napajeci zdroj
240W

Power supply Meanwell
40W

24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
ROKY ZARUKA
YEARS WARRANTY

(€ ®-

Meanwell napajeci zdroj
430W

Power supply Meanwell
480W

24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
ROKY ZARUKA
YEARS WARRANTY

€ ®-

Univerzdlni vstup AC / PIny rozsah

Funkce PFC

Ochrany: zkrat / pretizeni / prepéti / prehidti
Chlazeni proudem vzduchu

Lze instalovat na DIN [i§tu 1S-35 / 7.5 nebo 15
Splfiuje normu UL 508

Testovdno pri 100% zatézzi

Vysokd U¢innost 88,5% s nizkou ztrdtou vykonu
Spliiuje normu EN 61000-6-2 (EN50082-2)

Universal AC input / Full range

Built in active PFC function

Protections: Short circuit / Overload / Over voltage / Over temp.

Cooling by free air convection

Can be installed on DIN rail 15-35/7.5 or 15

UL 508(industrial control equipment)approved
100% full load burn-in test

High efficiency 88.5% and low dissipation
EN61000-6-2(EN50082-2) industrial immunity level

Vstupni napéti (Voltage range): 85 ~ 264VAC / 120 ~ 370VDC

Vystupni napéti (voltage): 24V

Vystupni proud (Rated current): 10A

Vystupni vykon (Rated power): 240W

U&inik (Power factor): 0.95/230VAC / 0.98/115VAC pii piném zatizeni (at full load)
Ucinnost (Efficiency): 88,5% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, TUV EN60950-1 schvdlen (approved)

EMC emise (EMC emission): V souladu s (Compliance to) EN55032 (CISPR32), EN61204-3

Class B, EN61000-3-2-3
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11,

EN55024, EN61000-6-2 (EN50082-2), EN61204-3 , na Urovni tézkého primyslu (heavy industry

level), Kritéria A (criteria A)

Kompletni specifikace v di tu vyrobce..
For complete specifications, see manufacturer's data sheets.

* Funkce PFC

¢ Vysokd Ucinnost 92,5% s nizkou ztrdtou vykonu
* Ochrany: zkrat / pretizeni / pfepéti / prehrdti
* Chlazeni proudem vzduchu

* Lze instalovat na DIN [i§tu TS-35 / 7.5 nebo 15

* Splriuje normu UL 508

* Splfivje normu EN 61000-6-2 (EN50082-2)

* Testovdno pii 100% z&tézzi

* Built-in passive PFC function

« High efficiency 92,5% and low dissipation

* Protections: Short circuit / Overload / Over voltage / Over temp.
« Cooling by free air convection

* Can be installed on DIN rail T1$-35/7.5 or 15

¢ UL 508(industrial control equipment)approved

* EN61000-6-2(EN50082-2) industrial immunity level

* 100% full load burn-in test

Vstupni napéti (Voltage range): 90 ~ 264VAC / 127 ~ 370VDC

Vystupni napéti (voltage): 24V

Vystupni proud (Rated current): 20A

Vystupni vykon (Rated power): 480W

Ucinik (Power factor): 0.94/230VAC / 0.98/115VAC pii plném zatizeni (at full load)
Uginnost (Efficiency): 92,5% (Typ.)

Provozni teplota (Operating temp.): -20°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, TUV EN60950-1 schvdlen (approved)

EMC emise (EMC emission): V souladu s (Compliance to) EN55032 (CISPR32), EN61204-3

Class B, EN61000-3-2-3
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11,

EN61000-6-2 (EN50082-2), EN61204-3, na Urovni tézkého primyslu (heavy industry level),

Kritéria A (criteria A)

te v datasheef

Kompletni specifikace nal v vyrobce.
For complete specifications, see manufacturer's data sheets.
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NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Meanwell napajeni na DIN liStu (Meanwell power supplies - DIN-rail)

Meanwell napajeci zdroj
240W

Power supply Meanwell
240W
24vdc

MW

MEAN WELL

ROKY ZARUKA
YEARS WARRANTY

€ ®-

Meanwell napajeci zdroj
430W

Power supply Meanwell
480W

24vdc

MW

MEAN WELL

ROKY ZARUKA
YEARS WARRANTY

€ ®-

« Vysokd U&innost 94% s nizkou ztrdtou vykonu
Maximdini zatizeni150%

Funkce PFC, PF>0,93

Ochrany: zkrat / pretizeni / prepéti / prehrdti
Chlazeni proudem vzduchu

Lze instalovat na DIN li§tu TS-35 / 7.5 nebo 15
Vestavény kontakt s relé DC OK

Testovdno pfi 100% zatézzi

High efficiency 94% and low power dissipation

150% peak load capability

Built-in active PFC function, PF>0.93

Protections: Short circuit / Overload / Over voltage / Over temp.

Cooling by free air convection

* Can be installed on DIN rail TS-35/7.5 or 15
Built-in DC OK relay contact

100% full load burn-in test

Vstupni napéti (Voltage range): 88 ~ 264VAC / 124 ~ 370VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 10A

Vystupni vykon (Rated power): 240W

Ucinik (Power factor): 0.93/230VAC / 0.99/115VAC pii plném zatizeni (at full load)
Uginnost (Efficiency): 94% (Typ. Po 30 min provozu / After 30 min of burn-in)

Provozni teplota (Operating temp.): -20°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, TUV EN60950-1 schvdlen (approved)
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2, 3, 4, 5, 6, 8,
11, ENV50204, EN55024, EN41000-6-2 (EN50082-2), EN61204-3, na Urovni tézkého promyslu
(heavy industry level), kritéria A, SEMI F47, GL schvdlen (approved)

K i specifikace vd tu vyrobce.
For complete specifications, see manufacturer’s data sheets.

* Vysokd U¢innost 94% s nizkou ztrdtou vykonu
* Maximdini zatizeni150%

Funkce PFC, PF> 0,94

Ochrany: zkrat / pretizeni / prepéti / prehidti
Chlazeni proudem vzduchu

* Vestavény omezovac proudu

Lze instalovat na DIN li§tu TS-35 / 7.5 nebo 15
* Vestavény kontakt s relé DC OK

Testovdno pfi 100% zatézzi

High efficiency 94% and low power dissipation

150% peak load capability

Built-in active PFC function, PF>0.94

Protections: Short circuit / Overload / Over voltage / Over temp.

Cooling by free air convection

Built-in constant current limiting circuit

* Can be installed on DIN rail T$-35/7.5 or 15
100% full load burn-in test

Built-in DC OK relay contact

Vstupni napéti (Voltage range): 90 ~ 264VAC / 127 ~ 370VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 20A

Vystupni vykon (Rated power): 480W

Ucinik (Power factor): 0.94/230VAC / 0.99/115VAC pii plném zatizeni (at full load)
Ucinnost (Efficiency): 94% (Typ.)

Provozni teplota (Operating temp.): -25°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, TUV EN60950-1 schvdlen (approved),
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2, 3, 4, 5, 6, 8,
11, ENV50204, EN55024, EN61000-6-2 (EN50082-2), EN61204-3, na Urovni tézkého promyslu
(heavy industry level), kiitéria A, SEMI F47, GL schvdlen (approved)

K i specifikace v vyrobce.
For complete specifications, see manufacturer's data sheefs.




s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni na DIN listu (Meanwell power supplies - DIN-rail)
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Meanwell napajeci zdroj
960W

Power supply Meanwell
960W
24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
ROKY ZARUKA
YEARS WARRANTY

€ ®-

Vysokd U¢innost 94% s nizkou ztrdtou vykonu

Maximdini zatizeni 130%

Funkce PFC, odpovidajici normé EN61000-3-2
Ochrany: zkrat / pretizeni / prepéti / prehrdti

Chlazeni proudem vzduchu

Vestavény omezovadé proudu

Lze instalovat na DIN li§tu 15-35 / 7.5 nebo 15

Vestavény kontakt s relé DC OK

Testovdno pri 100% zatézzi

130% peak load capability
Built-in active PFC function compliance to EN61000-3-2

High efficiency 94% and low power dissipation

Protections: Short circuit / Overload / Over voltage / Over temp.
Cooling by free air convection

Built-in constant current limiting circuit

Can be installed on DIN rail 15-35/7.5 or 15

Built-in DC OK relay contact

100% full load burn-in test

Vstupni napéti (Voltage range): 180 ~ 264VAC / 254 ~ 370VDC
Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 40A

Vystupni vykon (Rated power): 960W

Ucinik (Power factor): PF20.95/230VAC pii plném zatizeni (at full load)
Uginnost (Efficiency): 94% (Typ.)

Provozni teplota (Operating temp.): -30°C ~ +70°C

Bezpecnostni normy (Safety standards): UL508, TUV EN60950-1 schvdlen (approved)
EMC emise (EMC emission): V souladu s (Compliance to) EN55022 (CISPR22), EN61204-3

Trida vodivosti B, ffida z&feni A, EN61000-3-2,-3

EMC odolnost (EMC immunity): V souladu s (Compliance fo) EN61000-4-2, 3, 4, 5, 6,8, 11,
EN55024, EN61000-6-2 (EN50082-2), EN61204-3, na Urovni tézkého promyslu, kritéria A

K i specifikace v tu vyrobce.
For complete specifications, see manufacturer's data sheets.
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Meanwell napajeci zdroj
60W

Power supply Meanwell
60W

24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

(€ -®-

Meanwell napajeci zdroj
100W

Power supply Meanwell
100W
24vdc

MW

MEAN WELL

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

(€ -®-

NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Meanwell napajeni - vodéodolné (IP65) (Meanwell power supplies - waterproof (IP65))

* Univerzdlni vstup AC / PIny rozsah

* Funkce PFC

» Ochrany: zkrat / pretizeni / prepéti / prehiati

¢ Chlazeni proudénim vzduchu

* OCP nastavitelné pomoci vystupniho kabelu
nebo interniho potenciometru

¢ Vhodné pro suché, vihké i mokré prostory

* P65

* Universal AC input / Full range

* Built-in active PFC function

* Protections: Short circuit / Over current / Over voltage / Over temperature
* Cooling by free air convection

* OCP point adjustable through output cable or internal potentiometer

« Suitable for dry / damp / wet locations

* IP65

Vstupni napéti (Voltage range): 90 ~ 305VAC / 127 ~ 431VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 2.5A

Vystupni vykon (Rated power): 60W

Uginnost (Efficiency): 89.5% (Typ.)

Provozni teplota (Operating temp.): -40°C ~ +70°C

Bezpecnostni normy (Safety standards): UL8750, CSA C22.2 No. 250.0-08 (kromé /except
for 48V, 54V), EN61347-1, EN61347-2-13 independent, IP45 or IP67, J61347-1,
J61347-2-13 approved ; design refer to UL60950-1, TUV EN60950-1, EN60335-1

EMC emise (EMC emission): V souladu s (Compliance to) EN55015, EN61000-3-2 Class C
(260% load) ; EN61000-3-3

EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11;
EN61547, EN55024, light industry level (surge 4KV), kritéria A

K i specifikace vd tu vyrobce.
For complete specifications, see manufacturer’s data sheets.

¢ Univerzdini vstup AC / PIny rozsah

* Vestavénd aktivni funkce PFC

* Ochrany: zkrat / pfetizeni / pfepéti

* Chlazeni proudénim vzduchu

* OCP nastavitelné pomoci vystupniho kabelu nebo internino
potenciometru

* Vhodné do suchého, vinkého i mokrého prostredi

¢ P65

 Universal AC input / Full range

* Built-in active PFC function

* Protections: Short circuit / Over current / Over voltage / Over temperature
¢ Cooling by free air convection

* OCP point adjustable through output cable or internal potentiometer

« Suitable for dry / damp / wet locations

* IP65

Vstupni napéti (Voltage range): 90 ~ 264VAC / 127 ~ 370VDC

Vystupni napéti (Voltage): 24V

Vystupni proud (Rated current): 4A

Vystupni vykon (Rated power): 100W

U&innost (Efficiency): 93,5% (Typ.)

Provozni teplota (Operating temp.): -40°C ~ +60°C; +70°C pii 60% z4téZi (load)
Bezpecnostni normy (Safety standards): UL8750, EN61347-1, EN61347-2-13 independent,
IP65 approved; Design refer to UL60950-1, TUV EN60950-1

J61347-2-13 approved ; design refer to UL60950-1, TUV EN60950-1, EN60335-1

EMC emise (EMC emission): V souladu s (Compliance to) EN55015, EN55022 (CISPR22)
Class B, EN61000-3-2 Class C (60% load) ; EN61000-3-3

EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11;
EN61547, EN55024, heavy industry level (surge 4KV), kritéria A

K i specifikace v heetu vyrobce.
For complete specifications, see manufacturer's data sheefs.




s NAPAJECI ZDROJE (POWER SUPPLIES)

Meanwell napajeni - vodéodolné (IP65) (Meanwell power supplies - waterproof (IP65))

Meanwell napajeci zdroj « Univerzdini vstup AC / PIny rozsah

150W * Vestavénd aktivni funkce PFC

Power supply Meanwell  Ochrany: zkrat / pretizeni / prepéti / prehiati
150W ¢ Chlazeni proudénim vzduchu

* OCP nastavitelné pomoci vystupniho kabelu
nebo interniho potenciometru

M W * Vhodné pro suché, vihké i mokré prostory
* P65

MEAN WELL

* Universal AC input / Full range
* Built-in active PFC function

OPRODUKT SKLADEMl  Protections: Short circuit / Over current / Over voltage / Over temperature
* Cooling by free air convection

* OCP point adjustable through output cable or internal potentiometer

LET ZARUKA e )
YEARS WARRANTY Suitable for dry / damp / wet locations

* IP65
(€ -®-

Vstupni napéti (Voltage range): 90 ~ 264VAC / 127 ~ 370VDC
Vystupni napéti (Voltage): 24V

41071363 O Vystupni proud (Rated current): 6,3A

Vystupni vykon (Rated power): 150W

Ucinnost (Efficiency): 93,5% (Typ.)
Provozni teplota (Operating temp.): -40°C ~ +60°C; +70°C pfi 60% z&téZi (load)

2 Bezpecnostni normy (Safety standards): UL8750, EN61347-1, EN61347-2-13 independent,
‘ IP65 approved; Design refer to UL60950-1, TUV EN60950-1
00
ooyl ABLA). E qoize J61347-2-13 approved ; design refer to UL60950-1, TUV EN60950-1, EN60335-1
ACMNG@lue)  SJTWTBAWG0.T5mm)<aC| — . o "
ST EMC emise (EMC emission): V souladu s (Compliance to) EN55015, EN55022 (CISPR22)

Class B, EN61000-3-2 Class C (60% load) ; EN61000-3-3
%%& o EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11;
= ——
ENV50204, EN61547, EN55024, heavy industry level (surge 4KV), kritéria A

K i specifikace vd tu vyrobce.
For complete specifications, see manufacturer's data sheets.

Meanwell napéjeci zdroj ¢ Univerzdini vstup AC / PIny rozsah

240W * Vestavénd aktivni funkce PFC

Power supply Meanwell * Ochrany: zkrat / pretizeni / prepéti / prehiati
40W ¢ Chlazeni proudénim vzduchu

24vde « OCP nastavitelné pomoci vystupniho kabelu
nebo interniho potenciometru

M W * Vhodné pro suché, vihké i mokré prostory
* P65
MEAN WELL

 Universal AC input / Full range
* Built-in active PFC function

PRODUKT SKLADEMl « Protections: Short circuit / Over current / Over voltage / Over temperature
* Cooling by free air convection

* OCP point adjustable through output cable or internal potentiometer

LET ZARUKA . Suitable f locati
YEARS WARRANTY : ‘SPugsobe or dry / damp / wet locations

(€ -®-

Vstupni napéti (Voltage range): 90 ~ 264VAC / 127 ~ 373VDC
Vystupni napéti (Voltage): 24V

41071383 Q Vystupni proud (Rated current): 10A

Vystupni vykon (Rated power): 240W

U&innost (Efficiency): 93% (Typ.)
Provozni teplota (Operating temp.): -40°C ~ +60°C; +70°C pii 60% zGté7i (load)
Bezpecnostni normy (Safety standards): UL1012, TUV EN61347-1, EN61347-2-13 indepen-
b \ dent, UL60950-1, UL 8750, TUV EN60950-1, IP65 nebo IP67 approved:;

e EMC emise (EMC emission): V souladu s (Compliance to) EN55015, EN55022 (CISPR22)
é a1 Class B, EN61000-3-2 Class C (50% load) ; EN61000-3-3
EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11;

iﬂ%El ‘ ENV50204, EN61547, EN55024, heavy industry level (surge 4KV), kritéria A

e

tvchaatf:

Kompletni specifikace v d vyrobce.
For complete specifications, see manufacturer's data sheets.
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NAPAJECI ZDROJE (POWER SUPPLIES) Humm—

Meanwell napajeni - vodéodolné (IP65) (Meanwell power supplies - waterproof (IP65))

Meanwell napajeci zdroj * Univerzdini vstup AC / PIny rozsah

320W * Vestavénd aktivni funkce PFC

Power supply Meanwell » Ochrany: zkrat / pretizeni / prepéti / prehiati

320w * Chlazeni proudénim vzduchu

24vdc « OCP nastavitelné pomoci vystupniho kabelu nebo interniho

potenciometru

M W * Vhodné do suchého, vinkého i mokrého prostredi
* IP65

MEAN WELL

¢ Universal AC input / Full range
* Built-in active PFC function

OPRODUKT SKLADEMl  Protections: Short circuit / Over current / Over voltage / Over temperature
* Cooling by free air convection
* OCP point adjustable through output cable or internal potentiometer
LET ZARUKA « Suitable for dry / damp / wet locations
YEARS WARRANTY » v P ‘

* IP65
(€ -®-

Vstupni napéti (Voltage range): 90 ~ 305VAC / 127 ~ 431VDC
Vystupni napéti (Voltage): 24V

41071393 O Vystupni proud (Rated current): 13,34A

Vystupni vykon (Rated power): 320W

Ucinnost (Efficiency): 94% (Typ.)

Provozni teplota (Operating temp.): -40°C ~ +60°C; +70°C pfi 60% z&tézi (load)
Bezpecnostni normy (Safety standards): UL 8750, CSA C22.2 No. 250.0-08, EN61347-1,
EN61347-2-13 independent, IP65, J61347-1, J61347-2-13

EMC emise (EMC emission): V souladu s (Compliance to) EN55015, EN55022 (CISPR22)
= Class B, EN61000-3-2 Class C (250% load) ; EN61000-3-3

EMC odolnost (EMC immunity): V souladu s (Compliance to) EN61000-4-2,3,4,5,6,8,11;
—————

EN61547, EN55024, light industry level (surge 4KV), kritéria B

K letni specifikace nal v datasheetu vyrobce.
For complete specifications, see manufacturer's data sheets.




s NAPAJECI ZDROJE (POWER SUPPLIES)

Napajeci zdroje - vodéodolné (Power supplies - waterproof)

46190111 - 12vdc (@)
46190311 - 24vdc (@) —_— ———1

132
Max. vykon (Max. output power): 15W . 14
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz Vg ] r

Provozni teplota (Operating temperature): -10°C - +60°C T 0 -

LET ZARUKA
C€ Ip67 s Bl (5Pt

46190121 - 12vdc @)

46190321 - 24vdc (@) P e
Max. vykon (Max. output power): 30W %
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz ‘ 1 31

Provozni teplota (Operating temperature): -10°C - +60°C - .—M

LET ZARUKA
Cé Ipo7 e (Ot

46190131 - 12vdc @
46190331 - 24vdc @)

Max. vykon (Max. output power): 60W
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz
Provozni teplota (Operating temperature): -10°C - +60°C

LET ZARUKA
C€ P67 m YEARSWARRANTY

Pozn.: Uvedeny maximdini vystupni vykon plati pouze v piipadé, Ze vnéjsi teplota nepiesdhne 35 °. Pii dosazeni vyssich vnéjsich teplot Ize pouzit nésleduijici pravidlo: ,maximdlni vystupni vykon klesé o
20% na 10 ° presahujici 35 °. Pfi volbé vhodného napdjeciho zdroje doporucujeme vypocitat dodatecnou rezervu 10% maximdinino vystupnino vykonu. Vystupni napéti napdjeciho zdroje musi
odpovidat zvolenému LED pésku / modulu.

200




NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Napajeci zdroje - vodéodolné (Power supplies - waterproof)

46190151 - 12vdc (@ —_— —

46190351 - 24vdc (@) -

Max. vykon (Max. output power): 100W o0

. e ) . 34.2
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz T p— j } T
Provozni teplota (Operating temperature): -10°C - +60°C -

LET ZARUKA
C€ P67 m YEARSWARRANTY

46190171 - 12vdc (O S —

46190371 - 24vde ()

. .

Max. vykon (Max. output power): 150w I = N = I
342

Provozni napéti (Operating voltage): 170-264V AC 47/63Hz TG 0 5m) 130 j T TANG (1 5m) <20

Provozni teplota (Operating temperature): -10°C - +60°C T

LET ZARUKA
Cé Ipo7 e (Ot

46190181 - 12vdc (D) |

46190381 - 24vdc ()

Max. vykon (Max. output power): 200W

o 1 !
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz o ‘j <

Provozni teplota (Operating temperature): -10°C - +60°C

LET ZARUKA
C€ P67 m YEARSWARRANTY

NOTE: The specified maximum output power only applies when the external temperature remains below 35°. When reaching higher external tfemperatures, the following rule of dumb can be used: ‘the
maximum oufput power decreases with 20% per 10° above 35°". We advise to calculate a exira margin of 10% of the maximum output power when choosing the appropriate power supply. The
output voltage of the power supply must correspond with the chosen LED strip/modules.
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s NAPAJECI ZDROJE (POWER SUPPLIES)

Napajeci zdroje (Power supplies - not waterproof)

46190011 - 12Vdc Q
46190211 - 24vdc ()

37,5 =

Max. vykon (Max. output power): 15W
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz
Provozni teplota (Operating temperature): -10°C - +60°C

C€ IP20

LET ZARUKA
PRODUKT SKLADEMl YEARS WARRANTY

46190022 - 12Vdc (@)

76

46190222 - 24Vdc Q

Max. vykon (Max. output power): 35W
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz
Provozni teplota (Operating temperature): -10°C - +60°C

SR

I
L

SNBSS |
VAWN =

37,5 =

\»
i
BT

84

LET ZARUKA
PRODUKT SKLADEMl YEARS WARRANTY

C€ IP20

46190031 - 12vdc (@)

46190231 - 24Vdc () CrE— —

ié 0 o 10, 87,5
Max. vykon (Max. output power): 60W '\é i X - J ;TF
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz L 31,5 36 be3-M3 2 oz -
Provozni teplota (Operating temperature): -10°C - +60°C 32

LET ZARUKA
PRODUKT SKLADEMl YEARS WARRANTY

Pozn.: Uvedeny maximdini vystupni vykon plati pouze v piipadé, Ze vnéjsi teplota nepiesdhne 35 °. Pii dosazeni vyssich vnéjsich teplot Ize pouzit nésleduijici pravidlo: ,maximdlni vystupni vykon klesé o
20% na 10 ° presahujici 35 °. Pfi volbé vhodného napdjeciho zdroje doporucujeme vypocitat dodatecnou rezervu 10% maximdinino vystupnino vykonu. Vystupni napéti napdjeciho zdroje musi
odpovidat zvolenému LED pésku / modulu.
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NAPAJECI ZDROJE (POWER SUPPLIES) nummm

Napajeci zdroje (Power supplies - not waterproof)

46190051 - 12Vdc (@)
152

46190251 - 24Vdc (@) e

" o

8, bl
Max. vykon (Max. output power): 100W S g
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz 71 =
Provozni teplota (Operating temperature): -10°C - +60°C —

LET ZARUKA
C€ IP20 m YEARSWARRANTY

46190081 - 12Vdc (@)
46190281 - 24vdc ()

Max. vykon (Max. output power): 200W
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz
Provozni teplota (Operating temperature): -10°C - +60°C

LET ZARUKA
C€ P20 O

46190091 - 12vde (@) s
46190291 - 24vde () =
Ggﬁwu .

135
95
115

50

S ventilgtorem - With fan

T

®
00000000

Twmuen RN

5

EEEEaE

£

il

Max. vykon (Max. output power): 350W
Provozni napéti (Operating voltage): 170-264V AC 47/63Hz f
Provozni teplota (Operating temperature): -10°C - +60°C

LET ZARUKA
PRODUKT SKLADEMl YEARS WARRANTY

i

C€ IP20

The specified maximum output power only applies when the external temperature remains below 35°. When reaching higher external temperatures, the following rule of dumb can be used: ‘the

NOTE:
maximum oufput power decreases with 20% per 10° above 35°". We advise to calculate a exira margin of 10% of the maximum output power when choosing the appropriate power supply. The

output voltage of the power supply must correspond with the chosen LED strip/modules.
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BROLBUMIA
VENKOVINI
FED OSVETLEEN]

LED OUTDOOR LIGHTING

EFEKTIVNI VENKOVNI OSVETLENI

EFFECTIVE LIGHTING FOR OUTDOORS

Rada svitidel Prolumia pro venkovni osvétleni je velmi 0&innd. Vybavena unikatnimi Sidly, nékolika
moznostmi vyzarovdani a mnoha zpUsoby osvétleni dokdzi osvétlit jakykoliv venkovni prostor.
Vodéodolnd venkovni svitidla Prolumia skvéle nasviti nejen chodniky, chodby a cyklostezky,

ale i ostatni verejnda prostranstvi.

The Prolumia LED outdoor lighting is in a word very efficient. Due to its unique sensors, different types of light output and

various lighting possibilities, it can justify every outside area. Noft just portals, galleries and walkways, but also public zones
experience the best lighting with the distinct waterproof fixtures Prolumia has to offer.

204 PROLUMIA



Reference: Aaltje Noordewierlaan, Leiden, Nizozemsko (Reference: Aaltje Noordewierlaan, Leiden, The Netherlands)

SERIES

SERIES

¢ LED Prodisc Il IP65 Série | LED Prodisc Il IP45 Series
LED Rockdisc Il Série | LED Rockdisc Il Series

¢ LED Pro-Portal Série | LED Pro-Portal Series

LED Floodlight Série | LED Floodlight Series

www.prolumia.cz 205



VODOTESNE'AVSESTRANNE
WATERPROOREAND.VERYSVERSATILCE

LED PRODISC II
IP65 SERIE

e
Prodisc Il IP65 je vodéodolnd verze populdrnino svitidla SPECIFICKE VLASTNOSTI
Prodisc Il znacky Prolumia. Toto Usporné a vykonné svitidio « Vodgodolné (IP65)
je vhodné k venkovnimu pouziti, a to i v ndrocnych * Nérazuvzdorny kryt (IK10)

« K dispozici nékolik variant
¢ 3-stupnové stmivani
« Cidlo denniho osvétleni

povétrnostnich podminkdch. Skvélé pro verejné budovy,
podchody, chodby, schodisté, skladisté, terasy apod. Diky
své variabilité se stalo svitidlo Prodisc Il univerzalnim pro
mnoho poufziti.

» Waterproof (IP65)

» Impact resistant housing (IK10)
« Different versions available

* 3-step dimming

* Photocell

The Prodisc Il IP65 is the waterproof (IP65) verion of Prolumia's populair
Prodisc Il LED fixture. This energy efficient, bright fixture van be used in a
variety of outdoor applications; even in tough conditions. Very ideal for
public areas, underpasses, galleries, portals, hallways, stairwells, storages,
etc. Due to the different options this fixture has to offer, there is a version
available for every application.

206 PROLUMIA




LED PRODISC Il IP65 SERIE (LED PRODISC I IP65 SERIES) IE—

LED Prodisc Il IP65
15W

400098xx 208

Interiérové osvétleni Prodisc Il (IP44) naleznete na str. 18 - 23.
See page 18 - 23 for the Prodisc Il interior lighting (IP44).

www.prolumia.cz 207



s | ED PRODISC |l IP65 SERIE (LED PRODISC Il IP65 SERIES)

LED Prodisc 11 IP65 & 370 mm
15W, vé. LED napajeni

15W, including LED driver

S cidlem (sensor version): +1W
Nouzové (Emergency version): +1.5W

Nouzové (Emergency version) +
S ¢idlem (sensor version): +2W

PR

T

4000985/ ..

L MozZnosti

Options
0: Standardni verze
Standard version

1: + mikrovinné ¢idlo (+1W)
+ microwave sensor

2: + nouzové osveétleni s autotestem (+1.5W)

+ emergency mode

3: + nouzové osvétleni + mikrovinné &idlo (+2W)

+ emergency mode + microwave sensor

4: + ¢idlo denniho osvétleni
+ photocell

(3000K]

4000K

PN

CEIPE5 B & ) ) e

Mikrovinné Eidlo (Microwave sensor):
Detekéni oblast (Detection area): max. @ 14 m pfi 6 m

montdzni vysce (with a mounting height of 6 m) Lux
Citlivost (Sensitivity): 25% - 50% - 75% - 100% (lze nastavit)
(adjustable)

Doba osvétleni (Hold fime): 5-30sec./ 1-5-15-30 min.
(Ize nastavit) (adjustable)

Doba orientacniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (ize nastavit) (adjustable)
Svételné Cidlo (standard) (Light sensor (standard)):

vyp. (off) - 15-10- 5 Lux (Ize nastavit) (adjustable)

Svételné Cidlo (daglicht prioriteit) (Light sensor (daylight
priority)): vyp. (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit)
(adjustable)

LED Prodisc Il IP65
15w, 120°
4000K

im 153.4 Ix 34m
32.81Ix 3.0m

105.0 Ix
2m

102m

3.61x 92m
8.91x

Height Em Emax Diameter

Mains mode
Emergency mode

208

OO0

Cidlo denniho osvétleni (Photocell):
Nastavitelnd mira osvétlent (Adjustable light level): 5 - 200

Bé&zné osveétleni

Mains mode

* Pfisazené vodotésné (IP65) svitidio
* Ndrazuvzdomy polykarbondtovy kryt (IK10) s opdlovym
difuzorem
* K dispozici s vestavnym mikrovinnym pohybovym cidlem
s nastavitelnym rozsahem detekce, Casem vypnuti /
pohotovostniho rezimu a mirou osvétleni
* Verze s mikrovinnym pohybovym cidlem:
- moznost 3-stupriového stmivani (100% — 20% — 0%)
- Priorita denniho osvétleni: zap./vyp.
- Svitidla s ¢idlem i bez idla mohou byt konfigurovdna jako
master / slave (max 60 ks)
* Nouzové svitidlo véetné funkce autotestu
« K dispozici s Cidlem denniho osvétleni
« Svételny tok nastavitelny mezi 100%, 70% a 50%

Pouiziti: vefejné prostory, podchody, galerie, terasy, chodby, schodisté,
skladisté, apod.

Waterproof (IP65) surface mounted luminaire

Impact resistant polycarbonate housing and opal lens (IK10)

Available with invisible built-in microwave motion detection
sensor with adjustable detection range, power/standby fime
and daylight level

Versions with microwace movement sensor:
- 3-step dimming option (100% — 20% — 0%)
- Daylight priority: on/off based upon daylight
- Fixtures with and without sensor can be combined as master/

slave (max 60 pieces)

Emergency version features auto test functionality

Available with photocell
Light output switchable between 100%, 70% and 50%

Applications: public areas, underpasses, galleries, portals, hallways,
stairwells, storages, etc.

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 120°

Nastavitelng teplota chromati¢nosti (Adjustable color temp.): 3000K, 4000K
Svételny tok (Light output): 1400Lm/1500Lm

Svételny tok nouzového osvétieni (Light output emergency mode):
280Lm/300Lm

Provozni teplota (Operating temperature): -20°C - +50°C

Zivotnost (hod) (Rated life hours): > 50,000

LED napdjeni (véetné) (LED driver (included)): CE

Napdjeni (Input): 220-240V AC 50/60Hz

Trida ochrany (Electrical safety class): Klasse Il (Class 1)

Ucinik (Power factor): > 0.90

Autonomni chod (Autonomy): 1 hod (1 hour)

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

-/+180

Nouzoveé osvétleni

Emergency mode




LED PRODISC Il IP65 SERIE (LED PRODISC I IP65 SERIES) IE—

Funkce ¢idla
Sensor functions

Cidlo zaznamendva pouze pohyb Elovéka, nikoliv zvifat nebo vozidel apod.
The sensor only detects persons, not cars or similar.

0% / 100% / 20%

A

A

20% / 100%

O -

209 20
i

Detecni oblast
Detection zone

Ndkres nasténnéh isténi (Wall ting pattern) / Jednotky (Unit): m
Doporuéend montdzni vyska (Suggested installation height): 1 - 1,8 m

o=
e

Ndkres ndsténnét isténi (Ceiling ing pattern) / Jednotky (Unit): m
Doporuéend montdzni vyska (Suggested installation height): 2,5 - 6 m

www.prolumia.cz
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ROBUSTNI A INTELIGENTNI
ROBUST AND REFINED

LED ROCKDISC I

SERIE

LED ROCKDISC Il SERIES

Moderni, vodotésné osvétleni pro vnitini i venkovni aplikace.

VoliteIné k dispozici s nouzovou funkci a novym mikrovinnym
senzorem: 3-stupnové stmivdni, funkce zap. / vyp. na
zAkladé denniho osvétleni, rozsah detekce, doba osvétleni
a nastaveni citlivosti denniho svétla. Kromé toho mohou byt

pristroje s Cidlem a bez néj kombinovdny jako master / slave.

Modern, waterproof lighting for indoor and outdoor applications.
Optionally available with emergency function and a new microwave
sensor: 3-step dimming, on/off switch based upon daylight possible,
detection range, (after-)burning time and daylight sensitivity adjustable.
In addition, fixtures with and without sensor can be combined as master/
slave.

SPECIFICKE VLASTNOSTI

« 3-stupriové stmivani (100% — 20% — 0%)

« Priorita denniho osvétleni

« Hlinikovy kryt s praskovym nastrikem s
polykarbonatovou opalovou optikou

« K dispozici s vestavnym mikrovinnym
pohybovym cidlem

SPECIFIC FEATURES

* 3-step dimming option (100% — 20% — 0%)

« Daylight priority

* Powder-coated aluminum with opal
polycarbonate lens

« Optionally available with built-in
microwave motion sensor and / or
emergency unit
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LED ROCKDISC Il SERIE (LED ROCKDISC 1| SERIES) NE—

LED Rockdisc Il Mini g 265 mm

9w

400090xx

212

LED Rockdisc Il Mini 2 265 mm

S krytem (semi shielded)
9w

400090xx

213

LED Rockdisc Il @ 360 mm
15w

400091xx

214

LED Rockdisc Il 2 360 mm

S krytem (semi shielded)
15w

400091xx

215
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s | ED ROCKDISC |l SERIE (LED ROCKDISC Il SERIES)

LED Rockdisc Il Mini @ 265 mm

9W, v¢. samostatného LED napajeni (driver)

Verze s ¢idlem ( sensor version): +1W

P

400090/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K O
Warm white

6: Neutralni bila, 4000K
Pure white

MozZnosti

Options

0: Standardni verze
Standard version

1: + mikrovinné ¢idlo (+1W)
+ microwave sensor

2: + ¢idlo denniho osvétleni
+ photocell

Qe

LET ZARUKA
O PRODUKT SKLADEMl YEARS WARRANTY

C€ IPB5 VRons

Cidlo denniho osvétleni (Photocell):
Nastavitelnd mira osvétleni (Adjustable

S light level): 5 - 200 Lux
LED Rockdisc |1 Mini B&zné osvétleni -/+180
10w, 110° Mains mode
4000K
im

« Pfisazené svitidlo vyrobeno z hliniku s préskovym ndstiikem a
dopInéno opdlovou polykarbondtovou optikou

K dispozici s vestavénym mikrovinnym cidlem pohybu s
nastavitelnym rozsahem detekce, dobou napdjeni / pohotovostnim
rezimem a Urovni denniho osvétleni

* Moznost 3-stupfiového stmivani (100% — 20% — 0%) (Pouze verze
s Cidlem)

= Priorita denniho svétla: zapnuto / vypnuto na zakladé miry denniho
osvétleni (pouze verze s Cidlem)

« Svitidla s Cidlem a bez néj Ize kombinovat jako master / slave

* K dispozici s PHOTOCELL

* Nastavitelny svétleny tok 100% a 50%

Pouiziti: vefejné prostory, chodby, schodisté apod.

* The housing of this solid waterproof surface mount fixture is made of
powder coated aluminum with an opal polycarbonate lens

* Available with invisible built-in microwave motion detection sensor with
adjustable detection range, power/standby time and daylight level

« 3-step dimming option (100% — 20% — 0%)
(Only versions with sensor)

 Daylight priority: on/off based upon daylight (only versions with sensor)

« Fixtures with and without sensor can be combined as master/slave

¢ Available with photocell

« Light output switchable between 100% and 50%

Applications: public spaces, porches, staircases, efc.

Idroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 110°

Teplota chromati¢nosti (Color temperature): 3000K, 4000K

Svételny tok (Light output): nastavitelné (switchable between) 750Lm/800Lm,
375Lm/400Lm

Provozni teplota (Operating temperature): -20°C - +50°C

Tivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Mikrovinné Eidlo:

Detekéni oblast (Detection area): 30 - 150°

Detekéni oblast (Detection area): max. @ 14 m pii 6 m montdzni vysce
(with @ mounting height of 6 m)

Citlivost (Sensitivity): 25% - 50% - 75% - 100% (lze nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. /1 -5-15-30 min. (ize nastavit)
(adjustable)

Doba orientacniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)

Svételné cidlo (standard) (Light sensor (standard)):

vyp (off) - 15-10- 5 Lux (Ize nastavit) (adjustable)

Svételné cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)

2m

Height Em Emax Diameter
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LED ROCKDISC Il SERIE (LED ROCKDISC 1| SERIES) NE—

LED Rockdisc Il Mini @ 265 mm * Prisazené svitidlo vyrobeno z hliniku s préskovym néstfikem a
S krytem (semi shielded) doplnéno opdlovou polykarbondtovou optikou

9W, vé&. samostatného LED napajeni (driver) * Vybaveno krytem

Verze s ¢idlem ( sensor version): +1W * K dispozici s vestavénym mikrovinnym ¢idlem pohybu s

nastavitelnym rozsahem detekce, dobou napdjeni / pohotovostnim
rezimem a Urovni denniho osvétleni
* Moznost 3-stupfiového stmivani (100% — 20% — 0%) (Pouze verze

/ﬁ)\ s Eidlem)

= Priorita denniho svétla: zapnuto / vypnuto na zakladé miry denniho

osvétleni (pouze verze se senzorem)

« Svitidla s Cidlem a bez néj Ize kombinovat jako master / slave

*I Pouiiti: vefejné prostory, chodby, schodi§té apod.
S ©
8

* The housing of this solid waterproof surface mount fixture is made of

e powder coated aluminum with an opal polycarbonate lens
« This fixture is semi shielded
* Available with invisible built-in microwave motion detection sensor with
400090/ ../ .. adjustable detection range, power/standby time and daylight level

« 3-step dimming option (100% — 20% — 0%)

LTepIota chromati¢nosti (Only versions with sensor)
Color temperature

PN, « Daylight priority: on/off based upon daylight (only versions with sensor,
0: Tepla bila, 3000K O ) ¢ . ) ol )
Warm white « Fixtures with and without sensor can be combined as master/slave
6: Neutralni bila, 4000K
Pure white Applications: public spaces, porches, staircases, efc.
MozZnosti
Options . :
4: Standardni Zdroj svétla (Light source): SMD 2835 LED
: anaardni verze . N
Standard version O Uhel vyzafovani (Eeom( angle): 110°
5: + mikrovinné &idlo (+1W) O Te?\om'chron"n.mlcnosh (Color temperature): 3000K, 4000K
+ microwave sensor Svéetelny tok (Light output): 600LM/650LM

Provozni teplota (Operating temperature): -20°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdjeni (véetné) (LED driver (included)): CE
Napdjeni (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Mikrovinné &idlo:

Detekéni oblast (Detection area): 30 - 150°

Detekéni oblast (Detection area): max. @ 14 m pfi 6 m montdzni vysce
(with a mounting height of 6 m)

Citlivost (Sensitivity): 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. / 1-5-15-30 min. (ize nastavit)

e (5 PR o0
Doba orientacniho osvétleni (Hold time orientation lighting):

0-10-20-30- 60 -~ min. (Ize nastavit) (adjustable)
C€ IP65 vhons

Svételné ¢idlo (standard) (Light sensor (standard)):

vyp (off) - 15-10 - 5 Lux (Ize nastavit) (adjustable)

Svételné cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)

\\\
LED Rockdisc Il Mini B&zné osvétleni -/+180
S krytem .
(semi shielded) Mains mode
10w, 110°
4000K im !

2m

Height Em Emax Diameter
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s | ED ROCKDISC |l SERIE (LED ROCKDISC Il SERIES)

LED Rockdisc Il @ 360 mm

15W, vé&. samostatného LED napajeni (driver)

Verze se senzorem ( sensor version): +1W
Nouzové svitidlo (Emergency version): +1.5W
Nouzové svitidlo (Emergency version)

+ Verze se senzorem ( sensor version): +2W

P

105

360

400091/ ../ ..

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

6: Neutralni bila, 4000K
Pure white

MozZnosti

Options

0: Standardni verze
Standard version

1: + mikrovinny senzor (+1W)
+ microwave sensor

2: + nouzova jednotka s autotestem (+1.5W)
+ emergency mode with auto test

3: + nouzova jednotka s autotestem + mikrovinny senzor (+2W)
+ emergency mode with auto test + microwave sensor

4000924/..

L Teplota chromati¢nosti

Color temperature

0: Tepla bila, 3000K

Warm white

6: Neutralni bila, 4000K
Pure white

2 2 e

C€ IPB5 VRons

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

Schemerschakelaar (Photocell):
Nastavitelnd mira osvétleni (Adjustable
light level): 5 - 200 Lux

LED Rockdisc II Bé&zné osvétleni -/+180
16W, 1107 Mains mode .
4000K

im 164.2 Ix 3.0m ‘.

32.81Ix

« Pfisazené svitidlo vyrobeno z hliniku s préskovym ndstiikem a
dopInéno opdlovou polykarbondtovou optikou

K dispozici s vestavénym mikrovinnym cidlem pohybu s
nastavitelnym rozsahem detekce, dobou napdjeni / pohotovostnim
rezimem a Urovni denniho osvétleni

* Moznost 3-stupfiového stmivani (100% — 20% — 0%) (Pouze verze
se senzorem)

= Priorita denniho svétla: zapnuto / vypnuto na zakladé miry denniho
osvétleni (pouze verze se senzorem)

« Svitidla se senzorem a bez néj lze kombinovat jako master / slave

* Nouzovd verze obsahuje funkci auto-testu

* K dispozici s PHOTOCELL

* Nastavitelny svétleny tok 100%, 70% a 50%

Poutiti: vefejné prostory, chodby, schodisté apod.

The housing of this solid waterproof surface mount fixture is made of

powder coated aluminum with an opal polycarbonate lens

Available with invisible built-in microwave motion detection sensor with
adjustable detection range, power/standby time and daylight level
3-step dimming option (100% — 20% — 0%)

(Only versions with sensor)

.

Daylight priority: on/off based upon daylight (only versions with sensor)

Fixtures with and without sensor can be combined as master/slave

* Emergency version features auto test functionality

Available with photocell
Light output switchable between 100%, 70% and 50%

.

Applications: public spaces, porches, staircases, etc.

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 110°

Teplota chromati¢nosti (Color temperature): 3000K, 4000K
Svételny tok (Light output): nastavitelné (switchable between) 1200Lm/1300Lm,
780Lm/850Lm, 550Lm/600Lm

Provozni teplota (Operating temperature): -20°C - +50°C
Zivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0.90

Autonomie (Autonomy): 1 hod.(hour)

Mikrovinny senzor:

Detekéni oblast (Detection area): 30 - 150°

Detekéni oblast (Detection area): max. @ 14 m pfi 6 m montdzni vysce
(with @ mounting height of 6 m)

Citlivost (Sensifivity): 25% - 50% - 75% - 100% (Ize nastavit) (adjustable)
Doba osvétleni (Hold time): 5- 30 sec. / 1-5- 15 - 30 min. (ize nastavit)
(adjustable)

Doba orienta¢niho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)

Svételné cidlo (standard) (Light sensor (standard)):

vyp (off) - 15-10 - 5 Lux (Ize nastavit) (adjustable)

Svételné Cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)

-/+180

Nouzoveé osvétleni

Emergency mode

2m

3m 9.0m
3.61x 92m
8.91x
Height Em Emax Diameter
Mains mode

Emergency mode
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LED ROCKDISC Il SERIE (LED ROCKDISC 1| SERIES) NE—

LED Rockdisc Il 360 mm
S krytem (semi shielded)

15W, vé&. samostatného LED napajeni (driver)

Verze s ¢idlem ( sensor version): +1W
Nouzové svitidlo (Emergency version): +1.5W
Nouzové svitidlo (Emergency version)

+ Verze s Cidlem ( sensor version): +2W

« Pfisazené svitidlo vyrobeno z hliniku s préskovym ndstiikem a
dopInéno opdlovou polykarbondtovou optikou

* Vybaveno krytem

« K dispozici s vestavénym mikrovinnym cidlem pohybu s
nastavitelnym rozsahem detekce, dobou napdjeni / pohotovostnim
rezimem a Urovni denniho osvétleni

* Moznost 3-stupfiového stmivani (100% — 20% — 0%) (Pouze verze
/ﬁ)\ s cidlem)

« Priorita denniho svétla: zapnuto / vypnuto na zékladé miry denniho
osvétleni (pouze verze s Cidlem)

« Svitidla s Cidlem a bez néj Ize kombinovat jako master / slave

¢ Nouzovd verze obsahuje funkci auto-testu

12

Pouiziti: vefejné prostory, chodby, schodisté apod.

The housing of this solid waterproof surface mount fixture is made of

powder coated aluminum with an opal polycarbonate lens

This fixture is semi shielded

400091/ ../ .. Available with invisible built-in microwave motion detection sensor with
adjustable detection range, power/standby time and daylight level
3-step dimming option (100% — 20% — 0%)

O (Only versions with sensor)

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K

.

Warm white * Daylight priority: on/off based upon daylight (only versions with sensor)
6: Neutralni bila, 4000K « Fixtures with and without sensor can be combined as master/slave
Pure white « Emergency version features auto test functionality
MozZnosti
Options

4: Standardni verze
Standard version
5: + mikrovinné idlo (+1W) O

+ microwave sensor

O Applications: public spaces, porches, staircases, efc.

Idroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 110°

Teplota chromati¢nosti (Color temperature): 3000K, 4000K
Svételny tok (Light output): 940LM/1000LM

Provozni teplota (Operating temperature): -20°C - +50°C
Tivotnost (hod) (Rated life hours): > 50.000

LED napdijeni (véetné) (LED driver (included)): CE
Napdijeni (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Autonomie (Autonomy): 1 hod.(hour)

6: + nouzové osvétleni s autotestem (+1.5W)
+ emergency mode with auto test

7: + nouzové osvétleni s autotestem + mikrovinné &idlo (+2W)
+ emergency mode with auto test + microwave sensor

Mikrovinné Eidlo:

Detekéni oblast (Detection area): 30 - 150°

Detekéni oblast (Detection area): max. @ 14 m pii 6 m montdzni vysce
(with @ mounting height of 6 m)

Citlivost (Sensitivity): 25% - 50% - 75% - 100% (lze nastavit) (adjustable)
Doba osvétleni (Hold time): 5-30sec. /1 -5-15-30 min. (ize nastavit)
(adjustable)

Doba orientacniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (Ize nastavit) (adjustable)

Svételné cidlo (standard) (Light sensor (standard)):

vyp (off) - 15-10- 5 Lux (Ize nastavit) (adjustable)

Svételné cidlo (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp (off) - 150 - 75 - 50 - 35 Lux (Ize nastavit) (adjustable)

LET ZARUKA
O PRODUKT SKLADEEI YEARS WARRANTY

C€ IPB5 vhons A 2 v

-1+180

LED Rockdisc Il Bé&zné osveétleni Nouzoveé osvétleni

S krytem .

(semi shielded) Mains mode Emergency mode

16w, 110°

4000K im 152.5 Ix 28m -120 120

37.0Ix

2m

-60
3m 86m
4.11x 8.8m
9.21x 85
Height Em Emax Diameter
Mains mode

Emergency mode
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s | ED ROCKDISC |l SERIE (LED ROCKDISC Il SERIES)

Funkce ¢idla
Sensor functions

Cidlo zaznamendva pouze pohyb Elovéka, nikoliv zvifat nebo vozidel apod.
The sensor only detects persons, not cars or similar.

0% / 100% / 20%

A

(@)

A

20% / 100%

O -

209 20Po
| ﬂﬂ I

Detekéni zéna
Detection zone

i e
:g%\\\z “

isténi (Wall ting pattern) Ndkres stropnil isténi (Ceiling ting pattern) / Jednotky (Unit): m
Doporuéend montdzni vyska (Suggested installation height): 1- 1,8 m Doporuéend tazni vyska (S i tion height): 2,5 - 6 m

216
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LED ROCKDISC Il SERIE (LED ROCKDISC || SERIES) NE—

POUZITi: VEREJNE PROSTORY, CHODBY,
SCHODISTE, APOD.

APPLICATIONS: PUBLIC SPACES, PORCHES,
STAIRCASES, ETC.
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SIVIARISOLULIONSI EORSAEEPASSAGE

LED PRO-PORTAL
SERIE

s
Vodéodolné svitidlo (IP65) LED Pro-Portal je specidiné SPECIFICKE VLASTNOSTI
vyvinuto pro osvétlovani chodnikl, chodeb, schodist, skladd, « 3-stupné stmivani (100% — 20% — 0%)
toalet apod. Je k dispozici také jako nouzové osvétlenis * Priorita denniho osvétleni

mikrovinnym &idlem s 3-stupfiovym stmivanim (100% — 20% + Kryt z polykarbonatu (IK10) s opalovou
optikou, odolné proti narazu

— 0%), s Cidlem denniho osvétleni (zap./vyp.). Svitidlo s i bez « Volitelné k dispozici s vestavénym

Cidla mUze byt konfigurovdno jako master/slave. MW ¢&idlem pohybu a / nebo s funkci

. . . o nouzového osvétleni
The waterproof (IP65) LED Pro-Portal is specially developed for illuminating

walkways, corridors, stairwells, storage room:s, toilets, etc. Available with
emergency unit and improved microwave sensor: 3-step dim option (100%
— 20% — 0%) and daylight priority, whereby the on / off switch can be
controlled by the amount of daylight. Luminaires with and without sensor
can be configurated as master / slave.

* 3-step dimming option (100% — 20% — 0%)

* Daylight priority

* Housing and opal lens from impact
resistant (IK10) polycarbonate

» Optionally available with built-in
microwave motion sensor and / or
emergency unit

218 PROLUMIA




LED PRO-PORTAL SERIE (LED PRO-PORTAL SERIES) EE—

LED Pro-Portal

6W

400100xx 220
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s | ED PRO-PORTAL SERIE (LED PRO-PORTAL SERIES)

LED Pro-Portal
6W, v&. LED napajeni
6W, including LED driver

:120°:

400100/ ../

LTepIota chormati¢nosti
Color temperature

0: Tepla bila, 3000K

6: Neutralni bila, 4000K @

Warm white

Pure white

MozZnosti
Options

0:
1:

a w N

e 1pes @ liad

Standard

Standard version
+ mikrovinné ¢idlo (+1W)
+ microwave sensor

.+ nouzov
+ emergency mode

. + nouzov
+ emergency mode - microwave senzor

: + ¢idlo denniho osvétleni

+ photocell

@)

ni verze

€ osvétleni (+1.5W)

& osvétleni + MW &idlo (+2W)

006

LET ZARUKA
@ PRODUKT SKLADEM| YEARS WARRANTY

Prislusenstvi
Accessories

Unikovy vychod nahoru
Exit sign - Up
40010040 @

Unikovy vychod vievo

Exit sign - Left
40010042 @

>,

Unikovy vychod dold
Exit sign - Doy
40010041

ﬁ

€

@

Unikovy vychod vpravo
Exit sign - Rig|
40010043

@)

o - O
N N
N N

Mikrovinné &idlo (Microwave sensor):

Detekéni oblast (Detection area): 30 - 150° | Detekéni oblast
(Detection area): max. @ 14 m pii 6 m montdzni vyice (with a
mounting height of é m) | Citlivost (Sensitivity): 25% - 50% - 75% -
100% (Ize nastavit) (adjustable) | Doba osvétleni (Hold time):
5-30sec./1-5-15-30 min. (ize nastavit) (adj.) | Doba
orientaéniho osvétleni (Hold time orientation lighting): 0 - 10 - 20
-30- 60 - = min. (nast.) (adjustable) | Svételné Cidlo (standard)
(Light sensor (standard)): vyp. (off) - 15-10 - 5 Lux (nast.)
(adjustable) | Svételné Cidlo (priorita denniho svétla) (Light
sensor (daylight priority)): vyp. (off) - 150 - 75 - 50 - 35 Lux (nast.)
(adjustable)

* Vodotésné(IP65) prisazené svitidlo Prolumia Pro-Portal

 Kryt z polykarbondtu (IK10) a opdlovd optika, odolné profi
ndrazu

¢ Zména zdroje svétla pomoci mikrospinace (600/300 Lm)

« Dvojitd izolace (uzemnéni neni nutné)

« K dispozici s neviditelnym integrovanym mikrovinnym detekto-
rem pohybu, Cidlo s nastavitelnymi funkcemi: rozsah detekce,
napdjeni a pohotovostni rezim, doba a Urover denniho svétia

« 3-stupiové stmivani (100% — 20% — 0%) (pouze verze s Cidlem)

« Cidlo denniho osvétleni: zap./vyp. zaloZeny na intezit& denniho
osvétleni (pouze verze s Cidlem)

« Svitidla s i bez snima¢e mohou byt konfigurovdna jako
master/slave

K dispozici nouzové osvétleni

* K dispozici s ¢idlem denniho osvétleni

« Svételny tok nastavitelny mezi 100%, 70% a 50%

Pouiiti: osvétleni chodeb, schodist, toalet, apod.

Waterproof (IP65), surface mounted LED (portal) luminaire

Housing and opal lens from impact resistant (IK10)
polycarbonate

Choose between 600 or 300 Lumen by means of a microswitch

Double insulated (earthing not necessary)

Available with invisible built-in microwave motion detection
sensor with adjustable detection range, power/standby
fime and daylight level

3-step dimming option (100% — 20% — 0%)

(only versions with sensor)

Daylight priority: on/off based upon daylight
(only versions with sensor)

Fixtures with and without sensor can be combined

as master/slave

Emergency version available

Available with photocell
Light output switchable between 100%, 70% and 50%

Applications: lighting of corridors, hallways, staircases, storages, toilefs, etc.

Zdroj svétla (Light source): LED SMD 2835

Teplota chromatiénosti (Color temperature): 3000K (Tepld bild) (Warm white),
4000K (Neutrdini bild) (Pure white)

Svételny tok (Light output): Nastavitelné 600LM/300LM

Provozni teplota (Operating temperature): -20°C - +50°C

Tivotnost (hod) (Rated life hours): > 50.000

Napdijeni (Input): 220-240V AC 50/60Hz

U¢inik (Power factor): > 0.90

Uhel vyzafovani (Beam angle): 120°

Pfikon (véetné napdijeni) (Power consumption (driver included)): éW
Trida ochrany (Electrical safety class): Trida Il (Class i)

Kryt (Housing): Polycarbondt (Polycarbonate)

Optika (Diffuser): Polycarbondt (Polycarbonate)

Cidlo denniho osvétleni (Photocell):
Nastavitelnd mira osvétleni (Adjustable light level): 5 - 200 Lux

LED Pro-Portal
6W, 120°
600Lm

4000K

Height

Bézny provoz

-/+180

Mains mode

-90

Mains mode
Emergency mode

Emax Diameter

Nouzovy provoz

-/+180

Emergency mode -150

PROLUMIA



LED PRO-PORTAL SERIE (LED PRO-PORTAL SERIES) N

Funkce ¢idla
Sensor functions

Cidlo zaznamendva pouze pohyb &lovéka, nikoliv zvifat nebo vozidel apod.
The sensor only detects persons, not cars or similar.

0% / 100% / 20%

(@)

A

(@)

A

20% / 100%

- -

209 20
[ °]

Detekéni zéna
Detection zone

Ndkres nasténnéh isténi (Wall ting pattern) / Jednotky (Unit): m Nékres stropnit isténi (Ceiling ing pattern) / Jednotky (Unit): m
Doporuéend montdini vyska (Suggested installation height): 1 - 1,8 m Doporuéend montdini vyska (Suggested installation height): 2,5 - 6 m
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VYKONNYAVENKOVNIREELEKTOR

OUTDOOR POWERHOUSE

LED PRO-BEAM
SERIE

LED PRO-BEAM SERIES

U
Reflektorovd svitidla LED Pro-Beam vynikaji svym SPECIFICKE VLASTNOSTI
patentovanym designem. Ten jim poskytuje optimdalni « Nizka vaha
chlazeni LED diod a zdroven umoznuje udrzet nizkou + Philips Lumileds Luxeon LED

« K dispozici o kapacitach az 1000W

hmotnost svitidla. Svitidlo je k dispozici o kapacitdch az |>POZIEl © ach ¢
* Volitelné také se stmivanim

1000W a proto je vhodné jako ndhrada za reflektorové

hologenidové VybOjky S pFl'konem az 2000W. SPECIFIC FEATURES
The LED Pro-Beam spotlights distinguish themselves through the patented * Very low weight
design. This ensures an optimal cooling of the LEDs at an unprecedentedly * Philips Lumileds Luxeon LEDs

* Available in capacities up to 1000W
» Optionally available in a dimmable
version

low weight. Available in capacities up to 1000W and therefore a perfect
alternative for floodlights equipped with a metal halide lamp up to 2000W.

222 PROLUMIA




LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam
327x367 mm

65W

410612xx

224

LED Pro-Beam
327x367 mm
90w

410613xx

225

LED Pro-Beam
387x367 mm
110w

410614xx

226

LED Pro-Beam
387x367 mm

170W

410615xx

228

LED Pro-Beam
507x367 mm
210w

410616xx

229

LED Pro-Beam
507x367 mm
270W

410617xx

230

LED Pro-Beam
567x367 mm
330W

410618xx

231

LED Pro-Beam
533x621 mm

370W

410619xx

232

LED Pro-Beam
533x621 mm
440W

410620xx

233

LED Pro-Beam
593x621 mm
550W

410621xx

234

LED Pro-Beam
593x621 mm
620W

410622xx

235

LED Pro-Beam
833x621 mm
880W

410624xx

236

LED Pro-Beam
743x764 mm
1100W

410626xx

237

www.prolumia.cz
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 327x367 mm

65W,v¢. LED napajeni
65W, including LED driver

19¢

410612/ ../ ..

CeEPes DED @ @ @

224

LTepIota chromati¢nosti

Color temperature

0:
1:

7:

Tepla bila, 3000K
Warm white
Neutralni bila, 4000K

Pure white

: Studena bila, 6000K

Cool white

: Tepla bila, 3000K, stmivani

Warm white, dimmable

: Neutralni bila, 4000K, stmivani

Pure white, dimmable

Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani
Beam angle

2:

Nogakw

15°
30°
40°
60°

: 60°x135°
1 85°x135° Asymetrické

Asymmetric

LET ZARUKA
YEARS WARRANTY

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Zdroj svétla (Light source): 60W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 6200LM/6875LM/7475LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 65W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

LED Pro-Beam
60W 6000K
30°

1339 Ix

-/+180

595 Ix

Q 3.2m

UNIT: cd

—— C0/180
0 —— €90 /270
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 327x367 mm « Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.

90W, v&. LED napajeni Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné

90W, including LED driver nizkou hmotnost svitidla v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing

19¢

design, which ensures optimal cooling of the LEDs and an exiremely

low weight compared to fixtures with similar specifications.

v * Along life span can be guaranteed by the optimal cooling of the

Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers.

* A variety of lenses is available, ranging from narrow opening angles

410613/ ../ .. to very wide opening angles. In addition, an asymmetric version is
available.
Teplota chromati¢nosti « Available in capacities up to T000W. These are a perfect alternative
Color temperature for halide floodlights up to 2000W
or halide floodlights up to .
0: Tepla bila, 3000K . ) ° ° . .
Warm white * Dimmable version (0-10V) optionally available.
1: Neutralni bila, 4000K
Pure white Applications: lighting of billboards, advertising signs, facades, objects, etc
2: Studena bila, 6000K ) ' ' ' T
Cool white
5: Tepla bila, 3000K, stmivani Zdroj svétla (Light source): 80W
Warm white, dimmable Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°135°

6: Neutralni bila, 4000K, stmivani

Pure white, dimmable Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K

7: Studena bila, 6000K, stmivani (NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)
Cool white, dimmable Svételny tok (Light output): 8575LM/9525LM/10.350LM
Uhel vyzafovani Index podani barev (Color rendering index): Ra = 70*
Beam angle Provozni teplota (Operating temperature): -40°C - +45°C
; 2(5): Iivotnost (hod) (Rated life hours): 50.000
: N LED napdijeni (véetné) (LED driver (included)): CE
g 280 rllcpdjenl' (Input): 90-305V AC 50/60Hz
6: 60°x135° Ur“':inik (Power focton:): >l0,95
7: 85°x135° Asymetrické Pfikon (v€etn& napdjeni) (Power consumption (driver included)): Max 90W
Asymmetric

LET ZARUKA
CEPes @6Y @ @ @ 2

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

LED Pro-Beam -/+180
80W 6000K
30°

1787 Ix 2.1m

6m | 794N Q 3.2m

UNIT: cd
— congo
0 —— co0/270
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 387x367 mm
110W, v¢. LED napéjeni

110W, including LED driver

19

410614/ ../ ..

C€lPes PGS @ @ @

226

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LED Pro-Beam
100W 6000K
30°

LET ZARUKA
YEARS WARRANTY

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 100W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 10.475LM/11.650LM/12.650LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 110W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

2237 Ix

-/+180

994 Ix

Q 3.2m

UNIT: cd

—— C0/180
0 —— €90 /270
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POUZITi: NASVETLENI BILLBOARDU, REKLMANICH
PLOCH, FASAD, OBJEKTU APOD.

APPLICATIONS: LIGHTING OF BILLBOARDS,
ADVERTISING SIGNS, FACADES, OBJECTS, ETC.

227,



s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 387x367 mm
170W, v¢. LED napajeni

170W, including LED driver

19€

410615/ ../ ..

C€lPes PGS @ @ @

228

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
150W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektd, soch, apod..

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Zdroj svétla (Light source): 150W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 16.175LM/17.975LM/19.550LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 170W

* Verze s vyssim indexem podani barev k dispozici na objedndvku (Models with
a higher color rendering optionally available).

964 Ix

-/+180

240 Ix

Q 19.3m

=
Y

I N
oear l‘:‘

W
..'l‘ 30 UNIT: cd

—— C0/180
0 —— €90 /270
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 507x367 mm
210W, v&. LED napajeni

210W, including LED driver

9

410616/ ../ ..

C€lPes PGS @ @ @

LTepIota chromati¢nosti

Color temperature
0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
200W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektd, soch, apod..

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 200W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 20.000LM/22.225.M/24.150LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 210W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

1287 Ix

-/+180

3211x

Q 19.3m
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 507x367 mm
270W, v&. LED napéjeni

270W, including LED driver

410617/ ../ ..

CePes D69 @ @ @

230

LTepIota chromati¢nosti

Color temperature
0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
250W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 250W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 25.725LM/28.575LM/31.050LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 270W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

1544 Ix

-/+180

386 Ix

Q 19.3m
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 567x367 mm
330W, v¢. LED napéjeni

330W, including LED driver

9

410618/ ../ ..

C€lPes PGS @ @ @

LTepIota chromati¢nosti

Color temperature
0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
300W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 300W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 34.425LM/34.925LM/37.950LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 330W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 533x621 mm
370W, v¢. LED napéjeni

370W, including LED driver

410619/ ../ ..

C€lPes PGS @ @ @
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LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
350W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Zdroj svétla (Light source): 350W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 35.225LM/39.150LM/42.550LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 370W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 533x621 mm « Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.

440W, v&. LED napajeni Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné

440W, including LED driver nizkou hmotnost svitidla v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the

Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles

410620/ ../ .. to very wide opening angles. In addition, an asymmetric version is
available
Teplota chromati¢nosti « Available in capacities up to T000W. These are a perfect alternative
Color temperature for halide floodlights up to 2000W
or halide floodlights up to
0: Tepla bila, 3000K . . ° ° . .
Warm white * Dimmable version (0-10V) optionally available
1: Neutralni bila, 4000K
Pure white Applications: lighting of billboards, advertising signs, facades, objects, etc
2: Studena bila, 6000K ' ’ ' (oeeh e
Cool white
5: Tepla bila, 3000K, stmivani Zdroj svétla (Light source): 400W

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K

7: Studena bila, 6000K, stmivani (NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)
Cool white, dimmable Svételny tok (Light output): 41.900LM/46.550LM/50.600LM
Uhel vyzafovani Index podani barev (Color rendering index): Ra = 70*
Beam angle Provozni teplota (Operating temperature): -40°C - +45°C
; ;g: Iivotnost (hod) (Rated life hours): 50.000
: N LED napdijeni (véetné) (LED driver (included)): CE
g 280 rllupdjenl' (Input): 90-305V AC 50/60Hz
6: 60°x135° Ur“':inik (Power foctor): >l0,95
7: 85°x135° Asymetrické Pfikon (v€etn& napdjeni) (Power consumption (driver included)): Max 440W
Asymmetric

LET ZARUKA
Cepes5 P69 @ @ @

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

LED Pro-Beam -/+180
400W 6000K
85°x135°
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 593x621 mm
550W, v¢. LED napéjeni

550W, including LED driver

179

410621/ ../ ..

C€lPes PGS @ @ @
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LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Noakrw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
500W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

« K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

¢ Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 500W

Verlichtshoek (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 52.375LM/58.200LM/63.250LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Tivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 550W

* Verze s vy$sim indexem poddni barev k dispozici na objedndvku (Models with
a higher color rendering optionally available).
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 593x621 mm « Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.

620W, v¢. LED napajeni Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné

620W, including LED driver nizkou hmotnost svitidla v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the

Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles

410622/ ../ .. to very wide opening angles. In addition, an asymmetric version is
available
Teplota chromati¢nosti « Available in capacities up to T000W. These are a perfect alternative
Color temperature for halide floodlights up to 2000W
or halide floodlights up to
0: Tepla bila, 3000K . . ° ° . .
Warm white * Dimmable version (0-10V) optionally available
1: Neutralni bila, 4000K
Pure white Applications: lighting of billboards, advertising signs, facades, objects, etc
2: Studena bila, 6000K ' ’ ' (oeeh e
Cool white
5: Tepla bila, 3000K, stmivani Zdroj svétla (Light source): 600W

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K

7: Studena bila, 6000K, stmivani (NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)
Cool white, dimmable Svételny tok (Light output): 59.050LM/65.600LM/71.300LM
Uhel vyzafovani Index podani barev (Color rendering index): Ra = 70*
Beam angle Provozni teplota (Operating temperature): -40°C - +45°C
; ;g: Iivotnost (hod) (Rated life hours): 50.000
: N LED napdijeni (véetné) (LED driver (included)): CE
g 280 rllupdjenl' (Input): 90-305V AC 50/60Hz
6: 60°x135° Ur“':inik (Power foctor): >l0,95
7: 85°x135° Asymetrické Pfikon (v€etné& napdjeni) (Power consumption (driver included)): Max 620W
Asymmetric

LET ZARUKA
C€IPes 2GS @ @ @

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).

LED Pro-Beam -/+180
600W 6000K
85°x135°
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s | ED PRO-BEAM SERIE (LED PRO-BEAM SERIES)

LED Pro-Beam 833x621 mm
880W, v¢. LED napéjeni

880W, including LED driver

410624/ ../ ..

C€lPes PGS @ @ @

236

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
800W 6000K
85°x135°

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 800W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°
Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 83.800LM/93.100LM/101.200LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 880W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).
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LED PRO-BEAM SERIE (LED PRO-BEAM SERIES) I

LED Pro-Beam 743x764 mm
1100W, v&. LED napajeni

1100W, including LED driver

410626/ ../ ..

C€lPes PGS @ @ @

LTepIota chromati¢nosti

Color temperature

0: Tepla bila, 3000K
Warm white

1: Neutralni bila, 4000K

Pure white

2: Studena bila, 6000K
Cool white

5: Tepla bila, 3000K, stmivani

Warm white, dimmable

6: Neutralni bila, 4000K, stmivani
Pure white, dimmable

7: Studena bila, 6000K, stmivani
Cool white, dimmable

Uhel vyzafovani

Beam angle

2:15°

30°

40°

60°

1 60°x135°

1 85°x135° Asymetrické

Asymmetric

Nogakw

LET ZARUKA
YEARS WARRANTY

LED Pro-Beam
1000W 6000K
85°x135°

www.prolumia.cz

« Rada svitidel LED Pro-Beam vynikd svym krytem s unikétnim designem.
Ten poskytuje optimdini chlazeni LED diod a zdroven udrzuje extrémné
nizkou hmotnost svitidia v porovndni svitidel obdobnych parametrd.

* Dlouhd Zivotnost je zaru€ena optimdinim chlazenim Philips Lumileds
Luxeon LED diod doplnénych Meanwell napdjenim

K dispozici fada volitelnych Uzkych, Sirokych nebo asymetrickych optik

« K dispozici o vykonech az 1000W, které jsou vhodnou alternativou k
halogenidovym reflektordm o vykonu az 2000W.

* Moznost stmivani (0-10V)

Pouziti: nasvétleni billboardd, reklamnich ploch, fasad, objektl, soch, apod.

* LED Pro-Beam floodlights are distinguished by the patented housing
design, which ensures optimal cooling of the LEDs and an exiremely
low weight compared to fixtures with similar specifications

* Along life span can be guaranteed by the optimal cooling of the
Philips Lumileds Luxeon LEDs, in combination with Meanwell drivers

* A variety of lenses is available, ranging from narrow opening angles
to very wide opening angles. In addition, an asymmetric version is
available

* Available in capacities up to T000W. These are a perfect alternative
for halide floodlights up to 2000W

* Dimmable version (0-10V) optionally available

Applications: lighting of billboards, advertising signs, facades, objects, etfc.

Idroj svétla (Light source): 1000W

Uhel vyzafovani (Beam angle): 15°/ 30°/ 40°/ 60°/ 60°x135°/ 85°x135°

Teplota chromati¢nosti (Color temperature): 3000K (Tepld bild) (Warm white), 4000K
(NeutrdIni bilé) (Pure white), 6000K (Studend bild) (Cool white)

Svételny tok (Light output): 104.750LM/116.375LM/126.500LM

Index poddni barev (Color rendering index): Ra > 70*

Provozni teplota (Operating temperature): -40°C - +45°C

Iivotnost (hod) (Rated life hours): 50.000

LED napdijeni (véetné) (LED driver (included)): CE

Napdijeni (Input): 90-305V AC 50/60Hz

Uginik (Power factor): > 0.95

Pfikon (véetné napdjeni) (Power consumption (driver included)): Max 1100W

* Verze s vyssim indexem poddni barev k dispozici na objedndavku (Models with
a higher color rendering optionally available).
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PRO.LEPSISPORTOVNLVYKONY
FORAITHECEILICPROWESS

LED PRO-SPORT
SERIE

I
Kvalitni osvétleni sportovist je dilezité. Nizkd mira osvétleni SPECIFICKE VLASTNOSTI
nebo jeho Spatnd distribuce mohou zpUsobit snizeni « Osvétleni pro sportovisté
viditelnosti a tim mohou narusit pozitek ze hry. S LED * A2 165 Lm/W

* Moduly svitidla samostatné nastavitelné
* Rovhomérné osvétleni
« Nahrada 1 ku 1 za puivodni osvétleni

osvétlenim Prolumia Pro-Sport se samostatné nastavitelnymi
moduly Ize dosdhnout vysoké homogenity osvétleni. Pro-Sport
je doddvdano v nékolika vykonostnich variantdch a doplnéno
nékolika druhy optiky. Diky tomu nabizi vhodné feseni pro

vsechny druhy sportovist. « Sports field fixture
* Up to 165 Lm/W

Good illumination on sports fields is essential. Low light levels or bad light - Lamp modules separately adjustable

equality tend to cause bad sight and this can result in reduced gaming « High light uniformity
pleasure. But with the separately adjustable lamp modules of the LED Pro- « 1-on-1 replacement for conventional
Sport, one can gain a high light uniformity. With the various optical lenses fixtures

and power consumptions this fixture can offer, a solution is possible for
every sports field.
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LED PRO-SPORT SERIE (LED PRO-SPORT SERIES) N

LED Pro-Sport 480W

40630xxx 240

LED Pro-Sport 720W

40631xxx 240

LED Pro-Sport 960W

40632xxx 240

LED Pro-Sport 1200W

40633xxx 240

LED Pro-Sport 1440W

40634xxx 240

B B s
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s | ED PRO-SPORT SERIE (LED PRO-SPORT SERIES)

POUZITIi: NASVICENI
SPORTOVIST NAPR: TENISOVE
KURTY, FOTBALOVA HRISTE,
HOKEJOVA PLOCHA APOD.

APPLICATIONS: ILLUMINATION OF
SPORTS FIELDS SUCH AS TENNIS,
SOCCER, HOCKEY, ETC.

KVALITNi NAHRADA JEDNA KU JEDNE ZA
PUVODNI OSVETLENI SPORTOVIST

ONE-ON-ONE REPLACEMENT FOR CONVENTIONAL
SPORTS FIELD FIXTURES

Pro-Sport Pro-Sport Pro-Sport Pro-Sport

480W 720W 960W 1200w
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579

579

579

Pro-Sport
1440W
50
] 5 « Univerzalni osvétleni sportovist « Universal sports field fixture
z « Jednotlivé nastavitelné moduly « Separately adjustable modules
« Az165 Lm/W « Up to 165 Lm/W
G | « Ronomérné osvétleni « High light uniformity
¥315;2139

579
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LED PRO-SPORT SERIE (LED PRO-SPORT SERIES) I

PRO-SPORT

C€ IP65

* Univezdini osvétleni sportovist « Universal sports field fixture

* AZ165Lm/W * Up fo 165 Lm/W

« Jednotlivé moduly samostatné nastavitelné * Lamp modules seperately adjustable

¢ Rovnomeémé osvétleni * High light uniformity

* Nahrada 1 ku 1 za pbvodni osvétleni  1-on-1 replacement for conventional fixtures
 Profesiondini rozlozeni osvétleni zajisténé optikami  Professional light distribution by the optical lenses

s Uhly vyzafovani (30°, 60°, 90° a 120°)
Hlinikovy kryt
Intergované napdjeni

(30°, 60°, 90° en 120° beam angle)
¢ Aluminium housing
* Internal driver

SCHEMA OZNACENI (ARTICLE TREE)

Obj.&.
Art.no.

Verze Uhel vyzafovani
Version Beam angle
X X

Uhel vyzafovani (2 vrchni moduly)
Beam angle (upper 2 modules)

LET ZARUKA
YEARS WARRANTY
Teplota chromaticnosti
Color temperature
X

4063 /x /x/x/x X
0: 480W 0: 30° 0: Bovenste twee modules 30° (Vrchni dva moduly 30°) 0: 5000K
1: 720W 1: 60° 1: Bovenste twee modules 60° (Vrchni dva moduly 60°)
2: 960W 2:90° 2: Bovenste twee modules 90° (Vrchni dva moduly 90°)
3:1200W 3:120° 3: Bovenste twee modules 120° (Vrchni dva moduly 120°)
4:1440W 4: Bovenste vier modules 30° (Vrchni tyfi moduly 30°)

b > B

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Pikon
Power
consumption (W)

Poéet moduly

Number of modules

Svételny tok
Light output
(Lm)

Rozméry

Dimensions
(mm)

5000K

480W 4

720W 6

960W 8

1200W 10

1440W 12
1m 4201054 1754 em
5m 1@Ix 875.4cm
10m 1750.9 cm

25m

2626.3 cm

3501.7 cm

4377.2cm

Height

Emax Diameter

DIAGRAMY ZAKLADE 40630220 (480W / 90° / 5000K)
DIAGRAMS BASED ON 40630220 (480W / 90° / 5000K)

Bovenste vier modules 60° (Vrchni ctyii moduly 60°)
: Bovenste vier modules 90° (Vrchni Etyfi moduly 90°)

Bovenste vier modules 120° (Vrchni Ctyii moduly 120°)

Svételny zdroj (Light source): 5050 SMD LEDs

Pocet LED na modul (number of leds per module): 62 LED
Uhel vyzafovani (Beam angle): 30°, 60°, 90°, 120°
Teplota chromatiénosti (Color termperature): 5000K
Index poddni barev (Color rendering): Ra >70

Provozni teplota (Operating temperature): -40°C - +60°C
Zivotnost hod. (Rated life hours): 50,000

LED napdijeni (véetné) (LED driver (included)): Meanwell
Vstupni napéti (Input): 220 - 240V AC 50-60Hz

Trida ochrany (Safety class): Trida Il (Class 1)

Kabelovy vstup (Cable input): S kabelovou prichodkou
(with cable gland)

79.200Lm 12kg 536x165x579mm
118.800Lm 15,8kg 691x202x579mm
158.400Lm 19.9kg 846x202x579mm
198.000Lm 24,2kg 1001x227x579mm
237.600Lm 26,5kg 1156x277x579mm
-/+180
-150 150
-120 120

— C0/180
— €90/270

www.prolumia.cz



PROLUMIA
PRUMYSLOVE
LED OSVETLENI

LED INDUSTRIAL LIGHTING

PRUMYSLOVA REVOLUCE

INDUSTRIAL REVOLUTION

PrOmyslové LED osvétleni Prolumia je uréeno zejména pro osvétleni v primyslovém a venkovnim
prostredi, jako jsou tovdarny, sklady, obchodni zény a parkovisté. Od renovace stavaijicino osvétleni
az po realizaci novych projektU. Inovativni LED technologie, kterd je centem pozornosti.

Prolumia LED industrial lighting is especially meant for lighting in industrial environments, like factories, warehouses,
business areas and parking places. Everything from renovating existing armatures to the complete renovation of lighting
systems belongs to the possibilities. The most innovative LED solution takes centre stage.

PROLUMIA




Reference: Spalovna odpadu Termizo, Liberec, Ceska republika (Reference: Waste disposal Termizo, Liberec, Czech republic)

SERIE

SERIES

¢ LED Pro-Line Retrofit Série | LED Pro-Line Retrofit Series
LED Pro-Aqua Il Série | LED Pro-Aqua Series
LED Pro-Bay Il Série | LED Pro-Bay Il Series
LED Pro-Stock Série | LED Pro-Stock Series

www.prolumia.cz




UNIVERZALNENAHRADAZ AN EDNO=A'DVOJ-TRUBICOVA
ZARIVKOVA'SVITIDPAST5A S

THE UNIVERSAERREPFACEMENREOR SINGLCEEAND DOUBLELAMPRLS

AND.I8 FLUORESCENTRIRUNCKINGEIXTURES

LED PRO-LINE
RETROFIT SERIE

LED PRO-LINE RETROFIT SERIES

.
Moduldrni svitidla fady LED Pro-Line Retrofit jsou univerzdini SPECIFICKE VLASTNOSTI
ndhradou za jedno- a dvoj-trubicova zdrivkova svitidla « Univerzalni linearni LED osvétleni
a jsou vhodnd k pouziti s vétsinou stavaijicich systéma. * Az 160 Lm/W

Se zachovdnim stavajicich Uchytd a zavésd svételnych * Kompatibilni s vétSinou stavajicich
osvétlovacich systému

modulu zaijistuje Retrofit kompletni nové a velmi ucinné . Nastavitelny svételny tok

osvétleni, a to hlavné diky pribézné montdzi. + Nahrazuje jedno- a dvoj-trubicova

zarivkova svitidla T5a T8
The modules from the LED Pro-Line Retrofit Series are the universal

replacements for single and double lamp fluorescent trunking fixtures and SPECIEIC FEATURES
applicable in most of the existing systems. With preservation of the existing
carriers and suspension, the Refrofit light line module ensures a complete
new and very efficent lighting installation, this with its infegrated through
wiring.

* Universal linear trunking Retrofit LED module

* Up to 160 Lm/W

» Compatible with most of the existing systems

* Light output adjustable

* Replaces single and double lamp T5 and T8
linear trunking fixtures

244 PROLUMIA




LED PRO-LINE RETROFIT SERIE (LED PRO-LINE RETROFIT SERIES) I

LED Pro-Line Retrofit modul
20° / 60° / 90°
58W

406403xx 246

LED Pro-Line Retrofit zaslepovaci modul (blind piece)

4064038x 241

LED Pro-Line Retrofit pfislusenstvi (accessories)

247
4064039x

www.prolumia.cz 245



s | ED PRO-LINE RETROFIT SERIE (LED PRO-LINE RETROFIT SERIES)

UNIVERZALNI LINEARNI OSVETLENI

PRO SIROKOU SKALU POUZITI

UNIVERSAL LINEAR TRUNKING SYSTEM FOR THE MOST

DIVERSE APPLICATIONS

Pro-Line Retrofit
58W

1528

PRO-LINE RETROFIT

20° 60°

-/+180 -/+180
-150 150 -150 150

-120 120 -120 120

il

90°

-120

-/+180

-60 8 60

[ — Co/180 0 — Co/180
0270 00 /270

POUZITi: NAHRADA ZA JEDNO
A DVOJTRUBICOVA ZARIVKOVA
SVITIDLA T5 A T8 PRO ZAPOJENI
DO STAVAJICIHO SYSTEMU

APPLICATIONS: REPLACEMENT

OF SINGLE AND DOUBLE LAMP T5
AND T8 FLUORESCENT FIXTURES IN
EXISTING TRUNKING FIXTURES

VLASTNOSTI (FEATURES)

« Univerzalni linearni LED osvétleni
* 160 Lm/W

« Kompatibilni s vétsinou

stivajicich osvétlovacich systému

« Nastavitelny svételny tok

« Universal linear trunking retrofit

LED module

* 160 Lm/W
« Compatible with most of the

existing systems

« Light output adjustable

246
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LED PRO-LINE RETROFIT SERIE (LED PRO-LINE RETROFIT SERIES) I

PRO-LINE RETROFIT @ C€1P20 Y (O]

¢ Univerzdini linedrni LED osvétleni « Universal linear trunking Retrofit LED module

* A7 160 Lm/W * Up to 160 Lm/W

* Kompatibilni se stavajicimi systémy LiteLicht, Ludwig, « Compatible with existing systems of LiteLicht, Ludwig,
Philips, Regiolux, Ridi, RZB, Siemens, Siteco, Thorn, Trilux, Philips, Regiolux, Ridi, RZB, Siemens, Siteco, Thorn, Trilux,
Veko, Zumtobel Veko, Zumtobel

« Nastavitelnd mira svételného toku DIP-switch  Light output adjustable through DIP-switches
(50%/68%/75%/100%) (50%,68%,75%,100%)

* Na vyzadani se stmivanim Dali * Optionally available with Dali dimmable driver

* Nahrazuje jedno- a dvoj-trubicovd zdfivkovd svitidla * Replaces single and double lamp T5 and T8 fixtures in
T5aT8 linear trunking systems

* Vhodné pro pribé&znou montdz (5 x 2,5mm2 /7 x 2,5 * Complete with through wiring (5 x 2,5mm? /
mm2), pUvodni kabelové piipojeni neni pouzito 7 x 2,5mm?), exisiting old wiring is no longer used

SCHEMA OZNACENI (ARTICLE TREE)
LED MODULY *

Obj.€. Uhel vyzafovéni / nouzovy modul Teplota chormatiénosti / stmivani
Art.no. Beam angle / emergency unit Light color / dimmable
X

406403 / x / x X
0: 20° 1: 4000K, nestmivatelné / 5-zilové (not dimmable / 5 core cable) @
1: 60° 2: 5000K, nestmivatelné / 5-zilové (not dimmable / 5 core cable) @
2:90° @ 4: 4000K, DALI stmivani / 7-zilové (Dali dimmable / 7 core cable)
3:20°, nouzovy modul (with emergency unit) 5: 5000K, DALI stmivéni / 7-zilové (Dali dimmable / 7 core cable)

4: 60°, nouzovy modul (with emergency unit)

5:90°, nouzovy modul (with emergency unit)

ZASLEPOVACI MODUL (BLIND PIECE)

. . ., . * Skladem jsou drzeny pouze vybrané verze svitidla. Pfed
Obj.c. Uhel vyzarovani / rozméry o ’ . . . . -
Art.no. Beam angle / measurements objednanim kontaktujte svého prodejce pro aktudlni termin dodani.

* Not all article combinations are standard in stock. Inquire about
4064038 / x x

the current stock before you order.
0: Zaslepovaci modul (Blind piece), 20°, 7-zilové (7 core cable), 1525mm

1: Zaslepovaci modul (Blind piece), 60°, 7-zilové (7 core cable), 1525mm
2: Zaslepovaci modul (Blind piece), 90°, 7-zilové (7 core cable), 1525mm
3: Zaslepovaci modul (Blind piece), 20°, 7-zilové (7 core cable), 300mm
4: Zaslepovaci modul (Blind piece), 60°, 7-zilové (7 core cable), 300mm

5: Zaslepovaci modul (Blind piece), 90°, 7-zilové (7 core cable), 300mm

PRISLUSENSTVi (ACCESSORIES)

Obj.c. PrisluSenstvi
Art.no. Accessories

@ Samec 7-pdlovy konektor pro pripojeni pocateéniho svitidia
4D (Male 7 core cable connector for connecting the first fixture)

40640391 Samec + Samice 7-pdlovy konektor (sada) (Male + Female 7 core cable connector - set) LET ZARUKA
40640392 @ Kabelovy svazek 7-vodi¢ovy s konektorem 1565mm @ PRODUKT SKLADEM YEARS WARRANTY

(Wiring harness 7 cable core with male /female connctor 1565mm)

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Idroj svétla (Light source): LED SMD2835

©)

Pfikon Ucinik U):\el o Sv_éfeln\,'/ tok Obj.&. Uhel vyzafovani (Beam angle): 20°, 60°, 90°

Power et i vyzarovani Light output e - N
consumption (W) Beamlangl (LM) -no. Kindex poddni barev (Color rendering): Ra >80
Provozni teplota (Operating temperature): -25°C - +45°C
Zivotnost (hod) (Rated life hours): L80 > 60,000
20° 9300 Lm 4064030x / 4064033x LED napdijeni (véetné) (LED driver (included)): CE

58 W >0.95 ) 4064031x / 4064032x / Napdijeni (Input): 220 - 240V AC 50-60Hz

60°/90° 8700Lm 4064034x | 4064035% Trida ochrany (Safety class): Tda | (Class I)

www.prolumia.cz 247



AEG

Instalace moznd po odstranéni fixaénich Uchytd svitidla

Installation possible after removing luminaire fixation points

AEG

Fluora

Fluolite

Kandem

Doporuc¢ena demontdz montdznino systému 2
Mounting clip system 2 should be disassembled

LiteLicht

Doporu¢ena demontdz montdzniho systému 1
Mounting clip system 1 should be disassembled

Litec

Doporuc¢ena demontdz montdznino systému 2
Mounting clip system 2 should be disassembled

Ludwig

Doporu¢ena demontdz montdzniho systému 2
Mounting clip system 2 should be disassembled

Newlec

Philips

248
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s | ED PRO-LINE RETROFIT SERIE (LED PRO-LINE RETROFIT SERIES)

Kompatibilni s... (Compatible with...)

Philips

Philips

Doporu¢ena demontdz montdzniho systému 1
Mounting clip system 1 should be disassembled

Philips

Regent

Moznost instalace do montdzni listy pouze bez kabeldze
Installation only possible in mounting rail without wiring

Regiolux

Ridi

Moznost instalace do montdizni listy pouze bez kabeldze
Installation only possible in mounting rail without wiring

Ridi

Moznost instalace do montdzni listy pouze bez kabeldze
Installation only possible in mounting rail without wiring

RZB

Doporu¢ena demontdz montdzniho systému 2
Mounting clip system 2 should be disassembled

Siemens

Instalace moznd po odstranéni fixacnich Uchytl svitidia
Installation possible after removing luminaire fixation points

Siemens / Siteo

Instalace moznd po odstranéni fixaénich Uchyty svitidla
Installation possible after removing luminaire fixation points

3
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Siteco
£
£
60mm A
68 mm
Siteco
Doporu¢ena demontdz montdzniho systému 1 E
Mounting clip system 1 should be disassembled 5
58 mm
Thorn
£
£
<
63 mm
Trilux
Doporu¢ena demontdz montdzniho systému 2 .
Mounting clip system 2 should be disassembled §
63mm
Trilux
Instalace moznd po odstranéni fixaénich Uchytd svitidla €
Installation possible after removing luminaire fixation points 45mm é
60 mm
Trilux
£
3
K
60mm
Trilux
€
3
s
63mm
Trilux
Doporu¢ena demontdz montdzniho systému 1, nutnost £
pouziti kratsiho montdzniho Uchytu o
Mounting clip system 1 should be disassembled, mounting 133
mm
aid must be shortened —
Trilux
£
13
45mm 2
60mm
Veko
Doporu¢ena demontdz montézniho systému 1 £
Mounting clip system 1 should be disassembled E
61,6 mm

www.prolumia.cz

LED PRO-LINE RETROFIT SERIE (LED PRO-LINE RETROFIT SERIES) I

Kompatibilni s... (Compatible with...)

Zumtobel
Doporu¢ena demontdz montdzniho systému 1 .
Mounting clip system 1 should be disassembled £
2
61 mm
Zumtobel
£
=
61 mm
Montaz (Assembly)

E—
Systeem 1 Systeem2 Montagehulp Montagehulp ~ Systeem2 Systeem 1
System1  System2  Mounting aids Mounting aids ~System2  System 1

| |
Systeem 1 Systeem2 Montagehulp Montagehulp  Systeem2 Systeem 1
System1  System2  Mounting aids Mounting aids System2  System 1

Systém 1 System 1 Systém 2 system 2

AEG Gealux-TS, AEG Maxos, Fluolite TRZ,
Fluora Nini-Fix, LiteLicht Q-TS, Newlec HSDT,
Philips Maxos TL5, Philips Maxos TL-D, Philips
TTX200, Philips TTX400, Regent Traq, Regiolux
Kandem SV70/SV75, Litec, Ludwig TR50W, SDT XX, Ridi VLG XX, Ridi VLT XX, Siemens
RZB Planos 5LS, Siemens/Siteco 5LJ80 Serie, Siteco
DUS, Siteco Modario, Thorn 98287, Trilux
07650 XX, Trilux 218120 (7761/7861), Trilux
7770, Trilux 7910X/7920X, Veko PWR-05500,
Zumtobel ZX1, Zumtobel ZX2
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. ODOLNE AVODOTESNE PRISAZ

LED PRO-AQUA |
SERIE

Rada LED svitidel Pro-Aqua Il je efektivni a inteligentni
osvétleni pro primyslové pouziti. Tato LED svitidla poskytuji
dokonalou alternativu za vodotésnd svitidla TL (-D). Diky
vykonnému osvétleni docilite vyssiho rozpozndni vozidel, lidi a
znaceni.

The LED Pro-Aqua |l series is the efficient and intelligent lighting solution for
industrial applications. The LED lighting fixtures offer a good alternative for
waterproof TL (-D) fixtures. The light image provides better recognition of
vehicles, people and signage.

SPECIFICKE VLASTNOSTI

« Vodéodolné svitidlo (IP65)
* Narazuvzodrny polykarbonatovy kryt
* Moznosti:

- Pohybové ¢idlo (MW) + 3 st. stmivani

- Intergrovany nouzovy modul

- Pribézna montaz

- Bezdratova funkce master — slave (RF)

» Waterproof LED luminaire (IP65)
» Impact resistant polycarbonate housing
* Available with:
- Motion sensor (MW) with 3 step dimming
- Integrated emergency function
- Throughwiring
- Wireless master — slave functionality (RF)

250
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LED PRO-AQUAII SERIE (LED PRO-AQUA || SERIES) -

LED Pro-Aqua ll
664x90x90 mm

9w

402810xx

252

LED Pro-Aqua ll
1274x90x90 mm

17,5wW

402811xx

252

LED Pro-Aqual ll
1574x90x90 mm
30w

402812xx

252

LED Pro-Aqua ll
664x140x90 mm

17,5W

402813xx

252

LED Pro-Aqua ll
1274x140x90 mm
35W

402814xx

252

LED Pro-Aqual ll
1574x140x90 mm
56W

402815xx

252

www.prolumia.cz

251



| ED PRO-AQUAI SERIE (LED PRO-AQUA Il SERIES)

40281/ ..1..1..

L Teplota chromati¢nosti

Color temperature
1: Neutralni bila, 4000K

Pure white

LED Pro-Aqualll

:120°:

120°

350190071200

0rta0
[T

X

C€ P65 @ X

4: Neutralni bila, 4000K, pribézna montaz

Pure white, with through wire
Pro-Aqua Il verze
Pro-Aqua Il version
0: Standard

Standard
1: S ¢idlem

Sensor
2: RF master ¢idlo

RF master

. RF slave
RF slave

Standard, emergency

: Cidlo, nouzové osvétleni
Sensor, emergency

3
4: Standard, nouzové osvétleni
5
6

: RF master ¢idlo, nouzové osvétleni

RF master, emergency

7: RF slave, nouzové osvétleni

RF slave, emergency
Rozméry
Size
0: 664mm 123
1 1274mm 3
1 1574mm 13
1 664mm, HO %2
1 1274mm, HO
: 1574mm, HO

a s wWwN e

LET ZARUKA
YEARS WARRANTY

Typ LED

SMD

Rozméry (LxBxH)

Svételny tok

* |P65 vodotésné svitidlo, 100% ndhradou k LED TL (-D)
zarivkédm

» Sedé opldsténi z UV stabilniho PMMA a semi-transparentni
polykarbondtovy difuzor se sponami z nerezové oceli

¢ Vysokd U¢innost: 130 Lm/W

« K dispozici s mikrovinnym pohybovym ¢idlem, 3-stupriovym
stmivanim (0% -20% -100%)

« Volitelnd bezdrdtovd komunikace master / slave (MW)

« K dispozici s prib&znou montdazi

« Instalace i do zavésu pomoci volitelného montdzniho
pfislusenstvi

 Prichodky a uzaveéry jsou soucdsti kazdého svitidia

Pouziti: chladirenské prostory, vnitini parkovisté, skiady a primyslova
vyroba atd.

Range of IP65 waterproof LED luminaires, which offer a 1

on 1 alternative to LED waterproof TL (-D) fixtures

Grey housing from UV stabilized polycarbonate, the
semi-transparent polycarbonate diffuser is attached with
stainless steel clips

High efficiency: 130 Lm/W

Available with motion sensor (MW) with 3-step dimming
function (0% - 20% - 100%)

Optional wireless communication between master (with

MW) and slave fixtures

Available with through wiring
¢ (Pendant) mounting with stainless steel mounting brackets
* Cable glands and installation materials are included

Applications: cold storage areas, indoor car parks, warehouses and
industrial environments, efc.

Zdroj svétla (Light source): SMD 2835 LED

Uhel vyzafovani (Beam angle): 120°

Teplota chromaticnosti (Color temperature): 4000K (Neutrdini bild)
Provozni teplota (Operating temperature): Standard (standard)

-25°C - +50°C, nouze (emergency) -10°C - +50°C, senzor -25°C - +40°C
Zivotnost (hod.)(Rated life hours): > 50,000

LED napdjeni (véetné) (LED driver (included)): CE

Napéti (Input): 180-265V AC 50/60Hz, 180-230V DC

Mikrovinné &idlo (Microwave sensor):

Oblast detekce (Detection area): max. @ 14 m pii montézni vysce 6 m
(with a mounting height of 6 m)

Citlivost (Sensitivity): 25% - 50% - 75% - 100% (nastavitelné) (adjustable)
Doba osvétleni (Hold time): 5-305s. /1 -5- 15 - 30 min. (nastavitelné)
(adi.)

Doba orientacniho osvétleni (Hold time orientation lighting):
0-10-20-30- 60 - = min. (nastavitelné) (adjustable)

Senzor svétla (standard) (Light sensor (standard)):

vyp. (off) - 15-10 - 5 Lux (nastavitelné) (adjustable)

Senzor svétla (priorita denniho osvétleni) (Light sensor (daylight priority)):
vyp. (off) - 150 - 100 - 75 - 50 - 35 Lux (nastavitelné) (adjustable)

(©rif(: Pfikon (W) / Oinik Obj.&.
D\n\enszc;:v:.‘{LxWxH) Power consumption (W) ngth%“fpm (Power factor) (Art.no.)
664x90x90 9 1200 >0.80 40281001 23
1274x90x90 17.5 2300 >0.80 40281101 '3
1574x90x90 30 3900 >0.90 40281201 '
664x140x90 17,5 2300 >0.80 40281301 '2
1274x140x90 35 4600 >0.90 40281401
1574x140x90 56 7300 >0.90 40281501

! Neni k dispozici pro prib&znou montaz (not available with through wiring)
2 Neni k dispozici s nouzovym modulem (not available with emergency unit)
3 Neni k dispozici s RF technologif (not available with RF technology)

40281501 -/+180
56W LED  -150 150
-120 120
-90 90
2.
4.
-60 \ 263, | 60
) 1684.7
-30 5, 30
0
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LED PRO-AQUAII SERIE (LED PRO-AQUA || SERIES) -

Standardni funkce ¢idla
Standard sensor functions

0% / 100% / 20%
(@] o

A

ﬁ

B 0%/100%

A A

20% / 100%
- O

20% 20Po
ﬂy fl

Funce RF master / slave systému
Functions of the RF master-slave functionality

Svitidla s pohybovym senzorem (Master) a svitidla s pfijimacem (Slave)
mohou byt sdruzovana az do 16 skupin master / slave

Popis funkce:
Master svitidlo vysila signal na pfednastaveném kanale (kanal 0-15) pfi detekci

pohybu

Slave svitidla, ktera jsou nastavena na shodny kanal jsou shodné spusténa

Master svitidlo se muze také chovat jako slave a muze byt spusténo 2 odliSnymi
kanaly

Doba osvétleni je nastavena zvlast pro master i slave svitidla

RF komunikace je provozovana na 868 MHz (<100mW) a ma dosah az 30m
uvnitf a 100m venku

Fixtures with a motion sensor (Master) and fixtures with a receiver
(Slave) can be combined in up to 16 master-slave groups.

Operation:
Master fixtures send a signal on the pre-set channel (channel 0-15) when

triggered

Slave fixtures which are set to the same channel will be triggered and switch on
as well

Master fixtures can also act as slave and can be triggered by two different
channels

The hold times are set individually on the master and slave fixtures

RF communication works on 867MHz (<100mW) and has a reach of 30m inside
up to 100m outside

Detekéni zona
Detection zone

y

R

-

Ndkres nasténného umisténi (Wall
mounting pattern) / Jednotky
(Unit): m

Doporuéend montdzni vyska
(Suggested installation height):
1-18m

Ndkres stropniho umisténi (Ceiling
mounting pattern) / Jednotky
(Unit): m

Doporuéend montdzni vyska
(Suggested installation height):
25-6m

www.prolumia.cz
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| ED PRO-AQUAI SERIE (LED PRO-AQUA Il SERIES)

Priklad pouziti:

Application example:

Master

Master

Master

v

SR » =

L.
@D D
=y . |
@D

Master

Slave

9

Slave

W R

@

a

Master

Slave

G

Slave

Master

Y

J

0

@D
| @) @D
)y . O
@D

Master

)@
()

| @)

® |

Master

Slave

e

Slave

-8

Master

0

J

v

Slave
/=
)y | O
o &
Master 3
Pripojeni k (links with) Master 2
Tx Rx1 Rx2
Slave 3a Slave 3b
Rx1 Rx1
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Slave

0
i

Slave

o

Master 2

Pripojeni k (links with) Master 1 & 3
Tx Rx1

Slave 2b
Rx1

789
4]@

o,
&
.’a®b
o

p]

Slave

9]

Slave

-6

Master 1
Pripojeni k (links with) Master 2
Tx Rx1 Rx2
Slave 1a Slave 1b
Rx1 Rx1
(LN 01899
maloid’b G

Svételny vykon
Light output

[ 1100%
[ J20%
CJo%
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INTECIGENTNITAWWODOTESNE

INLELLIGENEBANDVWAILERPROOE

LED PRO-STOCK
SERIE

s
Rada svitidel LED Pro-Stock se sklddd z linedrnich svitidel High- SPECIFICKE VLASTNOSTI
Bay o vykonu od 30W do 180W. Pouzitim stfedné vykonnych « 135LM/W
LED diod Nichia a Meanwell napdjeni je dosazeno U&innosti * Zigbee (k dispozici)
systému aZ 135 Lm / W. Diky vice moZnostem montdze a fadé : :::L::)e“"im osvétleni (v kombinaci se
dostupnych optik je fada svitidel Prolumia Pro-Stock vhodnd&
pro mnoho poufiti, jako je napiiklad nasvétleni meziregdlovych
ulicek ale i velkych otevienych prostord. . 135LMIW

» Zigbee (optional)
» Daylight sensor (in combination with
Zigbee version)

The LED Pro-Stock series consists of linear High-Bay luminaires with power
ranging from 30W to 180W. Application of medium power Nichia LEDs and a
Mean Well driver results in a system efficiency up to 135 Lm/W. The different
mounting options and a diversity of lenses makes the Pro-Stock series
suitable for diverse applications such as lighting between high storage racks
up fo large open spaces.

256 PROLUMIA




LED Pro-Stock 280 mm
30w

40644x%X @a

LED Pro-Stock 488 mm
60W

40644xXX @ 8

LED Pro-Stock 718 mm
90w

40644xxx @8

LED Pro-Stock 948 mm

120W

40644x%X @a

LED Pro-Stock 1178 mm
150W

40644xxx @ 8

LED Pro-Stock 718 mm
180W

40644xxx @8

www.prolumia.cz
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s | ED PRO-STOCK SERIE (LED PRO-STOCK SERIES)

POUZITi: SKLADY, VYROBNI A
LOGISTICKE HALY, SPORTOVNI
STADIONY APOD.

APPLICATIONS: WAREHOUSES,
PRODUCTION AND LOGISTICS
HALLS, INDOOR STADIUMS.

INTELIGENTNI OSVETLENI PRO PRUMYSL,
ZMENA, KTERA STOJIZATO

INTELLIGENT LED LIGHTING FOR INDUSTRIAL AREAS,
A CHANGE THAT IS WORTH THE EFFORT

Pro-Stock 30W-150W Pro-Stock 180W

PRO-STOCK
ofE P B SR | o R

C€ IP65 ®-

275

e
P OO PO OGP R e
R ERRL e E

280-1178 L

[ — 13

10:

« 135LM/W
Piikon
° Zigbee (k disPOZiCi)

« Cidlo denniho osvétleni

Rocell =D 28 LED (LEDs) 56 LED (LEDs) 84 LED (LEDs) 112 LED (LEDs) 140 LED's (LEDs) 168 LED's (LEDs) —— :
(v kombinaci se Zigbee)
Rozméry (DxSxV). 280x137x102 488x137x102 718x137x102 948x137x102 1178x137x102 718x275x102
Svételny fok (3000K) 4 050LMm 8.100LM 12.150LM 16.2000LM 20.250LM 24.300LM . 135LM/W
Svételny fok (4000K) 4 200Lm 8.400LM 12.600LM 16.800LM 21.000LM 25.200LM » Zigbee (optional)
o - Daylight sensor (in combination
Svételny tok (S000K) 4 .200Lm 8.400LM 12.600LM 16.800LM 21.000LM 25.200LM with Zigbee version)

258 PROLUMIA



LED PRO-STOCK SERIE (LED PRO-STOCK SERIES) HE—

PRO-STOCK C€ IP65 @

* Linedrni LED svitidlo IP65 “High-Bay” (IP20 Zigbee verze) Lineair IP65 "“High-Bay" armature (IP20 for Zigbee
* Dokonale se hodici pro osvétleni (i vysokych ) version)

meziregdlovych ulicek a velkych otevienych prostor Perfectly suited for illuminating the aisles between high
¢ Kryt z lakovaného extrudovaného hliniku racks and large open spaces

¢ Montdz moznd, jak do zdvésu pomoci ocelovych

Housing made of powder coated extruded aluminum

lanek, tak pfimo na strop pomoci dvou montdznich Pendant mounting available by use of steel cables
drzakd or directly against the ceiling through two mounting
K dispozici sest vykonostnich variant v rozmezi brackets
od 30W do 180W Six different versions ranging from 30W to 180W
 Dostupné i rdzné optiky (30°x70°, 60°x90° a 120°) Three different lenses available (30°x70°, 60°x90° and
¢ MoZnost stmivani (0-10V of DALI) 120°)

* MoZnost Zigbee (kromé verze 30W)

Available in dimmable version (0-10V or DALI)

Available in Zigbee version (except for 30W)

LET ZARUKA
YEARS WARRANTY
Obj.c. Verze Pfikon Teplota chrom. & optika
Art.no. Version Power consumption Color temperature & lens
X X X

40644/ ../ ../ ..
0: Standard (standard) 0: 30W 0: 3000K, 30° x 70° optika (lens)
1: 1-10V stmivani (1-10V dimmable) 1: 60W 1: 4000K, 30° x 70° optika (lens)
2: DALI stmivani (DALl dimmable) (dostupné ve verzi (available for) 90W, 120W, 150W, 180W) 2: 90W 2: 5000K, 30° x 70° optika (lens)
3: Zigbee (dostupné ve verzi (available for) 60W, 90W, 120W, 150W, 180W) 4: 120W 3: 3000K, 60° x 90° optika (lens)
5:150W 4: 4000K, 60° x 90° optika (lens)
6:180W 5: 5000K, 60° x 90° optika (lens)

6:3000K, 120° optika (lens)
7: 4000K, 120° optika (lens)
8: 5000K, 120° optika (lens)

SPECIFIKACE (FEATURES)
G ﬂ Svételny zdroj (Light source): Nichia LED
G ﬂ Index poddni barev /(Color rendering index): Ra > 70

Provozni teplota (Operating temperature): -30°C - +50°C

Tivotnost (hod.) (Rated life hours): > 60,000

LED napdijeni (véetné) (LED driver (inclusive)): Meanwell IP65
40644090 Montazni drZk 30W-150W 40644091: Montdini dizék 180W 40644590: Wifi Zigbee gateway 40644592: Cidlo denniho osvétien péjent( A ( U
Mounting brackets 30W-150W Mounting brackets 180W Wifi Zigbee gateway Daylight sensor Vstupni napéti (Input): 100-277V AC 47/63Hz

' mUze se [iSit vykonem (W) / may vary per power consuption (W)

Ucinik (Power factor): > 0,93

Ligbee verze:
‘ « Bezdrdtovd RF komunikace

« Svitidla mohou byt sdruzovéna do skupin, které jsou
individudiné spindny a stmivany

* Zmény skupin svitidel mohou byt snadno provedeny bez

40644092: Montani drick 30W-150W 40644093: Sada ocelovjch lanek zGsahu do kabeldze
Hounlng hooks 300150 Fendantsel « Mira osvétleni moze byt automaticky oviadddna pomoci
40644591 Délkové oviadani Mobii Zigbee Aplikace Cidla denniho osvétleni
Remote control Mobile Zigbee App

« Snadno oviadatelné pomoci chytrého telefonu, tabletu nebo
pomoci Zigbee oviadace

/4180 -/+180 -/+180 Zigbee versions:
150 150 150 150 i o
* Wireless RF communication
¢ Luminaires can be divided into groups which can be

individually switched and dimmed

Changing groups is easy and can be done without

changes in wiring

llumination level can be managed automatically by a

P /° 4 “\ 60 0 separately available daylight sensor
[ “ * Easy to operate with smartphone or tablet or by using a
* 2 * * separately available matching Zigbee remote control
37 x70° 600 x50°

www.prolumia.cz 259
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POWEREURFANDINIELCIGEN BEEDEIGHIINGINFATCOMPACEDESIGN

LED PRO-BAY Il

SERIE

LED PRO-BAY Il SERIES

LED Pro-Bay Il je novd generace svitidel High-Bay IPé5.
Pouzitim stfedné vykonnych LED diod Nichia a Meanwell
napdjeni je dosazeno UCinnosti systému az 150 Lm/W.

S pouzitim volitelnych optik a nékolika vykonostnich

variant (max. 300W) je vhodné k montdzi do vysky. Pomoci
bezdratové komunikace Zigbee je mozné bezdratové spindni
a stmivani.

The LED Pro-Bay Il is the new generation IP65 High-Bay luminaires.
Application of medium power Nichia LEDs and a Mean Well driver results in
a system efficiency up to 150 Lm/W. Application for great mounting heights
is possible by using the available lenses and the wide range of armatures
(max 300W). Using the Zigbee wireless communication, wireless switching
and dimming is possible.

SPECIFICKE VLASTNOSTI

* Az 150LM/W

* Vodotésné LED svitidlo (IP65)

« Zigbee k dispozici

« Cidlo denniho osvétleni (v kombinaci se
Zigbee)

SPECIFIC FEATURES

* Max. 150LM/W

» Waterproof LED luminaire (IP65)

» Zigbee (optional)

 Daylight sensor (in combination
with Zigbee version)

260
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LED PRO-BAY Il SERIE (LED PRO-BAY I SERIES) IEm—

LED Pro-Bay Il 264 mm

70W

40643x1x

262

LED Pro-Bay Il ¢ 383,5 mm
100W

40643x3x

262

LED Pro-Bay Il ¢ 383,5 mm
150w

40643x5x

262

LED Pro-Bay Il ¢ 383,5 mm
200W

40643x6x

262

LED Pro-Bay Il 381 mm
300W

40643x8x

262

www.prolumia.cz
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s | ED PRO-BAY |l SERIE (LED PRO-BAY II SERIES)

POUZITI: SKLADY, VYROBNI A
LOGISTICKE HALY, SPORTOVNI
STADIONY, APOD.

APPLICATIONS: WAREHOUSES,
PRODUCTION AND LOGISTICS
HALLS, INDOOR STADIUMS.

CHYTRE NAVRZENO PRO VYKONNE A USPORNE
RESENI

SMART DESIGNED FOR PROVIDING POWERFUL, ENERGY-SAVING
SOLUTIONS

Pro-Bay Il 70W Pro-Bay I 100w Pro-Bay [l 150W Pro-Bay Il 200w Pro-Bay I 300W

@)

Q

N gom_ - o
TR 2NN Wi\

0383

" « Az 150LM/W

« Cidlo denniho osvétleni

RoceHLEDE. 84 LED (LeDs) 112 LED (eDs) 189 LED (LeDs) 252 LED (L€Ds) 532 LED (LeDs) S .

(v kombinaci se Zigbee)
Fommeni(Cas ©264x172,5 383,5x182 383,5x182 383,5x201 381257
S IVIGRCO00R) 9.450LM 13.500LM 20.250LM 27.000LM 43.450LM

» Max. 150LM/W

Svételny fok (4000K . .
R=telnylok0NOK) 9.800LM 14.000LM 21.000LM 28.000LM 45.000LM . Zigbee (optional)
Svételny tok (5000K) 9.800LM 14.000LM 21.000LM 28.000LM 45.000LM + Daylight sensor (in combination

with Zigbee version)
PRO-BAY II
(€ IP65 ®-

262 PROLUMIA



LED PRO-BAY Il SERIE (LED PRO-BAY I SERIES) IEm—

PRO-BAY II

 IP65 High-Bay svitidlo

 Pouzdro z extrudovaného hliniku s préskovym
ndstiikem

¢ Montdz pomoci fetézu nebo vybranych
montdéznich drzakd

* P&t vykonostnich variant od 70W do 300W

» K dispozici 3 optiky (120°, 90° a 50°)

« K dispozici ve stmivatelné verzi 1-10V a DALI

« K dispozici v bezdrdtové ovladatelnych verzich Zigbee

. n the
[ App Store

C€ IP65 ®-

* IP65 “High-Bay" fixture

* Housing made of powder coated extruded aluminum

¢ Pendant mounting available by use of chain or
directly against the ceiling by using the optional
mounting brackets

« Five different versions ranging from 70W to 300W

* Three different lenses available (120°, 90° and 50°)

¢ Available in dimmable version (0-10V)

¢ Available with Zigbee wireless control

LET ZARUKA
YEARS WARRANTY

Obj.c. Verze kon Teplota chrom. a optika
Art.no. Version wer consumption Color temperature & lens

40643/ ../ ../ .. X X X
0: Standard (standard) 1: 70W 0: 3000K, 120° optika (lens)
1: 1-10V stmivani (1-10v dimmable) 3: 100W 1: 4000K, 120° optika (lens)
2: DALI stmivani (DAL dimmable) (vhodné pro (available for) 100W, 150W a 200W) 5: 150W 2: 5000K, 120° optika (lens)
3: Zigbee 6: 200W 3: 3000K, 90° optika (lens)
8: 300W 4: 4000K, 90° optika (lens)

' mUze se Iisit vykonem (W) / may vary per power consuption (W)

5: 5000K, 90° optika (lens)
6: 3000K, 50° optika (lens)
7: 4000K, 50° optika (lens)

8: 5000K, 50° optika (lens)
2 neni pro 70W / not for 70W

SPECIFIKACE (FEATURES)

Svételny zdroj (Light source): Nichia LED

Provozni teplota (Operating temperature): -30°C - +50°C
Tivotnost (hod.) (Rated life hours): 100,000

LED napdijeni (véetné) (LED driver (inclusive)): Meanwell IP65
Vstupni napéti (Input): 100-277V AC 47/63Hz

40643090: Montdzni drzak 40643091: Montdzni drzaky P
Mounfing bracket Mounting brackets Ucinik (Power factor): > 0,95
Index poddni barev /(Color rendering index): Ra > 70
40644591 Dlkové oviddani Mobini Zigbee Apikace
Remote control Mobile Zigbee App
Zigbee verze:
* Bezdrdtovd RF komunikace
« Svitidla mohou byt sdruzovéna do skupin, které jsou
individudiné spindny a stmivany
¢ Zmény skupin svitidel mohou byt snadno provedeny bez
40644590: Wifi Zigbee gateway 40644592: Cidlo denniho osvételni zésahu do kabeldze
Wi Zigbee gafeway Dayiight sensor * Mira osvétleni mize byt automaticky ovidddna pomoci
senzoru denniho osvétleni
* Snadno oviadatelné pomoci chytrého telefonu, tabletu nebo
pomoci Zigbee oviadace
/180 /1180 /s180 Zigbee versions:
150 150 150 150 150 150 . . N
* Wireless RF communication
120, 120 120 120 120, 120 * Luminaires can be divided info groups which can be
individually switched and dimmed
* Changing groups is easy and can be done without
%0 %0 %0 % % %0 ) .
/ oo o changes in wiring
« lllumination level can be managed automatically by a
0 1 L 0 4 6 0 3300 L separately available daylight sensor
1990 ) { “ « Easy to operate with smartphone or tablet or by using a
30 30 -30 30 30 30 ) . .
e o o separately available matching Zigbee remote control
50° 900 120°

www.prolumia.cz
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PROLUMIA
VEREJNE LED OSVETLENI

PUBLIC LED LIGHTING

VYSQCE EFEKTIVNIi LED OSVETLENi PRO POUZITi V PRUMYSLU
A VEREJNEM OSVETLENI

HIGHLY EFFICIENT LED LIGHTING FOR BOTH INDUSTRIAL AND PUBLIC LIGHTING APPLICATIONS

Prolumia Vdm predstavuje novou generaci LED technologii pro primyslové i verejné osvétleni,
kterd reaguje na stdle se vyvijejici trh s osvétlenim. Od funk&nosti azZ po jedinecny design, to vie
Vdam poskytne Prolumia verejné osvétleni se svoiji Sirokou nabidkou svitidel, a tim Vam pfindsi
vhodné feseni do kazdé oblasti.

The market for public lighting and street lighting is on the move. Prolumia presents the next generation of LED fechnology
for industrial and urban contemporary applications. Areas where pure functionality plays a role fo more public areas
where it can also been seen. Prolumia has a wide range of armatures that offers an appropriate lighting solution for each
area.

PROLUMIA




Reference: Nakupni park S1 Centre Opava, Ceska republika (Reference: Shopping centre S1 Opava, Czech republic)

SERIE

SERIES

¢ LED Pro-Strada Série | LED Pro-Strada Series
¢ LED Pro-Vision Série | LED Pro-Vision Series

* LED Pro-Tabella Série | LED Pro-Tabella Series
¢ LED Urban Série | LED Urban Series

www.prolumia.cz




NEKOMPROMISNI SVOU NADCASOVOU FUNKCNOSTI
FUNCTIONALITY WITHOUT COMPROMISE AND PREPARED
FORTHE FUTURE

LED PRO-STRADA

SERIE

LED PRO-STRADA SERIES

LED Pro-Strada vynikd svou univerzdinosti. Toto svitidlo spojuje
komfortni osvétleni s efektivitou. To vSe v modernim designu,
Siroké fadé svételnych vykonnosti a ve standardni vybavé
Zhaga socket. To vse tvori tato svitidla bohaté pripravena

na budoucnost.

The versatility of the LED Pro-Strada is immense. This fixture bridges the gap
between light comfort and efficiency. All of this fogether with a broad
range of lumen packages, application based versions and provided with
a Zhaga socket as standard. This makes the family a safe and future proof
choice.

SPECIFICKE VLASTNOSTI

« Standardné se Zhaga socket (kromé Basic)
« Standardné s SR-driver (kromé Basic)

« 6 volitelnych optik

« Volitelné k dispozici 2 Zhaga socket

« Volitelné DC-ready

SPECIFIC FEATURES

« Standard with Zhaga socket (excl. Basic)

« Standard with SR-driver (excl. Basic)

« 6 different optics

« Optional second Zhaga socket on the
bottom

* Optional DC-ready version

266
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LED PRO-STRADA SERIE (LED PRO-STRADA SERIES) I

LED Pro-Strada
Micro / Mini / Midi / Maxi
AT 3XXXXX 268

LED Pro-Strada Basic
Micro / Mini / Midi / Maxi

403120xx 270

www.prolumia.cz 267



s | ED PRO-STRADA SERIE (LED PRO-STRADA SERIES)

NEJKOMPLEXNEJSI VENKOVNI OSVETLENI

VYRABENE V NIZOZEMI

THE MOST COMPLETE OUTDOOR FIXTURE LINE MADE IN THE

NETHERLANDS

-/+180

150

-/+180

120

-/+180

-/+180
-150

150

-60

120

-/+180

150

60

-30

-150

-/+180

60

30

150

90

268

Typ 6

POUZITI: SILNICNi OKRUHY,
HLAVNI SILNICE, CYKLOSTEZKY,
CHODNIKY, OBCHDONI CENTRA,
PARKOVISTE, APOD.

APPLICATIONS: ROAD DISTRICTS,
MAIN ROADS, BICYCLE /
PEDESTRIAN PATHS, INDUSTRIAL
AREAS, BUSINESS PARKS, PARKING
LOTS, ETC.

« Standardné se Zhaga socket
(kromé Basic)

« Standardné s SR-driver (kromé
Basic)

« 6 volitelnych optik

« Volitelné k dispozici 2x Zhaga
socket

« Volitelné DC-ready

- Standard with Zhaga socket
(excl. Basic)

« Standard with SR-driver
(excl. Basic)

- 6 different optics

« Opt. second Zhaga socket on
the bottom

« Optional DC-ready version

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY

PROLUMIA



LED PRO-STRADA SERIE (LED PRO-STRADA SERIES) I

PRO-STRADA CEIP6E D2 &

« LED svitidlo Pro-Strada (IP66) (Micro, Mini, Midi, Maxi)
« Integrovand prepétovd ochrana 10KV

Pro-Strada LED luminaire (IP66) (Micro, Mini, Midi, Maxi)

Intergrated 10KV surge protection

* 6 moznosti charakteristiky vyzafovani 6 light diistribution options
¢ Pouzdro z tlakové litého hliniku s préskovou barvou * Housing made of powder coated die-cast aluminum

* Stmivani a predem sestaveny kabel standardné soucdsti * Dimregime and pre-assembled cable standard included

» Standardné pripraveno pro plug & play OLC Standard prepared for plug & play OLC

* Vybaveno tvrzenym sklem (IK08) Equipped with tempered glass (IK08)
« Standardné vybaveno Zhaga socket, moznost dovybaveni * Equipped with Zhaga socket as standard, option for

druhou Zhaga socket second Zhaga socket

¢ Standardné vybaveno SR-driverem Equipped with SR-driver as standard

« Volitelné: Komfortni stinéni * Optional: Comfort shielding

Obj.c. Verze Svételny tok Optika Teplota chromati¢nosti
Art.no. Version Lumen package | Opfics Color temperature

60mm adaptér-4136/ ../ ../ ../ ../ ..

; X X X X
7émm adaptér-4137/ ../ ./ ../ .. [ ..
9: Micro 14 LED * 4: Midi 40 LED 1A 0:Typ 1 0: Tepld bild (3000K)
0: Mini 12 LED 5: Midi 54 LED 2:B 1:Typ 2 1: Neutrdini bild (4000K)
1: Mini 18 LED 6: Maxi 66 LED &€ 2:Typ 3
2: Mini 30 LED 7: Maxi 90 LED 4:D 3:Typ 4
3: Mini 36 LED 8: Maxi 108 LED 4:Typ 5 - Pfechod pro chodce (Pedestrian crossing)

5: Typ 6 - Cyklostezka (Bicycle lane)
* Specidiné vyvinuto pro sloupy vysky 4 az 6 metr( (Especially developed for masts with height from 4 to 6 meters)
*Volitelné k dispozici se specidini optikou uréenou pro cy (Optionally available with optic especially made for bicycle lanes)

SPECIFIKACE (FEATURES)
‘@ __ Idroj svétla (Light Source): Cree / Lumileds / Samsung / Osram

MICRO @ 14 LED zfoc:;?%;;hé'tsmulcﬁrl;)[lm) 0 T000 o0 o0 Teplota chromatiénosti (Color temperature): 3000K / 4000K
Index poddni barev (Color rendering index): Ra = 70

12 LED ﬁlforyd. svételny fok (Im) 1.400 1.600 1.800 2.000 Provozni teplota (Operating temperature): -30°C ~ +50°C
lominal light output (Im) . .
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours) 300-500mA
Stand. svételny tok (Im) diant (vEetnd i i - Philios Xitani
UDWED | il et et 17 2.200 2.400 2.600 2.800 LED napdjeni (véetng) (LED driver (included)): Philios Xitanium SR
MINI programovatelné / 1-10V / Dali
Stand. svételny tok (I
30LED Noc:r';i‘nmﬁ;sr fUTQ’m‘ﬁm,( ™ 3200 3.800 x x Napdjeni (Input): 220-240V AC 50/60Hz

Ucinik (Power factor): > 0,95

Stand. svételny tok (Im)
SBLED |\ minallight autput (im) 4.000 4.600 5200 5.800

e * Pro aktudini prehled kapacity svitivosti navstivté nase stranky www.prolumia.cz
40lep  Stond.svéteinytok (im) — 5g09 4400 6800  7.200

Nominal light output (Im) * For a current overview of the capacities of the light output, visit www.nedelko.nl
MIDI
Stand. svételny tok (Im)
BAED | e e 7000  7.800 8800  9.800
Stand. svételny tok (Im A~
soLeD  ylond evetelny ! “m]( ) 9200 10000 11.000  12.500 MONTAZ (MOUNTING)
MAXI 90 LED zfqnd, slvéfeln\; tok (Im) 13.000 14.000 15.000 16.000 Horni a vstupni montdz k dispozici o rozmérech 60mm a 76mm (na vyzadani). Standardni nastaveni -
lominal light output (Im) ce s o
15 stupnd az + 15 stupnid.
108 LED Elfcr)d. ;véfeln\} tok (Im) 16.500 17.500 18.500 19.500 Top and entry mounting available in the dimensions 60mm and 76mm (on request). Standard adjus-
lominal light output (Im)
table - 15 degrees to + 15 degrees.
Na prdni jsou k dispozici riznd barevnd RAL provedeni nebo telematika.
Upon request available in different RAL colors or equipped with telematics.
PRO-STRADA micrO PRO-STRADA miNI PRO-STRADA miDI PRO-STRADA mAXxI

543 697 697

122
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Reference: Landsmeer, Nizozemsko (Reference: Landsmeer, The Netherlands).
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LED PRO-STRADA SERIE (LED PRO-STRADA SERIES) I

PRO-STRADA BASIC

CeIpee bl e K

* LED Pro-Strada Basic (Micro, Mini, Midi, Maxi) * Pro-Strada Basic LED luminaire (Micro, Mini, Midi, Maxi)
 Pouzdro z tlakové litého hliniku s préskovou barvou * Housing made of powder coated die-cast aluminum

* Vhodné pro bocni a horni montdz « Suitable for entry and top mounting

* Montdzni adaptér vhodny pro sloup @48 - 60mm * Mast adapter standard suitable for a @48 - 60mm mast
¢ A7 140 Lm/W * Up to 140 Lm/W

* Vybaveno 60cm kabelem a IP45 samec konektorem * Supplied with 60 cm cable and IP65 male connector
 Propojovaci kabel k dispozici v riznych délkédch

¢ Vybaveno tvrzenym sklem (IK08)

* Connection cable in different sizes available separately
* Equipped with tempered glass (IK08)

Verze Teplota chromati¢nosti
Version Color temperature

403120/ ../ .. X X
2:35W 6:120W 0: 3000K
3: 45W 7: 150W 1: 4000k @)
4: 60W 8: 200W. 3: 5700K
5: 90W

TECHNICKE SPECIFIKACE (TECHNICAL SPECIFICATIONS)

Pfikon
Power con-
sumption (W)

Typ krytu

Housing type

Zdroj svétla
Light source

Svételny tok
Light output

3BW

45 W

60w

20 W

120 W

150 W

200 W

PRISLUSENSTVIi (ACCESSORIES)

Micro

Micro

Mini

Midi

Midi

Maxi

Osram LED SMD5050
Osram LED SMD5050
Osram LED SMD5050
Osram LED SMD5050
Osram LED SMD5050
Osram LED SMD5050

Osram LED SMD5050

(LM)
4.550 4.900 4.900
5.850 6.300 6.300
7.800 8.400 8.400
11.700 12.600 12.600
15.600 16.800 16.800
19.500 21.000 21.000
26.000 28.000 28.000

Index poddni barev (Color rendering): Ra >70

Provozni teplota (Operating temperature): -30°C - +50°C

Tivotnost (hod) (Rated life hours): > 100.000 (L80B10)

LED napdijeni (véetné) (LED driver (included)): Inventronics
Napéijen (Input): 200 - 240V AC 50-60Hz

Uginik (Power factor): > 0,95

Délka kabelu (Cable length): 0,6m, v&. samec konektoru IP65 (incl.
male connector)

Pro nakresy velikosti navstivte stranu 269.
See page 365 for the size diagrams.

Délka kabelu + konektor Obj
Cable length + connector Art.no.

Konektor samice

4m 3x1mm2 HO5RN-F kabel (cable) + konektor samice

6m 3x1mm2 HO5RN-F kabel (cable) + konektor samice

8m 3x1mm2 HO5RN-F kabel (cable) + konektor samice

10m 3x1mm2 HO5RN-F kabel (cable) + konektor samice

12m 3x1mm2 HO5RN-F kabel (cable) + konektor samice

40312091
40312092
40312093
40312094
40312095
40312096

-/+180
-150 150
120, 120
% EY
10p0
-60 60
40p0
30 5000 30

www.prolumia.cz
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BEZPECNE, STYLOVE A UNIVERZALNI
SAFE, STYLISH AND UNIVERSAL

LED PRO-VISION
SERIE

LED PRO-VISION SERIES

Rada svitidel LED Pro-Vision obsahuje stylovd a moderni SPECIFICKE VLASTNOSTI
svitidla dostupnad ve velikostich mini, midi a maxi. Jsou « Piedinstalovany kabel
vhodnd& pro nasvétleni verejnych chodnikd, cyklistickych + Standardné k dispozici stmivani

Dimregime

stezek a silnic. Dalsi vhodné aplikace jsou také osvéetleni
* Montaz bez naradi

parkovist, provozoven a vefejnych budov.

The LED Pro-Vision series are stylish and modern designed luminaires. The SPECIFIC FEATURES

mini, midi and maxi versions are used in public lighting of pavements, « Pre-assembled cable
bicycle paths, district access, connecting and provincial roads. Also * Dimregime standard included
lighting of parking lots, company sites and around public buildings are * Tool-free mounting

appropriate application areas.
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LED PRO-VISION SERIE (LED PRO-VISION SERIES) HE—

LED Pro-Vision
Mini / Midi / Maxi

403XXXXX 274

273



LED OSVETLENI PRO SIROKE POUZITI

s | ED PRO-VISION SERIE (LED PRO-VISION SERIES)

JAKO PERFEKTNi NASTUPCE TRADICNIHO
VEREJNEHO OSVETLENI

WIDE APPLICABLE LED FIXTURE WHICH IS A PERFECT

SUCCESSOR FORTHE WELL KNOWN CASE DESIGN FIXTURE.

-/+180

150

-/+180

120

-/+180

-150

-/+180

150

-/+180

60

-30

-150

300

Type 3

-/+180

60

30

150

274

Type 6

POUZITI: SILNICNi OKRUHY,
HLAVNI SILNICE, CYKLOSTEZKY,
CHODNIKY, OBCHODNI CENTRA,
PARKOVISTE APOD.

APPLICATIONS: ROAD DISTRICTS,
MAIN ROADS, BICYCLE /
PEDESTRIAN PATHS, BUSINESS
PARKS, PARKING LOTS, ETC.

« Predinstalovany kabel

« Standardné k dispozici stmivani

Dimregime

« Montaz bez naradi

« Pre-assembled cable
« Dimregime standard included
» Tool-free mounting

CePee QLme g

O PRODUKT SKLADEMl
LET ZARUKA
YEARS WARRANTY
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LED PRO-VISION SERIE (LED PRO-VISION SERIES) HE—

PRO-VISION

« LED svitidlo Pro-Vision Streetlight (IP66)
« Dostupné ve velikostech Mini, Midi a Maxi

* Stmivani a predem sestaveny kabel standardné
soucasti baleni

ceIpeed il 2 K

* Pro-Vision LED luminaire (IP66)
* Available in Mini, Midi and Maxi

* Integrovand prepétovd ochrana 10KV « Intergrated 10KV surge protection

* 4 moznosti charakteristiky vyzarfovani * 4 light distribution options

* Pouzdro je vyrobeno z prdskové lakovaného * Housing made of powder coated die-cast aluminum
litého hliniku * Dimregime and pre-assembled cable standard

included
* Equipped with tempered glass (IK08)

* Vybaveno tvrzenym sklem (IK08)

Obj.c. Verze Svételny tok Optika Teplota q
i ; chromati¢nosti

Art.no. Version Lumen package Optics
Color temperature

60mm adaptér-4036/../../ ../ ../ ..
X

76mm adaptér-4037 / ../ ../ ../ ../ ..
0: Mini 12 LED
1: Mini 18 LED
2: Mini 30 LED
3: Mini 36 LED
4: Midi 40 LED

5: Midi 54 LED
6: Maxi 66 LED
7: Maxi 90 LED
8: Maxi 108 LED

A [ Jc |o |

12 Stand. svételny tok (Im)

LED Nominal light output (Im) 1.400 1.600 1.800

18 Stand. svételny tok (Im)

LED Nominal light output (Im) 2.200 2.400 2.600
MINI

30 Stand. svételny tok (Im)

LED Nominal light output (Im) 3.200 3.600 S

36 Stand. svételny tok (Im)

LED Nominal light output (Im) 4.000 4.600 5.200

40 Stand. svételny tok (Im)

LED Nominal light output (Im) 5.800 6.400 6.800
MIDI

54 Stand. svételny tok (Im)

LED Nominal light output (Im) 7.000 7.800 8.800

66 Stand. svételny tok (Im)

LED Nominal light output (Im) 9.200 10.000 11.000

90 Stand. svételny tok (Im)
MAXI LED Nominal light output (Im) 13.000 14.000 15.000

108 Stand. svételny tok (Im)

LED Nominal light output (Im) 16.500 17.500 18.500

Pro-Vision MINI

2.000

2.800

5.800

7.200

9.800

12.500

16.000

19.500

Pro-Vision MIDI

X X X

1:A O:Typ 1 0: Tepld bild (3000K)
2:B 1:Typ 2 1: Neut. bilé (4000K)
&€ 2:Typ 3

4:D 3:Typ 4

4:Typ 5 - Pfechod pro chodce (pedestian crossing)
5: Typ 6 - Cyklictisky pruh (Bicycle lane)

SPECIFIKACE (FEATURES)

Zdroj svétla (Light Source): Lumileds / Samsung / Osram

Teplota chromati€nosti (Color temperature): 3000K / 4000K

Index poddni barev (Color rendering index): Ra = 70

Provozni teplota (Operating temperature): -30°C ~ +50°C

Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours) 300-500mA
LED napdjeni (vEéetné) (LED driver (included)): Philips Xitanium FP
1-10V / DALI dimbaar (DALl dimmable)

Napdijeni (Input): 220-240V AC 50/60Hz

Uginik (Power factor): > 0,95

* Pro aktudini pfehled kapacity svitivosti navstivté nase strdnky www.prolumia.cz
* For a current overview of the capacities of the light output, visit www.nedelko.nl

MONTAZ (MOUNTING)

Homf a vstupni montdz k dispozici o rozmérech 48mm, 60mm a 76mm (na vyz&ddni). Standardni
nastaveni - 15 stuprid az + 15 stupnd.
Top and entry mounting available in the dimensions 48 mm to 60 mm (standard) and 60 mm to 76

mm (on request). Standard adjustable - 15 degrees to + 15 degrees.

Na pfdni jsou k dispozici riznd barevnd RAL provedeni nebo telematika.

Upon request available in different RAL colors or equipped with telematics.

Pro-Vision MAXI

www.prolumia.cz
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KVALITA S CHARISMA
QUALITY AND CHARM

LED PRO-TABELLA

SERIE

LED PRO-TABELLA SERIES

LED Pro-Tabella je diky svym privétivym cendm uréena nejen
pro exkluzivni projekty. Toto elegantni svitidlo je vhodné

do aplikaci jako jsou napf. rezidentni oblasti, cetra mést,
parkovisté a chodniky.

Because of its favorable pricing, the LED Pro-Tabella is not limited to
exclusive locations. The chic fixture is very suitable for applications such as
residential areas, central areas, parking facilities and public paths.

SPECIFICKE VLASTNOSTI

« Vybaveno predinstalovanym kabelem
« Standarné v¢. dimregime

« 6 charakteristik vyzarovani

* Montaz bez naradi

SPECIFIC FEATURES

* Pre-assembled cable on length
* Dimregime standard included
« 6 light distributions

* Tool-free mounting

276
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LED PRO-TABELLA SERIE (LED PRO-TABELLA SERIES) I

LED Pro-Tabella

4040xxxX 278

277



s | ED PRO-TABELLA SERIE (LED PRO-TABELLA SERIES)

SVITIDLO KVALITNi A ELEGANTNI
VHODNE NEJEN DO EXKLUZIVNICH LOKALIT

QUALITY AND ALLURE DISTINGUISH THIS FUNCTIONAL
LUMINAIRE WHICH DOES NOT RESTRICT ITSELF TO EXCLUSIVE
LOCATIONS

-/+180
150

90 %0

-/+180

120

-/+180

-30

-150

5000 30

-/+180
150

-150

90

-/+180

60

150

-30

-150

-/+180

60

30

150

278

Type 6

POUZITi: REZIDENCNI OBLASTI,
PARKY, CENTRA MEST, NAMESTI,
CYKLOSTEZKY, PARKOVISTE
APOD.

APPLICATIONS: AREAS OF
RESIDENCE, PARKS. CENTER
AREAS, PLAZAS, SQUARES,
BICYCLE PATHS, PARKING LOTS,
ETC.

» Standardné 5 let zéruka

« Predinstalovany kabel

« 6 charakteristik vyzafovani
« Standardné dimregime

« Standard 5 years warranty

« Delivered with assembled cable on

length

» 6 light distributions
» Dimregime of choosing standard

included

CePee QLme g

LET ZARUKA
YEARS WARRANTY
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LED PRO-TABELLA SERIE (LED PRO-TABELLA SERIES) I

PRO-TABELLA CEIPe6 D2 &

« Integrovand prepétovd ochrana 10KV « Intergrated 10KV surge protection

« 6 moznosti charakteristiky vyzafovani « 6 light distribution options

* Pouzdro je vyrobeno z pr&skové lakovaného * Housing made of powder coated die-cast aluminum
litého hliniku * Dimregime and pre-assembled cable standard

« Stmivdni a predem sestaveny kabel standardné included
souCasti baleni * Equipped with tempered glass (IK08)

* Vybaveno tvrzenym sklem (IK08)

Obj.c. Verze Svételny tok Optika Teplota chromati¢nosti
Art.no. Version Lumen package Optics Color temperature
X X X

4040/ ../ ../ ../ .. X
0: 14 LED 1:A 0:Typ 1 0: Tepld bild (3000K)
1: 20 LED 2:B 1:Typ 2 1: Neutrdini bil& (4000K)
2: 40 LED &HC 2:Typ 3
4:D 3:Typ 4

4:Typ 5 - Pfechod pro chodce (Pedestrian crossing)
5: Typ 6 - Cyklostezka (Bicycle lane)

Svételny tok (Lumen package] SPECIFIKACE (FEATURES)
__ droj svétla (Light Source): Cree / Lumileds / Samsung / Osram

Stand. svételny tok (Im Teplota chromati¢nosti (Color temperature): 3000K / 4000K
1aep  Sland svéteny fok (im) 800 1000 1200  1.600 P ror ( per )
Index poddni barev (Color rendering index): Ra = 70

Stand. svételny tok (Im ‘ . 200 ~ +50°
26LED  [orrinalight omg’u' “m)( ) 2.600 3.400 3.800 4.600 'Provozm teplota (Operating temperature): -30°C ~ +50°C
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
apiEp | Siemel, SuEiElng il ) 5800 6400 6800  7.200 LED napdjent (véetn&) (LED driver (included)): Philips Xitanium PIn& programovatelné / 1-10V / Dali

Nominal light output (Im)
Napdijeni (Input): 220-240V AC 50/60Hz
Ucinik (Power factor): > 0,95

MONTAZ (MOUNTING)

Homi a vstupni montdz k dispozici o rozmérech 76mm (na vyzadani). Standardni nastavent - 15 stupid
az + 15 stupid.
Top mounting available in the dimension 76mm (on request). Standard adjustable - 15 degrees to + 15

degrees.

Na prdni jsou k dispozici rdznd barevnd RAL provedeni nebo telematika.
Upon request available in different RAL colors or equipped with telematics.
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NA VYBER Z NEKOLIKA TYPU SVITIDEL
A MNOHA VYKONOSTNICH VARIANT
AVAILABLE IN DIFFERENT MODELS, CAPABILITIES AND VERSIONS

LED URBAN
SERIE

LED URBAN SERIES

LED Urban série je charakterizovand Sirokou nabidkou svitidel SPECIFICKE VLASTNOSTI
pro prmyslové ale i vefejné osvétleni. Svitidla jsou vhodnd « Siroka nabidka

k nékolika typUm instalace. PouZitim stmivatelné varianty * Nékolik moZnosti instalace
svitidel dosdhnete nastaveni pozadovaného osvétleni a diky * Volitelné stmivani

tomu zisk&te nemalé Uspory energie. SPECIEIC EEATURES

The LED Urban series is characterized by a wide range of luminaires for both « Extensive range

industrial and public lighting applications. The luminaires are suitable for « Multiple mounting options
various mounting options. By the use of dimmable versions, it is possible to » Dimmable versions available
adjust the lighting level as desired so that substantial energy savings can be

realized.
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LED URBAN SERIE (LED URBAN SERIES) Hummm

LED Urban Icon

AABXXXXX 282

LED Urban Venus

445XXXXX 284

LED Urban Basic

A4 3XXXXX 286

LED Urban Town

AATXXXXX 288

LED Urban Walk

AA2XXXXX 290

www.prolumia.cz 281



s | ED URBAN SERIE (LED URBAN SERIES)

POUZITi: REZIDENCNI CESTY,
REZIDENCNI OBLASTI, PARKY,
NAMESTI, CYKLOSTEZKY, STEZKY,
PARKOVISTE APOD.

APPLICATIONS: RESIDENTIAL
STREETS, RESIDENTIAL AREAS,
PARKS, SQUARES, BIKE PATHS,
BACK PATHS, PARKING LOTS, ETC.

MODERNI DESIGNOVE SVITIDLO, KTERE JE
ZAROVEN ESTETICKE, FUNKCNI A UCINNE

ESTHETICS AND FUNCTIONALITY GO HAND-IN-HAND WITH
THIS EFFICIENT, CONTEMPORARY DESIGNED CONE FIXTURE

@571

—2360— VLASTNOSTI (FEATURES)

| [ « Vysoka ucinnost
275 371 - Matna optika pro vétsi komfort
I J « Volitelné se stinénim pro zamezeni

276 svételného smogu

« High luminaire efficiency

« Frosted LED screen for more comfort

« Option for shielding to prevent light
pollution

705

C€IP66 @ &

LET ZARUKA
YEARS WARRANTY
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LED URBAN SERIE (LED URBAN SERIES) Hummm

ICON C€ P66

« Icon LED Streetlight kuzelové svitidlo (IP66 / IKO8) « Icon LED Streetlight cone fixture (IP66 / IKO8)

* Kryt zhotoven z PMMA a hliniku * Enclosure of PMMA and aluminum

* Moznost matného stinéni * Frosted foreclosure option

* Otevreni bez ndradi * Open without tools

« U&innost svitidla 93% * Luminaire Efficiency of 93%

* Na vyzaddni k dispozici ve stmivatelném provedeni * Upon request available in dimmable version and with
a se svételnou regulaci light control

Obj.c. Verze Svételny tok Optika (RAL) Barva Teplota chrom:
Art.no. Version Lumen package Optics (RAL) Color Color temperature
X X X X

448/ ../ ../ ../ .. /.. X
0: 24 LED Transparentni (Transparent) 1A 0: F112 0: RAL9006 (Sedd G2) 0: Tepld bild (3000K)
1: 44 LED Transparentni (Transparent) 2:B 1: F2T1 1: Ostatni RAL barvy (Other RAL colors) 1: Neutrdini bilé (4000K)
2: 24 LED Komfortni stinéni (Comfort shielding) 3:C 2:F3T3
3: 44 LED Komfortni stinéni (Comfort shielding) 4:D 3:F314
4: F4T1
5: F5T1

Svételny tok (Lurnen package] SPECIFIKACE (FEATURES)
_-_ Zdroj svétla (Light Source): Philips LumiLEDs Luxeon TX

ﬁA II_dED Stand. svételny tok (Im) 1.200 1.600 1.800 2.400 2.800 Teplota chromaticnosti (Color temperature): 3000K / 4000K
lelder Nominal light output (Im) - - - - *
Index poddni barev (Color rendering index): Ra = 75
24 LED Stand. svételny tok (Im i i - 30°C ~ o
Comfort Nomin hoht et “m)[ ) 3.200 3.800 4.200 4.800 5.800 'PI'OVOZhI teplota (Operating temperature): -30°C ~ +50°C
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
ﬁ:ﬁg ﬁl‘ﬂ?ﬁ.ﬁ;ﬁ*ﬁl’,’g\}‘(’.ﬁ,"m’ 1.000 1.300 1.500 1.900 2.300 LED napdijeni (véetné) (LED driver (included)): Osram (Philips Xitanium volitelné)
441D Ry Napdijeni (Input): 220-240V AC 50/60Hz
‘and. svetfelny tol Im, .
Comfort Nominal light ourgut (Im) 2.500 3.100 3.400 3.900 4.700 U¢inik (Power factor): > 0,95

Please see page 292 for the available light distributions. MONTAZ(MOUNTING)
Pouze k disporzici pro horni montdz na sloup $ife 60mm

Only available as fop mounting version 60mm

Na yvzadani k dispozici také se stmivanim a jiné teploté chromati¢nosti.

Upon request available in dimmable version and other light colors.
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s | ED URBAN SERIE (LED URBAN SERIES)

POUZITI: SILNICE, CYKLOSTEZKY
A PESi ZONY, OKOLI VEREJNYCH

BUDOV A PRUMYSLOVYCH ZON,
PARKOVISTE APOD.

APPLICATIONS:

CONTINUOUS ROADS, BICYCLE
AND PEDESTRIAN PATHS,
AROUND PUBLIC BUILDINGS AND
INDUSTRIAL PARKS, PARKING
LOTS, ETC.

KLASICKE MESTSKE OSVETLENi PUVODEM Z
BARCELONY, KTERE SE VYBORNE ADAPTUJE
DO KAZDEHO MESTA

CLASSIC URBAN LIGHTING BORN IN THE STREETS
OF BARCELONA ADAPTS TO ANY URBAN ENVIRONMENT

HOR MAX STAR TOP
141 570 —‘ ‘ 620 | ’76154‘ VLASTNOSTI (FEATURES)
« Vysoka tcinnost
@520 « Pouziti modularnich LED modult
710 « Jednoducha instalace bez naradi
120 276
ui High light efficiency
262 « Modular LED modules
L] to be applied
276

5204‘ 076 - Simple tool-free assembly
s

’—520—‘7 ] T
,7 190
160
L
1000 125 1003125
I | C€ IP66

H s81g-| | |80 U - TET ZARUKA
100 50-1 | 130 80 24r - YEARS WARRANTY

262 262

%}F

sC
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LED URBAN SERIE (LED URBAN SERIES) Hummm

VENUS

* LED svitidlo Venus (IP66)

 Kryt z tlakové litého hliniku s epoxidovym zdkladnim
natérem + 2-komponentni polyuretan

* LED modul s vysoce Uc¢innou technologii optiky

* Vhodné pro vrchni montdz (adaptér stozdru @ 60 mm)

¢ Doddvdno s integrovanym napdjenim

* Na vyzaddni k dispozici ve stmivatelném provedeni
a se svételnou regulaci

C€ 1P66

* Venus LED Streetlight luminaire (IP66)

¢ Die-cast aluminum housing with epoxy primer
+ 2 component polyurethane

* PMMA shielded LED module with highly efficient lens
technology

 Suitable for top mounting (mast adapter @ 60 mm)

» Supplied with intergrated driver

* Upon request available in dimmable version and with

Obj.é. Verze Svételny tok Optika Verze
Art.no. Version Lumen package Optics Version
X X X X

light control

Teplota chrom:
Color temperature

445/ .. /... /.. /.. X
0:16 LED LTx 1:A 0: F172 0: HOR 0: Tepld bild (3000K)
1: 32 LED LTx 2:B 1: F3M3 1: STAR 1: Neutrdini bilé (4000K)
2:16 LED LM 3:C 2:F3T3 2: TOP
3: F314 3: MAX
4: FAM2
5: F5T1

- Svételny tok

A
Stand. svételny tok (Im)
3000K Nominal light output (Im) 2.690 3.417
16 LED LTx
Stand. svételny tok (Im)
4000K Nominal light output (Im) 2479 3.412
Stand. svételny tok (Im)
GO0OK Nominal light output (Im) 5.380 HE
32 LED LTx
Stand. svételny tok (Im)
AT Nominal light output (Im) 4.958 6.824
Stand. svételny tok (Im)
3000K Nominal light output (Im) 9.158 12.309
16 LED LM
4000K Stand. svételny tok (Im) 8.487 11.454

Nominal light output (im)

V8echny dostupné vyzarovaci charakteristiky naleznete na str. 292.
Please see page 292 for the available light distributions.

DN

SPECIFIKACE (FEATURES)

Zdroj svétla (Light Source): Philips LumiLEDs Luxeon T / Luxeon M

4.972 Teplota chromaticnosti (Color temperature): 3000K (Luxeon T) / 4000K (Luxeon M)
Index poddni barev (Color rendering index): Ra = 70
4.542 Provozni teplota (Operating temperature): -30°C ~ +50°C
Iivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
9.944 LED napdijeni (véetné) (LED driver (included)):
Osram (Philips Xitanium volitené)
R Napdieni (Input): 220-240V AC 50/60Hz
Uginik (Power factor): > 0,95
x Standardni barva (standard color): RAL9006 (Sedé 2)
X

MONTAZ (MOUNTING)

Pro homi / bo&ni montd&z

Top mounting/ horizontal mounting

Na yvzaddani k dispozici také se stmivénim a jiné teploté chromati¢nosti.
Upon request available in dimmable version and other light colors.
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s | ED URBAN SERIE (LED URBAN SERIES)

POUZITI: SILNICE, CYKLOSTEZKY
A CHODNIKY, OKOLi VEREJNYCH
BUDOV, PRUMYSLOVE ZONY,
PARKOVISTE, APOD.

APPLICATIONS:

CONTINUOUS ROADS, BICYCLE
AND PEDESTRIAN PATHS,
AROUND PUBLIC BUILDINGS AND
INDUSTRIAL PARKS, PARKING
LOTS, ETC.

VYSOCE VYKONNA LED TECHNOLOGIE UKRYTA
V MINIMALISTICKEM SVITIDLE

HIGHLY EFFICIENT LED TECHNOLOGY WRAPPED IN
A MINIMALISTIC AND VERSATILE LUMINAIRE

HOR LAT LAT TOP

S VLASTNOSTI (FEATURES)
N - /QTMS s - Vysoka aéinnost
199 z7j J

oo ] « Pouziti modularnich LED moduli

FWUT Jednoducha instalace bez naradi
’»ﬂ‘wo—‘
% O% « High light efficiency
« Modular LED modules
s | 12,

to be applied
L e
a5

« Simple tool-free assembly

L

@76

P hiE
] L
261

C€IP66 @ &

LET ZARUKA |
YEARS WARRANTY
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LED URBAN SERIE (LED URBAN SERIES) Hummm

BASIC C€ 1P66

 LED svitidlo Basic (IP66) « Basic LED Streetlight luminaire (IP66)

 Kryt z tlakové litého hliniku s epoxidovym zdkladnim * Die-cast aluminum housing with epoxy primer
natérem + 2-komponentnim polyuretanem + 2 component polyurethane

* LED modul s vysoce Uc¢innou optikou z PMMA * PMMA shielded LED module with highly efficient lens

¢ Vhodné pro vrchni montdz (adaptér stozdru @ 60mm), technology
z&vésnou a ndsténnou montdz s odpovidajicim « Suitable for top mounting (mast adapter @ 60 mm),
boénim drzakem suspended and wall mounting as well as with a

¢ Doddvdno s integrovanym napdjenim matching bracket (lateral mounting)

* Na vyzadani k dispozici ve stmivatelném provedeni a * Supplied with intergrated driver
se svételnou regulaci * Upon request available in dimmable version and with

light control

Obj.c. Verze Svételny tok Optika Verze Teplota chrom:
Art.no. Version Lumen package Optics Version Color temperature
X X X X

445/ .. /... /.. /.. X
0:16 LED LTx 1:A 0: F172 0: HOR 0: Tepld bild (3000K)
1: 32 LED LTx 2:B 1: F3M3 1: LAT 1: Neutrdini bilé (4000K)
2:16 LED LM &HC 2: F313 2: LATTOP
3: F314 3:TOP
4: FAM2 4:TOP 2
5: F5T1

SPECIFIKACE (FEATURES
_ Zdroj svétla (Light Source): Philips LumiLEDs Luxeon T/ Luxeon M

Stand. svételny tok (Im Teplota chromati¢nosti (Color temperature): 3000K (Luxeon T) / 4000K (Luxeon M,
aoook  Sond. svételnytok (ml 2,490 3417 4972 Pl ror ( per ) ( ) ( )
16 LED LTx Index poddni barev (Color rendering index): Ra 2 70
Stand. svételny tok (Im; ‘ : 200 ~ o
4000k Yfand. svetelny & “m)( ) 2479 3.412 4.542 Ijrovozm teplota (Operating temperature): -30°C ~ +50°C
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
3000K zﬁ:}% ﬁ;ﬁ:sﬂr‘m:ﬁﬁ]ﬂml 5.380 7434 9.944 LED napdjeni (véetné) (LED driver (included)): Osram (Philips Xitanium volitelné)
32LED LTx S ————— Napdjeni (Input): 220-240V AC 50/60Hz
'and. svefelny fok (Im .
4000K Nominal light omgur (im) 4.958 6.824 9.084 Uginik (Power factor): > 0,95

Stand. svételng tok (im) Standardni barva (standard color): RAL9006 (Sedd 2)
3000K {orminal fight output (im) 9.158 12.309 =

16 LED LM

Stand. svételny tok (Im)
4000K o minal ight output (im) 8.487 11.454 =

MONTAZ (MOUNTING)

V8echny dostupné vyzafovaci charakteristiky naleznete na str. 292. , L L s L
Pro horni / bo&ni montdz, nasténnou a zévésnou montdz

Please see page 292 for the available light distributions.
Top mounting/ horizontal mounting, wall mounting, suspended mounting

Na yvzédani k dispozici také se stmivénim a jiné teploté chromatic¢nosti.
Upon request available in dimmable version and other light colors.
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s | ED URBAN SERIE (LED URBAN SERIES)

POUZITI: SILNICE, CYKLOSTEZKY
A CHODNIKY, OKOLi VEREJNYCH
BUDOV, PRUMYSLOVE ZONY,
PARKOVISTE, APOD.

APPLICATIONS:

CONTINUOUS ROADS, BICYCLE
AND PEDESTRIAN PATHS,
AROUND PUBLIC BUILDINGS AND
INDUSTRIAL PARKS, PARKING
LOTS, ETC.

ELEGANTNi A NENAPADNE SVITIDLO DO
MESTSKEHO PROSTREDI

ELEGANT AND UNDERSTATED LUMINAIRE
FOR URBAN ENVIRONMENTS

TOP LAT WALL

650 VLASTNOSTI (FEATURES)

i

- ED \/ \ « Vysoka ucinnost
. « Pouziti modularnich LED modulti
« Jednoduchd instalace bez naradi

« High light efficiency
« Modular LED modules

to be applied

« Simple tool-free assembly

C€ P66 @ &

LET ZARUKA |
YEARS WARRANTY
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LED URBAN SERIE (LED URBAN SERIES) Hummm

TOWN C€ 1P66
 LED svitidlo Town (IP66) * Town LED Streetlight luminaire (IP66)
 Kryt z tlakové litého hliniku s epoxidovym zdkladnim * Die-cast aluminum housing with epoxy primer
natérem + 2-komponentnim polyuretanem + 2 component polyurethane
* LED modul s vysoce Uc¢innou optikou z PMMA * LEDs on LED module shielded with highly efficient
¢ Vhodné pro vrchni montdz (adaptér stozdru @ 60mm), PMMA lenses
z&vésnou a ndsténnou montdz s odpovidajicim « Suitable for top mounting (mast adapter @ 60 mm),
bocnim drzdkem wall mounting as well as with a matfching bracket
¢ Doddvdno s integrovanym napdjenim (lateral mounting)
* Na vyzaddni k dispozici ve stmivatelném provedeni * Supplied with intergrated driver
a se svételnou regulaci * Upon request available in dimmable version and with
light control

Obj.c. Verze Svételny tok Optika Verze Teplota chromaticnosti
Art.no. Version Lumen package Optics Version Color temperature
X X X X X

am/././ .
0: 10 LED LM 1:A 0: F172 0: TOP 0: Tepld bild (3000K)
1: 15LED LM 2:B 1: F3M3 1: LAT 1: Neutrdini bilé (4000K)
2:20 LED LM &HC 2: F313 2: WALL
3:24 LED LM 3: F314
4:30 LED LM 4: FAM2
5: F5T1

T — SPECIFIKACE (FEATURES)
_ Zdroj svétla (Light Source): Philips LumiLEDs Luxeon M

3000K zfor_\d. svételny fok (Im) 6.790 9100 11.620 Teplota chromaticénosti (Color temperature): 3000K (Luxeon T) / 4000K (Luxeon M)
lominal light output (Im) P N . ) >70
10 LED LM Index poddni barev (Color rendering index): Ra >
Stand. svételny tok (Im, Provozni teplota (Operating temperature): -30°C ~ +50°C
4000k Stand. svetelnytok (m) 4 290 8.430 10.765 P plota (Op fing temp )
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
Stand. svételny tok (Im, Gieni (véetnd i i . ilios Xitani itelné
3000K R ompyuv “m)( ) 10.180 13.650 17.435 LED napdijeni (véetné) (LED driver (included)): Osram (Philips Xitanium volitelné)
15 LED LM Napdijeni (Input): 220-240V AC 50/60Hz
Stand. svételny tok (Im; p—— .
4000k Shand. svtelny ! "m]‘ ) 9435 12.650 16.155 0&inik (Power factor): > 0,95
o Standardni barva (standard color): RAL9006 (Sedé 2)
Stand. svételny tok (Im;
3000K Nominal light ou'guf (m) 13.575 18.200 23.246
20 LED LM
Stand. svételny tok (Im,
4000k Sond svSfellyiok(m 12580 16865 21540
3000k Stand.svételnytok (im) 7 559 14250  25.060 V.
Nominal light output (Im) : - . MO AZ (MOUNTING)
24 LED LM
Stand. svételny tok (Im; PR Lox -
4000K R ot oot IIMJ( ) 6.996 13.204 23.220 Pro horni, nésténnou a zavésnou montdz
Top mounting, wall mounting, lateral mounting
Stand. svételny tok (Im,
aoook  Sond svsfellyiok(ml 20365 27.300 34870
30 LED LM

Stand. svételny tok (Im)
4000K gt 18.870 25.295 32.310
Nominallight oufput (Im) Na yvzadani k dispozici také se stmivanim a jiné teploté chromati¢nosti.

Upon request available in dimmable version and other light colors.
V8echny dostupné vyzafovaci charakteristiky naleznete na str. 292.
Please see page 292 for the available light distributions.
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s | ED URBAN SERIE (LED URBAN SERIES)

POUZITI: SILNICE, CYKLOSTEZKY
A CHODNIKY, OKOL[ VEREJNYCH
BUDOV, PRUMYSLOVE ZONY,
PARKOVISTE, APOD.

APPLICATIONS:

CONTINUOUS ROADS, BICYCLE
AND PEDESTRIAN PATHS,
AROUND PUBLIC BUILDINGS AND
INDUSTRIAL PARKS, PARKING
LOTS, ETC.

ELEGANTNi A NENAPADNE SVITIDLO DO
MESTSKEHO PROSTREDI

ELEGANT AND UNDERSTATED LUMINAIRE
FOR URBAN ENVIRONMENTS

TOP

VLASTNOSTI (FEATURES)

« Vysoka ucinnost

- « Pouziti modularnich LED modulti
545 « Jednoducha instalace bez naradi
416

L « High light efficiency

76
« Modular LED modules
to be applied

» Simple tool-free assembly

-

260
H

70

C€IP66 @ &

LET ZARUKA |
YEARS WARRANTY
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LED URBAN SERIE (LED URBAN SERIES) Hummm

WALK C€ 1P66

 LED svitidlo Walk (IP6é6) * Walk LED Streetlight luminaire (IP66)

 Kryt z tlakové litého hliniku s epoxidovym zdkladnim * Die-cast aluminum housing with epoxy primer
natérem + 2-komponentnim polyuretanem + 2 component polyurethane

* LED modul s vysoce Uc¢innou optikou z PMMA * LEDs on LED module shielded with highly efficient

¢ Vhodné pro vrchni montdz (adaptér stozdru @ 60mm), PMMA lenses
z&vésnou a ndsténnou montdz s odpovidajicim « Suitable for top mounting (mast adapter @ 60 mm),
boénim drzakem suspended and wall mounting as well as with a

¢ Doddvdno s integrovanym napdjenim matching bracket (lateral mounting)

* Na vyzadani k dispozici ve stmivatelném provedeni * Supplied with intergrated driver
a se svételnou regulaci * Upon request available in dimmable version and with

light control

Obj.c. Verze Svételny tok Optika Verze Teplota chrom:
Art.no. Version Lumen package Optics Version Color temperature
X X X X

442/ .. /.. /... X
0: 10 LED LM 1:A 0: F172 0: TOP 0: Tepld bild (3000K)
1: 15LED LM 2:B 1: F3M3 1: Neutrdini bilé (4000K)
2:24 LED LM 3:C 2:F3T3
3: F314
4: FAM2
5: F5T1

SPECIFICKACE (FEATURES)
_ Zdroj svétla (Light Source): Philips LumiLEDs Luxeon M

Stand. svételny tok (Im Teplota chromati¢nosti (Color temperature): 3000K (Luxeon T) / 4000K (Luxeon M,
aoook  Yond: svetelny fok [m) 4 799 9.100 11.620 Pl ror ( per ) ( ) ( J
10 LED LM Index poddni barev (Color rendering index): Ra =70
Stand. svételny tok (Im; 1 i - -30°C ~ +50°
4000K et ourgu' (Im)( ) 6.290 8.430 10.765 vProvozm teplota (Operating temperature): -30°C ~ +50°C
Zivotnost (hod) (Rated life hours): L90 > 100.000 hod (hours)
300k Stand, ﬁ;ﬁ‘fl?guj%';]“ml 10.180 13.650 17.435 LED napdjeni (véetng) (LED driver (included)): Osram (Philips Xitanium voliteiné)
15LED LM - Napdijeni (Input): 220-240V AC 50/60Hz
Stand. svételny tok (Im; P
4000K Nominal light omgur (im) 9.435 12.650 16.155 Ucinik (Power factor): > 0,95

Standardni barva (standard color): RAL006 (Sedd 2)

Stand. svételny tok (Im)
3000K Nominal light output {im) 7.550 14.250 25.060
24 LED LM

Stand. svételny tok (Im)
4000K N ominai ight output (im) 6.996 13.204 23.220

MONTAZ (MOUNTING)

V8echny dostupné vyzafovaci charakteristiky naleznete na str. 292. Pro homi / bo&ni montas, ndsténnou a zévésnou montés

Please see page 292 for the available light distributions. . . . .
Top mounting, wall mounting, lateral mounting, suspended mounting

Na yvzaddani k dispozici také se stmivanim a jiné teploté chromati¢nosti.

Upon request available in dimmable version and other light colors.
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Moznosti distribuce svétla (Available light distributions)

LT

r1,25h
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LED URBAN SERIE (LED URBAN SERIES) Hummm

Moznosti distribuce svétla (Available light distributions)

LM

i45h

r12h r15h

s06h
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POZNAMKY (NOTES) mumm

Nedelko vénuje maximdlini pozornost tomuto katalogu a spolehlivosti a aktudinosti informaci v ném obsazenych. | pfes veskerou péci nelze vzdy zabrdnit nepresnostem. Nedelko neruci za chyby
nebo nepresnosti. Pro nejaktudinéjsi informace prosim kontaktujte nase obchodni oddélent.

Nedelko B.V. pays the utmost attention to its catalog and reliability and actuality of the information contained therein. Despite all care, inaccuracies and omissions can not always be prevented.
Nedelko B.V. is not liable for errors or inaccuracies. For the most current information please contact our sales department.

www.prolumia.cz 295



s ZNACKY (APPROBATIONS)

€

0 & O

&

o

426

Vsechny vyrobky splriuji pozadavky dle smérnice EMC 89/336 (elektromagnetickd kompatibilita) a smérnice 73/23 (nizkonapéfové) a jsou
oznaceny symbolem CE.

All products according to the EMC directive 89/336 (electromagnetic compatibility) and guideline 73/23 (low voltage) comply with the require-
ments and have the CE symbol on their packaging.

Vsechny elektrické vyrobky splnuji smérnici RoHS (Omezovdni nebezpecnych ldtek), a proto neobsahuiji olovo, rtuf, kadmium, Sestimocny chrom,
polybromované bifenyly a polybromované difenylethery.

All electrical products comply with the RoHS guideline (Restriction of Hazardous Substances) and are therefore free of lead, mercury, cadmium,
hexavalent chromium, polybrominated biphenyls and polybrominated diphenyl ethers.

Vyrobky jsou bezolovnaté.
Products are lead-free.

Vyrobky jsou urceny pouze k vnitfnimu pouziti.
Products may only be used indoors.

Vyrobky mohou byt pouzivany uvnitf i venku.
Products may be used both indoors and outdoors.

Vyrobky jsou urceny také k venkovnimu pouZiti.
Products may be used outdoors.

Svitidlo je vhodné pro montdz / umisténi na hoflavé materidly / povrchy. Zapusténd svitidia nesmi byt za zddnych okolnosti pokryta izolacnimi
materidly nebo podobnymi materidly.

The luminaire is suitable for mounting/placement on normally lammable materials/surfaces. Recessed luminaires should, under no circumstan-
ces, be covered with insulation materials or similar material.

Smérnice o likvidaci elektronickych zafizenich (OEEZ) je smémici EU (2002/96 / ES) a popisuje sbér, recyklaci a obnovu elektroodpadu a elektro-
nickych zafizeni.

The Waste Electrical and Electronic Equipment (WEEE) guideline is an EU directive (2002/96/EC) and describes the collection, recycling and
restoration of electrical waste and electronic equipment.

IPX5: Vyrobek je chrdnén proti tryskajici vodé.
IPX5: The fixture is protected from water jets.

IP5X: Vyrobek je chranén ¢éstecné proti vniknuti prachu.
IP5X: The fixture is dust-free.

Trida I: Kovové Casti svitidla, které spadaiji do této ffidy, jsou spojeny se zemnicim vodicem. Svitidlo vyzaduje bezpecné piipojeni uzemnénim.
Class I: Metal parts of the fixture which fall into this class are connected to an earth conductor. The fixture does require a safety connection to
electrical earth.

Trida II: Svitidlo je dvoijité izolované nebo md extra siné izolacni pouzdro a nevyzaduje bezpecnostni pfipojeni uzemnénim.
Class II: The fixture is double insulated or has an extra strong insulating housing and does not require a safety connection to electrical earth.

Trida llI: Svitidio je doddvdéno s externim napdjecim zdrojem s nizkym vystupnim napétim, které zabrariuje Urazu vysokym napétim na svitidle.
Class Ill: The fixture comes with an external power supply with low output voltage which prevents dangerous high voltages on the fixture.

Odolnost proti ndrazu 5J (uzaviené svitidio s polykarbondtovym nebo sklenénym krytem, chrdnéné proti vandalismu).
Shock resistance of 5J (closed luminaire with polycarbonate or glass cover, protected against vandalism).

Odolnost proti ndrazu 10J.
Shock resistance of 10J.

Odolnost proti otfestim 20J (uzaviené svitidio odolné proti vandalismu).
Shock resistance of 20J (vandal-proof enclosed luminaire).

Inacka VDE znamend Deutscher Elekirotechniker. S etiketou VDE vyrobek splfiuje elektrické normy a predpisy. Vyrobek rovnéz splriuje
bezpecnostni poZzadavky v oblasti elektrickych, mechanickych, tepelnych, toxickych a radiologickych rizik.

The VDE mark stands for Deutscher Elekirotechniker. With the VDE label the product complies with the electrical standards and regulations. The
product also complies with the safety requirements in the field of electrical, mechanical, thermal, toxic and radiological hazards.

T0V znamend ,,Technischer Uberwachungsverein*. Je to nezdvislé agentura s primdrnim cilem ovéfovat viechny druhy produktd a sluzeb pro
bezpecné pouzivani.

TOV stands for “Technischer Uberwachungsverein”. It is an independent agency with the primary objective of validating all kinds of products
and services for safe usage.

TOV vydava predpisy tykajici se elekiromagnetické kompatibility (EMC). Aby nedoslo k rusenti jinych elekironickych nebo elekirickych zafizeni,
musi nékteré vyrobky splfiovat pozadavky smérnice EMC 2004/108 / ES a nést oznaceni CE.

TUV has certain regulations regarding Electromagnetic Compatibility (EMC). To avoid interference with other electronic or electrical devices,
some products must comply with the EMC Directive 2004/108/EC and carry the CE mark.

TUV nabizi spotfebitelim spolehlivou smémici. Znacka GS oznaduje, ze vybrany vyrobek byl testovan podle bezpe&nostnich predpis, véetné
navodu k obsluze.

TUV offers consumers a reliable guideline. The GS mark indicates that the selected product has been tested on safety regulations, including its
operating instructions.

Materidl odolny vi&i UV zéfeni poskytuje lepsi odolnost proti povétrnostnim viivim a tim zpomaluje degradaci vyrobku.
UV resistant material provides improved weather resistance and thereby slows down degradation of the product.

Symbol recyklace oznacuje, Ze vyrobek Ize recyklovat.
The recycle symbol indicates that the product can be recycled.
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